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9.1.43k
System information Type 13alt

This message is sent on the BCCH if indicated in the SYSTEM INFORMATION TYPE 3 message. The message is sent by the network to provide information related to Iu mode in the cell. See table 9.1.43k.1/3GPP TS 44.018. Special requirements for the transmission of this message apply, see 3GPP TS 45.002.

A mobile station not supporting Iu mode shall treat this message as an unknown message type.

The L2 Pseudo Length of this message has the value 0.

Message type:
SYSTEM INFORMATION TYPE 13alt
Significance:
dual

Direction:
network to mobile station

Table 9.1.43k.1/3GPP TS 44.018: SYSTEM INFORMATION TYPE 13alt message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	L2 Pseudo Length
	L2 Pseudo Length
10.5.2.19
	M
	V
	1

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	System Information Type 13alt Message Type
	Message Type
10.4
	M
	V
	1

	
	SI 13alt Rest Octets
	SI 13 Rest Octets
10.5.2.37L
	M
	V
	20


--------------------------------------------

NEXT MODIFIED SUBCLAUSE

--------------------------------------------

10.4
Message Type

The message type IE and its use are defined in 3GPP TS 24.007 [20]. Tables 10.1.1/3GPP TS 44.018 and 10.4.2/3GPP TS 44.018 define the value part of the message type IE used in the Radio Resource management protocol. Table 10.4.3/3GPP TS 44.018 defines the value part of the message type IE used in the GPRS Transparent Transport protocol.

Table 10.4.1/3GPP TS 44.018: Message types for Radio Resource management

	8 7 6 5 4 3 2 1                                   

	                 Channel establishment messages:

0 0 1 1 1 1 0 0  - RR INITIALISATION REQUEST

0 0 1 1 1 0 1 1  - ADDITIONAL ASSIGNMENT

0 0 1 1 1 1 1 1  - IMMEDIATE ASSIGNMENT

0 0 1 1 1 0 0 1  - IMMEDIATE ASSIGNMENT EXTENDED

0 0 1 1 1 0 1 0  - IMMEDIATE ASSIGNMENT REJECT



	                 Ciphering messages:

0 0 1 1 0 1 0 1  - CIPHERING MODE COMMAND

0 0 1 1 0 0 1 0  - CIPHERING MODE COMPLETE



	                 Configuration change messages:

0 0 1 1 0 0 0 0  - CONFIGURATION CHANGE COMMAND

0 0 1 1 0 0 0 1  - CONFIGURATION CHANGE ACK.

0 0 1 1 0 0 1 1  - CONFIGURATION CHANGE REJECT

	                 Handover messages:

0 0 1 0 1 1 1 0  - ASSIGNMENT COMMAND

0 0 1 0 1 0 0 1  - ASSIGNMENT COMPLETE

0 0 1 0 1 1 1 1  - ASSIGNMENT FAILURE

0 0 1 0 1 0 1 1  - HANDOVER COMMAND

0 0 1 0 1 1 0 0  - HANDOVER COMPLETE

0 0 1 0 1 0 0 0  - HANDOVER FAILURE

0 0 1 0 1 1 0 1  - PHYSICAL INFORMATION

0 0 0 0 1 0 0 0  - RR-CELL CHANGE ORDER

0 0 1 0 0 0 1 1  - PDCH ASSIGNMENT COMMAND

	                 Channel release messages:

0 0 0 0 1 1 0 1  - CHANNEL RELEASE

0 0 0 0 1 0 1 0  - PARTIAL RELEASE

0 0 0 0 1 1 1 1  - PARTIAL RELEASE COMPLETE  

	                 Paging and Notification messages:

0 0 1 0 0 0 0 1  - PAGING REQUEST TYPE 1

0 0 1 0 0 0 1 0  - PAGING REQUEST TYPE 2

0 0 1 0 0 1 0 0  - PAGING REQUEST TYPE 3

0 0 1 0 0 1 1 1  - PAGING RESPONSE

0 0 1 0 0 0 0 0  - NOTIFICATION/NCH

0 0 1 0 0 1 0 1  - Reserved (see NOTE)

0 0 1 0 0 1 1 0  - NOTIFICATION/RESPONSE

0 0 0 0 1 0 1 1  - Reserved (see NOTE)



	                 System information messages:

0 0 0 1 1 0 0 0  - SYSTEM INFORMATION TYPE 8

0 0 0 1 1 0 0 1  - SYSTEM INFORMATION TYPE 1

0 0 0 1 1 0 1 0  - SYSTEM INFORMATION TYPE 2

0 0 0 1 1 0 1 1  - SYSTEM INFORMATION TYPE 3

0 0 0 1 1 1 0 0  - SYSTEM INFORMATION TYPE 4

0 0 0 1 1 1 0 1  - SYSTEM INFORMATION TYPE 5

0 0 0 1 1 1 1 0  - SYSTEM INFORMATION TYPE 6

0 0 0 1 1 1 1 1  - SYSTEM INFORMATION TYPE 7     

	                 System information messages:

0 0 0 0 0 0 1 0  - SYSTEM INFORMATION TYPE 2bis

0 0 0 0 0 0 1 1  - SYSTEM INFORMATION TYPE 2ter

0 0 0 0 0 1 1 1  - SYSTEM INFORMATION TYPE 2quater

0 0 0 0 0 1 0 1  - SYSTEM INFORMATION TYPE 5bis

0 0 0 0 0 1 1 0  - SYSTEM INFORMATION TYPE 5ter

0 0 0 0 0 1 0 0  - SYSTEM INFORMATION TYPE 9

0 0 0 0 0 0 0 0  - SYSTEM INFORMATION TYPE 13

   

	                 System information messages:

0 0 1 1 1 1 0 1  - SYSTEM INFORMATION TYPE 16

0 0 1 1 1 1 1 0  - SYSTEM INFORMATION TYPE 17     

	 

	                 Miscellaneous messages:

0 0 0 1 0 0 0 0  - CHANNEL MODE MODIFY

0 0 0 1 0 0 1 0  - RR STATUS

0 0 0 1 0 1 1 1  - CHANNEL MODE MODIFY ACKNOWLEDGE

0 0 0 1 0 1 0 0  - FREQUENCY REDEFINITION

0 0 0 1 0 1 0 1  - MEASUREMENT REPORT

0 0 0 1 0 1 1 0  - CLASSMARK CHANGE

0 0 0 1 0 0 1 1  - CLASSMARK ENQUIRY

0 0 1 1 0 1 1 0  - EXTENDED MEASUREMENT REPORT

0 0 1 1 0 1 1 1  - EXTENDED MEASUREMENT ORDER

0 0 1 1 0 1 0 0  - GPRS SUSPENSION REQUEST



	                 VGCS uplink control messages:

0 0 0 0 1 0 0 1  - VGCS UPLINK GRANT

0 0 0 0 1 1 1 0  - UPLINK RELEASE

0 0 0 0 1 1 0 0  - Reserved (see NOTE)

0 0 1 0 1 0 1 0  - UPLINK BUSY

0 0 0 1 0 0 0 1  - TALKER INDICATION

	                 Application messages:

0 0 1 1 1 0 0 0  - APPLICATION INFORMATION



	                 System information messages:

0 0 0 0 0 0 0 1  - SYSTEM INFORMATION TYPE 14

0 1 0 0 0 0 1 1  - SYSTEM INFORMATION TYPE 15

0 1 0 0 0 0 0 0  - SYSTEM INFORMATION TYPE 18

0 1 0 0 0 0 0 1  - SYSTEM INFORMATION TYPE 19

0 1 0 0 0 0 1 0  - SYSTEM INFORMATION TYPE 20
0 1 0 0 0 1 0 0  - SYSTEM INFORMATION TYPE 13alt


	                 DTM control messages:

0 1 0 0 1 0 0 0  - DTM ASSIGNMENT FAILURE

0 1 0 0 1 0 0 1  - DTM REJECT

0 1 0 0 1 0 1 0  - DTM REQUEST

0 1 0 0 1 0 1 1  - PACKET ASSIGNMENT

0 1 0 0 1 1 0 0  - DTM ASSIGNMENT COMMAND

0 1 0 0 1 1 0 1  - DTM INFORMATION

0 1 0 0 1 1 1 0  - PACKET NOTIFICATION



	                 3G specific messages:

0 1 1 0 0 0 0 0  - UTRAN CLASSMARK CHANGE

0 1 1 0 0 0 1 0  - CDMA 2000 CLASSMARK CHANGE

0 1 1 0 0 0 1 1  - INTER SYSTEM TO UTRAN HANDOVER COMMAND

0 1 1 0 0 1 0 0  - INTER SYSTEM TO CDMA2000 HANDOVER COMMAND




Bit 8 is reserved for possible future use as an extension bit, see 3GPP TS 24.007.

NOTE:
This value was allocated but never used in earlier phases of the protocol.

Table 10.4.2/3GPP TS 44.018: Message types for Radio Resource management messages
using the RR short protocol discriminator

	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	System Information Type 10

	0
	0
	0
	0
	1
	Notification/FACCH

	0
	0
	0
	1
	0
	Uplink Free

	0
	0
	1
	0
	0
	Enhanced Measurement Report (uplink)

	0
	0
	1
	0
	1
	Measurement Information (downlink)


Table 10.4.3/3GPP TS 44.018: Message types for GTTP messages 

	Message type
	Message

	8 7 6 5 4 3 2 1
	

	0 0 0 0 0 0 0 0
	GPRS Information


--------------------------------------------

NEXT MODIFIED SUBCLAUSE

--------------------------------------------

10.5.2.37L
SI 13alt Rest Octets

The SI 13alt Rest Octets information element is coded according to the syntax specified below and described in tables 10.5.2.37L.1/3GPP TS 44.018 and 10.5.2.37L.2/3GPP TS 44.018.

The SI 13alt Rest Octets information element is a type 5 information element with 20 octets length.

Table 10.5.2.37L.1/3GPP TS 44.018: SI 13alt Rest Octets information element content
	< SI 13alt Rest Octets > ::=

< PBCCH Description : < PBCCH Description 2 struct >>

< spare padding > ;


	< PBCCH Description 2 struct > ::=

< PSI1_REPEAT_PERIOD : bit (4) >

< Pb : bit (4) >

< TN : bit (3) >

< PBCCH Frequency Description : < Frequency Parameters IE >> ;




-- Defined in 3GPP TS 44.060



Table 10.5.2.37L.2/3GPP TS 44.018: SI 13alt Rest Octets information element
	PSI1_REPEAT_PERIOD (4 bit field) 
This field is the binary representation, range 0 to 15, of the PSI1 repeat period. The coding of this field is identical to the coding of the PSI1_REPEAT_PERIOD field in the PSI1 message defined in 3GPP TS 44.060.

	Pb (4 bit field)
This is the binary representation, range 0 to 15, of the power reduction value used by the BTS on PBCCH blocks, relative to the output power on BCCH, see 3GPP TS 45.008.

	TN (3 bit field)
This is the binary representation, range 0 to 7, of the timeslot number for the PBCCH, see 3GPP TS 45.002.

	PBCCH Frequency Description
The PBCCH frequency description is encoded using the Frequency Parameters information element defined in 3GPP TS 44.060. When used in this message, the Frequency Parameters information element shall define a non-hopping radio frequency channel or use the direct encoding 2 to define a hopping radio frequency channel.
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