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	Doc
	Subject
	Source
	Meeting

	GP-010736
	CR 04.08-A746 MAC Mode parameter in MAC Mode and Channel Coding Request IE  (R97)
	Alcatel
	G2-04

	GP-010737
	CR 04.08-A748 MAC Mode parameter in MAC Mode and Channel Coding Request IE  (R98)
	Alcatel
	G2-04

	GP-010738
	CR 04.18-A197 MAC Mode parameter in MAC Mode and Channel Coding Request IE  (R99)
	Alcatel
	G2-04

	GP-010789
	CR 04.18-A198 Clarification on SI 2 quater content  (R99)
	Alcatel
	G2-04

	GP-010739
	CR 44.018-037 MAC Mode parameter in MAC Mode and Channel Coding Request IE  (Rel-4)
	Alcatel
	G2-04

	GP-010790
	CR 44.018-038 Clarification on SI 2 quater content  (Rel-4)
	Alcatel
	G2-04

	GP-010631
	CR 44.060-018 New MS behaviour in case of un-successful cell re-selection  (Rel-4)
	Alcatel
	G2-04

	GP-022106
	CR 44.060-249 rev 1 Removal of relaxation during contention resolution (Rel-5)
	Alcatel
	G2-10

	GP-010932
	CR 04.08-A742 rev 1 Correction in RR Sub-layer Due to Uplink Removal of Pre-emption  (R98)
	Ericsson
	G2-04

	GP-010933
	CR 04.18-A189 rev 1 Correction in RR Sub-layer Due to Uplink Removal of Pre-emption  (R99)
	Ericsson
	G2-04

	G2-010362
	CR 04.18-A227 Transparent UMTS specific Information in Classmark Change (R99) 
	Ericsson
	G2-06bis

	GP-021267
	CR 04.31-A078 rev 2 Correction on Navigation Model Update Mechanism (R98)
	Ericsson
	G2-09

	GP-021268
	CR 04.31-A079 rev 2 Correction on Navigation Model Update Mechanism (R99)
	Ericsson
	G2-09

	GP-011712
	CR 08.08-A239 rev 5 Layer 3 Information - RRC Container (R99) (R99)
	Ericsson
	G2-06

	GP-010934
	CR 44.018-025 rev 1 Correction in RR Sub-layer Due to Uplink Removal of Pre-emption  (Rel-4)
	Ericsson
	G2-04

	GP-021269
	CR 44.031-058 rev 2 Correction on Navigation Model Update Mechanism (Rel-4)
	Ericsson
	G2-09

	GP-021270
	CR 44.031-059 rev 2 Correction on Navigation Model Update Mechanism (Rel-5)
	Ericsson
	G2-09

	G2-020189
	CR 44.060-118 Clarification of GPRS cell re-selection (Rel-5)
	Ericsson
	G2-08bis

	GP-011719
	CR 48.008-030 rev 5 Layer 3 Information - RRC Container (Rel-4) (Rel-4)
	Ericsson
	G2-06

	GP-011711
	CR 48.008-031 rev 5 Layer 3 Information - RRC Container (Rel-5) (Rel-5)
	Ericsson
	G2-06

	G2-010366
	CR 48.008-032 Transparent RRC containers in 2G-3G Handover signalling (Rel-4)
	Ericsson
	G2-06bis

	G2-010367
	CR 48.008-033 Transparent RRC containers in 2G-3G Handover signalling (Rel-5)
	Ericsson
	G2-06bis

	GP-010538
	CR 48.018-028 Bucket indicator, bucket filled ratio  (Rel-4)
	Ericsson
	G2-04

	GP-010409
	CR 04.60-A969 rev 2 RLC protocol: SNS and modulo operation  (Rel-4)
	Lucent
	G2-03

	GP-010666
	CR 04.60-A994 Correction of definition of GPRS receive window  (R97)
	Lucent
	G2-04

	GP-010667
	CR 04.60-A995 Correction of definition of GPRS receive window  (R98)
	Lucent
	G2-04

	GP-010668
	CR 04.60-A996 Correction of definition of GPRS receive window  (R99)
	Lucent
	G2-04

	GP-010670
	CR 04.60-A997 Reallocation of uplink resource during down link TBF release  (R97)
	Lucent
	G2-04

	GP-010671
	CR 04.60-A998 Reallocation of uplink resource during down link TBF release  (R98)
	Lucent
	G2-04

	GP-010672
	CR 04.60-A999 Reallocation of uplink resource during down link TBF release  (R99)
	Lucent
	G2-04

	GP-010674
	CR 04.60-B000 Clarification of Ack/Nack Description  (R99)
	Lucent
	G2-04

	GP-010669
	CR 44.060-020 Correction of definition of GPRS receive window  (Rel-4)
	Lucent
	G2-04

	GP-010673
	CR 44.060-021 Reallocation of uplink resource during down link TBF release  (Rel-4)
	Lucent
	G2-04

	GP-010675
	CR 44.060-022 Clarification of Ack/Nack Description  (Rel-4)
	Lucent
	G2-04

	GP-010680
	CR 44.060-023 Paging Procedures for Iu Mode  (Rel-5)
	Lucent
	G2-04

	GP-022400
	CR 44.060-235 rev 2 Improving reliability of reallocation procedures (Rel-5)
	Mitsubishi
	G2-11

	GP-020121
	CR 04.14-A012 New test loops for AMR-NB (R98)
	Motorola
	G2-08

	GP-020122
	CR 04.14-A013 New test loops for AMR-NB (R99)
	Motorola
	G2-08

	GP-020440
	CR 04.31-A068 Editorial Correction of the Expected OTD Description (R98)
	Motorola
	G2-08

	GP-020441
	CR 04.31-A069 Editorial Correction of the Expected OTD Description (R99)
	Motorola
	G2-08

	GP-020482
	CR 04.31-A070 Clarification and correction of DGPS Data Fields (R98)
	Motorola
	G2-08

	GP-020123
	CR 44.014-002 New test loops for AMR-NB (Rel-4)
	Motorola
	G2-08

	GP-020442
	CR 44.031-048 Editorial Correction of the Expected OTD Description (Rel-4)
	Motorola
	G2-08

	GP-020443
	CR 44.031-049 Editorial Correction of the Expected OTD Description (Rel-5)
	Motorola
	G2-08

	G2-020380
	CR 44.031-053 rev 1 Clarification of DGPS Data Fields (Rel-5)
	Motorola
	G2-08bis

	GP-020446
	CR 49.031-018 rev 1 Correction of Requested Data in Message Format (Rel-5)
	Motorola
	G2-08

	GP-010905
	CR 04.31-A025 rev 2 Correction of two fields for E-OTD method  (R98)
	Nokia
	G2-04

	GP-010906
	CR 04.31-A026 rev 2 Correction of two fields for E-OTD method  (R99)
	Nokia
	G2-04

	GP-010269
	CR 04.60-A981 Changes to chapter 8 for GERAN  (Rel-5)
	Nokia
	G2-03

	GP-000399
	CR 04.71-A005 rev 1 related to modifications of the RIT measurements (R98)
	Nokia
	G2-01

	GP-000400
	CR 04.71-A006 rev 1 related to modifications of the RIT measurements (R99)
	Nokia
	G2-01

	GP-000817
	CR 08.18-A109  rev 1 Blocking procedures  (Rel-4)
	Nokia
	G2-02

	GP-000818
	CR 08.18-A110  rev 1 Flow control procedures  (R99)
	Nokia
	G2-02

	GP-000819
	CR 08.18-A111  Flow control procedures  (R97)
	Nokia
	G2-02

	GP-000820
	CR 08.18-A112  Flow control procedures  (R98)
	Nokia
	G2-02

	GP-011729
	CR 44.060-029 rev 1 Introduction of GERAN (Rel-5) (Rel-5)
	Nokia
	G2-06

	GP-010754
	CR 44.060-029 Section 8: Inclusion of GERAN  (Rel-5)
	Nokia
	G2-04

	GP-010755
	CR 44.060-030 RLC SDU Discard  (Rel-5)
	Nokia
	G2-04

	G2-010383
	CR 44.060-080 for RLC/MAC Proposal for FACCH, SACCH and SDCCH (Rel-5)
	Nokia
	G2-06bis

	GP-012558
	CR 44.060-095 RLC/MAC Proposal for FACCH, SACCH and SDCCH (Rel-5)
	Nokia
	G2-07

	GP-020234
	CR 44.060-105 Introduction of TBF Handover (Rel-5)
	Nokia
	G2-08

	G2-020650
	CR 48.008-046 rev 1 Introduction of CS data within GERAN Classmark and GERAN BSC Container (Rel-5)
	Nokia
	G2-09bis

	GP-022518
	CR 04.60-B115 Segmented retransmission of the final RLC data block (R99)
	Nortel Networks
	G2-11

	GP-022519
	CR 44.060-254 Segmented retransmission of the final RLC data block (Rel-4)
	Nortel Networks
	G2-11

	GP-022520
	CR 44.060-255 Segmented retransmission of the final RLC data block (Rel-5)
	Nortel Networks
	G2-11

	GP-022446
	CR 44.060-242 rev 1 Utilisation of Packet Uplink Dummy control block (Rel-5)
	Philips Semicondutors
	G2-11

	G2-010425
	CR 04.08-A744 Support of Early Classmark Sending by an PBCCH capable cell (R97)
	Siemens
	G2-06bis

	G2-010427
	CR 04.18-A190 Support of Early Classmark Sending by an PBCCH capable cell (R90) 
	Siemens
	G2-06bis

	G2-010457
	CR 04.71-A014 rev 1 Correction of inconsistent text information in Location Service Message type IE (R99) 
	Siemens
	G2-06bis

	GP-010532
	CR 08.71-A007 Addition of a missing cause value in BSSLAP for segmentation errors  (R98)
	Siemens
	G2-04

	GP-010533
	CR 08.71-A008 Addition of a missing cause value in BSSLAP for segmentation errors  (R99)
	Siemens
	G2-04

	G2-010428
	CR 44.018-026 Support of Early Classmark Sending by an PBCCH capable cell (Rel-4)
	Siemens
	G2-06bis

	G2-010429
	CR 44.018-027 Support of Early Classmark Sending by an PBCCH capable cell (Rel-5)
	Siemens
	G2-06bis

	GP-010033
	CR 44.018-067  BF establishment via CCCH  (Rel-5)
	Siemens
	G2-03

	GP-021578
	CR 44.060-204 EGPRS ACK/NACK uncompressed bitmap encoding (Rel-5)
	Siemens
	G2-10

	GP-022553
	CR 44.060-238 rev 2 Introduction of Multiple TBFs into section 8 (Rel-5)
	Siemens
	G2-11

	GP-022218
	CR 44.060-259 Timers for Multiple TBFs (Rel-5)
	Siemens
	G2-11

	GP-022222
	CR 44.060-263 Addition of Uplink Control Timeslot to Packet Uplink Assignment and Timeslot Reconfigure messages (Rel-5)
	Siemens
	G2-11

	GP-022223
	CR 44.060-264 Invalid timeslot in Packet Control Acknowledgement (Rel-5)
	Siemens
	G2-11

	GP-022273
	CR 44.060-266 PACKET ACCESS REJECT for multiple TBFs (Rel-5)
	Siemens
	G2-11

	G2-010458
	CR 44.071-006 rev 1 Correction of inconsistent text information in Location Service Message type IE (Rel-4)
	Siemens
	G2-06bis

	GP-022447
	CR 44.160-021 Condition when to transmit PACKET CONTROL ACKNOWLEDGEMENT during contention resolution (Rel-5)
	Siemens
	G2-11

	GP-011954
	CR 04.18-A217 rev 2 Correction of information in the UTRAN Classmark Change message (R99) 
	Vodafone
	G2-06

	GP-011955
	CR 44.018-088 rev 2 Correction of information in the UTRAN Classmark Change message (Rel-4)
	Vodafone
	G2-06

	GP-011956
	CR 44.018-089 rev 2 Correction of information in the UTRAN Classmark Change message (Rel-5) 
	Vodafone
	G2-06


