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10.2.3.2.1
Packet transfer mode
In packet transfer mode, the MS shall measure the interference signal level on the same carrier as the assigned PDCHs. The MS shall make these measurements during the search frames and PTCCH frames, which are not required for BSIC decoding or the timing advance procedure. For COMPACT, the MS shall estimate the interference level during PDTCH/PACCH bursts (see Annex C).

Additionally, a multi-RAT MS is allowed to ignore interference signal level measurements in search frames according subclause 10.1.1.3.

The MS shall perform interference signal measurements on as many of the channels (timeslots) as possible and as a minimum: 

For multislot class type 1 MS (see 3GPP TS 05.02), on the PDCH timeslot numbers TSmin to TSmax, where

TSmin = the lowest numbered timeslot allocated for uplink or downlink 

.

.

.

.

Where:
n is the iteration index, incremented per each downlink radio block.


Rn denotes the reliability of the filtered quality parameters.


e is the forgetting factor defined below.

xn denotes the existence of quality parameters for the nth block, i.e. if the radio block is intended for this MS. xn values 1 and 0 denote the existence and absence of quality parameters, respectively.

In case BEP_PERIOD2 is received and with a field value different than 15, e shall be defined as e2 according to BEP_PERIOD2 as shown in the table below. This allows for individual filtering per MS.

In case BEP_PERIOD2 is received and with the field value 15 (norm), e shall be defined as e1 according to BEP_PERIOD as shown in the table below. This allows for normal filtering (non-individual). This BEP_PERIOD2 shall be used by the considered MS in the serving cell, until a new BEP_PERIOD2 is received by this MS in the same cell, or the MS leaves the cell or the MS enters packet idle mode.

	Field value
	15
	14
	13
	12
	11
	10
	9
	8
	7
	6
	5
	4
	3
	2
	1
	0

	BEP_PERIOD
	  25
	25
	20
	15
	12
	10
	7
	5
	4
	3
	2
	1

	e1
	-
	0.08
	0.1
	0.15
	0.2
	0.25
	0.3
	0.4
	0.5
	0.65
	0.8
	1

	BEP_PERIOD2
	Norm
	90
	70
	55
	40
	25
	20
	15
	12
	10
	7
	5
	4
	3
	2
	1

	e2
	e1
	0.03
	0.04
	0.05
	0.065
	0.08
	0.1
	0.15
	0.2
	0.25
	0.3
	0.4
	0.5
	0.65
	0.8
	1


BEP_PERIOD2 is sent to individual MS on PACCH D/L. See 3GPP TS 04.60. 

BEP_PERIOD is broadcast on PBCCH or, if PBCCH does not exist, on BCCH.

Note: 1 
For the filed values 11 – 15 of BEP_PERIOD the field value 10 shall be assumed in this version of the protocol.
*** next sections for information only ***

ANNEX: extracts from 04.60

12.24
GPRS Cell Options

The GPRS Cell Options information element is used to control a set of cell options related to GPRS.

This information element may include a nested Extension Bit information element to allow future extension of cell option parameters.

Table 12.24.1: GPRS Cell Options information element

	< GPRS Cell Options IE > ::=


< NMO : bit (2) >


< T3168 : bit (3) >


< T3192 : bit (3) >


< DRX_TIMER_MAX : bit (3) >


< ACCESS_BURST_TYPE : bit >


< CONTROL_ACK_TYPE : bit >


< BS_CV_MAX : bit (4) >


{ 0 | 1
< PAN_DEC : bit (3) >




< PAN_INC : bit (3) >




< PAN_MAX : bit (3) > }


-- Optional extension information:

{ 0 | 1
<Extension Length : bit (6)>




< bit (val(Extension Length) + 1)




& { <Extension Information > ! { bit ** = <no string> } } > } ;


	< Extension Information> : : =


{ 0 | 1 – EGPRS supported by the cell if the choice bit is set to '1'



<EGPRS_PACKET_ CHANNEL_REQUEST : bit>




< BEP_PERIOD : bit (4) > }


<PFC_FEATURE_MODE: bit>


<DTM_SUPPORT: bit>


<BSS_PAGING_COORDINATION: bit>


<spare bit > ** ;


	PAN_MAX (3 bit field)
This field defines the maximum value allowed for counter N3102.

bit
3 2 1
0 0 0

maximum value allowed for counter N3102 is 4
0 0 1

maximum value allowed for counter N3102 is 8
. . .
1 1 1

maximum value allowed for counter N3102 is 32

If the PAN_MAX field in not included, the default value 0 (i.e. N3102 max = 4) shall be used.

	EGPRS_PACKET_CHANNEL_REQUEST (1 bit field)
0
EGPRS capable MSs shall use EGPRS PACKET CHANNEL REQUEST message for uplink TBF 

establishment on the PRACH when there is a PBCCH in the cell or on the RACH when there is no 

PBCCH in the cell.
1
EGPRS capable MSs shall use two phase packet access with PACKET CHANNEL REQUEST message on the

PRACH for uplink TBF establishment when there is a PBCCH in 

the cell. EGPRS capable MSs shall use two phase packet access with 

CHANNEL REQUEST message on the RACH when there is no PBCCH in the cell.

	BEP_PERIOD (4 bit field)
This field contains the bit error probability (BEP) filter averaging period, refer to 3GPP TS 05.08.

	PFC_FEATURE_MODE (1 bit field)
0
The network does not support packet flow context procedures. 
1
The network supports packet flow context procedures.

	DTM_SUPPORT (1 bit field)
This field indicates whether the cell supports DTM or not. It is coded as follows:
0
The cell does not support DTM procedures. 
1
The cell supports DTM procedures.
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