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11.3.26
PDU Type

The first octet of a BSSGP PDU shall contain the PDU type IE. The PDU type IE is one octet long.

Table 11.3.26: PDU Types

	PDU type coding
(Hexadecimal)
	PDU Types 

	
	PDUs between RL and BSSGP SAPs

	x00
	DL-UNITDATA

	x01
	UL-UNITDATA

	x02
	RA-CAPABILITY

	x03
	PTM-UNITDATA

	
	PDUs between GMM SAPs

	x06
	PAGING PS

	x07
	PAGING CS

	x08
	RA-CAPABILITY-UPDATE

	x09
	RA-CAPABILITY-UPDATE-ACK

	x0a
	RADIO-STATUS

	x0b
	SUSPEND

	x0c
	SUSPEND-ACK

	x0d
	SUSPEND-NACK

	x0e
	RESUME

	x0f
	RESUME-ACK

	x10
	RESUME-NACK

	
	PDUs between NM SAPs

	x20
	BVC-BLOCK

	x21
	BVC-BLOCK-ACK

	x22
	BVC-RESET

	x23
	BVC-RESET-ACK

	x24
	BVC-UNBLOCK

	x25
	BVC-UNBLOCK-ACK

	x26
	FLOW-CONTROL-BVC

	x27
	FLOW-CONTROL-BVC-ACK 

	x28
	FLOW-CONTROL-MS

	x29
	FLOW-CONTROL-MS-ACK

	x2a
	FLUSH-LL

	x2b
	FLUSH-LL-ACK

	x2c
	LLC-DISCARDED

	x2d
	FLOW-CONTROL-PFC

	x2e
	FLOW-CONTROL-PFC-ACK

	x40
	SGSN-INVOKE-TRACE

	x41
	STATUS

	0x50
	DOWNLOAD-BSS-PFC

	0x51
	CREATE-BSS-PFC

	0x52
	CREATE-BSS-PFC-ACK

	0x53
	CREATE-BSS-PFC-NACK

	0x54
	MODIFY-BSS-PFC

	0x55
	MODIFY-BSS-PFC-ACK

	0x56
	DELETE-BSS-PFC

	0x57
	DELETE-BSS-PFC-ACK

	
	PDUs between LCS SAPs

	0x60
	PERFORM-LOCATION-REQUEST

	0x61
	PERFORM-LOCATION-RESPONSE

	0x62
	PERFORM-LOCATION-ABORT

	0x63
	POSITION-COMMAND

	0x64
	POSITION-RESPONSE

	
	PDUs between RIM SAPs

	0x70
	RAN-INFORMATION

	0x71
	RAN-INFORMATION-REQUEST

	0x72
	RAN-INFORMATION-ACK

	0x73
	RAN-INFORMATION-ERROR

	RESERVED
	all values not explicitly shown are reserved for future use
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