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10.2.1
DL-UNITDATA

This PDU is sent to the BSS to transfer an LLC-PDU across the radio interface to an MS.

PDU type:
DL-UNITDATA

Direction:
SGSN to BSS

Table 10.2.1: DL-UNITDATA PDU contents

	Information element
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI (current)
	TLLI/11.3.35
	M
	V
	4

	QoS Profile
	QoS Profile/11.3.28
	M
	V
	3

	PDU Lifetime
	PDU Lifetime/11.3.25
	M
	TLV
	4

	MS Radio Access apability (note 1)
	MS Radio Access Capability/11.3.22
	O
	TLV
	7-?

	Priority
	Priority/11.3.27
	O
	TLV
	3

	DRX Parameters
	DRX Parameters/11.3.11
	O
	TLV
	4

	IMSI 
	IMSI/11.3.14
	O
	TLV
	5-10

	TLLI (old)
	TLLI/11.3.35
	O
	TLV
	6

	PFI
	PFI/11.3.42
	O
	TLV
	3

	LSA Information
	LSA Information/11.3.19
	O
	TLV
	7-?

	Service UTRAN CCO
	Service UTRAN CCO/11.3.47
	O
	TLV
	3

	Alignment octets
	Alignment octets/11.3.1
	O
	TLV
	2-5

	LLC-PDU (note 2)
	LLC-PDU/11.3.15
	M
	TLV
	2-?

	NOTE 1:
The field shall be present if there is valid MS Radio Access Capability information known by the SGSN; the field shall not be present otherwise.

NOTE 2:
The LLC-PDU Length Indicator may be zero.


10.2.2
UL-UNITDATA

This PDU transfers an MS's LLC-PDU and its associated radio interface information across the Gb-interface.

PDU type:
UL-UNITDATA

Direction:
BSS to SGSN

Table 10.2.2: UL-UNITDATA PDU content

	Information element
	Type / Reference
	Presence
	Format
	Length

	PDU type
	PDU type/11.3.26
	M
	V
	1

	TLLI
	TLLI/11.3.35
	M
	V
	4

	QoS Profile
	QoS Profile/11.3.28
	M
	V
	3

	Cell Identifier
	Cell Identifier/11.3.9
	M
	TLV
	10

	PFI
	PFI/11.3.42
	O
	TLV
	3

	LSA Identifier List
	LSA Identifier List/11.3.18
	O
	TLV
	3-?

	Alignment octets
	Alignment octets/11.3.1
	O
	TLV
	2-5

	LLC-PDU (note)
	LLC-PDU/11.3.15
	M
	TLV
	2-?

	NOTE:
The LLC-PDU Length Indicator may be zero.


--------------------------- for information only ---------------------------

11.3.42
Packet Flow Identifier (PFI)

This information element indicates the Packet Flow Identifier for a BSS Packet Flow Context. The element coding is:

Table 11.3.42: Packet Flow Identifier (PFI) IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator

	octet 3
	Rest of element coded as the value part of the Packet Flow Identifier information element in 3GPP TS 24.008, not including 3GPP TS 24.008 IEI


The BSS shall not negotiate BSS PFCs for the following pre-defined PFI values: Best Effort, Signaling, SMS, and LCS.

PFIs have local significance to a mobile station. A BSS Packet Flow Context shall be uniquely identified by the PFI along with the IMSI or TLLI within a routeing area.
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