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	In RRC idle state, MS performs RRC Connection establishment after reception of paging

If paging arrives from another CN domain while RRC connected, then the MS shall indicate the paging otherwise the MS will initate the Cell Update.
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	Consequences if 
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not approved:
	Without the first change, MS tries to perform cell update when it receives paging in RRC idle state, although it should perform RRC connection establishment and initial direct transfer procedure.

Without the second change, MS performs cell update, when paged by other CN domain in RRC cell_shared state. Cell update would be needed only in RRC GRA_PCH state and in cell_shared state if paging is originated in GERAN.
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7.4.2.3
Reception of a PAGING INDICATION service primitive

The MS RRC in RRC-Idle mode, RRC-GRA_PCH state or RRC-Cell_Shared state shall receive the paging information in a PAGING INDICATION service primitive from the MS MAC layer. 
If the MS is in RRC-Idle mode, for each MS paged in the PAGING INDICATION service primitive, the MS shall:
1>
if the MS Identity IE is present in the message and it is a CN identity

2>
compare the MS Identity IE with all of its allocated CN MS identities;

2>
if one match is found:


3>
forward the MS Identity IE, the CN Domain Identity IE and the Paging cause IE to upper layers;

3>
ignore any other paging information that may be present in the PAGING service primitive;

1>
otherwise:

2>
ignore the PAGING service primitive.
If the MS is in RRC-Cell_Shared or RRC-GRA_PCH state, for each MS paged in the PAGING INDICATION service primitive, the GERAN RRC shall:
1>
if the MS Identity IE is a GERAN identity; and 

2>
if this G-RNTI is the same as the G-RNTI allocated to the MS:
3> if paging request contains page info with CN domain identity


4>forward the MS identity IE, the CN Domain Identity IE and the Paging Cause IE to upper layers;

3>otherwise
4>
initiate the Cell Update procedure with the cause ‘paging response’ as defined in sub-clause 7.8; and

4>
forward the CN Domain Identity IE if present, the Paging Record Type Identifier IE if present and the Paging cause IE if present to upper layers; and
3>
ignore any other paging information that may be present in the primitive;

1>
otherwise

2>
ignore the Paging primitive.
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