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9.2.1.1
References

Table 9.2.1.1.1/3GPP TS 44.118 summarizes the messages for Radio Resources management.

NOTE:
New messages will be added in this table.

Table 9.2.1.1.1/3GPP TS 44.118: Messages for Radio Resources management

	Messages
	Reference

	RRC connection mobility
	

	CELL UPDATE
	3GPP TS 44.118 sub-clause 9.2.2

	CELL UPDATE CONFIRM
	3GPP TS 44.118 sub-clause 9.2.3

	GERAN MOBILITY INFORMATION
	3GPP TS 44.118 sub-clause 9.2.8

	GERAN MOBILITY INFORMATION CONFIRM
	3GPP TS 44.118 sub-clause 9.2.9

	GERAN MOBILITY INFORMATION FAILURE
	3GPP TS 44.118 sub-clause 9.2.10

	GRA UPDATE 
	3GPP TS 44.118 sub-clause 9.2.11

	GRA UPDATE CONFIRM
	3GPP TS 44.118 sub-clause 9.2.12

	Handover
	

	HANDOVER COMPLETE
	3GPP TS 44.118 sub-clause 9.2.14

	HANDOVER FAILURE
	3GPP TS 44.118 sub-clause 9.2.15

	HANDOVER FROM GERAN Iu COMMAND
	3GPP TS 44.118 sub-clause 9.2.16

	INTER SYSTEM TO CDMA2000 HANDOVER COMMAND
	3GPP TS 44.118 sub-clause 9.2.18

	INTER SYSTEM TO UTRAN HANDOVER COMMAND
	3GPP TS 44.118 sub-clause 9.2.19

	LCS information
	

	LCS DOWNLINK INFORMATION
	3GPP TS 44.118 sub-clause 9.2.20

	LCS UPLINK INFORMATION
	3GPP TS 44.118 sub-clause 9.2.21

	MS Capability information
	

	MS CAPABILITY ENQUIRY
	3GPP TS 44.118 sub-clause 9.2.24

	MS CAPABILITY INFORMATION
	3GPP TS 44.118 sub-clause 9.2.25

	MS CAPABILITY INFORMATION CONFIRM
	3GPP TS 44.118 sub-clause 9.2.26

	Measurement
	

	EXTENDED MEASUREMENT ORDER
	3GPP TS 44.118 sub-clause 9.2.6

	EXTENDED MEASUREMENT REPORT
	3GPP TS 44.118 sub-clause 9.2.7

	MEASUREMENT INFORMATION
	3GPP TS 44.118 sub-clause 9.2.22

	MEASUREMENT REPORT
	3GPP TS 44.118 sub-clause 9.2.23

	ENHANCED MEASUREMENT REPORT
	3GPP TS 44.118 sub-clause 9.2.7a

	
	

	Paging
	

	DEDICATED PAGING REQUEST
	3GPP TS 44.118 sub-clause 9.2.4

	Radio bearer control
	

	RADIO BEARER RECONFIGURATION
	3GPP TS 44.118 sub-clause 9.2.28

	RADIO BEARER RECONFIGURATION COMPLETE
	3GPP TS 44.118 sub-clause 9.2.29

	RADIO BEARER RECONFIGURATION FAILURE
	3GPP TS 44.118 sub-clause 9.2.30

	RADIO BEARER RELEASE
	3GPP TS 44.118 sub-clause 9.2.31

	RADIO BEARER RELEASE COMPLETE
	3GPP TS 44.118 sub-clause 9.2.32

	RADIO BEARER RELEASE FAILURE
	3GPP TS 44.118 sub-clause 9.2.33

	RADIO BEARER SETUP
	3GPP TS 44.118 sub-clause 9.2.34

	RADIO BEARER SETUP COMPLETE
	3GPP TS 44.118 sub-clause 9.2.35

	RADIO BEARER SETUP FAILURE
	3GPP TS 44.118 sub-clause 9.2.36

	GERAN Iu mode DTM REQUEST
	3GPP TS 44.118 sub-clause 9.2.57

	GERAN Iu mode DTM REJECT
	3GPP TS 44.118 sub-clause 9.2.58

	RRC Connection Management
	

	RRC CONNECTION REJECT 
	3GPP TS 44.118 sub-clause 9.2.37

	RRC CONNECTION RELEASE 
	3GPP TS 44.118 sub-clause 9.2.38

	RRC CONNECTION RELEASE COMPLETE
	3GPP TS 44.118 sub-clause 9.2.39

	RRC CONNECTION REQUEST
	3GPP TS 44.118 sub-clause 9.2.40

	RRC CONNECTION SETUP
	3GPP TS 44.118 sub-clause 9.2.41

	RRC CONNECTION SETUP COMPLETE
	3GPP TS 44.118 sub-clause 9.2.42

	Security mode control
	

	SECURITY MODE COMMAND
	3GPP TS 44.118 sub-clause 9.2.45

	SECURITY MODE COMPLETE
	3GPP TS 44.118 sub-clause 9.2.46

	SECURITY MODE FAILURE
	3GPP TS 44.118 sub-clause 9.2.47

	Signalling flow
	

	SIGNALLING CONNECTION RELEASE 
	3GPP TS 44.118 sub-clause 9.2.48

	SIGNALLING CONNECTION RELEASE INDICATION
	3GPP TS 44.118 sub-clause 9.2.49

	System information
	

	SYSTEM INFORMATION 13
	3GPP TS 44.018 

	SYSTEM INFORMATION 3
	3GPP TS 44.018 

	SYSTEM INFORMATION 5
	3GPP TS 44.118 sub-clause 9.2.51

	SYSTEM INFORMATION 5bis
	3GPP TS 44.118 sub-clause 9.2.52

	SYSTEM INFORMATION 5ter
	3GPP TS 44.118 sub-clause 9.2.53

	SYSTEM INFORMATION 6
	3GPP TS 44.118 sub-clause 9.2.54

	Delivery of NAS
	

	DOWNLINK DIRECT TRANSFER
	3GPP TS 44.118 sub-clause 9.2.5

	INITIAL DIRECT TRANSFER
	3GPP TS 44.118 sub-clause 9.2.17

	UPLINK DIRECT TRANSFER
	3GPP TS 44.118 sub-clause 9.2.56

	Miscellaneous
	

	RRC STATUS
	3GPP TS 44.118 sub-clause 9.2.43

	RRC FAILURE INFO
	3GPP TS 44.118 sub-clause 9.2.44

	INTER RAT or MODE HANDOVER INFO WITH MS CAPABILITIES
	3GPP TS 44.118 sub-clause 11.1.5

	SBSS RELOCATION INFO
	3GPP TS 44.118 sub-clause 11.1.5


9.2.1.2
Downlink RRC messages

The different types of messages are distinguished by the MESSAGE_TYPE field.

	< Downlink RRC messages > ::=


{


< MESSAGE_TYPE : 00000000 > < CELL UPDATE CONFIRM message content > |


< MESSAGE_TYPE : 00000001 > < DEDICATED PAGING REQUEST message content > |


< MESSAGE_TYPE : 00000010 > < DOWNLINK DIRECT TRANSFER message content > |


< MESSAGE_TYPE : 00000011 > < EXTENDED MEASUREMENT ORDER message content > |


< MESSAGE_TYPE : 00000100 > < GERAN MOBILITY INFORMATION message content > |


< MESSAGE_TYPE : 00000101 > < GRA UPDATE CONFIRM message content > |


< MESSAGE_TYPE : 00000111 > < HANDOVER FROM GERAN Iu COMMAND message content > |


< MESSAGE_TYPE : 00001000 > < INTERSYSTEM HANDOVER TO CDMA2000 message content > |


< MESSAGE_TYPE : 00001001 > < INTERSYSTEM HANDOVER TO UTRAN message content > |


< MESSAGE_TYPE : 00001010 > < LCS DOWNLINK INFORMATION message content > |


< MESSAGE_TYPE : 00001011 > < MEASUREMENT INFORMATION message content > |


< MESSAGE_TYPE : 00001100 > < MS CAPABILITY ENQUIRY message content > |


< MESSAGE_TYPE : 00001101 > < MS CAPABILITY INFORMATION CONFIRM message content > |


< MESSAGE_TYPE : 00001110 > < RADIO BEARER RECONFIGURATION message content > |


< MESSAGE_TYPE : 00010000 > < RADIO BEARER RELEASE message content > |


< MESSAGE_TYPE : 00010111> < RADIO BEARER SETUP message content > |


< MESSAGE_TYPE : 00010001> < RRC CONNECTION REJECT message content > |


< MESSAGE_TYPE : 00010010 > < RRC CONNECTION RELEASE message content > |


< MESSAGE_TYPE : 00010011> < RRC CONNECTION SETUP message content > |


< MESSAGE_TYPE : 00010100> < RRC STATUS message content > |


< MESSAGE_TYPE : 00010101> < SECURITY MODE COMMAND message content > |


< MESSAGE_TYPE : 00010110> < SIGNALLING CONNECTION RELEASE message content > |

< MESSAGE_TYPE : 00010111> < GERAN Iu mode DTM REJECT message content > |

< MESSAGE_TYPE : 00011000> < SYSTEM INFORMATION 5 message content > |

< MESSAGE_TYPE : 00011001> < SYSTEM INFORMATION 5bis message content > |

< MESSAGE_TYPE : 00011010> < SYSTEM INFORMATION 5ter message content > |

< MESSAGE_TYPE : 00011011> < SYSTEM INFORMATION 6 message content >

< spare bit >** }


! < Unknown message type : { bit (8) = < no string > } < Default downlink message content > > ;


9.2.1.3
Uplink RRC messages

The different types of messages are distinguished by the MESSAGE_TYPE field.

	< Uplink RRC messages > ::=


{


< MESSAGE_TYPE : 00000000 > < CELL UPDATE message content > |


< MESSAGE_TYPE : 00000001 > < EXTENDED MEASUREMENT REPORT message content > |


< MESSAGE_TYPE : 00000010 > < GERAN MOBILITY INFORMATION CONFIRM message content > |


< MESSAGE_TYPE : 00000011 > < GERAN MOBILITY INFORMATION FAILURE message content > |


< MESSAGE_TYPE : 00000100 > < GRA UPDATE message content > |


< MESSAGE_TYPE : 00000110 > < HANDOVER COMPLETE message content > |



< MESSAGE_TYPE : 00000111 > < HANDOVER FAILURE message content > |



< MESSAGE_TYPE : 00001000 > < INITIAL DIRECT TRANSFER message content > |


< MESSAGE_TYPE : 00001001 > < LCS UPLINK INFORMATION message content > |


< MESSAGE_TYPE : 00001010 > < MEASUREMENT REPORT message content > |


< MESSAGE_TYPE : 00001011 > < MS CAPABILITY INFORMATION message content > |


< MESSAGE_TYPE : 00001100 > < RADIO BEARER RECONFIGURATION COMPLETE message content > |


< MESSAGE_TYPE : 00001101 > < RADIO BEARER RECONFIGURATION FAILURE message content > |


< MESSAGE_TYPE : 00001110 > < RADIO BEARER RELEASE COMPLETE message content > |


< MESSAGE_TYPE : 00001111 > < RADIO BEARER RELEASE FAILURE message content > |


< MESSAGE_TYPE : 00010000 > < RADIO BEARER SETUP COMPLETE message content > |


< MESSAGE_TYPE : 00010001 > < RADIO BEARER SETUP FAILURE message content > |


< MESSAGE_TYPE : 00010010 > < RRC CONNECTION RELEASE COMPLETE message content > |


< MESSAGE_TYPE : 00010011 > < RRC CONNECTION REQUEST message content > |


< MESSAGE_TYPE : 00010100 > < RRC CONNECTION SETUP COMPLETE message content > |


< MESSAGE_TYPE : 00010101 > < RRC STATUS message content > |


< MESSAGE_TYPE : 00010110 > < SECURITY MODE COMPLETE message content > |


< MESSAGE_TYPE : 00010111 > < SECURITY MODE FAILURE message content > |


< MESSAGE_TYPE : 00011000 > < SIGNALLING CONNECTION RELEASE INDICATION message content > |


< MESSAGE_TYPE : 00011001 > < UPLINK DIRECT TRANSFER message content >

< MESSAGE_TYPE : 00011010> < ENHANCED MEASUREMENT REPORT message content >

< MESSAGE_TYPE : 00011011> < GERAN Iu mode DTM REQUEST message content >

< spare bits > ** } ;


The 'Default downlink message contents' consists an unspecified bit string that expands to the end of the message.

	< Default downlink message content > ::=

bit (*) = < no string > ;


9.2.22
MEASUREMENT INFORMATION

This message is the same as the MEASUREMENT INFORMATION message defined in 3GPP TS 44.018 sub-clause 9.1.54, but shall not contain:

-
RR short PD field.

-
Message type field.

-
Short layer 2 header field.
Radio Bearer :
SRB1

Direction :
GERAN ( MS
9.2.23
MEASUREMENT REPORT

This message is the same as the MEASUREMENT REPORT message defined in 3GPP TS 44.018 sub-clause 9.1.21 but shall not contain:

-
RR management Protocol Discriminator IE.

-
Skip Indicator IE.
-
Measurement Report Message Type IE.
Radio Bearer :
SRB1

Direction :
MS ( GERAN
9.2.50
void



9.2.51
SYSTEM INFORMATION 5

This message is the same as the SYSTEM INFORMATION 5 message specified in 3GPP TS 44.018 but shall not contain:

-
RR management Protocol Discriminator IE.

-
Skip Indicator IE.
-
L2 pseudo length IE
-
System Information Type 5 Message Type IE.
Radio Bearer :
SRB 1

Direction :
GERAN ( MS

9.2.52
SYSTEM INFORMATION 5bis

This message is the same as the SYSTEM INFORMATION 5bis message specified in 3GPP TS 44.018 but shall not contain:
-
RR management Protocol Discriminator IE.

-
Skip Indicator IE.
-
L2 pseudo length IE.

-
System Information Type 5bis Message Type IE.
Radio Bearer :
SRB 1

Direction :
GERAN ( MS

9.2.53
SYSTEM INFORMATION 5ter

This message is the same as the SYSTEM INFORMATION 5ter message specified in 3GPP TS 44.018 but shall not contain:

-
RR management Protocol Discriminator IE.

-
Skip Indicator IE.
-
L2 pseudo length IE.

-
System Information Type 5ter Message Type IE.
Radio Bearer :
SRB 1

Direction :
GERAN ( MS

9.2.54
SYSTEM INFORMATION 6

This message is the same as the SYSTEM INFORMATION 6 message specified in 3GPP TS 44.018 but shall not contain:

-
RR management Protocol Discriminator IE.

-
Skip Indicator IE.
-
L2 pseudo length IE.

-
System Information Type 6 Message Type IE.
Radio Bearer :
SRB 1

Direction :
GERAN ( MS

9.2.55
void



9.2.6
EXTENDED MEASUREMENT ORDER

This message is the same as the EXTENDED MEASUREMENT ORDER message defined in 3GPP TS 44.018 sub-clause 9.1.51 but shall not contain:

-
RR management Protocol Discriminator IE.

-
Skip Indicator IE.
-
L2 pseudo length IE.
-
Extended Measurement Order IE
Radio Bearer :
SRB1

Direction :
GERAN ( MS
9.2.7
EXTENDED MEASUREMENT REPORT

This message is the same as the EXTENDED MEASUREMENT REPORT message defined in 3GPP TS 44.018 sub-clause 9.1.52 but shall not contain:

-
RR management Protocol Discriminator IE.

-
Skip Indicator IE.

Extended Measurement Report Message Type IE.
Radio Bearer :
SRB1

Direction :
MS ( GERAN
9.2.7a
ENHANCED MEASUREMENT REPORT

This message is the same as the ENHANCED MEASUREMENT REPORT message defined in 3GPP TS 44.018 sub-clause 9.1.55 but shall not contain:

-
RR short PD field.

-
Message type field.

-
Short layer 2 header field.
Radio Bearer :
SRB1

Direction :
MS ( GERAN
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