	Doc
	Subject
	Source
	Agendal

	G2-030276
	Draft Agenda for TSG GERAN WG2 #14bis in San Diego
	Chairman
	2

	G2-030277
	G2-14 Meeting Report
	MCC
	3

	G2-030278
	GERAN2 work plan (v6.0)
	Chairman
	7

	G2-030279
	List of postponed CRs
	MCC
	8

	G2-030280
	GERAN2 working procedures
	MCC
	8

	G2-030281
	Draft CR 43.059: Inclusion of RR procedures and enhancement of the Reset procedure for U-TDOA (Rel-6)
	TruePosition
	5.3.5.1

	G2-030282
	CR 48.071-011 Modification of the Reset procedure for U-TDOA (Rel-6)
	TruePosition
	5.3.5

	G2-030283
	CR 49.031-022 rev 3 Modification of BSSLAP-LE signalling (Rel-6)
	TruePosition
	5.3.5

	G2-030284
	CR 44.031-072 Correction of the definition of the Real Time Integrity Field for A-GPS (Rel-6)
	Siemens AG
	5.3.7

	G2-030285
	CR 48.071-012 Correction of the definition of BSSLAP encapsulation in BSSMAP-LE (Rel-4)
	Siemens AG, Grayson Wireless
	5.1

	G2-030286
	CR 48.071-013 Correction of the definition of BSSLAP encapsulation in BSSMAP-LE (Rel-5)
	Siemens AG, Grayson Wireless
	5.1

	G2-030287
	CR 48.071-014 Correction of the definition of BSSLAP encapsulation in BSSMAP-LE (Rel-6)
	Siemens AG, Grayson Wireless
	5.1

	G2-030288
	CR 49.031-023 Correction of the definition of the Positioning Data IE for BSSMAP-LE (Rel-6)
	Siemens AG
	5.3.7

	G2-030289
	LS on R99 and later emergency calls when attached to data only network (S1-030539)
	S1
	4.1

	G2-030290
	LS on MBMS Codec Requirements (S2-031564)
	S2
	4.1

	G2-030291
	LS on Broadcast and PLMN selection for Shared RAN (S2-031590)
	S2
	4.1

	G2-030292
	LS on Stage 3 work for Early UE handling (S2-031592)
	S2
	4.1

	G2-030293
	LS on preservation procedures for real time PDP contexts in A/Gb mode (S2-031596)
	S2
	4.1

	G2-030294
	LS on Meaning of the ‘transfer delay’ QoS attribute for packet-switched streaming bearers (S4-030361)
	S4
	4.1

	G2-030295
	LS on Meaning of the ‘transfer delay’ QoS attribute for packet-switched streaming bearer (S4-030362)
	S4
	4.1

	G2-030296
	LS on Radio Access Bearer for PS conversational testing (S4-030364)
	S4
	4.1

	G2-030297
	LS on Reporting Radio Resource Usage Information for MBMS from UTRAN/GERAN to Core Network and/or to OAM (S5-038243)
	S5
	4.1

	G2-030298
	LS on Minimum UE Capability Required for supporting MBMS (S4-030413)
	S4
	4.1

	G2-030299
	LS on MBMS Codec Requirements (S4-030415)
	S4
	4.1

	G2-030300
	LS on Usage of UMTS Bearer Service attribute Maximum SDU size (S4-030420)
	S4
	4.1

	G2-030301
	Draft CR to the Conversational TR: Protocol Architecture
	Siemens
	5.3.6.1

	G2-030302
	Draft CR to the Conversational TR: Initial Access in Target Cell for PS Handover
	Siemens
	5.3.6.2

	G2-030303
	Channel Combinations for PS Conversational Services
	Siemens
	5.3.6.5

	G2-030304
	Overview of the changes to introduce MTBFs into section 7 of 44.060
	Siemens
	5.3.1

	G2-030305
	CR 44.060-376 Introduction of Multiple TBFs into section 7 for A/Gb mode (Rel-6)
	Siemens
	5.3.1

	G2-030306
	Mechanisms for GRR creation and deletion
	Siemens
	5.3.6.3

	G2-030307
	FLO Architecture for A/Gb mode
	Siemens
	5.3.6.4

	G2-030308
	Draft CR to the Conversational TR: Modifications for FLO
	Siemens
	5.3.6.4

	G2-030309
	Proposed Draft CR to the TR on Seamless Support of Streaming Services in GERAN A/Gb mode
	Nokia
	5.3.4

	G2-030310
	On Streaming Performance over GERAN A/Gb mode
	Nokia
	5.3.4.2

	G2-030311
	CR 44.003-001 Correction of editorial mistake regarding bit rates for SDCCH and SACCH (Rel-6)
	Ericsson
	5.3.7

	G2-030312
	CR 44.018-260 Correction of erroneous mathematical expressions (Rel-6)
	Ericsson
	5.1

	G2-030313
	CR 44.018-261 Avoid modulo calculations for negative numbers (Rel-6)
	Ericsson
	5.3.7

	G2-030314
	CR 48.018-083 Introduction of 'End Indication' for RAN Information multiple reports (Rel-5)
	Siemens
	5.2.3

	G2-030315
	CR 48.018-084 Introduction of 'End Indication' for RAN Information multiple reports (Rel-6)
	Siemens
	5.2.3

	G2-030316
	Considerations on the Suspend/Resume procedure
	Siemens
	5.3.4.3

	G2-030317
	CR 08.18-A142 Correction to the handling of unsuccessful PFC transfer procedure upon cell change (R99)
	Nokia, Alcatel
	5.1

	G2-030318
	CR 48.018-083 Correction to the handling of unsuccessful PFC transfer procedure upon cell change (Rel-4)
	Nokia, Alcatel
	5.1

	G2-030319
	CR 48.018-084 Correction to the handling of unsuccessful PFC transfer procedure upon cell change (Rel-5)
	Nokia, Alcatel
	5.1

	G2-030320
	CR 48.018-085 Correction to the handling of unsuccessful PFC transfer procedure upon cell change (Rel-6)
	Nokia, Alcatel
	5.1

	G2-030321
	PACCH operation and polling with extended dynamic allocation
	Ericsson
	5.1

	G2-030322
	CR 44.018-262 Introduction of limited 'Inter RAT NACC' functionality (Rel-6)
	Ericsson
	5.3.7

	G2-030323
	CR 44.060-390 Introduction of limited 'Inter RAT NACC' functionality (Rel-6)
	Ericsson
	5.3.7

	G2-030324
	CR 48.018-086 Introduction of Suspend functionality to reduce packet loss at cell change (Rel-6)
	Ericsson
	5.3.7

	G2-030325
	Draft CR 43.064 MTBF Support for A/Gb Mode (Rel-6)
	Ericsson
	5.3.1

	G2-030326
	Draft TR for support of Conversational in A/Gb mode (0.4.0)
	Ericsson
	5.3.6.1

	G2-030327
	Streaming Requirements
	Ericsson
	5.3.4.1

	G2-030328
	Comments to Streaming TR
	Ericsson
	5.3.4

	G2-030329
	MBMS use cases in GERAN
	Ericsson
	5.3.3

	G2-030330
	Input to Conversational TR - Service Management Procedures
	Ericsson
	5.3.6.3

	G2-030331
	Input to Conversational TR - Intra-SGSN Handover
	Ericsson
	5.3.6.2

	G2-030332
	GRR - Entity Inter-working
	Ericsson
	5.3.6.3

	G2-030333
	GRR - Signalling Scope and Method
	Ericsson
	5.3.6.3

	G2-030334
	CR 44.018-263 The alignment of CBQ3's coding with 45.008 (Rel-5)
	Nokia
	5.2.1

	G2-030335
	CR 44.018-264 The alignment of CBQ3's coding with 45.008 (Rel-6)
	Nokia
	5.2.1

	G2-030336
	CR 44.060-377 Correction of capability to modify the BA(GPRS) list (Rel-5)
	Nokia
	5.2.2

	G2-030337
	CR 44.060-378 Correction of capability to modify the BA(GPRS) list (Rel-6)
	Nokia
	5.2.2

	G2-030338
	CR 44.060-379 Correction of SI13Alt PBCCH Location parameter in Iu mode only capable cells (Rel-5)
	Nokia
	5.2.2

	G2-030339
	CR 44.060-380 Correction of SI13Alt PBCCH Location parameter in Iu mode only capable cells (Rel-6)
	Nokia
	5.2.2

	G2-030340
	CR 44.060-381 Correction of timeslot number allocation with power control parameters (Rel-5)
	Nokia
	5.2.2

	G2-030341
	CR 44.060-382 Correction of timeslot number allocation with power control parameters (Rel-6)
	Nokia
	5.2.2

	G2-030342
	CR 44.060-383 Correction to CSN.1 coding in EGPRS PACKET DOWNLINK ACK/NACK (Rel-5)
	Siemens
	5.2.2

	G2-030343
	CR 44.060-384 Correction to CSN.1 coding in EGPRS PACKET DOWNLINK ACK/NACK (Rel-6)
	Siemens
	5.2.2

	G2-030344
	Multiple TBF messages for A/Gb mode
	Siemens
	5.3.1

	G2-030345
	TS 43.246 "MBMS in the GERAN, Stage 2" v 0.3.1
	Siemens
	5.3.3

	G2-030346
	MBMS Notification options
	Siemens
	5.3.3

	G2-030347
	Counting requirements in MBMS
	Siemens
	5.3.3

	G2-030348
	Threshold values for MBMS
	Siemens
	5.3.3

	G2-030349
	Input to FLO TR (3GPP TR 45.902)
	Ericsson
	5.3.6.4

	G2-030350
	CR 44.118-048 PS service continuity  at inter-rat cell reselection- alignment UTRAN-GERAN procedures (Rel-5)
	Nokia
	5.2.1

	G2-030351
	CR 44.118-049 Correction to paging procedures (Rel-5)
	Nokia
	5.2.1

	G2-030352
	CR 44.118-050 Update of Start values in USIM on inter-mode transitions and transitions to idle mode-alignment UTRAN-GERAN procedures (Rel-5)
	Nokia
	5.2.1

	G2-030353
	CR 44.118-051 Correction on RRC integrity protection procedure-alignment UTRAN-GERAN procedures (Rel-5)
	Nokia
	5.2.1

	G2-030354
	CR 44.118-052 Corrections to timers T300, T302, T308 and T304 (Rel-5)
	Nokia
	5.2.1

	G2-030355
	CR 44.118-053 NAS and Integrity procedure interaction- alignment UTRAN-GERAN procedure (Rel-5)
	Nokia
	5.2.1

	G2-030356
	CR 44.118-054 Corrections to measurement report messages and SI messages in GERAN Iu mode (Rel-5)
	Nokia
	5.2.1

	G2-030357
	CR 44.160-056 rev 1 Maximum TBF capacity (Rel-5)
	Nokia
	5.2.2

	G2-030358
	CR 44.160-060 rev 1 Retransmission of Iu mode channel request description during a DL TBF (Rel-5)
	Nokia
	5.2.2

	G2-030359
	CR 44.160-061 Misc changes postponed to Rel-6 (Rel-6)
	Nokia
	5.3.7

	G2-030360
	RLC Window Size and Acknowledgement with FLO
	Nokia
	5.3.2.2

	G2-030361
	'Early UE' changes to the GERAN specifications
	Vodafone
	5.2.3

	G2-030362
	CR 48.008-067 Changes for 'early UE' handling (Rel-5)
	Vodafone
	5.2.3

	G2-030363
	CR 48.008-068 Changes for 'early UE' handling (Rel-6)
	Vodafone
	5.2.3

	G2-030364
	Status of the 'Seamless Support of Streaming Services' Work Item
	Vodafone
	5.3.4

	G2-030365
	CR 44.060-385 Mapping of the PDTCH/D on PCCCH in case EGPRS (Rel-6)
	Siemens AG
	5.3.7

	G2-030366
	CR 44.060-386 Preservation procedure for realtime bearers in A/Gb mode (Rel-5)
	Siemens AG
	5.2.3

	G2-030367
	CR 44.060-387 Preservation procedure for realtime bearers in A/Gb mode (Rel-6)
	Siemens AG
	5.2.3

	G2-030368
	CR 48.008-069 Early UE handling: distribution of the UESBI to the BSC (Rel-5)
	Vodafone
	5.2.3

	G2-030369
	CR 48.008-070 Early UE handling: distribution of the UESBI to the BSC (Rel-6)
	Vodafone
	5.2.3

	G2-030370
	Synchronisation in MBMS
	Vodafone
	5.3.3

	G2-030371
	Considerations on RRLP Response Time
	Qualcomm Europe S.A.R.L.
	5.3.7

	G2-030372
	MBMS support according to MS state
	Siemens
	5.3.3

	G2-030373
	MBMS bearer issues
	Siemens
	5.3.3

	G2-030374
	MBMS Bearer Changes
	Nokia
	5.3.3

	G2-030375
	CR 48.018-083 rev 1 Introduction of 'End Indication' for RAN Information multiple reports (Rel-5)
	Siemens
	5.2.3

	G2-030376
	CR 48.018-084 rev 1 Introduction of 'End Indication' for RAN Information multiple reports (Rel-6)
	Siemens
	5.2.3

	G2-030377
	LS to S4:  Meaning of the ‘transfer delay’ QoS attribute for packet-switched streaming bearers
	G2
	6

	G2-030378
	LS On Minimum UE Capability Required for supporting MBMS (S2-032147)
	S2
	4.1

	G2-030379
	LS on Stage 3 work for Early UE handling (S2-032154)
	S2
	4.1

	G2-030380
	LS on impact of ‘Early UE handling’ (S2-032155)
	S2
	4.1

	G2-030381
	LS on DRX parameters update (S2-032174)
	S2
	4.1

	G2-030382
	LS on Approval of Generic UMTS QoS model (S2-032178)
	S2
	4.1

	G2-030383
	LS on further discussion on the meaning of the Transfer Delay QoS parameter for Streaming services (S2-032179)
	S2
	4.1

	G2-030384
	CR 48.071-012 rev 1 Correction of the definition of BSSLAP encapsulation in BSSMAP-LE (Rel-4)
	Siemens AG, Grayson Wireless
	5.1

	G2-030385
	CR 48.071-013 rev 1 Correction of the definition of BSSLAP encapsulation in BSSMAP-LE (Rel-5)
	Siemens AG, Grayson Wireless
	5.1

	G2-030386
	CR 48.071-014 rev 1 Correction of the definition of BSSLAP encapsulation in BSSMAP-LE (Rel-6)
	Siemens AG, Grayson Wireless
	5.1

	G2-030387
	CR 44.060-377 rev 1 Correction of capability to modify the BA(GPRS) list (Rel-5)
	Nokia
	5.2.2

	G2-030388
	CR 44.060-378 rev 1 Correction of capability to modify the BA(GPRS) list (Rel-6)
	Nokia
	5.2.2

	G2-030389
	CR 44.060-380 rev 1 Correction of SI13Alt PBCCH Location parameter in Iu mode only capable cells (Rel-6)
	Nokia
	5.2.2

	G2-030390
	CR 44.060-382 rev 1 Correction of timeslot number allocation with power control parameters (Rel-6)
	Nokia
	5.2.2

	G2-030391
	CR 44.060-383 rev 1 Correction to CSN.1 coding in EGPRS PACKET DOWNLINK ACK/NACK (Rel-5)
	Siemens
	5.2.2

	G2-030392
	CR 44.060-384 rev 1 Correction to CSN.1 coding in EGPRS PACKET DOWNLINK ACK/NACK (Rel-6)
	Siemens
	5.2.2

	G2-030393
	CR 44.160-056 rev 2 Maximum TBF capacity (Rel-5)
	Nokia
	5.2.2

	G2-030394
	CR 44.018-263 rev 1 The alignment of CBQ3's coding with 45.008 (Rel-5)
	Nokia
	5.2.1

	G2-030395
	CR 44.018-264 rev 1 The alignment of CBQ3's coding with 45.008 (Rel-6)
	Nokia
	5.2.1

	G2-030396
	CR 44.118-048 rev 1 PS service continuity  at inter-rat cell reselection- alignment UTRAN-GERAN procedures (Rel-5)
	Nokia
	5.2.1

	G2-030397
	CR 44.118-049 rev 1 Correction to paging procedures (Rel-5)
	Nokia
	5.2.1

	G2-030398
	CR 44.118-050 rev 1 Update of Start values in USIM on inter-mode transitions and transitions to idle mode-alignment UTRAN-GERAN procedures (Rel-5)
	Nokia
	5.2.1

	G2-030399
	CR 44.118-051 rev 1 Correction on RRC integrity protection procedure-alignment UTRAN-GERAN procedures (Rel-5)
	Nokia
	5.2.1

	G2-030400
	CR 44.118-052 rev 1 Corrections to timers T300, T302, T308 and T304 (Rel-5)
	Nokia
	5.2.1

	G2-030401
	CR 44.118-053 rev 1 NAS and Integrity procedure interaction- alignment UTRAN-GERAN procedure (Rel-5)
	Nokia
	5.2.1

	G2-030402
	CR 44.118-054 rev 1 Corrections to measurement report messages and SI messages in GERAN Iu mode (Rel-5)
	Nokia
	5.2.1

	G2-030403
	CR 48.018-083 rev 2 Introduction of 'End Indication' for RAN Information multiple reports (Rel-5)
	Siemens
	5.2.3

	G2-030404
	CR 48.018-084 rev 2 Introduction of 'End Indication' for RAN Information multiple reports (Rel-6)
	Siemens
	5.2.3

	G2-030405
	LS on Stage 3 work for Early UE handling (R3-030776)
	R3
	4.1

	G2-030406
	CR 48.008-067 rev 2 Changes for 'early UE' handling (Rel-5)
	Vodafone
	5.2.3

	G2-030407
	CR 48.008-068 rev 2 Changes for 'early UE' handling (Rel-6)
	Vodafone
	5.2.3

	G2-030408
	CR 44.060-376 rev 1 Introduction of Multiple TBFs into section 7 for A/Gb mode (Rel-6)
	Siemens
	5.3.1

	G2-030409
	CR 44.060-388 CSN.1 coding amendment to MULTIPLE TBF DOWNLINK ASSIGNMENT and MULTIPLE TBF UPLINK ASSIGNMENT messages (Rel-5)
	Siemens
	5.2.2

	G2-030410
	CR 44.060-389 CSN.1 coding amendment to MULTIPLE TBF DOWNLINK ASSIGNMENT and MULTIPLE TBF UPLINK ASSIGNMENT messages (Rel-6)
	Siemens
	5.2.2

	G2-030411
	Draft CR 43.059: Inclusion of RR procedures and enhancement of the Reset procedure for U-TDOA (Rel-6)
	TruePosition
	5.3.5

	G2-030412
	CR 48.071-011 rev 1 Modification of the Reset procedure for U-TDOA (Rel-6)
	TruePosition
	5.3.5

	G2-030413
	Draft CR to the Conversational TR: Protocol Architecture
	Siemens
	5.3.6.1

	G2-030414
	Draft CR to the Conversational TR: Initial Access in Target Cell for PS Handover
	Siemens
	5.3.6.2

	G2-030415
	CR 44.031-072 rev 1 Correction of the definition of the Real Time Integrity Field for A-GPS (Rel-6)
	Siemens AG
	5.3.7

	G2-030416
	CR 49.031-023 rev 1 Correction of the definition of the Positioning Data IE for BSSMAP-LE (Rel-6)
	Siemens AG
	5.3.7

	G2-030417
	CR 44.003-001 rev 1 Correction of editorial mistake regarding bit rates for SDCCH and SACCH (Rel-6)
	Ericsson
	5.3.7

	G2-030418
	CR 04.08-A798 Correction of erroneous mathematical expressions (Ph2)
	Ericsson
	5.1

	G2-030419
	CR 04.08-A800 Correction of erroneous mathematical expressions (R96)
	Ericsson
	5.1

	G2-030420
	CR 04.08-A802 Correction of erroneous mathematical expressions (R97)
	Ericsson
	5.1

	G2-030421
	CR 04.08-A804 Correction of erroneous mathematical expressions (R98)
	Ericsson
	5.1

	G2-030422
	CR 04.18-A275 Correction of erroneous mathematical expressions (R99)
	Ericsson
	5.1

	G2-030423
	CR 44.018-265 Correction of erroneous mathematical expressions (Rel-4)
	Ericsson
	5.1

	G2-030424
	CR 44.018-266 Correction of erroneous mathematical expressions (Rel-5)
	Ericsson
	5.1

	G2-030425
	CR 44.018-260 rev 1 Correction of erroneous mathematical expressions (Rel-6)
	Ericsson
	5.1

	G2-030426
	CR 48.018-086 rev 1 Introduction of Suspend functionality to reduce packet loss at cell change (Rel-6)
	Ericsson
	5.3.7

	G2-030427
	CR 44.118-051 rev 2 Correction on RRC integrity protection procedure-alignment UTRAN-GERAN procedures (Rel-5)
	Nokia
	5.2.1

	G2-030428
	CR 44.118-053 rev 2 NAS and Integrity procedure interaction- alignment UTRAN-GERAN procedure (Rel-5)
	Nokia
	5.2.1

	G2-030429
	LS to S2 on Stage 3 work for Early UE handling
	G2
	6

	G2-030430
	CR 48.071-011 rev 2 Modification of the Reset procedure for U-TDOA (Rel-6)
	TruePosition
	5.3.5

	G2-030431
	CR 44.060-377 rev 2 Correction of capability to modify the BA(GPRS) list (Rel-5)
	Nokia
	5.2.2

	G2-030432
	CR 44.060-378 rev 2 Correction of capability to modify the BA(GPRS) list (Rel-6)
	Nokia
	5.2.2

	G2-030433
	LS to S4:  Meaning of the ‘transfer delay’ QoS attribute for packet-switched streaming bearers
	G2
	6

	G2-030434
	LS to S4:  Meaning of the ‘transfer delay’ QoS attribute for packet-switched streaming bearers
	G2
	6

	G2-030435
	List of postponed CRs
	MCC
	8

	G2-030436
	GERAN2 work plan (v7.0)
	Chairman
	7

	G2-030437
	LS to S2 on Stage 3 work for Early UE handling
	G2
	6

	G2-030438
	List of postponed CRs
	MCC
	8

	G2-030439
	CR 44.060-377 rev 3 Correction of capability to modify the BA(GPRS) list (Rel-5)
	Nokia
	5.2.2

	G2-030440
	CR 44.060-378 rev 3 Correction of capability to modify the BA(GPRS) list (Rel-6)
	Nokia
	5.2.2


