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	G2-040175
	Agenda for GERAN WG2 #18bis on GERAN Protocol Aspects in Phoenix
	Chairman
	2
	Agenda
	
	
	
	
	
	
	
	Agreed

	G2-040176
	LS on PDP context to SAPI mapping (N1-040375)
	N1
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040177
	LS on completion of the call set-up delay reduction feature (N1-040379)
	N1
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040178
	LS on Multiple MBMS Issues from SA-WG2 (R2-040709)
	R2
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040179
	LS on the nature of LCS (S2-041015)
	S2
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040180
	LS on Harmonisation of AMR Configurations (S2-041025)
	S2
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040181
	LS on Paging Co-ordination for MBMS and Other Services (S2-041035)
	S2
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040182
	LS on CS and PS CN Domains separation and Access Control in UTRAN (S2-041047)
	S2
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040183
	LS on Preservation for real time PDP contexts in A/Gb mode (S2-041051)
	S2
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040184
	LS on Ciphering for Voice Group Call Services (S3-040180)
	S3
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040185
	LS on Status of VGCS work in SA3 (S3-040181)
	S3
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040186
	LS on Status of VGCS work in SA3 (T3-040125)
	T3
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040187
	Removal of emergency services client type restriction from the U-TDOA location method
	Cingular T-Mob Andrew TrueP
	5.4.3
	Disc
	UTDOA-CS
	43.059
	043
	1
	C
	Rel-6
	6.2.0
	Revised in G2-040339

	G2-040188
	Removal of emergency services client type restriction from the U-TDOA location method
	Cingular T-Mob Andrew TrueP
	5.4.3
	CR
	UTDOA-CS
	48.071
	021
	2
	C
	Rel-6
	6.3.0
	Revised in G2-040340

	G2-040189
	Inclusion of PS functionality for U-TDOA location method
	Cingular T-Mob Andrew TrueP
	5.4.4
	Disc
	UTDOA-PS
	43.059
	051
	1
	B
	Rel-6
	6.2.0
	Postponed

	G2-040190
	Inclusion of PS functionality for U-TDOA location method
	Cingular T-Mob Andrew TrueP
	5.4.4
	CR
	UTDOA-PS
	48.071
	022
	1
	B
	Rel-6
	6.3.0
	Postponed

	G2-040191
	Report of SA3 #32 discussion about use of Kc for U-TDOA
	TruePosition, Andrew Corporation
	5.4.3
	Disc
	UTDOA-CS
	
	
	
	
	
	
	Noted

	G2-040192
	Providing NCH information to mobiles on PBCCH
	Motorola
	5.4.7
	Disc
	TEI6
	
	
	
	
	
	
	Notes

	G2-040193
	Providing frequency redefinition for VGCS listeners
	Motorola
	5.4.7
	Disc
	TEI6
	
	
	
	
	
	
	Noted

	G2-040194
	Draft CR 43.068-xxx VGCS PCH reorganisation (Rel-6)
	Motorola
	5.4.7
	Draft-CR
	TEI6
	
	
	
	
	
	
	Noted

	G2-040195
	Release dedicated channel of talker in Voice group call
	Motorola
	5.4.7
	CR
	TEI6
	44.018
	316
	
	F
	Rel-6
	6.6.0
	Postponed

	G2-040196
	Release dedicated channel of talker in Voice group call
	Motorola
	5.4.7
	CR
	TEI6
	48.008
	115
	
	F
	Rel-6
	6.4.0
	Postponed

	G2-040197
	Notification Response Procedure Management
	Motorola
	5.4.7
	CR
	TEI6
	48.008
	113
	
	F
	Rel-6
	6.4.0
	Withdrawn

	G2-040198
	SCCP connection establishment for VGCS
	Motorola
	5.4.7
	CR
	TEI6
	48.006
	004
	
	F
	Rel-6
	5.0.1
	Withdrawn

	G2-040199
	VGCS queuing and preemption handling
	Motorola
	5.4.7
	CR
	TEI6
	48.008
	114
	
	F
	Rel-6
	6.4.0
	Postponed

	G2-040200
	Draft CR to TS 43.064 Annex on multiple TBF procedures
	Siemens
	5.3.1
	CR
	MULTBF-Agbmode
	43.064
	017
	
	B
	Rel-6
	6.1.0
	Noted

	G2-040201
	TS 43.246 "MBMS in the GERAN, Stage 2" v 0.10.1
	Siemens
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040202
	MBMS working assumptions and open issues in GERAN
	Siemens
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040203
	MBMS notification and paging co-ordination
	Siemens
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040204
	RIM and NACC clean-up
	Siemens
	5.2.2
	CR
	TEI5
	48.018
	089
	3
	F
	Rel-5
	5.8.0
	Revised in G2-040341

	G2-040205
	Report of the RIM/NACC drafting session 02-03.03.2004 in Munich
	Rapporteur
	5.2.2
	Report
	
	
	
	
	
	
	
	Noted

	G2-040206
	Correction to encoding of A-GPS Doppler Uncertainty
	Siemens AG
	5.2.2
	CR
	LCS-GERAN
	44.031
	093
	
	F
	Rel-5
	5.7.0
	Agreed

	G2-040207
	Correction to encoding of A-GPS Doppler Uncertainty
	Siemens AG
	5.2.2
	CR
	LCS-GERAN
	44.031
	094
	
	A
	Rel-6
	6.2.0
	Agreed

	G2-040208
	Correction and Clarification of A-GPS Doppler Uncertainty
	Siemens AG
	5.4.7
	CR
	TEI6
	44.031
	095
	
	F
	Rel-6
	6.2.0
	Agreed

	G2-040209
	Clarification of an indefinate maximum length for BSSLAP IEs
	Siemens AG
	5.4.7
	CR
	TEI6
	48.071
	023
	
	D
	Rel-6
	6.4.0
	Revised in G2-040345

	G2-040210
	LS on Use of UTRAN for I-WLAN (R2-040733)
	R2
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040211
	LS on removal of ASN.1 coding for CRRM fields received by BSS (R3-040567)
	R3
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040212
	LS on ‘Generic Routing of RIM/NACC Information’ (R3-040568)
	R3
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040213
	LS on Multiple MBMS Issues (S4-040132)
	S4
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040214
	LS on Harmonisation of AMR Configurations (S4-040154)
	S4
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040215
	Inter-SGSN PS Handover and XID Procedures
	Siemens
	5.4.5.2
	Disc
	SCSAGB-PSH
	
	
	
	
	
	
	Noted

	G2-040216
	Enhancing DTM for Circuit Switched Resource Setup
	Siemens
	5.4.6.3
	Disc
	PSintDTM-Reduct
	
	
	
	
	
	
	Noted

	G2-040217
	Ciphering for Voice Group Call Services
	Siemens
	5.4.7
	Disc
	TEI6
	
	
	
	
	
	
	Noted

	G2-040218
	Removal of existing VGCS ciphering mechanism
	Siemens
	5.4.7
	Disc
	TEI6
	
	
	
	
	
	
	Noted

	G2-040219
	Impacts of PFI mapping in PS Handover on FLO configuration
	Siemens
	5.4.5.2
	Disc
	SCSAGB-PSH
	
	
	
	
	
	
	Noted

	G2-040220
	Correction to the Coding of SNA Access Information IE
	Nokia
	5.2.2
	CR
	TEI5
	48.008
	084
	2
	F
	Rel-5
	5.11.0
	Revised in G2-040326

	G2-040221
	Correction to the Coding of SNA Access Information IE
	Nokia
	5.2.2
	CR
	TEI5
	48.008
	085
	2
	A
	Rel-6
	6.4.0
	Revised in G2-040327

	G2-040222
	'Early UE cause' missing from HANDOVER FAILURE message at E-interface
	Nokia
	5.2.2
	CR
	TEI5
	48.008
	116
	
	F
	Rel-5
	5.11.0
	Revised in G2-040328

	G2-040223
	'Early UE cause' missing from HANDOVER FAILURE message at E-interface
	Nokia
	5.2.2
	CR
	TEI5
	48.008
	117
	
	A
	Rel-6
	6.4.0
	Revised in G2-040329

	G2-040224
	Service Quality Evaluation for a MBMS Candidate over GERAN
	Siemens
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040225
	Clarification of QoS IE to be coded in BSSGP ABQP IE
	Motorola
	5.4.7
	Disc
	TEI6
	
	
	
	
	
	
	Noted

	G2-040226
	Length of ABQP IE in BSSGP
	Motorola
	5.4.7
	CR
	TEI
	48.018
	106
	
	F
	Rel-6
	6.4.0
	Postponed

	G2-040227
	Missing CSN.1 definition in SI9 rest octets
	Infineon
	5.1
	CR
	TEI4
	44.018
	317
	
	F
	Rel-4
	4.16.0
	Revised in G2-040320

	G2-040228
	Missing CSN.1 definition in SI9 rest octets
	Infineon
	5.1
	CR
	TEI4
	44.018
	318
	
	A
	Rel-5
	5.14.0
	Revised in G2-040321

	G2-040229
	Missing CSN.1 definition in SI9 rest octets
	Infineon
	5.1
	CR
	TEI4
	44.018
	319
	
	A
	Rel-6
	6.6.0
	Revised in G2-040322

	G2-040230
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	04.31
	A094
	1
	F
	R98
	7.13.0
	Revised in G2-040315

	G2-040231
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	04.31
	A095
	1
	A
	R99
	8.12.0
	Revised in G2-040316

	G2-040232
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	44.031
	084
	1
	A
	Rel-4
	4.8.0
	Revised in G2-040317

	G2-040233
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	44.031
	085
	1
	A
	Rel-5
	5.7.0
	Revised in G2-040318

	G2-040234
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	44.031
	086
	1
	A
	Rel-6
	6.2.0
	Revised in G2-040319

	G2-040235
	Proposed Correction on SMLC Sending Incomplete Almanac in A-GPS Assistance Data
	Qualcomm Europe S.A.R.L.
	5.1
	Disc
	TEI
	
	
	
	
	
	
	Noted

	G2-040236
	Correction on SMLC Sending Incomplete Almanac in A-GPS Assistance Data
	Qualcomm Europe S.A.R.L.
	5.1
	CR
	TEI
	04.31
	A100
	
	F
	R98
	7.13.0
	Postponed

	G2-040237
	Correction on SMLC Sending Incomplete Almanac in A-GPS Assistance Data
	Qualcomm Europe S.A.R.L.
	5.1
	CR
	TEI
	04.31
	A101
	
	A
	R99
	8.12.0
	Postponed

	G2-040238
	Correction on SMLC Sending Incomplete Almanac in A-GPS Assistance Data
	Qualcomm Europe S.A.R.L.
	5.1
	CR
	TEI
	44.031
	096
	
	A
	Rel-4
	4.8.0
	Postponed

	G2-040239
	Correction on SMLC Sending Incomplete Almanac in A-GPS Assistance Data
	Qualcomm Europe S.A.R.L.
	5.1
	CR
	TEI
	44.031
	097
	
	A
	Rel-5
	5.7.0
	Postponed

	G2-040240
	Correction on SMLC Sending Incomplete Almanac in A-GPS Assistance Data
	Qualcomm Europe S.A.R.L.
	5.1
	CR
	TEI
	44.031
	098
	
	A
	Rel-6
	6.2.0
	Postponed

	G2-040241
	Service Handover for services not supported in GERAN
	Siemens AG
	5.4.7
	CR
	TEI6
	48.008
	118
	
	F
	Rel-6
	6.4.0
	Postponed

	G2-040242
	Review Comments to conversational TS
	Siemens AG
	5.4.5.2
	Disc
	SCSAGB-Stage2
	
	
	
	
	
	
	Noted

	G2-040243
	Various updates to conversational TS
	Siemens AG
	5.4.5.2
	Disc
	SCSAGB-Stage2
	
	
	
	
	
	
	Noted

	G2-040244
	A Mechanism for the Distribution of RR-Specific System Information
	Siemens AG
	5.4.7
	Disc
	TEI6
	
	
	
	
	
	
	Noted

	G2-040245
	Download BSS PFC PDU
	Siemens AG
	5.2.2
	CR
	TEI5
	48.018
	099
	1
	F
	Rel-5
	5.7.0
	Withdrawn

	G2-040246
	Download BSS PFC PDU
	Siemens AG
	5.2.2
	CR
	TEI5
	48.018
	100
	1
	A
	Rel-6
	6.4.0
	Revised in G2-040330

	G2-040247
	Failure Recovery for PS HO and RAU
	Siemens AG
	5.4.5.2
	Disc
	SCSAGB-Stage2
	
	
	
	
	
	
	Noted

	G2-040248
	MS requirements for MBMS p-t-m services
	Siemens
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040249
	MSACCH assisted Cell Change during MBMS p-t-m transmission
	Siemens
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040250
	MBMS Restricted CFCH 
	Vodafone
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040251
	MBMS Signalling Procedures
	Vodafone
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040252
	Compressed INTER RAT INFO Indication introduction into IMMEDIATE ASSIGNMENT message (Option A)
	Vodafone
	5.2.2
	CR
	TEI5
	44.018
	307
	2
	F
	Rel-5
	5.14.0
	Revised in G2-040331

	G2-040253
	Compressed INTER RAT INFO Indication introduction into IMMEDIATE ASSIGNMENT message (Option A)
	Vodafone
	5.2.2
	CR
	TEI5
	44.018
	308
	2
	A
	Rel-6
	6.6.0
	Revised in G2-040332

	G2-040254
	Clarification of USF-granularity in connection with Extended Dynamic Allocation
	Ericsson
	5.4.7
	CR
	TEI6
	44.060
	491
	
	F
	Rel-6
	6.6.0
	Agreed

	G2-040255
	Removal of ASN.1 coding for CRRM field elements received by BSS
	Ericsson
	5.2.2
	CR
	TEI5
	48.008
	099
	1
	F
	Rel-5
	5.11.0
	Revised in G2-040333

	G2-040256
	Removal of ASN.1 coding for CRRM field elements received by BSS
	Ericsson
	5.2.2
	CR
	TEI5
	48.008
	100
	1
	A
	Rel-6
	6.4.0
	Revised in G2-040334

	G2-040257
	Using Directed Retry procedure for unsupported services
	Ericsson
	5.4.7
	CR
	TEI6
	48.008
	119
	
	B
	Rel-6
	6.4.0
	Postponed

	G2-040258
	Correction of SNS-SIZE-ACK PDU
	Ericsson
	5.2.2
	CR
	TEI5
	48.016
	011
	
	F
	Rel-5
	5.2.0
	Revised in G2-040335

	G2-040259
	Correction of BSS data queue handling at reception of DELETE PFC
	Ericsson
	5.4.7
	CR
	TEI6
	48.018
	107
	
	F
	Rel-6
	6.4.0
	Postponed

	G2-040260
	Packet Switched Handover for GERAN A/Gb mode; Stage 2; V0.3.0
	Ericsson
	5.4.5.2
	TS
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040261
	Proposed updates to the PS Handover Stage 2 description - 3GPP TS 43.cde v0.3.0
	Ericsson
	5.4.5.2
	Disc
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040262
	Contents of "Transparent Containers" used in PS Handover
	Ericsson
	5.4.5.2
	Disc
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040263
	Identity Mapping and PS Handover
	Ericsson
	5.4.5.2
	Disc
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040264
	Security handling in connection with PS Handover
	Ericsson
	5.4.5.2
	Disc
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040265
	Provision of Text for Section 7.1
	Ericsson
	5.4.5.2
	Disc
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040266
	RLC/MAC Segmentation Proposal
	Ericsson
	5.4.5.2
	Disc
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040267
	Minimizing packet loss at PS Handover
	Ericsson
	5.4.5.2
	Disc
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040268
	Methods for Triggering PS Handover
	Ericsson
	5.4.5.2
	Disc
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040269
	PS Handover Access in GERAN A/Gb mode
	Ericsson
	5.4.5.2
	Disc
	SCSAGB-TR
	
	
	
	
	
	
	Noted

	G2-040270
	Single TBF Sharing with PFI Indication
	Ericsson
	5.1
	Disc
	TEI
	
	
	
	
	
	
	Noted

	G2-040271
	Correction to USF granularity assignment for multiple TBFs
	Nokia
	5.2.1
	CR
	GER3GAL
	44.060
	492
	
	F
	Rel-5
	5.10.0
	Agreed

	G2-040272
	Correction to USF granularity assignment for multiple TBFs
	Nokia
	5.2.1
	CR
	GER3GAL
	44.060
	493
	
	A
	Rel-6
	6.6.0
	Agreed

	G2-040273
	CSN.1 Coding optimization for USF assignment in case of MTBF
	Nokia
	5.2.1
	CR
	GER3GAL(also MTBF)
	44.060
	494
	
	F
	Rel-5
	5.10.0
	Revised in G2-040323

	G2-040274
	CSN.1 Coding optimization for USF assignment in case of MTBF
	Nokia
	5.2.1
	CR
	GER3GAL(also MTBF)
	44.060
	495
	
	A
	Rel-6
	6.6.0
	Revised in G2-040324

	G2-040275
	Correction of the size of response time fields
	Nokia
	5.2.1
	CR
	GER3GAL
	44.060
	496
	
	F
	Rel-5
	5.10.0
	Agreed

	G2-040276
	Correction of the size of response time fields
	Nokia
	5.2.1
	CR
	GER3GAL
	44.060
	497
	
	A
	Rel-6
	6.6.0
	Agreed

	G2-040277
	Correction of the size of response time fields
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	083
	
	F
	Rel-5
	5.8.0
	Agreed

	G2-040278
	Correction of the size of response time fields
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	084
	
	A
	Rel-6
	6.1.0
	Agreed

	G2-040279
	RLC/MAC Control message segmentation
	Nokia
	5.4.5.3
	Disc
	SCSAGB
	
	
	
	
	
	
	Noted

	G2-040280
	Draft CR 44.060 Introduction of extended RLC/MAC control message segmentation
	Nokia
	5.4.5.3
	Draft CR
	SCSAGB
	
	
	
	B
	Rel-6
	6.6.0
	Noted

	G2-040281
	RRBP and FBI not set in the same block
	Nokia
	5.4.7
	CR
	TEI6
	44.060
	498
	
	F
	Rel-6
	6.6.0
	Postponed

	G2-040282
	Segmentation of LLC PDUs and change of radio priority
	Nokia
	5.4.7
	CR
	TEI6
	44.060
	499
	
	F
	Rel-6
	6.6.0
	Postponed

	G2-040283
	Extension of BSSAP message length
	Nokia
	5.4.7
	Disc
	TEI6
	
	
	
	
	
	
	Noted

	G2-040284
	MBMS Notification Proposal
	Siemens
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040285
	CSN.1 Coding optimization for USF assignment in case of MTBF
	Nokia
	5.2.1
	Disc
	GER3GAL(also MTBF)
	
	
	
	
	
	
	Noted

	G2-040286
	Common Feedback Channel for MBMS delivery
	Siemens
	5.4.2
	Disc
	MBMS
	
	
	
	
	
	
	Noted

	G2-040287
	Proposal for a "lossless" PS Handover
	Siemens
	5.4.5.2
	Disc
	SCSAGB
	
	
	
	
	
	
	Noted

	G2-040288
	Enhancement of dual transfer mode when circuit switched resources are released
	Nokia
	5.4.6.3
	Disc
	
	
	
	
	
	
	
	Noted

	G2-040289
	Enhancement of packet transfer mode when circuit switched resources are requested
	Nokia
	5.4.6.3
	Disc
	
	
	
	
	
	
	
	Noted

	G2-040290
	BCCH capacity analysis for MBMS notifications
	Nokia
	5.4.2
	Disc
	
	
	
	
	
	
	
	Noted

	G2-040291
	Definition of GPS TOW
	Alcatel
	5.1
	Disc
	TEI
	
	
	
	
	
	
	Noted

	G2-040292
	FLO impacts on existing IEs and their extensibility
	Nokia
	5.4.1.2
	Disc
	FLOGER-SigPro
	
	
	
	
	Rel-6
	
	Noted

	G2-040293
	Extension mechanism for IEs and structures in 44.118
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	085
	
	F
	Rel-5
	5.8.0
	Revised in G2-040336

	G2-040294
	Extension mechanism for IEs and structures in 44.118
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	086
	
	A
	Rel-6
	6.1.0
	Revised in G2-040337

	G2-040295
	Introduction of CSN1 for FLO
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	087
	
	F
	Rel-6
	6.1.0
	Revised in G2-040338

	G2-040296
	FLO corrections
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	088
	
	F
	Rel-6
	6.1.0
	Agreed

	G2-040297
	TFC Removal mechanism
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	080
	2
	C
	Rel-6
	6.1.0
	Agreed

	G2-040298
	UTRAN-GERAN alignment: Response on SBSS Relocation with Cell Update
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	089
	
	F
	Rel-5
	5.8.0
	Agreed

	G2-040299
	UTRAN-GERAN alignment: Response on SBSS Relocation with Cell Update
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	090
	
	A
	Rel-6
	6.1.0
	Agreed

	G2-040300
	UTRAN-GERAN alignment: GERAN setting of the activation time for TM bearers in Ciphering Mode info IE
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	091
	
	F
	Rel-5
	5.8.0
	Agreed

	G2-040301
	UTRAN-GERAN alignment: GERAN setting of the activation time for TM bearers in Ciphering Mode info IE
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	092
	
	A
	Rel-6
	6.1.0
	Agreed

	G2-040302
	UTRAN-GERAN alignment: Corrections to "Entered parameter"
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	093
	
	F
	Rel-5
	5.8.0
	Agreed

	G2-040303
	UTRAN-GERAN alignment: Corrections to "Entered parameter"
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	094
	
	A
	Rel-6
	6.1.0
	Agreed

	G2-040304
	UTRAN-GERAN Alignment: Waiting for RLC-ACK on GERAN MOBILITY INFORMATION
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	095
	
	F
	Rel-5
	5.8.0
	Withdrawn

	G2-040305
	UTRAN-GERAN Alignment: Waiting for RLC-ACK on GERAN MOBILITY INFORMATION
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	096
	
	A
	Rel-6
	6.1.0
	Withdrawn

	G2-040306
	UTRAN-GERAN alignment: Reconfigurion scenarious and ciphering of TM RBs
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	097
	
	F
	Rel-5
	5.8.0
	Withdrawn

	G2-040307
	UTRAN-GERAN alignment: Reconfigurion scenarious and ciphering of TM RBs
	Nokia
	5.2.1
	CR
	GER3GAL
	44.118
	098
	
	A
	Rel-6
	6.1.0
	Withdrawn

	G2-040308
	PS Handover Signaling Messages used between SGSNs during Inter-SGSN PS handover
	Nokia
	5.4.5.2
	Disc
	SCSAGB-PSH
	
	
	
	
	
	
	Noted

	G2-040309
	Uplink Data Transfer during PS Handover and Routing Area Update
	Nokia
	5.4.5.2
	Disc
	SCSAGB-PSH
	
	
	
	
	
	
	Noted

	G2-040310
	Usage of Foreign TLLI for addressing resources in the Target Cell during PS handover
	Nokia
	5.4.5.2
	Disc
	SCSAGB-PSH
	
	
	
	
	
	
	Noted

	G2-040311
	Handover from GERAN Iu mode/UTRAN to GERAN A/Gb mode
	Nokia
	5.4.5.2
	Disc
	SCSAGB-PSH
	
	
	
	
	
	
	Noted

	G2-040312
	Container Handling during PS Handover
	Nokia
	5.4.5.2
	Disc
	SCSAGB-PSH
	
	
	
	
	
	
	Revised in G2-040342

	G2-040313
	Signalling for ARP - Advanced Receiver Performance
	Nortel
	5.5
	Disc
	ARP
	
	
	
	
	
	
	Noted

	G2-040314
	Cipher mode setting in HO command
	AT&T Wireless Services, Orange
	5.4.7
	CR
	TEI6
	44.018
	320
	
	F
	Rel-6
	6.6.0
	Revised in G2-040357

	G2-040315
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	04.31
	A094
	2
	F
	R98
	7.13.0
	Agreed

	G2-040316
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	04.31
	A095
	2
	A
	R99
	8.12.0
	Agreed

	G2-040317
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	44.031
	084
	2
	A
	Rel-4
	4.8.0
	Agreed

	G2-040318
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	44.031
	085
	2
	A
	Rel-5
	5.7.0
	Agreed

	G2-040319
	Definition of code and Doppler search windows for MS assisted A-GPS
	Qualcomm Europe S.A.R.L.Alcatel
	5.1
	CR
	TEI
	44.031
	086
	2
	A
	Rel-6
	6.2.0
	Agreed

	G2-040320
	Missing CSN.1 definition in SI9 rest octets
	Infineon
	5.1
	CR
	TEI4
	44.018
	317
	1
	F
	Rel-4
	4.16.0
	Revised in G2-040351

	G2-040321
	Missing CSN.1 definition in SI9 rest octets
	Infineon
	5.1
	CR
	TEI4
	44.018
	318
	1
	A
	Rel-5
	5.14.0
	Revised in G2-040352

	G2-040322
	Missing CSN.1 definition in SI9 rest octets
	Infineon
	5.1
	CR
	TEI4
	44.018
	319
	1
	A
	Rel-6
	6.6.0
	Revised in G2-040353

	G2-040323
	CSN.1 Coding optimization for USF assignment in case of MTBF
	Nokia
	5.2.1
	CR
	GER3GAL(also MTBF)
	44.060
	494
	1
	F
	Rel-5
	5.10.0
	Agreed

	G2-040324
	CSN.1 Coding optimization for USF assignment in case of MTBF
	Nokia
	5.2.1
	CR
	GER3GAL(also MTBF)
	44.060
	495
	1
	A
	Rel-6
	6.6.0
	Revised in G2-040354

	G2-040325
	LS on issues related to SNA Access Information (N4-040243)
	N4
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040326
	Correction to the Coding of SNA Access Information IE
	Nokia
	5.2.2
	CR
	TEI5
	48.008
	084
	3
	F
	Rel-5
	5.11.0
	Agreed

	G2-040327
	Correction to the Coding of SNA Access Information IE
	Nokia
	5.2.2
	CR
	TEI5
	48.008
	085
	3
	A
	Rel-6
	6.4.0
	Agreed

	G2-040328
	'Early UE cause' missing from HANDOVER FAILURE message at E-interface
	Nokia
	5.2.2
	CR
	TEI5
	48.008
	116
	
	F
	Rel-5
	5.11.0
	Agreed

	G2-040329
	'Early UE cause' missing from HANDOVER FAILURE message at E-interface
	Nokia
	5.2.2
	CR
	TEI5
	48.008
	117
	
	A
	Rel-6
	6.4.0
	Agreed

	G2-040330
	Download BSS PFC PDU
	Siemens AG
	5.2.2
	CR
	TEI5
	48.018
	100
	2
	F
	Rel-6
	6.4.0
	Agreed

	G2-040330
	Download BSS PFC PDU
	Siemens AG
	5.2.2
	CR
	TEI5
	48.018
	100
	2
	A
	Rel-6
	6.4.0
	Agreed

	G2-040331
	Compressed INTER RAT INFO Indication introduction into IMMEDIATE ASSIGNMENT message (Option A)
	Vodafone
	5.2.2
	CR
	TEI5
	44.018
	307
	3
	F
	Rel-5
	5.14.0
	Agreed

	G2-040332
	Compressed INTER RAT INFO Indication introduction into IMMEDIATE ASSIGNMENT message (Option A)
	Vodafone
	5.2.2
	CR
	TEI5
	44.018
	308
	3
	A
	Rel-6
	6.6.0
	Agreed

	G2-040333
	Removal of ASN.1 coding for CRRM field elements received by BSS
	Ericsson
	5.2.2
	CR
	TEI5
	48.008
	099
	2
	F
	Rel-5
	5.11.0
	Agreed

	G2-040334
	Removal of ASN.1 coding for CRRM field elements received by BSS
	Ericsson
	5.2.2
	CR
	TEI5
	48.008
	100
	2
	A
	Rel-6
	6.4.0
	Agreed

	G2-040335
	Correction of SNS-SIZE-ACK PDU
	Ericsson
	5.2.2
	CR
	TEI5
	48.016
	011
	1
	F
	Rel-5
	5.2.0
	Postponed

	G2-040336
	Extension mechanism for IEs and structures in 44.118
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	085
	1
	F
	Rel-5
	5.8.0
	Revised in G2-040355

	G2-040337
	Extension mechanism for IEs and structures in 44.118
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	086
	1
	A
	Rel-6
	6.1.0
	Revised in G2-030356

	G2-040338
	Introduction of CSN1 for FLO
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	087
	1
	F
	Rel-6
	6.1.0
	Agreed

	G2-040339
	Removal of emergency services client type restriction from the U-TDOA location method
	Cingular T-Mob Andrew TrueP
	5.4.3
	Draft CR
	UTDOA-CS
	43.059
	043
	2
	C
	Rel-6
	6.2.0
	Noted

	G2-040340
	Removal of emergency services client type restriction from the U-TDOA location method
	Cingular T-Mob Andrew TrueP
	5.4.3
	CR
	UTDOA-CS
	48.071
	021
	3
	C
	Rel-6
	6.4.0
	Agreed

	G2-040341
	RIM and NACC clean-up
	Siemens
	5.2.2
	CR
	TEI5
	48.018
	089
	4
	F
	Rel-5
	5.8.0
	Postponed

	G2-040342
	Container Handling during PS Handover
	Nokia
	5.4.5.2
	Disc
	SCSAGB-PSH
	
	
	
	
	
	
	Noted

	G2-040343
	Mapping between TrCH and corresponding DBPSCH
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	099
	
	F
	Rel-6
	6.1.0
	Agreed

	G2-040344
	LS to N1 on VGCS PCH reorganisation (Rel-6)
	Motorola
	6
	LS-out
	TEI6
	
	
	
	
	
	
	Approved

	G2-040345
	Clarification of an indefinate maximum length for BSSLAP IEs
	Siemens AG
	5.4.7
	CR
	TEI6
	48.071
	023
	1
	D
	Rel-6
	6.4.0
	Agreed

	G2-040346
	Length of ABQP IE in BSSGP
	Motorola
	5.4.7
	CR
	TEI
	08.18
	A144
	
	F
	R99
	8.11.0
	Postponed

	G2-040347
	Length of ABQP IE in BSSGP
	Motorola
	5.4.7
	CR
	TEI
	48.018
	108
	
	A
	Rel-4
	4.6.0
	Postponed

	G2-040348
	Length of ABQP IE in BSSGP
	Motorola
	5.4.7
	CR
	TEI
	48.018
	109
	
	A
	Rel-5
	5.9.0
	Postponed

	G2-040349
	Length of ABQP IE in BSSGP
	Motorola
	5.4.7
	CR
	TEI
	48.018
	106
	1
	A
	Rel-6
	6.4.0
	Postponed

	G2-040350
	Withdrawn
	
	
	
	
	
	
	
	
	
	
	Withdrawn

	G2-040351
	Missing CSN.1 definition in SI9 rest octets
	Infineon
	5.1
	CR
	TEI4
	44.018
	317
	2
	F
	Rel-4
	4.16.0
	Agreed

	G2-040352
	Missing CSN.1 definition in SI9 rest octets
	Infineon
	5.1
	CR
	TEI4
	44.018
	318
	2
	A
	Rel-5
	5.14.0
	Agreed

	G2-040353
	Missing CSN.1 definition in SI9 rest octets
	Infineon
	5.1
	CR
	TEI4
	44.018
	319
	2
	A
	Rel-6
	6.6.0
	Agreed

	G2-040354
	CSN.1 Coding optimization for USF assignment in case of MTBF
	Nokia
	5.2.1
	CR
	GER3GAL(also MTBF)
	44.060
	495
	2
	A
	Rel-6
	6.6.0
	Agreed

	G2-040355
	Extension mechanism for IEs and structures in 44.118
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	085
	2
	F
	Rel-5
	5.8.0
	Agreed

	G2-040356
	Extension mechanism for IEs and structures in 44.118
	Nokia
	5.4.1.2
	CR
	FLOGER-SigPro
	44.118
	086
	2
	A
	Rel-6
	6.1.0
	Agreed

	G2-040357
	Cipher mode setting in HO command
	AT&T Wireless Services, Orange
	5.4.7
	CR
	TEI6
	44.018
	320
	1
	F
	Rel-6
	6.6.0
	Revised in G2-040359

	G2-040358
	Request for simulations parameters and/or error patterns for MBMS (S4-040130)
	S4
	4.1
	LS-in
	
	
	
	
	
	
	
	Noted

	G2-040359
	Cipher mode setting in HO command
	AT&T Wireless Services, Orange
	5.4.7
	CR
	TEI6
	44.018
	320
	2
	F
	Rel-6
	6.6.0
	Revised in G2-040360

	G2-040360
	Cipher mode setting in HO command
	AT&T Wireless Services, Orange
	5.4.7
	CR
	TEI6
	44.018
	320
	3
	F
	Rel-6
	6.6.0
	Agreed

	G2-040361
	WorkPlan
	Chairman
	
	
	
	
	
	
	
	
	
	Noted

	G2-040362
	Chairmans presentation of the outcome of G2-18bis
	Chairman
	
	
	
	
	
	
	
	
	
	Noted


