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**** First Modified Section ****
3.3.3.3
Reduced NCH monitoring mechanism

This sub-clause applies to mobile stations which read the NCH in idle mode in order to receive the notification messages for the voice broadcast call and the voice group call, which read the PCH to receive pagings and which aim at reducing the reception load.

A reduced NCH monitoring mechanism shall be used on the NCH. When the mobile station in idle mode enters a cell and deduces from the BCCH that an NCH is present, it shall read the NCH until it has received at least two messages on the NCH indicating NLN, with the two last received NLN being identical. Then it may stop reading the NCH until it receives on the PCH an NLN(PCH) different from the last previously received NLN or on the SACCH an NLN(SACCH) different from the last previously received NLN.

For this, parameters are provided:

-
NLN: Notification List Number. The NLN is a modulo 4 counter. A change of NLN indicates that new notifications are provided on the NCH. The network shall ensure that a mobile station receives the NLN as often as necessary for a good functioning of the reduced monitoring.

-
NLN status: The NLN status is a single bit field which indicates the status of the content of the NOTIFICATION/NCH messages for a particular NLN value. A change of the NLN status field indicates a change of information on the NCH which is not related to new calls (e.g. There may have been a release of a previous notified call etc...).

The network has to provide both NLN and NLN status parameters.

These parameters are defined on the NCH, PCH and SACCH:

-
NLN(NCH): Notification List Number (contained in certain NOTIFICATION messages on the NCH as required by the reduced NCH monitoring function).

-
NLN(PCH): Notification List Number (contained in all PAGING REQUEST TYPE 2 messages, PAGING REQUEST TYPE 3 messages and those PAGING REQUEST TYPE 1 messages with P1 rest octets value part of length >=1 on the PCH).

-
NLN(SACCH): Notification List Number (contained in all SYSTEM INFORMATION TYPE 6 messages on the SACCH when there are NCH blocks allocated ).

-
NLN status(PCH): NLN status (contained in all PAGING REQUEST TYPE 2 messages, PAGING REQUEST TYPE 3 messages and those PAGING REQUEST TYPE 1 messages with P1 rest octets value part of length >=1 on the PCH).

-
NLN status(SACCH): NLN status (contained in all SYSTEM INFORMATION TYPE 6 messages on the SACCH when there are NCH blocks allocated).

When there are no VGCS or VBS calls active in the cell, the network shall transmit notification messages with an empty notification list (not necessarily in every NCH block) but with NLN(NCH).

A mobile station supporting neither VGCS listening nor VBS listening shall ignore the NLN(NCH),NLN(PCH), NLN(SACCH) and NLN status fields.

If a mobile station (supporting VGCS listening and/or VBS listening) receives a NLN parameters on the NLN(PCH) or NLN(SACCH) field different from the last received NLN value it shall read the NCH until it has received at least two messages on the NCH indicating NLN with the two last received NLN being identical.

If a message in the paging subchannel is not received correctly, or if a paging message does not contain the information on the notification status, the mobile station shall read the NCH until it has received at least two messages on the NCH indicating NLN, with the two last received NLN being identical.

**** Next Modified Section ****
3.1.21
Voice group call service and voice broadcast service call set-up and resource assignment

To set-up a VGCS/VBS call the MSC initiates the VGCS/VBS set-up procedure to the BSS. The MSC can then allocate resources to the VGCS/VBS call by initiating the VGCS/VBS Assignment procedure. The use of the Priority IE in the VGCS/VBS SETUP message is for future study; however the priority of the VGCS/VBS SETUP message shall be the same priority level of the associated VGCS/VBS ASSIGNMENT REQUEST messages. 
3.1.21.1
Successful operation

To initiate a VGCS/VBS call set-up procedures the MSC sends to the BSS a VGCS/VBS SETUP message across VGCS/VBS call controlling SCCP connection. This connection is established for the life time of the VGCS/VBS call.

The BSS allocates resources to the call and returns VGCS/VBS SETUP ACK message to the MSC.

3.1.21.2
VGCS/VBS call set-up abnormal cases

If the BSS detects that the VGCS/VBS call is already set-up it will clear all resources associated with the previous call and proceed with the new call.

3.1.21.3
VGCS/VBS call set-up failure

If the BSS can not set-up the VGCS/VBS call then it will send an VGCS/VBS SETUP REFUSE message to the MSC.

**** Next Modified Section ****
3.1.22
Voice group call service and voice broadcast service Assignment procedure

The purpose of the VGCS/VBS Assignment procedure is to ensure that the correct dedicated radio resources are allocated to the VGCS/VBS call on a per cell basis. In order to support this procedure the MSC sets up a VGCS/VBS resource controlling SCCP connection to the BSS. This connection is then used to support all BSSAP messages related to the dedicated resource(s).

The MSC can command that the radio resources are either allocated immediately or delayed.

3.1.22.1
Successful operation

The VGCS/VBS call controlling SCCP connection shall be established before the VGCS/VBS Assignment procedure takes place.

The MSC initiates the VGCS/VBS Assignment procedure to the BSS by sending an VGCS/VBS ASSIGNMENT REQUEST on a VGCS/VBS resource controlling SCCP connection.
The management of priority levels is implementation dependent and under operator control. Priority rules to handle VBS and VGCS calls are defined in TS 23.067 and 24.067. 
If queuing is managed, new requests which cannot be immediately are put in the queuing file according to the indicated priority levels. 

The priority levels and the preemption indicators may (singularly or in combination) be used to determine whether the assignment has to be performed unconditionally and immediately. This may lead to triggering of the preemption procedure which may then cause the forced release or forced handover of a lower priority connection if no free resource is immediately available.

The process and the extent of the preemption procedure is operator dependent, however, the preemption indicators (refer to sub-clause 3.2.2.18.), if given in the VGCS/VBS ASSIGNMENT REQUEST shall be treated on a per connection basis as follows:

-
if the "Preemption Capability indicator" bit is set to 1, then this allocation request can trigger the running of the preemption procedure.

-
if the "Preemption Capability indicator" bit is set to 0, then this allocation request cannot trigger the preemption procedure.

-
if the "Preemption Vulnerability" bit is set to 1, then this connection is vulnerable and shall be included in the preemption process or procedure and as such may be subject to forced release or forced handover.

-
if the "Preemption Vulnerability" bit is set to 0, then this connection is not vulnerable to preemption and shall not be included in the preemption process and as such may not be subject to forced release or forced handover.

-
if no Priority Information Element has been received, both "Preemption Capability" and "Preemption Vulnerability" bits shall be regarded as set to 0.
The MSC shall control VGCS/VBS radio resource allocation on demand to be enabled or disabled by including "Assignment Requirement" IE in VGCS/VBS ASSIGNMENT REQUEST. The MSC uses this IE to control whether the BSS is allowed to de-allocate the VGCS/VBS radio resources before the end of the call.
The BSS will return VGCS/VBS ASSIGNMENT RESULT to the MSC to inform the MSC of the resources allocated by the BSS for the concerned cell.

The BSS shall initiate the radio interface notification procedure on the NCH of the cell in which the call is to take place, this may continue at regular intervals until the call is released. The BSS may on SACCH indicate that a change of notification has occurred and/or initiate notification on FACCH.

In the case where the BSS deallocates/allocates resources to the cell, the BSS sends an VGCS/VBS ASSIGNMENT RESULT message on the VGCS/VBS resource controlling SCCP connection associated to the cell.

In the case of voice group calls, if the MSC has informed the BSS to which voice group call the originator MS belongs to, the BSS may decide to modify the originator dedicated channel into a voice group call channel relating to the group call reference. If the BSS mode modifies the channel it will send the VGCS/VBS ASSIGNMENT RESULT message on the ressource controlling SCCP connection and then immediately afterwards send a CLEAR REQUEST cause "Joined group call channel" on the originator dedicated connection.
**** Next Modified Section ****
3.1.22.4
VGCS/VBS Queuing Indication
In a BSS supporting the VGCS/VBS message queuing, the purpose of the VGCS/VBS QUEUING INDICATION message is to inform the MSC about a delay in the allocation of the necessary dedicated radio resources. 

When a VGCS/VBS ASSIGNMENT REQUEST message is received, which cannot be served immediately due to lack of available resources, if the ASSIGNMENT REQUIREMENT IE indicates immediate allocation (0000 0001 or 0000 0010) but the Queuing Allowed field in the PRIORITY IE indicates that queuing is allowed then the request shall be put into a queue and the VGCS/VBS QUEUING INDICATION message shall be returned to the MSC and the timer T14 shall be started. The timer value T14 specifies the maximum queuing delay and is determined by the operator.

The procedure shall be terminated with a successful or unsuccessful assignment of the required traffic channel(s) by sending a VGCS/VBS ASSIGNMENT RESULT or a VGCS/VBS ASSIGNMENT FAILURE message, respectively, to the MSC.

If the timer T14 expires the VGCS/VBS ASSIGNMENT REQUEST message shall be removed from the queue and a VGCS/VBS ASSIGNMENT FAILURE message shall be sent to the MSC, with the Cause "no radio resource available". No CLEAR REQUEST is sent to MSC in this case.
**** Next of Modified Section ****
3.2.4
List of Timers in the BSSMAP Procedures

	Timer
	Title
	Time

	T1
	Time to receipt of BLOCKING ACKNOWLEDGE.at the BSS
	O&M

	T2
	Reset guard period at the MSC
	O&M

	T4
	Time to receipt of RESET ACKNOWLEDGE at the BSS
	O&M

	T5
	Overload timer in the MSC, see sub-clause 3.1.12.1
	O&M

	T6
	Overload timer in the MSC, see sub-clause 3.1.12.1
	O&M

	T7
	Handover required periodicity
	O&M

	T8
	Time to receipt of successful handover information
	O&M

	T10
	Time to return of ASSIGNMENT COMPLETE; or
ASSIGNMENT FAILURE from MS (note)
	O&M

	T11
	Maximum allowed queuing time for assignment
	O&M

	T12
	Time to receipt of RESET CIRCUIT ACKNOWLEDGE at the MSC
	O&M

	T13
	Reset guard period at the BSS
	O&M

	T14
	Maximum allowed queuing time for VGCS/VBS assignment
	O&M

	T16
	Time to receipt of RESET ACKNOWLEDGE at the MSC
	O&M

	T17
	Overload timer in the BSS, see sub-clause 3.1.12.1
	O&M

	T18
	Overload timer in the BSS, see sub-clause 3.1.12.1
	O&M

	T19
	Time to receipt of RESET CIRCUIT ACKNOWLEDGE at the BSS
	O&M

	T20
	Time to receipt of CIRCUIT GROUP BLOCKING ACKNOWLEDGE at the BSS
	O&M

	T21
	Time to receipt of BLOCKING ACKNOWLEDGE at the MSC
	O&M

	T22
	Time to receipt of CIRCUIT GROUP BLOCKING ACKNOWLEDGE at the MSC
	O&M

	Tqho
	Maximum allowed queuing time for handover
	O&M

	NOTE:
T10 is not the same as T3107 as defined in 3GPP TS 24.008.
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