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2.1.2
Vocabulary

The following terms are used in this Technical Specification:

-
idle mode: In this mode, the mobile station is not allocated any dedicated channel; it listens to the CCCH and the BCCH.

-
group receive mode: (only applicable for mobile stations supporting VGCS listening or VBS listening) In this mode, the mobile station is not allocated a dedicated channel with the network; it listens to the downlink of a voice broadcast channel or voice group call channel allocated to the cell. Occasionally, the mobile station has to listen to the BCCH of the serving cell as defined in 3GPP TS 23.022 and 3GPP TS 45.008.

-
dedicated mode: In this mode, the mobile station is allocated at least two dedicated channels, only one of them being a SACCH.

-
group transmit mode: (only applicable for mobile stations supporting VGCS talking) In this mode, one mobile station of a voice group call is allocated two dedicated channels, one of them being a SACCH. These channels can be allocated to one mobile station at a time but to different mobile stations during the voice group call. Additionally, when talker priority is supported by the network, further mobile stations may establish RR connections on the group channel  in order to initiate an uplink access.
-
packet idle mode: (only applicable for mobile stations supporting GPRS) In this mode, mobile station is not allocated any radio resource on a packet data physical channel; it listens to the PBCCH and PCCCH or, if those are not provided by the network, to the BCCH and the CCCH, see 3GPP TS 44.060.

-
packet transfer mode: (only applicable for mobile stations supporting GPRS) In this mode, the mobile station is allocated radio resource on one or more packet data physical channels for the transfer of LLC PDUs.

-
dual transfer mode: (only applicable for mobile stations supporting GPRS and DTM) In this mode, the mobile station is allocated radio resources providing an RR connection and one or more Temporary Block Flow (3GPP TS 44.060) on one or more physical channels. The allocation of radio resource for the RR connection and the Temporary Block Flows is co-ordinated by the network to comply with the capabilities of the mobile station in dual transfer mode.

-
main DCCH: In Dedicated mode and group transmit mode, only two channels are used as DCCH, one being a SACCH, the other being a SDCCH or a FACCH; the SDCCH or FACCH is called here "the main DCCH".

-
A channel is activated if it can be used for transmission, in particular for signalling, at least with UI frames. On the SACCH, whenever activated, it must be ensured that a contiguous stream of layer 2 frames is sent.

-
A TCH is connected if circuit mode user data can be transferred. A TCH cannot be connected if it is not activated. A TCH which is activated but not connected is used only for signalling, i.e. as a DCCH.

-
The data link of SAPI 0 on the main DCCH is called the main signalling link. Any message specified to be sent on the main signalling link is sent in acknowledged mode except when otherwise specified.

-
The term "to establish" a link is a short form for "to establish the multiframe mode" on that data link. It is possible to send UI frames on a data link even if it is not established as soon as the corresponding channel is activated. Except when otherwise indicated, a data link layer establishment is done without an information field.

-
"channel set" is used to identify TCHs that carry related user information flows, e.g., in a multislot configuration used to support circuit switched connection(s), which therefore need to be handled together.

-
A temporary block flow (TBF) is a physical connection used by the two RR peer entities to support the uni-directional transfer of LLC PDUs on packet data physical channels, see 3GPP TS 44.060.

-
RLC/MAC block: A RLC/MAC block is the protocol data unit exchanged between RLC/MAC entities, see 3GPP TS 44.060.

-
A GMM context is established when a GPRS attach procedure is successfully completed.

-
Network operation mode

The three different network operation modes I, II, and III are defined in 3GPP TS 23.060.


The network operation mode shall be indicated as system information. For proper operation, the network operation mode should be the same in each cell of one routing area.

-
GPRS MS operation mode

The three different GPRS MS operation modes A, B, and C are defined in 3GPP TS 23.060.

3.3.1.2
Entering the group transmit mode: uplink access procedure

Only applicable for mobile stations supporting "VGCS transmit".

The purpose of the uplink control procedure is to establish an RR connection on a VGCS channel between a mobile station which is in group receive mode on that channel and the network.

The mobile station enters the group transmit mode when a successful establishment of the RR connection is indicated. The channel mode assumed by the mobile station is the one derived from the channel description. The network does not allocate a channel when the purpose of the uplink access is to send an EMERGENCY RESET INDICATION message.
3.3.1.2.1
Mobile station side

3.3.1.2.1.1
Uplink investigation procedure – talker priority not supported by the network 
The mobile station in group receive mode shall consider the uplink as free if the last message indicating the uplink as being free was received less than 480 ms ago and if no UPLINK BUSY message has been received since the last message indicating the uplink as free.

On receipt of a request from the upper layer to access the uplink and if the uplink is not free, the mobile station starts the timer T3128.

If the uplink is free or becomes free before expiry of timer T3128, then the uplink investigation procedure is terminated, the mobile station shall stop T3128, and start the uplink access procedure.

NOTE:
The start of the uplink access procedure is not subject to the access class of the mobile station.

If the uplink is not indicated free before the timer expires, the mobile station shall remain in the group receive mode and indicate a reject of the uplink request to the upper layer.

3.3.1.2.1.1a
Uplink investigation procedure – talker priority supported by the network
The mobile station in group receive mode shall consider the uplink as free if the last message indicating the uplink as being free was received less than 480 ms ago and if no UPLINK BUSY message has been received since the last message indicating the uplink as free.
On receipt of a normal priority request from the upper layer to access the uplink and if the uplink is not free, the mobile station starts the timer T3128.

If the uplink is free, becomes free or the current talker priority is less than the priority of the request from the upper layer  before expiry of timer T3128, then the uplink investigation procedure is terminated, the mobile station shall stop T3128, and start the uplink access procedure.
NOTE:
The start of the uplink access procedure is not subject to the access class of the mobile station.

If the mobile station is unable to send the uplink request before the timer expires, the mobile station shall remain in the group receive mode and indicate a reject of the uplink request to the upper layer.
On receipt of a privilege or emergency priority request from the upper layer to access the uplink, the mobile station shall only send the uplink request if:
-
the subscriber is permitted to use the requested talker priority

-
the link is currently free, or the requested talker priority is higher than the current talker’s priority.
If the mobile station is not permitted to use the requested talker priority then it shall indicate a rejection of the uplink request to the upper layers.
3.3.1.2.1.2
Uplink access procedure

The mobile station shall send UPLINK ACCESS messages on the voice group call channel with the appropriate establishment cause. The first UPLINK ACCESS message shall be transmitted by the mobile station with a random delay between 0 and 20 ms. The UPLINK ACCESS messages shall be repeated after a further period of 100ms plus a random delay between 0 and 20 ms.

The UPLINK ACCESS messages contain a random reference which is drawn randomly from a uniform probability distribution. The UPLINK ACCESS messages repetitions shall contain the same random reference as the one contained in the first message.

If an uplink identity code (UIC) of the current cell has been provided by the network in the UPLINK FREE message, the mobile station shall use this UIC IE for the coding of the UPLINK ACCESS messages (see 3GPP TS 45.003). If no UIC is provided, the mobile station shall use the BSIC received from the current cell, for instance from the initial synchronization.

Having sent the first UPLINK ACCESS message, the mobile station starts timer T3130. At expiry of timer T3130, the mobile station shall repeat the same procedure if the uplink is free. A maximum of three attempts is allowed and after that a rejection of the uplink request is indicated to the upper layers.

If no VGCS UPLINK GRANT or UPLINK BUSY message is received by the mobile station 480 ms after having sent the first UPLINK ACCESS message, the mobile station shall stop sending UPLINK ACCESS messages and wait in order to receive a VGCS UPLINK GRANT or UPLINK BUSY message.

On receipt of an VGCS UPLINK GRANT message corresponding to one of its UPLINK ACCESS messages, the mobile station stops T3130, stops sending UPLINK ACCESS messages, and establishes the main signalling link with an SABM containing the TALKER INDICATION message in the information field. The ciphering key sequence number shall be included in the TALKER INDICATION message. Early classmark sending shall be performed if applicable. If a UA is received containing the message sent, the mobile station enters the group transmit mode and indicates the successful seizure of the uplink to the upper layer. If a UA is received with a message different from the message sent, the mobile station shall remain in the group receive mode and indicate the rejection of the uplink request to the upper layers.

When receiving an UPLINK BUSY message or a VGCS UPLINK GRANT message aimed to another mobile station (i.e. not corresponding to one of its UPLINK ACCESS messages), the mobile station stops T3130 and stops sending UPLINK ACCESS messages. The mobile shall remain in the group receive mode and shall indicate a rejection of the uplink request to the upper layers.

3.3.1.2.1.2a
Uplink access procedure – with talker priority supported by the network
The mobile station shall send UPLINK ACCESS messages on the voice group call channel with the appropriate establishment cause. The first UPLINK ACCESS message shall be transmitted by the mobile station with a random delay between 0 and 20 ms. The UPLINK ACCESS messages shall be repeated after a further period of 100ms plus a random delay between 0 and 20 ms.

The UPLINK ACCESS messages contain a random reference which is drawn randomly from a uniform probability distribution. The UPLINK ACCESS messages repetitions shall contain the same random reference as the one contained in the first message.

If an uplink identity code (UIC) of the current cell has been provided by the network in the UPLINK FREE message, the mobile station shall use this UIC IE for the coding of the UPLINK ACCESS messages (see 3GPP TS 45.003). If no UIC is provided, the mobile station shall use the BSIC received from the current cell, for instance from the initial synchronization.

Having sent the first UPLINK ACCESS message, the mobile station starts timer T3130. At expiry of timer T3130, the mobile station shall repeat the same procedure if the uplink is free or the current talker priority is less than that of this uplink request. A maximum of three attempts is allowed and after that a rejection of the uplink request is indicated to the upper layers.
If the upper layer issues a higher priority request than that of the current uplink access, and the mobile station is permitted to use this priority, then the mobile station shall cancel the T3130 timer and start the uplink access procedure again. 
If no VGCS UPLINK GRANT or UPLINK BUSY message is received by the mobile station 480 ms after having sent the first UPLINK ACCESS message for this uplink request, the mobile station shall stop sending UPLINK ACCESS messages and wait in order to receive a VGCS UPLINK GRANT or UPLINK BUSY message.

On receipt of an VGCS UPLINK GRANT message corresponding to one of its UPLINK ACCESS messages for the current uplink access, the mobile station stops T3130, stops sending UPLINK ACCESS messages, and establishes the main signalling link with an SABM containing the TALKER INDICATION message in the information field. The ciphering key sequence number shall be included in the TALKER INDICATION message. Early classmark sending shall be performed if applicable. If a UA is received containing the message sent, the mobile station enters the group transmit mode and indicates the successful seizure of the uplink to the upper layer. If a UA is received with a message different from the message sent, the mobile station shall remain in the group receive mode and indicate the rejection of the uplink request to the upper layers.

When receiving an UPLINK BUSY message for a higher priority access than the current uplink access or a VGCS UPLINK GRANT message aimed to another mobile station (i.e. not corresponding to one of its UPLINK ACCESS messages), the mobile station stops T3130 and stops sending UPLINK ACCESS messages. The mobile shall remain in the group receive mode and shall indicate a rejection of the uplink request to the upper layers.
When receiving an UPLINK RELEASE message during RR connection establishment on the group channel, the mobile station shall remain in the group receive mode and shall indicate a rejection of the uplink request to the upper layers. 
3.3.1.2.2
Network side – network does not support talker priority
On receipt of an UPLINK ACCESS message the network shall perform, if necessary, contention resolution and grant the uplink to one mobile station by sending a VGCS UPLINK GRANT message to the mobile station in unacknowledged mode on the main signalling link. Furthermore, the network shall provide UPLINK BUSY messages on the main signalling link in all cells of the group call area. After having sent the first message, the network starts T3115. If the timer expires before the reception of a correctly decoded frame from the MS, the network repeats the VGCS UPLINK GRANT message to the mobile station, reset and restarts timer T3115. If the VGCS UPLINK GRANT message has been repeated Ny2 times without a correctly decoded frame being received from the MS, the network shall stop sending VGCS UPLINK GRANT messages and provide an UPLINK FREE message on the main signalling channel and wait for a new UPLINK ACCESS message. The correct decoding of a frame means that the decoding algorithm and the error detection tests, if any, indicate no error.

After the data link layer is established, the RR entity of the network shall analyse the TALKER INDICATION message received from the mobile station, adapt the RR procedures to the new classmark if necessary and provide the mobile subscriber identity and ciphering key sequence number to the upper layer. 
3.3.1.2.2a
Network side – network supports talker priority

3.3.1.2.2a.1
No Current talker – UPLINK FREE
3.3.1.2.2a.1.1
Uplink Access cause - Normal, Privileged, or Emergency priority request
On receipt of an UPLINK ACCESS message the network shall perform, if necessary, contention resolution and grant the uplink to one mobile station by sending a VGCS UPLINK GRANT message to the mobile station in unacknowledged mode on the main signalling link. The network shall provide UPLINK BUSY messages on the main signalling link in all cells of the group call area. Furthermore, in case a talker priority with an priority level above "normal" the network shall provide UPLINK BUSY messages with a rate still allowing proper speach quality on the main signalling link of the Group Call common Channel in all cells of the group call area.
After having sent the first message, the network starts T3115. If the timer expires before the reception of a correctly decoded frame from the MS, the network repeats the VGCS UPLINK GRANT message to the mobile station, reset and restarts timer T3115. If the VGCS UPLINK GRANT message has been repeated Ny2 times without a correctly decoded frame being received from the MS, the network shall stop sending VGCS UPLINK GRANT messages and provide an UPLINK FREE message on the main signalling channel and wait for a new UPLINK ACCESS message. The correct decoding of a frame means that the decoding algorithm and the error detection tests, if any, indicate no error.

After the data link layer is established, the RR entity of the network shall analyse the TALKER INDICATION message received from the mobile station, adapt the RR procedures to the new classmark if necessary and provide the mobile subscriber identity and ciphering key sequence number to the upper layer. 
3.3.1.2.2a.1.2
Uplink Access cause - Emergency Reset Indication request
On receipt of an UPLINK ACCESS message with cause Emergency Reset request cause the network shall perform, if necessary, contention resolution and grant the uplink to one mobile station by sending a VGCS UPLINK GRANT message to the mobile station in unacknowledged mode on the main signalling link.. After having sent the first message, the network starts T3115. If the timer expires before the reception of a correctly decoded frame from the MS, the network repeats the VGCS UPLINK GRANT message to the mobile station, reset and restarts timer T3115. If the VGCS UPLINK GRANT message has been repeated Ny2 times without a correctly decoded frame being received from the MS, the network shall stop sending VGCS UPLINK GRANT messages and wait for a new UPLINK ACCESS message. The correct decoding of a frame means that the decoding algorithm and the error detection tests, if any, indicate no error.

After the data link layer is established, the RR entity of the network shall analyse the TALKER INDICATION message received from the mobile station. The mobile subscriber identity is provided to the upper layer. The network shall then send an UPLINK RELEASE message to the mobile station. 
3.3.1.2.2a.2
Uplink BUSY

3.3.1.2.2a.2.1
Uplink Access with cause priority less than or equal to current talker priority
The Uplink Access request shall be discarded.
3.3.1.2.2a.2.2
Uplink Access with cause priority higher than current talker priority
On receipt of an UPLINK ACCESS message the network shall perform, if necessary, contention resolution and grant the uplink to one mobile station by sending a VGCS UPLINK GRANT message to the mobile station in unacknowledged mode on the main signalling link. 
After having sent the first message, the network starts T3115. If the timer expires before the reception of a correctly decoded frame from the MS, the network repeats the VGCS UPLINK GRANT message to the mobile station, reset and restarts timer T3115. If the VGCS UPLINK GRANT message has been repeated Ny2 times without a correctly decoded frame being received from the MS, the network shall stop sending VGCS UPLINK GRANT messages. The correct decoding of a frame means that the decoding algorithm and the error detection tests, if any, indicate no error.

After the data link layer is established, the RR entity of the network shall analyse the TALKER INDICATION message received from the mobile station, adapt the RR procedures to the new classmark if necessary and provide the mobile subscriber identity and ciphering key sequence number to the upper layer. 
The network shall provide UPLINK BUSY messages on the main signalling link in all cells of the group call area, containing the latest validated priority. Furthermore, in case a talker priority with an priority level above "normal" the network shall provide UPLINK BUSY messages with a rate still allowing proper speach quality on the main signalling link of the Group Call common Channel in all cells of the group call area.
3.3.1.2.2a.2.3
Uplink Access with cause Emergency Reset Indication

On receipt of an UPLINK ACCESS message with cause Emergency Reset request the network shall perform, if necessary, contention resolution and grant the uplink to one mobile station by sending a VGCS UPLINK GRANT message to the mobile station in unacknowledged mode on the main signalling link. 

After having sent the first message, the network starts T3115. If the timer expires before the reception of a correctly decoded frame from the MS, the network repeats the VGCS UPLINK GRANT message to the mobile station, reset and restarts timer T3115. If the VGCS UPLINK GRANT message has been repeated Ny2 times without a correctly decoded frame being received from the MS, the network shall stop sending VGCS UPLINK GRANT messages . The correct decoding of a frame means that the decoding algorithm and the error detection tests, if any, indicate no error.

After the data link layer is established, the RR entity of the network shall analyse the TALKER INDICATION message received from the mobile station, adapt the RR procedures to the new classmark if necessary and provide the mobile subscriber identity to the upper layer. 
3.3.1.2.3
Abnormal cases

If a lower link failure has occurred or an indication of the release of the data link layer was provided by the lower layer and no RR release request was previously received from the upper layer, the network shall provide an UPLINK FREE message on the main signalling channel and wait for a new UPLINK ACCESS message.
The network shall discard an UPLINK ACCESS message that contains an unknown cause field.
3.3.3
Notification procedure

The support of notification procedure is mandatory for mobile stations supporting "VGCS receive" and/or "VBS receive".

The network informs the mobile station of starting or on-going voice broadcast calls and voice group calls with the notification procedure.

In cases where the mobile station has initiated a VGCS call, if the channel mode modify procedure is applied to turn the dedicated channel into a VGCS channel and ciphering may be applied for that call, in this case the network should suspend transmission of notification messages until ciphering with the group cipher key has started on the group channel.

3.3.3.1
Notification of a call

The mobile station may receive a notification that a voice broadcast call or a voice group call is established. Notifications may be sent on the NCH, on the PCH, or on the FACCH when in dedicated mode or group receive mode. The presence of an NCH is indicated on the PCH in the Pi Rest Octets IE. A notification contains the group call reference and possibly other related information. This notification may be contained:

-
in a NOTIFICATION/NCH message sent on the NCH to notify mobile stations of VBS or VGCS calls in the current cell, possibly together with a description of the related VBS or VGCS channel, and if the call is ciphered the value of the related VSTK_RAND and CELL_GLOBAL_COUNT;  If Talker Priority is supported by the network then the notification shall contain the Emergency mode if an emergency condition exists. 
-
in a NOTIFICATION/FACCH message sent in unacknowledged mode on the main DCCH to notify mobile stations in dedicated mode or on the main DCCH of a VGCS or VBS channel, of another VBS or VGCS call in the current cell, possibly together with a description of the related VBS or VGCS channel, and if the call is ciphered the value of the related VSTK_RAND, CELL_GLOBAL_COUNT and bit 22 of  COUNT (related to TDMA frame number as defined in 3GPP TS 43.020); If Talker Priority is supported by the network then the notification shall contain the Emergency mode if an emergency condition exists. 
-
in the rest octets part of a PAGING REQUEST TYPE 1 message. The notification may contain a description of the related VBS or VGCS channel and if the call is ciphered the value of the related VSTK_RAND and possibly the CELL_GLOBAL_COUNT.

When the network supports ciphered group calls the CELL_GLOBAL_COUNT shall be provided on the NCH. When the MS camps on a cell it should read the NCH and determine if CELL_GLOBAL_COUNT is provided. 

When the MS obtains its CELL_GLOBAL_COUNT via a message on the main DCCH that contains the VGCS Ciphering Parameters information element, it must check if the CELL_GLOBAL_COUNT provided in the message is up to date by comparing  bit 22 of COUNT in the message with the actual value of  COUNT. If the value of bit 22 of COUNT in the message is ‘1’ but the actual value is ‘0’, then the value of CELL_GLOBAL_COUNT obtained from any of the above messages on the main DCCH shall be incremented by one (modulo 4).

The CELL_GLOBAL_COUNT is optionally transmitted in the Paging Request Type 1 message on the PCH and in the Notification/FACCH message when these messages contain a notification for a ciphered group call. If the group call is ciphered but the CELL_GLOBAL_COUNT is not provided in notification on the PCH, then the mobile station may obtain the CELL_GLOBAL_COUNT from the NCH, if not already obtained.

Once the MS has obtained the CELL_GLOBAL_COUNT for the serving cell it shall maintain its own copy of the parameter, incrementing the CELL_GLOBAL_COUNT by one (modulo 4) each time bit 22 of  COUNT changes from ‘1’ to ‘0’.

A mobile station supporting neither VGCS listening nor VBS listening may ignore the notifications sent on the NCH or PCH. It may also ignore the notifications sent on the main DCCH except that a RR-STATUS message shall be sent to the network with cause #97, "message not existent or not implemented".

Upon receipt of every notification message a mobile station supporting VGCS listening or VBS listening shall give an indication containing the notified group call reference(s) to upper layers in the mobile station which may then decide:

-
not to react on the notification; or

-
join the voice broadcast call or the voice group call, if needed after having stopped on going activities.

3.3.3.2
Joining a VGCS or VBS call

3.3.3.2.1
General

In order to join a VGCS or a VBS call the following procedures apply.

In this sub-clause, the term notification refers to the notification which has triggered the decision to join a VGCS or VBS call. The notification for one VGCS/VBS call may by segmented across two messages, as described in sub-clause 3.3.3.2.2.

If the notification on the main DCCH concerns a VBS or VGCS in the current cell and does not contain a description of the VGCS or VBS channel, the mobile station shall read the corresponding notification on the NCH. If the notification is for a VGCS/VBS call that is ciphered but no VSTK_RAND or CELL_GLOBAL are available, then the notification shall be discarded.

If the description of the VGCS or VBS channel was included in the notification for the current cell, RR connection establishment shall not be initiated, instead, the mobile station shall enter the group receive mode, unless the group call is ciphered and the ciphering mechanism parameters (ie VSTK_RAND or CELL_GLOBAL_COUNT are not available). In this case the notification shall be discarded.

If no description for the VGCS or VBS channel is included in the notification, the mobile station shall establish a RR connection in dedicated mode in order to initiate the notification response procedure.

When the group call is ciphered  then the MS shall calculate the ciphering keys for use on the group channel using the group key with the following parameters, as described in 3GPP TS 43.020:

-
VSTK_RAND (provided in the notification)

-
CELL_GLOBAL_COUNT (provided in the notification)

-
Cell Global Identifier (CGI)  (provided in system information type 3 and 4)

-
Group Cipher Key Number  (provided in the group call reference that is contained within the notification)

The group cipher keys need to be recalculated whenever CELL_GLOBAL_COUNT changes. The MS obtains the identity of its ciphering algorithm from its USIM, as described in 3GPP TS 43.020.

When the VGCS mobile station is allocated a dedicated channel that is ciphered, the channel shall be ciphered with the individual ciphering keys of this mobile station.

3.3.3.2.2
Segmentation of notifications

3.3.3.2.2.1
General

Segmented notifications are only applicable to ciphered group calls. The second segment is used to contain additional parameters related to the VGCS ciphering mechanism (VSTK_RAND, CELL_GLOBAL_COUNT).

Notifications can be segmented on the NCH, FACCH and PCH as described in the following sub-clauses. All segments of  a segmented notification shall be transmitted and reassembled on the same logical channel (ie NCH, FACCH or PCH).

3.3.3.2.2.2
Segmentation of notifications on NCH

The first segment of a segmented notification on the NCH contains the following fields;

-
Group call Reference with group channel description

-
Indication that group call is ciphered group call,  as indicated by Group Cipher Key within the group call reference

-
Segment Id is set to 0
-
Emergency mode if talker priority is supported by the network and emergency mode is set
The second segment of a segmented notification on the NCH contains the following fields:

-
Same Group call reference as first segment, with no group channel description 

-
VSTK_RAND and possibly CELL_GLOBAL_COUNT

-
Segment Id is set to 1

When the MS receives a segment of a segmented notification for a group call that it is a member and for which no previous segment has been received, it shall start timer T3206 for the given group call. The MS shall stop timer T3206 in any of the following cases

-
The MS joins another group call

-
The MS reselects to another cell

-
The value of NLN changes

-
The MS receives the missing segment

If timer T3206 expires, the associated segment shall be discarded. 

3.3.3.2.2.3
Segmentation of notifications on FACCH

The first segment of a segmented notification on the FACCH contains the following fields;

-
Group call reference with group channel description

-
Indication that group call is ciphered group call,  as indicated by Group Cipher Key Number within the group call reference

-
Segment Id is set to 0
-
Emergency mode if talker priority supported by the network and emergency mode is set
The second segment of a segmented notification on the FACCH contains the following fields:

-
Same group call reference as first segment, with no group channel description 

-
VSTK_RAND and possibly CELL_GLOBAL_COUNT

-
Segment Id is set to 1

When the MS receives the first segment of a segmented notification for a group call that it is a member, it shall start timer T3208 for the given group call. The MS shall stop timer T3208 in any of the following cases

-
The MS joins another call

-
The MS performs handover to another cell

-
The MS receives the associated second segment

If timer T3208 expires, the associated segment shall be discarded. 

When the MS receives the second segment of a notification of a group call that it is member of before receiving the associated first segment then the MS shall discard the second segment. If the MS wants to join this group call it shall read the NCH to obtain the full description of the group call.

3.3.3.2.2.4
Segmentation of notifications on PCH

The first segment of a segmented notification on the PCH contains the following fields;

-
Group call reference and group channel description

-
Indication that group call is ciphered group call, as indicated by Group Cipher Key within the group call reference

-
Extended paging set

The second segment of a segmented notification on the PCH contains the following fields:

-
Same group call reference as first segment, or reduced group call reference

-
VSTK_RAND and possibly CELL_GLOBAL_COUNT

-
Extended paging may be set for the mobile stations whose paging subchannel is located at the position of this segment

The MS shall only combine the first segment of the notification with the second segment if they have the same group call reference.

The MS shall discard the first segment if:

-
The second segment is not correctly received 

-
The MS leaves Idle mode to joins another call

When the MS receives the second segment without previously receiving the associated first segment for a group call which it is a member of, then the MS shall discard the second segment. If the MS wants to join this group call it shall read the NCH to obtain the full description of the group call. 

3.4.13.4
Uplink release procedure

If the uplink release is requested by the upper layer in group transmit mode, the mobile station shall send an UPLINK RELEASE message on the voice group call channel uplink, perform a release of the main signalling link and go back to the group receive mode.

If the uplink release is requested by the upper layer when the VGCS talker is on a dedicated channel, the mobile station shall send an UPLINK RELEASE message on the dedicated channel. When a mobile station receives a CHANNEL RELEASE message from the network, the mobile station shall perform a release of the main signalling link. The mobile station enters group receive mode if the group channel description is included in the CHANNEL RELEASE message, otherwise it enters idle mode.

If the UPLINK RELEASE message is received from the network on the voice group call channel downlink, the MS shall perform a release of the main signalling link and go back to the group receive mode. 
3.4.15.2.1.3
Provision of messages related to the voice group call uplink channel

Only applicable for the support of VGCS talking.

The network shall provide UPLINK FREE messages on the main signalling link of all voice group call channels when the uplink is set free. The provision of UPLINK FREE messages shall be repeated as long as no uplink is granted to a mobile station. When talker priority is supported by the network and the emergency mode is set, the UPLINK FREE message shall indicate that the emergency mode status.
The network shall provide an UPLINK BUSY message on the main signalling link of all voice group call when the uplink has been granted to a mobile station. When talker priority is supported by the network, the UPLINK BUSY message shall indicate the current talker priority and the emergency mode status.
The network may send UPLINK FREE messages containing an uplink access request on the main signalling channel of the VGCS channels in order to obtain knowledge on whether any listening mobile is present in a cell or not. If there is no mobile station responding to the uplink access request, the network may decide to clear the VGCS channel in that cell.

9.1.21a
Notification/FACCH

The understanding of this message is only required for mobile stations supporting VGCS listening or VBS listening.

This message is sent on the main DCCH, in unacknowledged mode using the RR short protocol discriminator by the network to notify the mobile stations in dedicated mode or in on-going voice broadcast calls or voice group calls on other voice broadcast calls or voice group calls in that cell.

Notification/FACCH messages for VBS or VGCS calls are differentiated by a flag in the call reference.

The message shall not exceed a maximum length of 20 octets. It is possible in the case of a notification for a ciphered VGCS/VBS call that the notification cannot be described within one Notification/FACCH message. In this case a second message may be used to contain the group call reference, a VSTK_RAND, possibly the CELL_GLOBAL_COUNT and bit 22 of COUNT. The group channel description shall be in the first segment.

Mobile stations not supporting VGCS listening or VBS listening shall ignore this message.

See table 9.1.21a.1.

Message type:
NOTIFICATION/FACCH

Significance:
dual

Direction:
network to mobile station

Table 9.1.21a.1: NOTIFICATION/FACCH message content

	<NOTIFICATION FACCH> 
::=
<RR short PD : bit>




-- See 3GPP TS 24.007

 






<message type : bit(5)>



-- See 10.4

 






<short layer 2 header : bit(2)>

-- See 3GPP TS 44.006







{0
<Group Call information>







|1
<Paging Information>}









{ null
| L 


-- Receiver compatible with earlier release












| H 


-- Additions in Release 6 :



                      { 0
| 1
< CELL_GLOBAL_COUNT: bit (2) >













< Segment Id : bit >














< B22_COUNT:bit >}










 { 0
| 1 
< VSTK_RAND : bit (36) >}









}








{ null
| L 


-- Receiver compatible with earlier release












| H 


-- Additions in Release 7 :



                      { 0
| 1
< Emergency_Ind: bit (1) >}









}







<spare padding> ;

<Group Call information> ::=

<Group Call Reference : bit(36)>







{0|1 <Group Channel Description>} ;


<Group Call Reference>

This field is syntactically and semantically equivalent to octets 2-5 and bits 5 to 8 of octet 6 of the Descriptive Group or Broadcast Call Reference information element as defined in 3GPP TS 24.008.

The <Group Channel Description> field is optionally present. When present only the Channel description is provided in the case of non hopping channels. In the case where the channel is hopping then either a mobile allocation or a frequency short list is provided.

	<Group Channel Description> : :=

<Channel Description : bit(24)>








{0




-- Non hopping case








|1 {0 <Mobile Allocation : <bit string>>

 






|1 <Frequency Short List : bit(64)>}} ;

<bit string> ::= null | bit <bit string> ;


<Channel Description>

This field is syntactically and semantically equivalent to octets 2-4 of the Channel Description information element. See sub-clause 10.5.2.5.

<Frequency Short List>

This field is syntactically and semantically equivalent to octets 1-8 of the Frequency Short List 2 information element. See sub-clause 10.5.2.14a.

<Mobile Allocation>

This field is syntactically and semantically equivalent to octet 2 to n+2 of the Mobile Allocation information element. See sub-clause 10.5.2.21.

The <Paging Information> field may be used to inform the mobile station in Group Receive or in Group Transmit mode that the corresponding mobile identity is paged in that cell.

	<Paging Information>
::=
<mobile identity : <bit string>>






<channel first: bit(2)>






{0|1 <eMLPP priority : bit(3)>} ;

<bit string> ::= null | bit <bit string> ;


<mobile identity>

This field is syntactically and semantically equivalent to octet 2-n of the Mobile Identity information element. See sub-clause 10.5.1.4.

<channel first>

This field is syntactically and semantically equivalent to bits 1 and 2 of the Channel Needed information element. See sub-clause 10.5.2.8.

<eMLPP priority>

This field is coded as the <Priority1> field in the P1 Rest Octets information element. See sub-clause 10.5.2.23.

<Segment Id>
Indicates if this message instance contains the first or second segment of a segmented notification.

0
First segment.

1
Second segment.

<VSTK_RAND>

The 36-bit value that is used for derivation of a short term key VSTK, as defined in 3GPP TS 43.020. This parameter is only provided when the group call reference is present and the group call is ciphered.
<CELL_GLOBAL_COUNT>

This field contains the value of the CELL_GLOBAL_COUNT that is used by the VGCS/VBS ciphering mechanism. The value is incremented by one (modulo 4) each time bit 22 of  COUNT ( defined in 3GPP TS 43.020) changes from ‘1’ to ‘0’.

<B22_COUNT>

This field contains the value of bit 22 of COUNT (see 3GPP TS 43.020) at the time that this segment of the Notification/FACCH message was created.

<Emergency_Ind>

This field indicates if the Emergency status is set for the group call.
0
Emergency not set.

1
Emergency Set.

If Emergency_Ind is not present in the notification, then it is assumed that the emergency condition is not set.
9.1.21a.1
(void)

9.1.21a.2
(void)

9.1.21a.3
(void)

9.1.21a.4
(void)
9.1.45
Uplink access

This message is sent in random mode on the voice group call channel uplink. It does not follow the basic format. The possible formats are presented directly below, without reference to information fields. The order of bit transmission is defined in 3GPP TS 44.004.

The message is only one octet long, coded as shown in figure 9.1.45.1 and table 9.1.45.1.
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Figure 9.1.45.1: UPLINK ACCESS message content

ESTABLISHMENT CAUSE (octet 1)

This information field indicates the reason for requesting the establishment of a connection. This field has a variable length (from 3 bits up to 8 bits).

RANDOM REFERENCE (octet 1)
This is an unformatted field with variable length (from 5 bits down to 0 bits).

The Uplink access message is coded as follows:

(Random Reference field is filled with "x").

Table 9.1.45.1: UPLINK ACCESS message content

	Message
8 7 6 5 4 3 2 1
	Meaning of Establishment Cause

	1 1 0 x x x x x
	Subsequent talker uplink request

	    0 0 10 0 1 0 1
	Reply on uplink access request

	1 0 1 x x x x x
	Privilege subscriber request

	0 1 1 x x x x x
	Emergency subscriber request

	0 1 0 x x x x x
	Reset emergency talker indication

	other values
	reserved for future use


9.1.46
Uplink busy

The understanding of this message is only required for mobile stations supporting VGCS talking.

This message is broadcasted on the voice group call channel on the main DCCH, SAPI=0, by the network in unacknowledged mode to inform the mobile station of the uplink status of the voice group call channel. See table 9.1.46.1.

Message type:
UPLINK BUSY

Significance:
dual

Direction:
network to mobile station

Table 9.1.46.1: UPLINK BUSY message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Uplink busy Message Type
	Message Type
10.4
	M
	V
	1

	???
	Talker Priority with emergency indication
	Talker Priority with emergency
10.5.2.57
	O
	TV
	2


9.1.47
Uplink free

This message is sent on the main DCCH, in unacknowledged mode using the RR short protocol discriminator by the network to inform the mobile station of the uplink status of the voice group call channel. See table 9.1.47.1. The message indicates the uplink as free unless the Uplink Access Request field indicates the uplink as not free.

This message may also be used by the network to request the mobile station to perform an uplink reply procedure.

Message type:
UPLINK FREE

Significance:
dual

Direction:
network to mobile station

Table 9.1.47.1: UPLINK FREE message content

	<UPLINK FREE> ::=
< RR short PD : bit >





See 3GPP TS 24.007







< message type : bit(5) >




See 10.4







< short layer 2 header : bit(2) >



See 3GPP TS 44.006







< Uplink Access Request bit >







{ L | H < Uplink Identity Code bit(6) >}








{ L | H < Uplink Identity Code bit(6) >}







{ null | L




 




 -- Receiver compatible with earlier release







           | H



 




       -- Additions for Release-7







           <0|1<Emergency_Ind: bit(1)>







} 









< spare padding > ;

	Uplink Access Request :


L
Mobile station shall not perform the uplink reply procedure;

H
Mobile station shall perform the uplink reply procedure.



When set to H, this element also indicates the uplink as not free for the uplink access procedure.

	Uplink Identity Code :

This field is coded as the binary representation of the UIC.

If provided by the network, the Uplink Identity Code shall be used by the mobile for the coding of the UPLINK ACCESS message

	<Emergency_Ind>

This field indicates if the Emergency status is set for the group call.

0
Emergency not set.

1
Emergency Set.

If Emergency_Ind is not present in the message, then it is assumed that the emergency condition is not set.


9.1.48
Uplink release

Only applicable for mobile stations supporting VGCS talking.

This message is sent on the uplink of the voice group call channel to initiate a deactivation of the group transmit mode and to set the uplink free if there is no current talker or on the uplink by a talker on the dedicated channel or on the downlink of the voice group call channel in order to reject an uplink access which was already granted by the network. See table 9.1.48.1

Message type:
UPLINK RELEASE

Significance:
local

Direction:
both

Table 9.1.48.1: UPLINK RELEASE message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Uplink Release Message Type
	Message Type
10.4
	M
	V
	1

	
	RR Cause
	RR Cause
10.5.2.31
	M
	V
	1


10.5.2.22c
NT/N Rest Octets

The NT/N Rest Octets information element is a type 5 information element with 20 octets length.

	NT/N Rest Octets ::=


{0 I 1< NLN(NCH) : bit (2) >}


<list of Group Call NCH information>


{ null
| L                                                     -- Receiver compatible with earlier release



 
| H 









-- Additions in Release 6°:


      
{ 0 | 1 < CELL_GLOBAL_COUNT: bit (2) >}




< List of VSTK_RAND information > 


}

{ null
| L                                                     -- Receiver compatible with earlier release



 
| H 









-- Additions in Release 7°:




< List of Emergency information > 


}


<Spare padding>;

	< List of Group Call NCH information > ::=


{ 0 | 1 < Group Call information > < List of Group Call NCH information > } ;

	< List of Emergency information > ::=


{ 0 | 1 < Emergency_Ind > < List of Emergency information > } ;

	NLN(NCH)

This field gives the NLN value to be used as specified in sub-clause3.3.3

	<Group Call information>

See sub-clause 9.1.21a

	Segment Id (1 bit)

Indicates if this message instance contains the first or second segment of a segmented notification.

bit
0
First segment.
1
Second segment.

	CELL_GLOBAL_COUNT (2 bits)

This field contains the CELL_GLOBAL_COUNT that is used by the VGCS/VBS ciphering mechanism. The value is incremented by one (modulo 4) each time bit 22 of  COUNT ( defined in 3GPP TS 43.020) changes from ‘1’ to ‘0’.

	< List of VSTK_RAND information > ::=


{ 1
< Segment Id: bit >

           (0 | 1
< VSTK_RAND: bit (36) >} } **0;

Each VSTK_RAND and Segment Id that is in the List of VSTK_RAND Information is associated to a ciphered VGCS/VBS call that is in the List of Group Call NCH information. The VSTK_RAND and Segment Id at position (i) in the List of VSTK_RAND Information is associated with (i)th ciphered group call in the List of Group Call NCH information.

	VSTK_RAND (36 bit)

The 36-bit value that is used for derivation of a short term key VSTK, as defined in 3GPP TS 43.020. This parameter is only provided when the group call reference is present and the group call is ciphered.

	<Emergency_Ind>

This field indicates if the Emergency status is set for the group call.

0
Emergency not set.

1
Emergency Set.

If Emergency_Ind is not present in the notification, then it is assumed that the emergency condition is not set.


10.5.2.57
Talker Priority status

The Talker Priority Status information element identifies the priority of the current talker and the status of the emergency mode.

The Talker Priority Status  information element is coded as shown in figure 10.5.2.57.1 and table 10.5.2.57.1.

The Talker Priority Status IE  is a type 3 information element with 2 octets length.

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	Talker Priority Status IEI
	octet 1

	ES
	Spare
	Priority
	octet 2


Figure 10.5.2.57.1: Talker Priority Status information element

Table 10.5.2.57.1: Talker Priority information element format

	Priority (octet 2)

Bits



3 2 1

0 0 0


Normal Priority

0 0 1


Privileged Priority

0 1 0


Emergency Priority

0 1 1


reserved for future use
to

1 1 1


reserved for future use
ES – Emergency Status (octet 2)

Bits



8

0


Emergency not set

1


Emergency set
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