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	How to transfer UE RAC and START PS from the MS to the BSC is not described in TS 43.129.
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	It is proposed that UE RAC and START PS are transferred from the mobile station to the BSC via the SGSN. This is done by piggybacking the RRC container INTER RAT HANDOVER INFO, which includes START_PS and UE RAC, to the Attach Complete and Routing Area Update Complete messages from the mobile station to the SGSN. The SGSN will then include this container in every CREATE-BSS-PFC message sent to the BSC.
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5.6.1.1.1
Source BSS to Target BSS Transparent Container

In GERAN A/Gb mode -> GERAN A/Gb mode the Source BSS to Target BSS Transparent Container is sent in the PS Handover Required message, the Forward Relocation Request message and the PS Handover Request message.

The Radio Network part consists of the following:

· MS RAC.

· Inter RAT handover Info (defined in 3GPP TS 25.331) containing the START_PS and UE RAC values (for dual mode mobile stations).

NOTE 1:
The START_PS and UE RAC are needed to support PS Handover to UTRAN/GERAN Iu mode.

NOTE 2:
The way of transferring Inter RAT handover Info from the mobile station to the BSC, is to piggyback this RRC container, which includes START_PS and UE RAC, to the Attach Complete and Routing Area Update Complete messages from the mobile station to the SGSN. The SGSN will then include this container in every CREATE-BSS-PFC message sent to the BSC.
5.6.1.1.2
Target BSS to Source BSS Transparent Container

In GERAN A/Gb mode -> GERAN A/Gb mode the Target BSS to Source BSS Transparent Container is sent in the PS Handover Request Acknowledge message, Forward Relocation Response message and the PS Handover Command message.
The Radio Network part consists of the required information for access in the target cell and the information on allocated radio resources, uplink and downlink TBF parameters, PS Handover reference and generic parameters for access in the target cell (i.e. GPRS cell options, target cell "Cell Selection struct", global power control parameters, reference frequency lists, cell allocation, GPRS mobile allocation).

The Core Network part consists of the XID Commands for the BSS PFCs set up in the target BSS.

5.6.1.2
Contents of the GERAN A/Gb mode → UTRAN Transparent Containers

5.6.1.2.1
Source RNC to Target RNC Transparent Container

In GERAN A/Gb mode -> UTRAN the Source RNC to Target RNC Transparent Container is sent from the source BSS to the target RNC in the PS Handover Required message and the Relocation Request message.

The Radio Network part consists of the following:

· RRC Container as defined in 3GPP TS 25.331 [17] will contain Inter RAT Handover Info (UTRAN specific information including START_PS/UE RAC) and Inter RAT UE radio access capability including MS RAC from BSS to RNC.

NOTE:
START_PS and MS RAC are currently not included in this RRC container. This thus needs to be added in 3GPP TS 25.331 [17].

· Target Cell Id.

5.6.1.2.2
Target RNC to Source RNC Transparent Container

In GERAN A/Gb mode -> UTRAN the Target RNC to Source RNC Transparent Container is sent from the target RNC to the source BSS in the Relocation Request Acknowledge message, Forward Relocation Response message and the PS Handover Command message.

The Radio Network part consists of  the RRC message, i.e. the Handover to UTRAN Command message (as defined in 3GPP TS 25.331 [17]) used to perform handover from GERAN A/Gb mode to UTRAN. This message will be sent to the MS/UE within the PS Handover Command message.

5.6.1.3
Contents of the UTRAN → GERAN A/Gb Mode Transparent Containers

5.6.1.3.1
Source BSS to Target BSS Transparent Container

In UTRAN -> GERAN A/Gb mode the Source BSS to Target BSS Transparent Container is sent from the source RNC to the target BSS in the Relocation Required, Forward Relocation Request message and the PS Handover Request message in order to support inter-RAT PS handover from UTRAN (CELL_DCH state or CELL_FACH state, only PS RABs established) to GERAN A/Gb mode.

The Radio Network part consists of the following information:

· MS RAC.

· Inter RAT handover Info (defined in 3GPP TS 25.331) containing the START_PS and UE RAC values.
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