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Figure 7: PS Handover Preparation Phase; Intra-SGSN/Inter-BSS case

(GERAN A/Gb mode ( GERAN A/Gb mode)

1.
The source BSS decides to initiate a PS handover. At this point both uplink and downlink user data is transmitted via the following: TBFs between MS and source BSS, BSSGP PFCs tunnel(s) between the source BSS and SGSN, GTP tunnel(s) between the SGSN and GGSN.

2.
The source BSS sends a PS Handover Required (TLLI, Cause, Source Cell Identifier, Target Cell Identifier, Source BSS to Target BSS Transparent Container (RN part)) message to the SGSN.

3.
The SGSN determines from the Target Cell Identifier the type of handover, i.e. intra-SGSN, inter-SGSN or inter-RAT/mode handover and whether the routing area has changed. In case of Intra-SGSN PS handover with no change of routing area, the SGSN sends a PS Handover Request (TLLI, Cause, IMSI, Source Cell Identifier, Target Cell Identifier, PFCs To Be Set Up List, Source BSS to Target BSS Transparent Container (RN part)) message to the target BSS. In case of Intra-SGSN PS handover when the routing area changes, the SGSN shall assign a new P-TMSI for the MS and derive a local TLLI prior to the sending of the PS Handover Request message. The SGSN shall not request resources for PFCs associated with PDP contexts with a maximum bit rate for uplink and downlink of 0 kbit/s.

NOTE 1:
The BSS PFCs required to be set up are downloaded to the target BSS from the SGSN, i.e.all information required for PFC creation.

NOTE 2: The NAS Container for PS HO IE is not included in the PS Handover Request message in case of Intra-SGSN PS Handover, and thus the PS Handover BSS PFC Status Report message shall never be sent in this case.

4.
Based upon the ABQP for each PFC the target BSS makes a decision about which PFCs to assign radio resources. The algorithm by which the BSS decides which PFCs that need resources is implementation specific. Due to resource limitations not all downloaded PFCs will necessarily receive resource allocation. The target BSS allocates TBFs for each PFC that can be accommodated by the target BSS.


After allocating radio resources the target BSS shall prepare the Target BSS to Source BSS Transparent Container for the set up BSS PFCs.

5.
The target BSS sends the PS Handover Request Acknowledge (TLLI, Cause, PFCs Set Up/Failed to Set Up, Target BSS to Source BSS Transparent Container (RN part)) message to the SGSN for the accepted PFCs. Upon sending the PS Handover Request Acknowledge message the target BSS shall be prepared to receive downlink LLC PDUs from the SGSN for the accepted PFCs.


When the SGSN receives the PS Handover Request Acknowledge message and it decides to proceed with the handover, the preparation phase is finished and the execution phase will follow.
5.1.3.2
Intra SGSN/Inter BSS HO, Execution phase
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Figure 8: PS Handover Execution Phase; Intra-SGSN/Inter-BSS case

(GERAN A/Gb mode ( GERAN A/Gb mode)

1.
The SGSN continues to receive GTP packets from the GGSN (via GTP) and forwards the associated PDU payload to the MS via the source BSS.

2.
When receiving the PS Handover Request Acknowledge message the SGSN may, based on QoS, start duplication of LLC PDUs and forward those to the target BSS. If the SGSN forwards downlink packets to the target BSS, the target BSS may start blind transmission of downlink user data towards the MS over the allocated radio channels.

3.
The SGSN continues the PS Handover by sending a PS Handover Command (TLLI, Cause, PFCs To Be Set Up List ,Target BSS to Source BSS Transparent Container (RN part)) message to the source BSS.


Before sending the PS Handover Command message, the SGSN based on QoS, suspends downlink data transfer for PDP contexts, which are sensitive to packet loss.


Before sending the PS Handover Command message to the MS the source BSS, based on QoS, tries to empty the downlink BSS buffer for BSS PFCs, which are sensitive to packet loss.


The source BSS receiving the PS Handover Command message stops the uplink traffic, based on QoS, for flows, which require delivery order to be preserved.

NOTE 1:
Only PFI(s) for PFCs accepted by the target cell are included in the message.

4.
The source BSS sends the PS Handover Command (Handover Reference, Target BSS to Source BSS Transparent Container (RN part, CN part)) message to the MS by interrupting the transmission of LLC PDUs on any of the downlink TBFs. Following the transmission of this signalling message the source BSS immediately resumes LLC PDU transmission until it either has no more LLC PDUs to send or the PFC is released. MS management of uplink N-PDUs following the reception of the PS Handover Command message is as follows:
· All uplink packets associated with a PFC receiving handover treatment that have not yet been fully transmitted might be buffered depending on the QoS class.

· Subsequent uplink packets that become available for transmission following the reception of the PS Handover Command message might also be buffered depending on the QoS class.

· The MS may discard uplink packets during the link interruption to preserve the real-time properties.

5.
The MS tunes to the radio channel and the timeslot allocated in the target cell by the BSS and sends the PS Handover Access (Handover Reference) message in the form of four handover access bursts to the BSS on the allocated channel. The PS Handover Command message may indicate that the PS Handover Access message is optional to send by the MS.
6.
The target BSS sends a Packet Physical information message to the MS containing the timing advance for the MS to synchronise.

NOTE 2:
In the synchronised networks case the MS receives the timing advance information to use in uplink in the target cell in the PS Handover Command message. In this case the sending of the Physical information message in the target cell is omitted.
7.
In case the target cell is within the same routing area as the source cell, the MS performs the cell update. In case the target cell is within another routing area, the MS sends a Routing Area Update Request message to the SGSN immediately after receiving the Packet Physical Information message or, in the synchronised network case, immediately if  the PS Handover Access messageis not required to be sent (see Section 6.2).

8.
Upon reception of the first correct RLC/MAC block (sent in normal burst format) from the MS the target BSS sends a PS Handover Complete (TLLI, Handover Complete Status) message to inform the SGSN that the MS has arrived in the target cell. The source BSS initiates the release of the radio resources in the source cell. After the reception of the PS Handover Complete message the SGSN shall initiate the BSS PFC procedures to delete the BSS PFC in the BSS controlling the source cell and shall be prepared to receive data from the new cell.

5.1.4
Inter SGSN

5.1.4.1
Inter SGSN HO, Preparation phase
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Figure 9: PS Handover Preparation Phase; Inter-SGSN case (GERAN A/Gb mode ( GERAN A/Gb mode)

1.
The source BSS decides to initiate a PS handover. At this point both uplink and downlink user data is transmitted via the following: TBFs between MS and source BSS, BSSGP PFCs tunnel(s) between source BSS and old SGSN, GTP tunnel(s) between old SGSN and GGSN.

2.
The source BSS sends a PS Handover Required (Old TLLI, Cause, Source Cell Identifier, Target Cell Identifier, Source BSS to Target BSS Transparent Container (RN part)) message to the old SGSN.

3.
The old SGSN determines from the Target Cell Identifier that the type of handover is inter-SGSN. In case of inter-SGSN PS Handover, the old SGSN initiates the PS Handover resource allocation procedure by sending a Forward Relocation Request (IMSI, Cause, Source Cell Identifier, Target Cell Identifier, MM Context, PDP Contexts, Packet Flow ID, SNDCP XID parameters, LLC XID parameters, Tunnel Endpoint Identifier Control Plane, SGSN Address, Source BSS to Target BSS Transparent Container (RN part), PDP Context Prioritisation) message to the new SGSN. The old SGSN sends all active PDP contexts to the new SGSN indicating the PFIs and the XID parameters related to those PDP contexts.

As part of the MM context the following security related information is included:

· Kc
Ciphering key for GPRS.

· CKSN
Ciphering Key Sequence Number of Kc.

· Used Cipher
Selected ciphering algorithm for GPRS (GEA).

· MS Network Capability
Includes ciphering algorithms supported by the MS.

The Ciphering key used by the old SGSN is reused by the new SGSN until a new authentication procedure is performed (see clause 5.1.4.2, bullet 13).

If the new SGSN does not support the indicated ciphering algorithm, the new SGSN has to select a new ciphering algorithm. This new algorithm will be sent transparently from the new SGSN to the MS. The IOV-UI parameter generated in the new SGSN and used as input to the ciphering procedure will also be transferred transparently from the new SGSN to the MS.

When the new SGSN receives the Forward Relocation Request message it extracts from the PDP Contexts the associated NSAPIs, SAPIs and PFIs to be used in the new SGSN. In case when the new SGSN does not support the same SAPI and PFI for a certain NSAPI as the old SGSN, the new SGSN shall continue the PS handover procedure only for those NSAPIs for which it can support the same PFI and SAPI as the old SGSN and for which it can allocate resources. All PDP contexts for which no resources are allocated by the new SGSN or for which it cannot support the same SAPI and PFI (i.e. the corresponding NSAPIs are not addressed in the Forward Location Response message of the target SGSN), are maintained in the new SGSN and the related SAPIs and PFIs are kept. When this occurs the packet data transfer corresponding to PDP Contexts for which new SAPI and PFI values are needed are suspended. These PDP contexts may be modified or deactivated by the new SGSN via explicit SM procedures upon the completion of the routing area update (RAU) procedure. When the required PDP, MM, SNDCP and LLC contexts are established and the mapping between NSAPI, SAPI and PFI for each of these PDP Contexts is established, the corresponding packet data transfer can continue.
NOTE 1:
XID parameters shall be sent from the old SGSN to the new SGSN and indicate the current XID parameter settings (i.e. those used at the old SGSN).

· 
· 
· 


4. In case of Inter-SGSN PS handover, the new SGSN sends a PS Handover Request (Local TLLI, Cause, IMSI, Source Cell Identifier, Target Cell Identifier, Source BSS to Target BSS Transparent Container (RN part), PFCs To Be Set Up List, NAS Container for PS HO) message to the target BSS. The new SGSN shall not request resources for PFCs associated with PDP contexts with a maximum bit rate for uplink and downlink of 0 kbit/s.

NOTE 3:
The BSS PFCs required to be set up are downloaded to the target BSS from the new SGSN, i.e.all information required for PFC creation.

NOTE 4:
The NAS Container for PS HO IE indicates if old or default XID parameters shall be used in the new cell.

5. Based upon the ABQP for each PFC the target BSS makes a decision about which PFCs to assign radio resources. The algorithm by which the BSS decides which PFCs that need resources is implementation specific. Due to resource limitations not all downloaded PFCs will necessarily receive resource allocation. The target BSS allocates TBFs for each PFC that can be accommodated by the target BSS.

6. If the target BSS is not able to allocate resources for one or more BSS PFCs it shall send a PS Handover Status Report (Setup PFC, Failed to Setup PFCs) message to the new SGSN.

7. Upon receiving the PS Handover BSS PFC Status Report message the new SGSN sends the NAS Container for PS HO IE to the target BSS in the PS Handover BSS PFC Status Report Acknowledge message.

8. After receiving all the necessary information for the accepted PFCs, the target BSS shall prepare the Target BSS to Source BSS Transparent Container including the NAS Container for PS HO IE within the Core Network part.

9. The target BSS shall send the PS Handover Request Acknowledge (Local TLLI, Cause, PFCs Setup/Failed to Setup, Target BSS to Source BSS Transparent Container (RN part, CN part)) message to the new SGSN for the accepted PFCs. Upon sending the PS Handover Request Acknowledge message the target BSS shall be prepared to receive downlink LLC PDUs from the new SGSN for the accepted PFCs.

10. When the new SGSN receives the PS Handover Request Acknowledge message the Forward Relocation Response (IMSI, Cause, NSAPI(s), Target BSS to Source BSS Transparent Container (RN part, CN part), Tunnel Endpoint Identifier Control Plane, SGSN Address, Tunnel Endpoint Identifier Data II) message is sent from the new SGSN to the old SGSN. This message indicates that the new SGSN is ready to receive packets forwarded from the old SGSN. If the target BSS or the new SGSN failed to allocate resources this shall be indicated in the message. The Tunnel Endpoint Identifier Data II, one information for each PDP context, contains the tunnel endpoint of the new SGSN and the IP address of the new SGSN for data forwarding from the old to the new SGSN.

The new SGSN activates the allocated LLC/SNDCP engines using initial sequence numbers of zero.


When the old SGSN receives the Forward Relocation Response message and it decides to proceed with the handover, the preparation phase is finished and the execution phase will follow.
5.1.4.2
Inter SGSN HO, Execution phase
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Figure 10: PS Handover Execution Phase; Inter-SGSN case (GERAN A/Gb mode ( GERAN A/Gb mode)

1.
The old SGSN continues to receive GTP packets from the GGSN (via GTP) and forwards the associated PDU payload to the MS via the source BSS.

2.
If a Tunnel Endpoint is available the old SGSN may, based on QoS, start N-PDU relay and duplication to the new SGSN.

· For each PDP context which uses LLC ABM in the old SGSN, all new downlink N-PDUs received after completion of the PS handover preparation phase are relayed to the new SGSN and the transmitted but not yet acknowledged downlink N-PDUs are duplicated and routed to the new SGSN. All such N-PDUs are encapsulated in a GTP-PDU when transmitted to the new SGSN together with their related N-PDU number.

· For PDP context which uses LLC ADM in the old SGSN all new downlink N-PDUs received after completion of the PS handover preparation phase are relayed to the new SGSN. All such N-PDUs are encapsulated in a GTP-PDU when transmitted to the new SGSN.

NOTE 1:
The order of steps, starting from step 2 onwards, does not necessarily reflect the order of events. For instance the old SGSN may start data forwarding (step 2), send the PS Handover Command message (step 4) and send the Forward SRNS Context message (step 4a) almost simultaneously.

3.
The new SGSN may, based on QoS, proceed with the packet handling as follows:

· For PDP context(s) which uses LLC ABM the new SGSN stores the N-PDUs associated with their number into the SNDCP queue. Data transfer prior the exchange of N-PDU SNs is not possbile.

· For PDP context(s) which uses LLC ADM the new SGSN either

a.
forwards the received downlink N-PDUs to the target BSS;

b.
stores the received data into the SNDCP queue for e.g. the PDU lifetime;

c.
discards the received data until e.g. reception of the PS Handover Complete message.


If the new SGSN forwards downlink packets to the target BSS, the target BSS may start a blind transmission of downlink user data towards the MS over the allocated radio channels.

4.
The old SGSN continues the PS Handover by sending a PS Handover Command (Old TLLI, Cause, PFCs To Be Set Up List, Target BSS to Source BSS Transparent Container (RN part, CN part)) message to the source BSS.


Before sending the PS Handover Command message, the old SGSN based on QoS, suspends downlink data transfer:

· for PDP contexts, which require delivery order to be preserved; and

· for PDP contexts, which are sensitive to packet loss.


Before sending the PS Handover Command message to the MS the source BSS, based on QoS, tries to empty the downlink BSS buffer:

· for BSS PFCs, which require delivery order to be preserved; and

· for BSS PFCs, which are sensitive to packet loss.


The source BSS receiving the PS Handover Command message stops the UL traffic, based on QoS, for flows, which require delivery order to be preserved.

NOTE 2:
Only PFI(s) for PFCs accepted by the target cell are included in the message.

4a.
The old SGSN shall send the Forward SRNS Context (NSAPI,Send N-PDU number, Receive N-PDU number, DL GTP-U number, UL GTP-U number) message to the new SGSN if there is at least one PDP context which either requires "delivery order" to be preserved or which uses LLC ABM. NSAPI identifies the PDP context to which the PDU number is intended to.
The Forward SRNS Context message is then acknowledged by the Forward SRNS Context Acknowledge message. The Forward SRNS Context message contains the sequence numbers of the GTP-PDU next to transmitted in the uplink and downlink direction and the next N-PDU number that would have been used to send and receive data from the MS.


The N-PDU sequence numbers are only sent by the old SGSN for PDP contexts, which uses LLC ABM. The GTP-U sequence numbers are only sent by the old SGSN for PDP context(s) requiring delivery order (QoS profile) to be preserved. If delivery order is to be preserved (QoS) profile), consecutive GTP-PDU sequence numbering shall be maintained through the lifetime of the PDP context(s).


Therefore, during the entire PS Handover procedure for the PDP context(s) using delivery order required (QoS profile), the responsible GTP-U entities (SGSNs and GGSN) shall assign consecutive GTP-PDU sequence numbers to user packets belonging to the same PDP context uplink and downlink, respectively.


From now on the new SGSN uses:
· the initial N-PDU sequence number of zero for each activated SNDCP engine for LLC ADM;

· the N-PDU sequence number provided by the old SGSN in the Forward SRNS context procedure for each activated SNDCP engine for LLC ABM.

5.
The source BSS sends the PS Handover Command (Handover Reference, Target BSS to Source BSS Transparent Container (RN part, CN part) )message to the MS by interrupting the transmission of LLC PDUs on any of the downlink TBFs. The CN part is transparent information to the BSS. Following the transmission of this signalling message the source BSS immediately resumes LLC PDU transmission until it either has no more LLC PDUs to send or the PFC is released. Upon reception of the PS Handover Command the MS shall suspend the uplink transmission of user plane data. The MS management of uplink N-PDUs following the reception of the PS Handover Command message is as follows:
· All uplink packets associated with a PFC receiving handover treatment that have not yet been fully transmitted might be buffered depending on the QoS class.

· Subsequent uplink packets that become available for transmission following the reception of the PS Handover Command message might also be buffered depending on the QoS class.

· The MS may discarded uplink packets during the link interruption to preserve the real-time properties.

6.
The MS tunes to the radio channel and the timeslot allocated in the target cell by the target BSS and sends the PS Handover Access (Handover Reference) message in the form of four handover access bursts to the target BSS on the allocated channel. The PS Handover Command message may indicate that the PS Handover Access message is optional to send by the MS. The target BSS sends a Packet Physical information message to the MS containing the timing advance for the MS to synchronise.

NOTE 3:
In the synchronised networks case the MS receives the timing advance information to use in uplink in the target cell in the PS Handover Command message. In this case the sending of the Packet Physical Information message in the target cell is omitted.

7.
After accessing the cell using access bursts and receiving timing advance information from the BSS in step 6, the MS sends one XID Response message to the new SGSN. For LLC ABM, the XID Response message is followed by a SABM-UA exchange procedure as defined in TS 44.064.  the MS sends this message immediately after receiving the Packet Physical Information message or, in the synchronised network case, immediately if  the PS Handover Access message is not required to be sent (see Section 6.2).

Upon sending the XID Response message, the MS shall resume the user data transfer only for those NSAPIs for which there are radio resources allocated in the target cell. 
8.
Upon reception of the first correct RLC/MAC block (sent in normal burst format) from the MS the target BSS sends a PS Handover Complete (Local TLLI, Handover Complete Status) message to inform the SGSN that the MS has arrived in the target cell.

9.
The new SGSN sends an Update PDP Context Request (New SGSN Address, TEID, QoS Negotiated) message to the GGSN concerned. The GGSN updates the PDP context fields and returns an Update PDP Context Response (TEID) message. From now on the GGSN sends new incoming downlink IP packets only to the new SGSN. Each uplink N-PDU received by the new SGSN prior to updating the PDP Context for the associated PFC by the Update PDP Context Request message is discarded. Once the new SGSN has updated the PDP Context for any given PFC, it starts sending all associated uplink N-PDUs it receives directly to the GGSN.
10.
The new SGSN sends a Forward Relocation Complete (IMSI, Handover Complete Status) message to the old SGSN. The old SGSN responds with a Forward Relocation Complete Acknowledge message. Upon the reception of the Forward Relocation Complete message the old SGSN starts a packet forwarding timer. The old SGSN stops forwarding of data to the new SGSN after the packet forwarding timer expires.

11.
After the reception of the PS Handover Complete message the old SGSN deletes to BSS packet flow context towards the old cell. The source BSS initiates the release of the radio resources in the source cell.

12.
The MS sends a Routing Area Update Request (Old RAI, Old P-TMSI signature) message to the new SGSN informing it that the source cell belongs to a new routing area. The MS shall send this message immediately after message 7. The new SGSN knows that a handover has been performed for this MS and can therefore exclude the SGSN context procedures that normally are used within the RA Update procedure.

13.
At this point the new SGSN may optionally invoke MS authentication (security function). The security function can be deferred and performed at any later time as well.
14.
The new SGSN informs the HLR of the change of SGSN by sending Update Location (SGSN Number, SGSN Address, IMSI) message to the HLR.

15.
The HLR sends Cancel Location (IMSI, Cancellation Type) message to the old SGSN with Cancellation Type set to Update Procedure. The old SGSN acknowledges with a Cancel Location Acknowledge (IMSI) message. This message allows the old SGSN to know when to release the inter-SGSN tunnel.

16.
The HLR sends Insert Subscriber Data (IMSI, GPRS subscription data) to the new SGSN. The new SGSN validates the MS presence in the (new) RA. If all checks are successful then the new SGSN constructs an MM context for the MS and returns an Insert Subscriber Data Acknowledge (IMSI) message to the HLR. This message allows the new SGSN to know when to release the inter-SGSN tunnel.

17.
The HLR acknowledges the Update Location by sending an Update Location Acknowledge (IMSI) message to the new SGSN.

18.
The new SGSN validates the MS presence in the new RA. If the MS is allowed to be attached in this RA, the SGSN updates the MM context for and sends a Routing Area Update Accept (P-TMSI, TMSI, P-TMSI signature, Receive N-PDU number) message to the MS. The Receive N‑PDU Number contains the acknowledgements for each acknowledged-mode NSAPI used by the SGSN, thereby confirming all mobile-originated N‑PDUs successfully transferred before the start of the PS handover procedure.

19.
The MS confirms the re-allocation of the new P-TMSI by responding the SGSN with a Routing Area Update Complete (Receive N-PDU number) message. The MS derives a new local TLLI from the new P-TMSI using current MM procedures. The Receive N‑PDU Number contains the acknowledgements for each acknowledged-mode NSAPI used by the MS, thereby confirming all mobile-terminated N‑PDUs successfully transferred before the start of the handover procedure. If Receive N‑PDU Number confirms reception of N‑PDUs that were forwarded from the old SGSN, these N‑PDUs shall be discarded by the new SGSN.

Next affected clauses!

5.3
Inter-RAT/mode Handover (UTRAN/GERAN Iu mode ( GERAN A/Gb mode)

5.3.1
Intra SGSN

5.3.1.1
Inter RAT/mode UTRAN/GERAN Iu mode to GERAN A/Gb mode PS HO; Preparation phase
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Figure 15: PS Handover Preparation Phase; Inter-RAT/mode,
Intra-SGSN case (UTRAN/GERAN Iu mode ( GERAN A/Gb mode)

1.
Based on measurement results and knowledge of the RAN topology, the source RNC/BSS decides to initiate an inter RAT/mode PS handover towards the GERAN A/Gb mode. At this point both uplink and downlink user data flows via the tunnel(s): Radio Bearer between the MS and the source RNC/BSS; GTP-U tunnel(s) between the source RNC/BSS and the 3G/2G SGSN; GTP-U tunnel(s) between the 3G/2G SGSN and the GGSN.

NOTE 1:
The process leading to the handover decision is outside of the scope of this paper.

2.
The source RNC/BSS sends a Relocation Required (Relocation Type, Cause, Source ID, Target ID, MS Classmark 2, MS Classmark 3, Source BSS To Target BSS Transparent Container (RN part)) message to the 3G/2G SGSN. The source RNC/BSS shall set Relocation Type to "UE Involved in relocation of SRNS".


Target Cell Identifier contains the ID of the target cell BSS.

NOTE 2:
The Target Cell Identifier contains the CGI if GERAN is the target cell. Considering that CGI contains only LAI and CI, it will be problematic for the SGSN to determine the target cell in PS domain without the RAI. The same is valid in case of UTRAN-GERAN PS handover.

3.
The 3G/2G SGSN determines from the Target Cell Identifier that the type of handover is inter‑RAT/mode handover. In case of Inter-RAT/ mode Intra-SGSN PS handover, the 3G/2G SGSN sends a PS Handover Request (TLLI, IMSI, Target Cell Identifier, Source BSS to Target BSS Transparent Container (RN part), PFC(s) To Be Set Up List, NAS Container for PS HO) message to the target BSS. The 3G/2G SGSN shall not request resources for PFCs associated with PDP contexts with a maximum bit rate for uplink and downlink of 0 kbit/s.

4.
Based upon the ABQP for each PFC the target BSS makes a decision about which PFCs to assign radio resources. The algorithm by which the BSS decides which PFCs that need resources is implementation specific. Due to resource limitations not all downloaded PFCs will necessarily receive resource allocation. The target BSS allocates TBFs for each PFC that can be accommodated by the target BSS.



After allocating radio resources the target BSS shall prepare the Target BSS to Source BSS Transparent Container for the set up BSS PFCs.

5.
If the target BSS is not able to allocate resources for one or more BSS PFCs it shall send PS Handover BSS PFC Status Report (Set Up PFCs, Failed to Set Up PFCs) message to the 3G/2G SGSN.

6.
Upon receiving the PS Handover BSS PFC Status Report message the 3G/2G SGSN sends the NAS Container for PS HO IE to the target BSS in the PS Handover BSS PFC Status Report Acknowledge message.

7.
After receiving all the necessary information for the accepted PFCs the target BSS shall prepare the Target BSS to Source BSS Transparent Container including the NAS Container for PS HO IE within the Core Network part.

8.
The target BSS shall send the PS Handover Request Acknowledge message (TLLI, Cause, PFCs Setup, failed PFCs, Target BSS to Source BSS Transparent Container (RN part, CN part)) message to the 3G/2G SGSN for the accepted PFCs. Upon sending the PS Handover Request Acknowledge message the target BSS shall be prepared to receive downlink LLC PDUs from the 3G/2G SGSN for the accepted PFCs.


Any PDP contexts for which a PFC was not established will be released.


When the 3G/2G SGSN receives the PS Handover Request Acknowledge message and it decides to proceed with the handover, the preparation phase is finished and the execution phase will follow.
5.3.1.2
Inter RAT/mode UTRAN/GERAN Iu mode to GERAN A/Gb mode PS HO; Execution phase
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Figure 16: PS Handover Execution Phase; Inter-RAT/mode,
Intra-SGSN case (UTRAN/GERAN Iu mode ( GERAN A/Gb mode)

1.
The 3G/2G SGSN continues to receive IP packets from the GGSN (via GTP) and forwards the associated PDU payload to the MS via the source RNC/BSS.

2.
The 3G/2G SGSN continues the PS handover by sending a Relocation Command (Target RNC to Source RNC Transparent Container (RN part, CN part), RABS to be Released List, RABs Subject to Data Forwarding List) message to the source RNC/BSS. "RABs to be released list" will be the list of all NSAPIs (RAB Ids) for which a PFC was not established "RABs Subject to Data forwarding list" will be the list of all NSAPIs (RAB Ids) for which a PFC was established.

3.
When receiving the Relocation Command message the source RNC may, based on QoS, begin the forwarding of data for the RABs subject to data forwarding to the 3G/2G SGSN according to the definition in 3GPP TS 23.060 [19].


The 3G/2G SGSN may, based on QoS, proceed with the packet handling as follows:

· For PDP contexts, which use LLC ABM the 3G/2G SGSN converts the PDCP sequence number into a Send N-PDU number (this is done by stripping off the 8 most significant bits of the PDCP sequence number) and stores the N-PDU associated with each Send N-PDU number into the SNDCP queue. Data transfer prior the exchange of N-PDU SNs between MS and 3G/2G SGSN is not possible.

· For PDP contexts which use LLC ADM the 3G/2G SGSN either:

a.
forwards the received downlink N-PDUs to the target BSS;

b.
stores the received data into the SNDCP queue for e.g. the PDU lifetime;

c.
discards the received data until e.g. reception of the PS Handover Complete message.


If the 3G/2G SGSN forwards packets to the target BSS, the target BSS may start a blind transmission of downlink user data towards the MS over the allocated radio channels.

4.
The RNC/BSS sends the Handover from UTRAN Command message (UTRAN) or the Handover from GERAN Iu Command message to the MS. Before sending the message the uplink and downlink data transfer shall be suspended in the source RNC for the RABs that require delivery order.

5.
The source RNC/BSS continues the handover by sending a Forward SRNS Context (RAB contexts) message to the 3G/2G SGSN.


The source RNC/BSS behavior is as specified in 3GPP TS TS 23.060 [19] (Combined Hard Handover and SRNS Relocation).

6.
The MS executes the handover according to the parameters provided in the message delivered in step 5. The procedure is the same as in step 6 in clause 5.1.4.2.

7. After accessing the cell using access bursts and receiving timing advance information from the BSS in step 6, the MS immediately sends one XID Response message to the 3G/2G SGSN. For LLC ABM, the XID Response message is followed by a SABM-UA exchange procedure as defined in TS 44.064. The MS sends this message immediately after receiving the Packet Physical Information message containing the timing advance or, in the synchronised network case, immediately if the PS Handover Access message  is not required to be sent (see Section 6.2).

Upon sending the XID Response, the MS shall resume the user data transfer only for those NSAPIs for which there are radio resources allocated in the target cell.
8.
Upon reception of the first correct RLC/MAC block (sent in normal burst format) the target BSS sends a PS Handover Complete (TLLI, Handover Complete Status) message to inform the 3G/2G SGSN that the MS has arrived in the target cell. After the reception of the PS Handover Complete message the 3G/2G SGSN shall be prepared to receive data from the target BSS.

9.
After the reception of the PS Handover Complete message the 3G/2G SGSN sends an Iu Release Command message to the source RNC/BSS commanding the source RNC/BSS to release all resources related to the Iu connection. When the RNC/BSS data forwarding timer has expired the source RNC/BSS responds with an Iu Release Complete (RAB Data Volume report list, RABs released list) message.

10.
The MS sends a Routing Area Update Request (Old P-TMSI, Old RAI, Old P-TMSI signature, Update Type) message to the 3G/2G SGSN. This is done even if the target cell belongs to the same routing area as the source cell. The MS shall send this message immediately after message 7, see 3GPP TS 23.060 [19].


The 3G/2G SGSN knows that a handover has been performed for this MS and can therefore exclude the SGSN context procedures which normally are used within the RA Update procedure.

11.
The 3G/2G SGSN validates the MS presence in the new RA. If the MS is allowed to be attached in this RA, the 3G/2G SGSN updates the MM context for and sends a Routing Area Update Accept (P-TMSI, TMSI, P‑TMSI signature, Receive N-PDU number) message to the MS. The Receive N‑PDU Number contains the acknowledgements for each acknowledged-mode NSAPI used by the 3G/2G SGSN, thereby confirming all mobile originated N‑PDUs successfully transferred before the start of the PS handover procedure.

12.
The MS confirms the re-allocation of the new P-TMSI by responding the 3G/2G SGSN with a Routing Area Update Complete (Receive N-PDU number). The MS derives the TLLI from the new P-TMSI using the current MM procedures. The Receive N‑PDU Number contains the acknowledgements for each acknowledged mode NSAPI used by the MS, thereby confirming all mobile terminated N‑PDUs successfully transferred before the start of the handover procedure. If Receive N‑PDU Number confirms reception of N‑PDUs that were forwarded from the 3G/2G SGSN, these N‑PDUs shall be discarded by the 3G/2G SGSN.

5.3.2
Inter SGSN

5.3.2.1
Inter RAT/mode UTRAN/GERAN Iu mode to GERAN A/Gb mode PS HO; Preparation phase
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Figure 17: PS Handover Preparation Phase; Inter-RAT/mode,
Inter-SGSN case  (UTRAN/GERAN Iu mode ( GERAN A/Gb mode)

1.
Based on measurement results and knowledge of the RAN topology, the source RNC/BSS decides to initiate an inter RAT/mode PS handover towards the GERAN A/Gb mode. At this point both uplink and downlink user data flows via the tunnel(s): Radio Bearer between the MS and the source RNC/BSS; GTP-U tunnel(s) between the source RNC/BSS and the old SGSN; GTP-U tunnel(s) between the old SGSN and the GGSN.

NOTE 1:
The process leading to the handover decision is outside of the scope of this paper.

2.
The source RNC/BSS sends a Relocation Required (Relocation Type, Cause, Source ID, Target ID, MS Classmark 2, MS Classmark 3, Source BSS To Target BSS Transparent Container (RN part)) message to the old SGSN. The source RNC/BSS shall set Relocation Type to "UE Involved in relocation of SRNS".


Target Cell Identifier contains the ID of the target cell BSS.

NOTE 2:
The Target Cell Identifier contains the CGI if GERAN is the target cell. Considering that CGI contains only LAI and CI, it will be problematic for the SGSN to determine the target cell in PS domain without the RAI. The same is valid in case of UTRAN-GERAN PS handover.

3.
The old SGSN determines from the Target Cell Identifier  thatthe type of handover is inter-RAT/mode handover. In case of Inter-RAT/ mode Inter-SGSN PS handover, the old SGSN initiates the PS Handover resource allocation procedure by sending a Forward Relocation Request (IMSI, TEI Control Plane, RANAP Cause, MM Context, PDP Contexts, PDP Context Prioritisation, Source BSS To Target BSS Transparent Container [RN part], Target Identification, SGSN Address for control plane) message to the new SGSN.


As part of the MM context the following security related information is included:

· CK
UMTS Ciphering Key.

· IK
UMTS Integrity protection Key.

· KSI
Key Set Identifier.

· MS Network Capability
Includes ciphering algorithms supported by the MS.


The value for Kc (Ciphering key for GPRS) is calculated from the CK and IK and the CKSN (Ciphering Key Sequence Number of Kc) takes the same value as KSI.


The new SGSN selects the ciphering algorithm to use. This algorithm will be sent transparently from the new SGSN to the MS. The IOV-UI parameter generated in the new SGSN and used, as input to the ciphering procedure will also be transferred transparently from the new SGSN to the MS.


When the new SGSN receives the Forward Relocation Request message the required PDP, MM, SNDCP and LLC contexts are established and a new P-TMSI is allocated for the MS. The mapping between NSAPI, SAPI and PFI for each PDP Context which is established and provided to the target BSS. When this message is received by the new SGSN it begins the process of establishing PFCs for all PDP contexts.


When the new SGSN receives the Forward Relocation Request message it extracts from the PDP Contexts the NSAPIs and possibly the SAPIs to be used in the new SGSN. If no SAPI was available at the old SGSN for a certain NSAPI, the new SGNS shall assign a SAPI and the PFI for this NSAPI. In this case the mapping between NSAPI, SAPI and PFI for each PDP Context which is established and provided to the target BSS.

In case when an SAPI and PFI was available at the old SGSN but the new SGSN does not support the same SAPI and PFI for a certain NSAPI as the old SGSN, the new SGSN shall continue the PS handover procedure only for those NSAPIs for which it can support the same PFI and SAPI as the old SGSN. All PDP contexts for which no resources are allocated by the new SGSN or for which it cannot support the same SAPI and PFI (i.e. the corresponding NSAPIs are not addressed in the response message of the target SGSN), are maintained and the related SAPIs and PFIs are kept. These PDP contexts may be modified or deactivated by the new SGSN via explicit SM procedures upon RAU procedure.


When the new SGSN receives the Forward Relocation Request message the required PDP, MM, SNDCP and LLC contexts are established.
NOTE 3:
In this case XID parameters are not sent from the old SGSN to the new SGSN.



· 
· 

4.
The new SGSN sends a PS Handover Request (Local TLLI, IMSI, Target Cell Identifier, Source BSS to Target BSS Transparent Container (RN part), PFC(s) To Be Set Up List, NAS Container for PS HO) message to the target BSS. The new SGSN shall not request resources for PFCs associated with PDP contexts with maximum bit rate for uplink and downlink of 0 kbit/s.



Based upon the ABQP for each PFC the target BSS makes a decision about which PFCs to assign radio resources. The algorithm by which the BSS decides which PFCs that need resources is implementation specific.

5.
If the target BSS is not able to allocate resources for one or more BSS PFCs it shall send PS Handover BSS PFC Status Report (Setup PFC, Failed to Set Up PFCs) message to the new SGSN.

6.
Upon receiving the PS Handover BSS PFC Status Report message the new SGSN sends the NAS Container for PS HO IE to the target BSS in the PS Handover BSS PFC Status Report Acknowledge message.

7.
After receiving all the necessary information for the accepted PFCs the target BSS shall prepare the Target BSS to Source BSS Transparent Container including the NAS Container for PS HO IE within the Core Network part.

8.
Target BSS shall send the PS Handover Request Acknowledge message (Local TLLI, Cause, PFCs Setup, failed PFCs, Target BSS to Source BSS Transparent Container (RN part, CN part)) message to the new SGSN for the accepted PFCs. Upon sending the PS Handover Request Acknowledge message the target BSS shall be prepared to receive downlink LLC PDUs from the new SGSN for the accepted PFCs.


Any PDP contexts for which a PFC was not established will be released.

9.
The new SGSN passes the assigned list of TEIDs for each PDP context for which a PFC was assigned in the RAB setup information IE in the Forward Relocation Response (Cause, NSAPI(s) Target BSS to Source BSS Transparent Container (RN part, CN part)), Tunnel Endpoint Identifier Data II) message to the old SGSN. The NSAPIs of the active PDP Context received in the Forward Relocation Request message for which the PS handover continues, i.e. resources are allocated for the PFCs in the target BSS, are indicated in this message. The Tunnel Endpoint Identifier Data II, one information for each PDP context, contains the tunnel endpoint of the new SGSN and the IP address of the new SGSN for data forwarding from the SRNC to the new SGSN.


When the old SGSN receives the Forward Relocation Response message and it decides to proceed with the handover, the preparation phase is finished and the execution phase will follow.
5.3.2.2
Inter RAT UTRAN/GERAN Iu mode to GERAN A/Gb mode PS HO; Execution phase
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Figure 18: PS Handover Execution Phase; Inter-RAT/mode,
Inter-SGSN case (UTRAN/GERAN Iu mode ( GERAN A/Gb mode)

1.
The old SGSN continues to receive IP packets from the GGSN (via GTP) and forwards the associated PDU payload to the MS via the source RNC/BSS.

2.
The old SGSN continues the PS handover by sending a Relocation Command (Target RNC to Source RNC Transparent Container (RN part, CN part), RABS to be Released List, RABs Subject to Data Forwarding List) message to the source RNC/BSS. "RABs to be released list" will be the list of all NSAPIs (RAB Ids) for which a PFC was not established "RABs Subject to Data forwarding list" will be the list of all NSAPIs (RAB Ids) for which a PFC was established.

3.
When receiving the Relocation Command message the source RNC/BSS may, based on QoS, begin the forwarding of data for the RABs subject to data forwarding to the new SGSN according to the definition in 3GPP TS 23.060 [19].


The new SGSN may, based on QoS, proceed with the packet handling as follows:

· For PDP contexts, which use LLC ABM the new SGSN converts the PDCP sequence number into a Send N-PDU number (this is done by stripping off the 8 most significant bits of the PDCP sequence number) and stores the N-PDU associated with each Send N-PDU number into the SNDCP queue. Data transfer prior the exchange of N-PDU SNs between MS and new SGSN is not possible.

· For PDP contexts which use LLC ADM the new SGSN either:

a.
forwards the received downlink N-PDUs to the target BSS;

b.
stores the received data into the SNDCP queue for e.g. the PDU lifetime;

c.
discards the received data until e.g. reception of the PS Handover Complete message.


If the new SGSN forwards packets to the target BSS, the target BSS may start a blind transmission of downlink user data towards the MS over the allocated radio channels. 

NOTE:
The order of steps, starting from step 3 onwards, does not necessarily reflect the order of events. For instance the source RNC may start data forwarding (step 3), send the RRC message (step 5) and send the Forward SRNS Context message (step 5a) almost simultaneously.

4.
The source RNC/BSS sends the Handover from UTRAN Command message (UTRAN) or the Handover from GERAN Iu Command message to the MS. Before sending the message the uplink and downlink data transfer shall be suspended in the source RNC for the RABs that require delivery order.


The PS handover structure encapsulated in this message shall contain for each of the NSAPI for which resources are allocated the allocated PFI if the SAPI was available at the old SGSN and the allocated SAPI and PFI, if no SAPI and PFI was available at the old SGSN. The MS utilizes the newly assigned SAPI and PFI values for a certain NSAPI in the target cell. Upon reception of the Handover from UTRAN Command message (UTRAN) or the Handover from GERAN Iu Command the MS shall suspend the uplink transmission of user plane data.

5.
The source RNC continues the handover by sending a Forward SRNS Context (RAB contexts) message to the new SGSN, via the old SGSN. The Forward SRNS Context message is acknowledged by the new SGSN with the Forward SRNS Context Acknowledge message to the old SGSN.


The source RNC/BSS behavior is as specified in 3GPP TS 23.060 [19] (Combined Hard Handover and SRNS Relocation).

6.
The MS executes the handover according to the parameters provided in the message delivered in step 5. The procedure is the same as in step 6 in clause 5.1.4.2 with the additional function of association of the received SAPI and PFI and existing RAB Id to the particular NSAPI as described in clause 4.4.1.

7.
After accessing the cell using access bursts and receiving timing advance information from the BSS in step 6, the MS immediately sends one XID Response message to the new SGSN. For LLC ABM, the XID Response message is followed by a SABM-UA exchange procedure as defined in TS 44.064. The MS sends this message immediately after receiving the Packet Physical Information message containing the timing advance or, in the synchronised network case, immediately if the PS Handover Access message is not required to be sent (see Section 6.2).


Upon sending the XID Response message,  the MS shall resume the user data transfer only for those NSAPIs for which there are radio resources allocated in the target cell. 
8.
Upon reception of the first correct RLC/MAC block (sent in normal burst format) the target BSS sends a PS Handover Complete (Local TLLI, Handover Complete Status) message to inform the PFM entity in the new SGSN that the MS has arrived in the target cell. The source RNC/BSS initiates the release of the radio resources in the source cell. After the reception of the PS Handover Complete message the new SGSN shall be prepared to receive data from the target BSS.

9.
The new SGSN sends an Update PDP Context Request (new SGSN Address, TEID, QoS Negotiated) message to the GGSN concerned. The GGSN updates the PDP context fields and returns an Update PDP Context Response (TEID) message. From now on the GGSN sends new incoming downlink IP packets only to the new SGSN. Each uplink N-PDU received by the new SGSN prior to updating the PDP Context for the associated PFC by the Update PDP Context Request message is discarded. Once the new SGSN has updated the PDP Context for any given PFC, it starts sending all associated uplink N-PDUs it receives directly to the GGSN.

10.
The new SGSN send a Forward Relocation Complete message to the old SGSN to indicate completion of the PS handover procedures. The old SGSN responds with a Forward Relocation Complete Acknowledge message.

11.
The old SGSN sends an Iu Release Command message to the source RNC/BSS commanding the source RNC/BSS to release all resources related to the Iu connection.  When the RNC/BSS data forwarding timer has expired the source RNC/BSS responds with an Iu Release Complete (RAB Data Volume report list, RABs released list) message.

12.
The MS sends a Routing Area Update Request (Old P-TMSI, Old RAI, Old P-TMSI signature, Update Type) message to the new SGSN informing it that the source cell belongs to a new routing area. The MS shall send this message immediately after message 7, see 3GPP TS 23.060 [19].


The new SGSN knows that a handover has been performed for this MS and can therefore exclude the SGSN context procedures which normally are used within the RA Update procedure.

13.
At this point the new SGSN may optionally invoke MS authentication (security function). The security function can be deferred and performed at any later time as well.

14.
The new SGSN informs the HLR of the change of SGSN by sending Update Location (SGSN Number, SGSN Address, IMSI) message to the HLR.

15.
The HLR sends a Cancel Location (IMSI, Cancellation Type) message to the old SGSN with Cancellation Type set to Update Procedure. The old SGSN acknowledges with a Cancel Location Acknowledge (IMSI) message. This message allows the old SGSN to know when to release the inter-SGSN tunnel.

16.
The HLR sends Insert Subscriber Data (IMSI, GPRS subscription data) message to the new SGSN. The new SGSN validates the MS presence in the (new) RA. If all checks are successful then the new SGSN constructs an MM context for the MS and returns an Insert Subscriber Data Acknowledge (IMSI) message to the HLR. This message allows the new SGSN to know when to release the inter-SGSN tunnel.

17.
The HLR acknowledges the Update Location by sending an Update Location Acknowledge (IMSI) message to the new SGSN.

18.
The new SGSN validates the MS presence in the new RA. If the MS is allowed to be attached in this RA, the SGSN updates the MM context for and sends a Routing Area Update Accept (P-TMSI, TMSI, P-TMSI signature, Receive N-PDU number) message to the MS. The Receive N‑PDU Number contains the acknowledgements for each acknowledged-mode NSAPI used by the SGSN, thereby confirming all mobile originated N‑PDUs successfully transferred before the start of the PS handover procedure.

19.
The MS confirms the re-allocation of the new P-TMSI by responding the SGSN with a Routing Area Update Complete (Receive N-PDU number). The MS derives the Local TLLI from the new P-TMSI using the current MM procedures. The Receive N‑PDU Number contains the acknowledgements for each acknowledged mode NSAPI used by the MS, thereby confirming all mobile terminated N‑PDUs successfully transferred before the start of the handover procedure. If Receive N‑PDU Number confirms reception of N‑PDUs that were forwarded from the old SGSN, these N‑PDUs shall be discarded by the new SGSN.

Next affected clauses!
5.6
Container handling

There are two transparent containers defined for the PS handover in GERAN A/Gb mode:

· Source BSS to Target BSS Transparent Container.

· Target BSS to Source BSS Transparent Container.

The Source BSS to Target BSS Transparent Container will carry the information to be transported transparently between the source BSS and the target BSS related to PS handover.

The Target BSS to Source BSS Transparent Container will carry the information to be transported transparently between the target BSS and the source BSS related to PS handover.

In case of the inter-RAT/mode PS handover the transparent containers defined for UTRAN/GERAN Iu mode (Source RNC to Target RNC Transparent Container and Target RNC to Source RNC Transparent Container) will be utilized and enhanced with new information elements to support PS handover.

The generic handling of the source cell (GERAN A/Gb mode or UTRAN/GERAN Iu mode) to target cell (GERAN A/Gb mode or UTRAN/GERAN Iu mode) radio-related container is as follows:

· Created by the source BSS or RNC.
· Processed by the target BSS or RNC.

· Forwarded transparently by the SGSNs.

The generic handling of the target cell (GERAN A/Gb mode or UTRAN/GERAN Iu mode) to source cell (GERAN A/Gb mode or UTRAN/GERAN Iu mode) radio-related container is as follows:

· Created by the target BSS or RNC.

· Processed by the source BSS or RNC.

· Forwarded transparently by the SGSNs.

5.6.1
Contents of the containers

The transparent container will consist of two parts:

· The Radio Network part (RN part) carrying radio interface related parameters relevant for the MS and the radio network (BSS/RNC) and sent transparently through the core network; This content is:

-
Created by the source BSS/RNC or target BSS/RNC.

-
Processed by the target BSS/RNC, source BSS/RNC and MS (reverse container only).

· The Core Network part (CN part) carrying parameters relevant for the MS and the core network. This part is only needed from the new SGSN to the MS, thus in the Target BSS to Source BSS Transparent Container. This content is:

-
Created by the new SGSN.

-
Included in the Target BSS to Source BSS Transparent Container by the target BSS.

NOTE 1:
The target BSS does not process the Core Network part.

-
Forwarded transparently by the old SGSN and source BSS/RNC.

-
Processed by the MS.

The contents of the Radio Network part will depend on:

· Type of channels that are subject to PS handover, i.e. shared or dedicated.

NOTE 2:
Currently dedicated channels are not considered in the PS handover in GERAN A/Gb mode.

· PS handover scenario, i.e. intra-mode or inter-RAT/mode.

The contents of the Core Network part will depend on the PS handover scenario, i.e. intra-mode or inter-RAT/mode.

5.6.1.1
Contents of the GERAN A/Gb mode → GERAN A/Gb Transparent Containers

5.6.1.1.1
Source BSS to Target BSS Transparent Container

In GERAN A/Gb mode -> GERAN A/Gb mode the Source BSS to Target BSS Transparent Container is sent in the PS Handover Required, Forward Relocation Request message and the PS Handover Request message.

The Radio Network part consists of the following:

· MS RAC.

· START_PS and UE RAC (for dual mode mobile stations).

NOTE 1:
The START_PS and UE RAC are needed to support PS Handover to UTRAN/GERAN Iu mode.

NOTE 2:
The procedure to get the START_PS and UE RAC values from the MS to the BSS needs to be defined.

5.6.1.1.2
Target BSS to Source BSS Transparent Container

In GERAN A/Gb mode -> GERAN A/Gb mode the Target BSS to Source BSS Transparent Container is sent in the PS Handover Request Acknowledge message, Forward Relocation Response message and the PS Handover Command message.
The Radio Network part consists of the required information for access in the target cell and the information on allocated radio resources, uplink and downlink TBF parameters, PS Handover reference and generic parameters for access in the target cell (i.e. GPRS cell options, target cell "Cell Selection struct", global power control parameters, reference frequency lists, cell allocation, GPRS mobile allocation).

The Core Network part is only included in case of inter-SGSN PS Handover and consists of the NAS Container for PS HO IE as defined in 3GPP TS 24.008 [15]..

5.6.1.2
Contents of the GERAN A/Gb mode → UTRAN Transparent Containers

5.6.1.2.1
Source RNC to Target RNC Transparent Container

In GERAN A/Gb mode -> UTRAN the Source RNC to Target RNC Transparent Container is sent from the source BSS to the target RNC in the PS Handover Required message and the Relocation Request message.

The Radio Network part consists of the following:

· RRC Container as defined in 3GPP TS 25.331 [17] will contain Inter RAT Handover Info (UTRAN specific information including START_PS/UE RAC) and Inter RAT UE radio access capability including MS RAC from BSS to RNC.

NOTE:
START_PS and MS RAC are currently not included in this RRC container. This thus needs to be added in 3GPP TS 25.331 [17].

· Target Cell Id.

5.6.1.2.2
Target RNC to Source RNC Transparent Container

In GERAN A/Gb mode -> UTRAN the Target RNC to Source RNC Transparent Container is sent from the target RNC to the source BSS in the Relocation Request Acknowledge message, Forward Relocation Response message and the PS Handover Command message.

The Radio Network part consists of  the RRC message, i.e. the Handover to UTRAN Command message (as defined in 3GPP TS 25.331 [17]) used to perform handover from GERAN A/Gb mode to UTRAN. This message will be sent to the MS/UE within the PS Handover Command message.

5.6.1.3
Contents of the UTRAN → GERAN A/Gb Mode Transparent Containers

5.6.1.3.1
Source BSS to Target BSS Transparent Container

In UTRAN -> GERAN A/Gb mode the Source BSS to Target BSS Transparent Container is sent from the source RNC to the target BSS in the Relocation Required, Forward Relocation Request message and the PS Handover Request message in order to support inter-RAT PS handover from UTRAN (CELL_DCH state or CELL_FACH state, only PS RABs established) to GERAN A/Gb mode.

The Radio Network part consists of the following information:

· MS RAC.

· Inter RAT handover Info (defined in 3GPP TS 25.331) containing the START_PS and UE RAC values.

5.6.1.3.2
Target BSS to Source BSS Transparent Container

In UTRAN -> GERAN A/Gb mode the Target BSS to Source BSS Transparent Container is sent from the target BSS to the source RNC in the PS Handover Request Acknowledge message, Forward Relocation Request message and the Relocation Command message in order to support inter-RAT PS handover from UTRAN (CELL_DCH state or CELL_FACH state, only PS RABs established) to GERAN A/Gb mode.

The Radio Network part consist of  the required information for access in the target cell and the information on allocated radio resources: uplink and downlink TBF parameters, PS Handover reference and generic parameters for access in the target cell (i.e. GPRS cell options, target cell "Cell Selection struct", global power control parameters, reference frequency lists, cell allocation, GPRS mobile allocation). Over the air interface this radio network container is sent within the Handover from UTRAN Command message.

The Core Network part is always included in this case and consists of the NAS Container for PS HO IE as defined in 3GPP TS 24.008 [15].
· 
· 
5.6.1.4
Contents of the GERAN A/Gb mode → GERAN Iu mode Transparent Containers

5.6.1.4.1
Source RNC to Target RNC Transparent Container

In GERAN A/Gb mode -> GERAN Iu mode the Source RNC to Target RNC Transparent Container is sent from the source BSS to the target BSS (Iu) in the PS Handover Required message, Forward Relocation Request message and the Relocation Request message.

The Radio Network part consists of:

· RRC Container as defined in 3GPP TS 44.118 [16] shall contain START_PS /MS GERAN IU capabilities.

· Target Cell Id.

5.6.1.4.2
Target RNC to Source RNC Transparent Container

In GERAN A/Gb mode -> GERAN Iu mode the Target RNC to Source RNC Transparent Container is sent from the target BSS (Iu) to source BSS in the Relocation Request Acknowledge message, Forward Relocation Response message and the PS Handover Command message.

The Radio Network Part consist of the RRC message used in GERAN Iu mode to perform handover, i.e. Radio Bearer Reconfiguration message as defined in 3GPP TS 44.118 [16]. This message will be sent to the MS in the PS Handover Command message.

5.6.1.5
Content of GERAN Iu mode → GERAN A/Gb mode Transparent Containers

5.6.1.5.1
Source BSS to Target BSS Transparent Container 

In GERAN Iu mode -> GERAN A/Gb mode the Source BSS to Target BSS Transparent Container is sent from the source BSS (Iu) to the target BSS in the Relocation Required message, Forward Relocation Request message and the PS Handover Request message.
The Radio Network part consists of the following:

· MS RAC.
· Inter RAT or mode handover Info with MS capabilities as defined in 3GPP TS 44.118 [16].

NOTE:
START_PS and UE RAC shall be added to this IE.

5.6.1.5.2
Target BSS to Source BSS Transparent Container

In GERAN Iu mode -> GERAN A/Gb mode the Target BSS to Source BSS Transparent Container is sent from the target BSS to the source BSS (Iu) in the PS Handover Response message, Forward Relocation Request message and the Relocation Command message in order to support PS handover to GERAN A/Gb mode from GERAN Iu mode (RRC Cell_Dedicated state or RRC CELL_Shared state, only PS RABs established).

The Radio Network part consists of the required information for access in the target cell and the information on allocated radio resources: Uplink and downlink TBF parameters, PS Handover reference and generic parameters for access in the target cell (i.e. GPRS cell options, target cell "Cell Selection struct", global power control parameters, reference frequency lists, cell allocation, GPRS mobile allocation). Over the air interface this information is sent in the Handover from GERAN Iu mode Command message.

The Core Network part is always included in this case and consists of the NAS Container for PS HO IE as defined in 3GPP TS 24.008 [15].
· 
· 
Next affected clauses!
6
Radio interface Signalling

6.1
PS Handover Signalling (Um)

6.1.1
General

PS Handover signalling includes the set of all air interface messages (Um signalling for A/Gb mode and Uu signalling for Iu mode) sent to or from the MS in the source and target cells during the PS handover procedure.

6.1.2
Overview of PS Handover messages

6.1.2.1
GERAN A/Gb mode to GERAN A/Gb mode PS Handover

When performing an inter-SGSN PS Handover from GERAN A/Gb mode to GERAN A/Gb mode the following information is sent over the Um interface.

· PS Handover Command message - sent to the MS in the source cell and includes the following:

-

-
Indication of the XID parameters and ciphering algorithm to be used in the new cell  specified within the NAS Container for PS HO IE within the Core Network part of the Target BSS to Source BSS Transparent Container.

-
Indication of the radio resources for uplink and downlink TBFs to be used in the target cell for each PFC receiving PS handover treatment (i.e. the reverse path container created by target BSS/RNC).

-
Indication of a PS handover reference number to be used when the MS arrives in the target cell.

· PS Handover Access message - the MS sends 4 handover access bursts in the target cell using an uplink TBF provided by the PS Handover Command. If multiple uplink TBFs are provided by the PS Handover Command message the MS sends access bursts using just one of these TBFs (i.e. at minimum one uplink TBF must be provided in the PS Handover Command message). The handover reference number is included within each access burst. This message is always sent for the case of unsynchronised cells and may still be sent for the case of synchronised cells (determined by the target BSS during the PS handover preparation phase) to allow the target BSS to verify the accessing MS.

· Physical Layer Information message - sent by the target BSS to the MS in the target cell in response to the PS Handover Access message for the case of unsynchronised cells.  Whether or not this message is sent in case of synchronised cells is indicated by the PS Handover command message (see 3GPP TS 44.018 [25]). It is sent using the downlink PACCH associated with the uplink TBF used to send the access bursts and provides the MS with physical layer information (i.e. time alignment information - see 3GPP TS 23.108 [20]). The time alignment information received in this message applies to all uplink TBFs allocated to the MS in the PS Handover Command message. The target BSS only sends this information if it receives the expected handover reference number in the access bursts (the same value must be present in each of the 4 access bursts).

· Uplink RLC Data Blocks - sent on uplink TBFs allocated by the PS Handover Command message after the MS receives Physical Layer Information message as follows:

-
For inter-SGSN PS handover the MS, prior to sending any uplink user plane payload for any PFC, shall send an XID Response message and either a RAU Request message or a Cell Update message as necessary. If the PS Handover Command message contains core network information (i.e. a Core Network part was included within the Target BSS to Source BSS Transparent Container received by the source BSS) the MS shall always send an XID Response message. The MS shall not send an XID Response message if the PS Handover Command message does not contain core network information.
· Downlink RLC Data Blocks - sent on downlink TBFs allocated by the PS Handover Command message as follows:

-
For inter-SGSN PS handover for a given PFC the new SGSN may begin downlink N-PDU transmissions for that PFC prior to receiving a PS Handover Complete message, a Routing Area Update Request messageor an XID Response message from the MS (i.e. blind transmission may be used) or it may wait for a PS Handover Complete message before beginning downlink N-PDU transmissions for that PFC.

6.1.2.2
UTRAN/GERAN Iu mode to GERAN A/Gb mode PS Handover

When performing a PS Handover from UTRAN/GERAN Iu mode to GERAN A/Gb mode the following information is sent over the Uu and Um interfaces:

· RRC Message - sent to the MS in the source cell and includes the same information described for the PS Handover Command in clause 6.1.2.1.

· For PS handover from UTRAN the Handover from UTRAN Command (3GPP TS 25.331 [17]) message is used in CELL_DCH and CELL_FACH state when only PS RABs are established.

· For PS handover from GERAN Iu mode the HANDOVER FROM GERAN IU COMMAND message is used in RRC-Cell_Dedicated (MAC Dedicated or MAC DTM state) or RRC-Cell_Shared state when only PS RABs are established.
· PS Handover Access message - sent as described in clause 6.1.2.1.

· Physical Layer Information message - sent as described in clause 6.1.2.1.

· Uplink RLC Data Blocks - sent as described in clause 6.1.2.1.

· Downlink RLC Data Blocks - sent as described in clause 6.1.2.1.

6.1.2.3
GERAN A/Gb mode to GERAN Iu mode PS Handover

When performing a PS Handover from GERAN A/Gb mode to GERAN Iu mode the following information is sent over the Uu and Um interfaces:

· PS Handover Command message - sent to the MS in the source cell and includes the following:

-
System broadcast information applicable to the target cell.

-
Indication of the radio resources for uplink and downlink TBFs to be used in the target cell for each RAB receiving PS handover treatment (i.e. the reverse path container created by target BSS). Note that the MS will map the N-SAPI associated with each of its active PDP Contexts directly to a RABid (i.e. N-SAPI = RABid).

-
Indication of a PS handover reference number to be used when the MS arrives in the target cell.

· PS Handover Access message - sent as described in clause 6.1.2.1.

· Physical Layer Information message - sent as described in clause 6.1.2.1.

· RRC message (e.g. Physical Channel Reconfiguration Complete) - content is GERAN Iu mode specific.

· Uplink RLC Data Blocks - sent on uplink TBFs allocated by the PS Handover Command after the MS receives Physical Layer Information (content is GERAN Iu mode specific).

· Downlink RLC Data Blocks - sent on downlink TBFs allocated by the PS Handover Command (content is GERAN Iu mode specific).

6.1.2.4
GERAN A/Gb mode to UTRAN mode PS Handover

When performing a PS Handover from GERAN A/Gb mode to UTRAN mode the following information is sent over the Uu and Um interfaces:

· INTER SYSTEM TO UTRAN PS HANDOVER COMMAND - an RLC/MAC control message sent to the MS in the source cell. It includes the reverse path container created by the target RNC that consists of the RRC message (i.e. the Handover to UTRAN Command) required to perform PS handover to UTRAN.

· MS Detected by Target RNC - exact procedure and information transfer is UTRAN specific.

· RRC message (e.g. Physical Channel Reconfiguration Complete) - information content is UTRAN specific.

6.1.3
RLC/MAC segmentation

RLC/MAC segmentation is a feature that provides an additional mechanism for sending control plane messages from the BSS to the MS. This feature can only be used after contention resolution is completed in the BSS and the BSS has to send an RLC/MAC control message that is from 3 to 9 radio blocks long.

6.1.4
Inter RAT/mode PS Handover to GERAN A/Gb

Void.

6.1.5
Inter RAT/mode PS Handover from GERAN A/Gb

Void.

6.2
Mechanisms for Initial Access in the Target Cell

6.2.1
General

This clause describes two possible approaches to the MS making access in the target cell. Both basic approaches assume that a handover procedure similar to that for the CS domain (Handover Access followed by Physical Information messages) takes place.

The effect of synchronised networks is examined for both approaches where the exchange of Handover Access and Physical Information is not required as the TA can be derived in advance.

The main assumptions applicable to the call flows are:

· USFs are required to schedule uplink data blocks.

· All identifiers and resources are known by the MS and target BSS before the MS makes the initial access in the target cell.

6.2.2
Synchronisation of cells

The same synchronisation mechanisms as used for handover in GSM are used for PS handover.  The four cases in GSM are:

· Non-synchronised cells.

· Finely Synchronised cells.

· Pseudo Synchronised cells.

· Pre-Synchronised cells.

The non-synchronised cases are shown in figures 22 and 24 and are characterised by the requirement for the MS to obtain a valid uplink timing advance before it can transmit normal bursts. The MS shall notify its presence in the target cell through the transmission of access bursts to the BSS, and the BSS shall respond with a valid timing advance which in turn enables the MS to send normal bursts in uplink.

The synchronised cases (finely synchronised, pseudo synchronised and pre-synchronised) are shown in figures 23 and 25 and all have different mechanisms for the provision of the timing advance that are described in detail in 3GPP TS 44.018 [25] and 3GPP TS 45.010 [26]. The PS Handover feature will reuse the same solutions.

6.2.3
Option 1 - Downlink Data sent after performing access in the target cell

In this approach, downlink data is not transmitted until the BSS has been made aware of the presence of the MS via the reception of a PS Handover Access message.

6.2.3.1
Unsynchronised Networks Call Flow

The message flow for this option is shown in figure 22. The MS starts by sending PS Handover Access messages as four access bursts to the network. As there is no contention, the network should receive at least one of the access bursts. A Handover Reference parameter is allocated by the target BSS in the PS Handover Command message and included in the PS Handover Access message to verify that the correct MS is accessing the resources. This is similar to the Handover Reference in the CS handover case.

The BSS receives the PS Handover Access message and detects that the correct MS has now made access in the target cell. It sends a Packet Physical Information message to indicate that the MS has been detected. The main purpose of this message is to give the Timing Advance information to the MS.

Once the MS has received the Packet Physical Information message it sends an XID Response message or a RAU Request message or a Cell Update message to the new SGSN. When correctly receiving the first RLC/MAC block from the MS, the target BSS verifies the mobile station, generates a PS Handover Complete message and sends it to the new SGSN.

As soon as the XID Response message or the RAU Request message or the Cell Update message is sent the MS can start sending uplink RLC data blocks on the pre-allocated resources when scheduled with its USF. If blind transmission is not used, the new SGSN can start sending downlink data blocks as soon as it receives a PS Handover Complete message from the target BSS.

Note: It is in case assumed that downlink RLC data blocks are sent for a PFC receiving PS handover treatment after the target BSS has confirmed that the correct MS is present and after the PS Handover Complete message has been received by the new SGSN.
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Figure 22: Option 1 - Downlink Data after MS contacts network

6.2.3.2
Synchronised Networks Call Flow

In the case of synchronous networks it is possible for the MS to calculate the TA of the target cell before it moves from the source cell.

Figure 23 shows the call flow in the case of synchronous networks. In this case it is possible for the MS to start transmitting and receiving messages as soon as it switches to the target cell.

As described in 3GPP TS 44.018 [25], handover access bursts may optionally be sent if indicated in the handover command message. If no access bursts are sent the first message sent in the uplink may be one of the XID Response, RAU Request or Cell Update messages. This message is only sent to verify the MS's presence in the new cell but does not trigger the sending of Packet Physical Information message. As blind transmission in the downlink is not being used in this scenario, the BSS must wait until a message is received before transmitting data in the downlink. This means that the MS cannot send the first uplink data block until it receives the USF in the first downlink data block.
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Figure 23: Option 1 - Downlink Data after MS contacts network, Synchronous Networks

6.2.4
Option 2 - Downlink Data sent before performing access in the target cell (Blind Transmission)

Blind transmission aims at minimising the interruption time on the downlink following handover.  The target BSS starts transmitting downlink data on the newly reserved resources in the target cell before the MS has synchronised with this cell (i.e. prior to receiving timing advance in the Packet Physical Information message). The message flow for this scheme is shown in figure 24.

6.2.4.1
Unsynchronised Networks Call Flow

As the BSS must send the Packet Physical Information as an immediate response to the Packet Handover Access message, it is unable to send any downlink data at the same time. Therefore the BSS interrupts delivery of downlink data in order to send the Packet Physical Information to the MS.
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NOTE 1:
DL data is shown as being sent before the Packet Handover Access, but it may be sent by the target BSS at any time in the sequence.  The PS Handover Access message is sent when being scheduled with the USF.

NOTE 2:
Blind transmission assumes that the downlink data flow for a PFC receiving PS handover treatment may begin before the new SGSN receives the associated PS Handover Complete message from the target BSS and before the RAU procedure has started.

Figure 24: Option 2 - Blind Transmission in target cell

6.2.4.2
Synchronised Network Call Flow

In the case of blind transmission with synchronous networks, downlink data can be sent at the earliest opportunity. This is similar to the case for blind transmission without synchronous networks.  However, uplink data transfer is also sped‑up as shown in the call flow of figure 25.
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Figure 25: Option 2 - Blind Transmission in target cell, Synchronous Networks

The PS Handover Access message is the first uplink message sent if indicated in the handover command message as described in 3GPP TS44.018. Otherwise  one or more RLC/MAC  blocks that may contain the XID Response message, RAU Request message or the Cell Update message will be sent.This case is therefore the best in terms of reduced service interruption time.

NOTE:
Blind transmission assumes that the flow of downlink data for a PFC receiving PS handover treatment may begin before the new SGSN receives the associated PS Handover Complete message from the target BSS and before the RAU procedure has started.
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