3GPP TSG GERAN WG2 Meeting #26bis
G2-050348

Sophia-Antipolis, France, 03 - 05 October, 2005

3GPP TSG RAN WG2 #48
R2-052326

London, 29 Aug - 02 Sep 2005
Title:
LS on RIM procedure re-use for PS Handover

Release:
Release 6
Work Item:
Inter-RAT PS Handover
Source:
RAN2
To:
RAN3, GERAN2 
Cc:
CT4

Contact:
Tim Frost

Company:
Vodafone Ltd.
E-mail Address:
tim.frost@vodafone.com

1.
Overall Description

In performing the updates to add “inter-RAT PS Handover” functionality to the RAN WG2 specifications, it has been found that there needs to be some method for transferring certain GERAN SI and PSI blocks to the UE before the PS handover from UTRAN to GERAN can occur. 

There is currently no message sent from BSS via UTRAN to UE in which this system information can be transparently contained. 

However, the GERAN SI/PSI is identical to the information that is currently stored in the RNC for use with “Network Assisted Cell Change from UTRAN to GERAN”. Hence RAN2 feels that id this information is maintained in the RNC, and then it could be transferred directly by RRC to the UE in the HANDOVER FROM UTRAN COMMAND message. 

RAN WG2 understands that the RAN Information Management procedures could probably be re-used for transferring this GERAN system information from GERAN to UTRAN and within UTRAN. 

RAN WG2 therefore would appreciate clarification from RAN WG3 and GERAN2 on whether there would be any problems or major impacts required in re-using this existing functionality for PS Handover in Release 6. 

3. Actions:

To RAN3, GERAN2:

Please provide feedback to RAN WG2 on whether there would be any problems or major updates required in re-using the existing RAN Information Management procedures for Inter-RAT PS Handover from UTRAN to GERAN.

3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 #48bis
10th – 14th October, 2005
Cannes, France

TSG-RAN WG2 #49
7th – 11th November, 2005
TBD, Korea
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