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1. Overall Description:

At the RAN2 meeting #53, TSG RAN2 has discussed the LS from RAN3 on the transfer of SI/PSI information in the Target BSS to Source BSS container from target BSC to source RNC to decouple PS handover with the NACC/RIM feature. RAN3 asks RAN2 for advice on how the SRNC should treat the BSSGP structure received in the Target BSS to Source BSS container from target BSC in the non-RIM supporting RNC case. RAN3 indicates two options in the LS to RAN2.

After discussion, RAN2 has concluded to recommend the first option, i.e., that the SRNC should decode the BSSGP structure to retrieve the individual blocks and to include them in the existing RRC choice structure of HO FROM UTRAN COMMAND message that is sent to the UE. It is the opinion of RAN2 that the decoding of the BSSGP structure is straightforward in this case and should not be a problem for the SRNC. This option also avoids raising new requirements on the UE. It does not impact on the RRC protocol.
2. Actions:

To TSG RAN3 group.

ACTION: 
TSG RAN3 is kindly asked to take this information into account and to implement the "first option" in the relevant RAN3 specifications.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #54
28 Aug – 01 Sep 2006
Tallinn, Estonia.

