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*********** FIRST MODIFIED SECTION *****************

6.2.2
Registration processing by the network

6.2.2.1
General

When receiving the GA-RC REGISTER REQUEST message the GANC may either accept or reject the Registration request from the MS. The GANC may also redirect the MS to another GANC or provide a list of PLMN identities that may provide GAN service to the MS.

The GANC should verify that the binding (IMSI, inner IP address) as received in the GA-RC REGISTER REQUEST is the same as the one that the MS used during authentication to the GANC-SEGW.

6.2.2.2
Registration accepted

If the GANC accepts the Registration request from the MS, it shall send the GA-RC REGISTER ACCEPT message to the MS and store information relating to the GAN Service requirements of the mobile station. 

If the Default GANC indicator is included in the GA-RC REGISTER REQUEST message received from the MS, then the GANC shall include the Serving GANC Table indicator to indicate to the MS whether or not the MS is allowed to store the GANC information in the stored Serving GANC table.
*********** LAST MODIFIED SECTION *****************

10.1.6
GA-RC REGISTER ACCEPT

The GANC provides system information to the MS using this message. The contents of this message are a collection of IEs from system information 3 and 13 of GERAN specifications plus some additions.

Direction: GANC to MS

Table 10.1.6.1: GA-RC REGISTER ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length
	Value
	Notes

	
	Length Indicator
	Length Indicator
11.1.1.1
	M
	V
	2
	
	

	
	GA-RC Protocol Discriminator
	Protocol Discriminator
11.1.1.2
	M
	V
	½
	0000
	

	
	Skip Indicator
	Skip Indicator
11.1.1.3
	M
	V
	½
	0000
	

	
	GA-RC REGISTER ACCEPT message identity
	Message Type
11.1.1.4
	M
	V
	1
	
	

	4
	Cell Identity
	Cell Identity
11.2.4
	M
	TLV
	4
	
	

	5
	Location Area Identification
	Location Area Identification
11.2.5
	M
	TLV
	7
	
	

	14
	GANC Control Channel Description
	GAN Control Channel Description
11.2.14
	M
	TLV
	8
	
	

	23
	TU3910 Timer
	TU3910 Timer
11.2.23
	M
	TLV
	4
	
	

	22
	TU3906 Timer
	TU3906 Timer
11.2.22
	M
	TLV
	4
	
	

	19
	GAN Band
	GAN Band
11.2.19
	M
	TLV
	3
	
	

	37
	TU3920 Timer
	TU3920 Timer
11.2.37
	M
	TLV
	4
	
	

	13
	GANC Cell Description
	GAN Cell Description
11.2.13
	O
	TLV
	4
	
	

	43
	TU4001 Timer
	TU4001 Timer
11.2.43
	C
	TLV
	4
	
	

	60
	TU4003 Timer
	TU4003 Timer
11.2.60
	C
	TLV
	4
	
	

	44
	Location Status
	Location Status
11.2.44
	O
	TLV
	3
	
	

	62
	GAN Service Zone Information 
	GAN Service Zone Information
11.2.62
	O
	TLV
	5-36
	
	

	67
	Serving GANC table indicator
	Serving GANC table indicator
11.2.67
	C
	TLV
	3
	
	

	112
	TU4004 Timer
	TU4004 Timer
11.2.78
	C
	TLV
	3
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