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[******************************* For Reference Only ***********************************]
-- GANSS TOD-GSM Time association 

GANSSTOD-GSMTimeAssociation ::= SEQUENCE {


bcchCarrier

BCCHCarrier,
-- BCCH carrier


bsic


BSIC,


-- BSIC


frameNumber

FrameNumber,


timeSlot

TimeSlot,


bitNumber

BitNumber,

 frameDrift FrameDrift OPTIONAL

}

-- Frame drift

FrameDrift ::= INTEGER(-64 .. 63)

A.4.2.6.1
GANSS Common Assistance Data

GANSS Common Assistance Data element contains GNSS constellation independent information elements that can be applied on any specific GNSS or on a combination of GNSS. GANSS Common Assistance Data fields are included in GANSS Assistance Data only once. This element can contain one or more of the fields listed in table A.31 below. As Table A.31 shows, all fields are optional.
Table A.31: GANSS Common Assistance Data content

	Field
	Presence
	Repetition

	GANSS Reference Time
	O
	No

	GANSS Reference Location
	O
	No

	GANSS Ionospheric Model
	O
	No


GANSS Reference Time
This field specifies the GANSS Time Of Day (TOD) with uncertainty and relationship between GANSS Reference Time and air-interface timing of the BTS transmission in the reference cell. These fields occur once per message; some are mandatory and some are optional, as shown in Table A.33. 

When GANSS TOD -GSM Time association is present, GANSS TOD and BCCH/BSIC/FNm/TN/BN IEs provide a valid relationship between GANSS TOD and GSM time, as seen at the approximate location of the MS, i.e. the propagation delay from BTS to MS shall be compensated for by the SMLC. Depending on implementation, the relation between GANSS TOD and GSM time may have varying accuracy. Therefore, the uncertainty of the timing relation is provided in GANSS TOD Uncertainty. If the propagation delay from BTS to MS is not accurately known, the SMLC shall use the best available approximation of the propagation delay and take the corresponding delay uncertainty into account in the calculation of the field GANSS TOD Uncertainty. When GANSS TOD -GSM Time association is not present, GANSS TOD is an estimate of current GANSS TOD at time of reception of the RRLP segment containing this data by the MS. The SMLC should achieve an accuracy of +/- 3 seconds for this estimate including allowing for the transmission delay between SMLC and MS of the RRLP segment containing GANSS TOD. Note that the MS should further compensate GANSS TOD for the time between the reception of the segment containing GANSS TOD and the time when the GANSS TOD field is used. 

Table A.33: GANSS Reference Time

	Parameter
	# Bits
	Scale Factor
	Range
	Units
	Incl.

	GANSS Reference Time Information (once per message)

	GANSS Day
	13
	1
	0 - 8191
	day
	O

	GANSS TOD
	17
	1
	0 - 86399
	sec
	M

	GANSS TOD Uncertainty
	7
	-
	0…127
	-
	O

	GANSS_TIME_ID
	3
	---
	---
	---
	O (note 3)

	GANSS TOD - GSM Time Association (once per message)

	BCCH Carrier
	10
	1
	0 - 1023
	---
	O (note 1)

	BSIC
	6
	1
	0 - 63
	---
	O (note 1)

	FNm
	21
	1
	0 - (221-1)
	frames
	O (note 1)

	TN
	3
	1
	0 - 7
	timeslots
	O (note 1)

	BN
	8
	1
	0 - 156
	bits
	O (note 1)

	FN1
	7
	2-30
	-5.9605e-8 - +5.8673e-8
	sec/sec
	O (note 2)

	NOTE 1: All of these fields shall be present together, or none of them shall be present.

	NOTE 2: This field can be optionally included if GANSS TOD - GSM Time association is present.

	NOTE 3. Absence of this field means Galileo system time.


GANSS Day

This field specifies the sequential number of days from the origin of the GNSS system time indicated by GANSS_TIME_ID modulo 8192 days (about 22 years). This field is optional. 

Range: 
0 - 8191 days

GANSS TOD

Integer number of GANSS TOD seconds within the current day.

Range: 
0 - 86399 s.

GANSS TOD Uncertainty

GANSS TOD uncertainty value as described in 3.2.9. This field is optional.
GANSS_TIME_ID

This field specifies the GNSS system time used in GANSS Reference Time.

Table A.34: GANSS_TIME_ID

	GANSS_TIME_ID
	Indication

	Reserved for future use
	0 - 7


BCCH Carrier/BSIC/FNm/TN/BN/FN1
These fields specify the state of the GSM frame number, respectively, of the reference BTS with the specified BCCH carrier and BSIC at the time that correspond to GANSS TOD. Also, the drift rate of the frame timing, FN1, with respect to the GANSS TOD is optionally given. The SMLC shall use the current serving BTS as the reference BTS. The target MS has the option of rejecting a GANSS position request or GANSS assistance data if the reference BTS is not the serving BTS. If FNm field is present in the assistance, cellular time parameters FNm/TN/BN shall be aligned with the integer GANSS TOD second given in GANSS TOD field.

GANSS Reference Location
The Reference Location field contains a 3-D location (with uncertainty) specified as per 3GPP TS 23.032. The purpose of this field is to provide the MS with a priori knowledge of its location in order to improve GNSS receiver performance. The allowed shape is 3-D location with uncertainty (ellipsoid point with altitude and uncertainty ellipsoid).

NOTE:
If GPS Assistance Data component is present as well, the SMLC should include the Reference Location either in the GPS Assistance Data or GANSS Common Assistance Data element.

GANSS Ionospheric Model
GANSS Ionospheric Model contains parameters to model the propagation delay of the GNSS signals through the ionosphere. The information elements in this field are shown in Table A.35. Proper use of these fields allows a single‑frequency GNSS receiver to remove the ionospheric delay from the pseudorange measurements. 

Table A.35: GANSS Ionospheric Model

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	GANSS Ionosphere Model Parameters

	ai0
	12
	---
	---
	M

	ai1
	12
	---
	---
	M

	ai2
	12
	---
	---
	M

	GANSS Ionosphere Regional Storm Flags

	Storm Flag 1
	1
	---
	---
	O (note 1)

	Storm Flag 2
	1
	---
	---
	O (note 1)

	Storm Flag 3
	1
	---
	---
	O (note 1)

	Storm Flag 4
	1
	---
	---
	O (note 1)

	Storm Flag 5
	1
	---
	---
	O (note 1)

	NOTE 1:
All of these fields shall be present together, or none of them shall be present.


GANSS Ionosphere Parameters

The ionosphere model parameters are used to estimate the ionospheric distortions on pseudoranges as described in [11] on page 71. 

GANSS Ionosphere Regional Storm Flags

Ionosphere storm flags (1,…,5) are optionally provided separately for five different regions as described in [11] on page 71.

A.4.2.6.2
GANSS Generic Assistance Data

GANSS Generic Assistance data elements contains Information Elements that are applied on one specific GNSS at a time indicated by GANSS_ID. The format of the IE’s remains the same regardless of the GANSS; only the values of the parameters and inclusion of certain optional fields will vary. 

GANSS Generic Assistance Data is repeated for each GNSS included in GANSS Assistance Data. GANSS Generic Assistance Data can contain one or more of the elements listed in Table A.39 below. As Table A.39 shows, all fields are optional.

Table A.39: GANSS Generic Assistance Data content

	Element
	Presence
	Repetition

	GANSS ID
	O (note 1)
	No

	GANSS Time Model
	O
	Yes

	DGANSS Corrections
	O
	Yes

	GANSS Navigation Model
	O
	Yes

	GANSS Real-Time Integrity
	O
	Yes

	GANSS Data Bit Assistance
	O
	Yes

	GANSS Reference Measurement Information
	O
	Yes

	GANSS Almanac Model
	O
	Yes

	GANSS UTC Model
	O
	No

	Note 1: Absence of this field means Galileo.


GANSS_ID

This field indicates the GNSS for which the following assistance data IE’s in GANSS Generic Assistance Data element are dedicated. The supported GANSS are listed in Table A.40. Absence of this field indicates Galileo.

Range: 
0 - 7

Table A.40: GANSS_ID

	GANSS_ID
	Indication

	Reserved for future use
	0-7


GANSS Time Model

This field specifies a model to relate GNSS system time to a selected time reference. GNSS Time Offset ID (GNSS_TO_ID) identifies the GNSS for which the relation is provided.

The SMLC may send multiple GANSS Time Models for a specific GNSS depending on the number of the allowed satellite systems in GANSS Position Method. For example, the SMLC may send two GANSS Time Models for Galileo to give the relations between Galileo and two GNSS system times. 

Table A.41: GANSS Time Model

	Parameter
	# Bits
	Scale Factor
	Range
	Units
	Incl.

	GANSS Time Model Reference Time
	16
	24
	0 - 604784
	s
	M

	TA0
	16
	2-35
	
	sec
	M

	TA1
	13
	2-51
	
	sec/sec
	O

	TA2
	7
	2-68
	
	sec/sec2
	O

	GNSS_TO_ID
	3
	---
	---
	---
	M

	Week Number
	13
	1
	0 - 8191
	week
	O 


GANSS Time Model Reference Time

This field specifies the reference time of week for GANSS Time Model and it is given in GNSS specific system time.. 

Range: 
0 - 255 h

TA0/TA1/TA2 

These fields specify the GANSS Time Model for a specific GNSS system by constant and first and second order terms of polynomial. The first and second order terms are optional. 

GNSS_TO_ID

This field specifies GNSS Time Offset ID. GANSS Time Model contains parameters to convert GNSS System Time from the system indicated by GANSS_ID to GNSS System Time indicated by GNSS_TO_ID. The conversion is defined e.g. in [11].

Table A.42: GNSS_TO_ID

	GNSS_TO_ID
	Indication

	GPS
	0

	GALILEO
	1

	Reserved for future use
	2-7


Week Number

This field specifies the reference week of GANSS Time Model given in GNSS specific system time. This field is optional.

DGANSS Corrections
These fields specify the DGANSS corrections to be used by the MS.

Table A.43: DGANSS Corrections
	Parameter
	# Bits
	Scale Factor 
	Range
	Units
	Incl.

	The following fields occur once per message

	DGANSS Reference Time
	7
	30
	0 - 3570
	seconds
	M

	The following fields occur once per GANSS signal type (N_SGN_TYPE times)

	GANSS_Signal_ID
	2
	---
	---
	---
	O (note 1)

	Status/Health
	3
	1
	0 - 7
	---
	M

	N_SGN
	4
	1
	1 - 16
	---
	M

	The following fields occur once per GANSS Signal (N_SGN times)

	SV_ID
	6
	---
	0…63
	---
	M

	IOD
	10
	---
	---
	---
	M

	UDRE
	2
	---
	0 - 3
	---
	M

	PRC
	12
	0.32
	(655.04
	meters
	M

	RRC
	8
	0.032
	 (4.064
	meters/sec
	M

	Note 1: Absence of this field means Galileo L1 OS if GANSS_ID refers to Galileo.


DGANSS Reference Time

This field indicates the baseline time for which the DGANSS corrections are valid as modulo 3600 s. DGANSS Reference Time is given in GNSS system time. 

Range: 
0 - 3600 s

N_SGN_TYPE

This field indicates the number of GNSS signal types included in DGANSS IE.

GANSS_Signal_ID

DGANSS corrections are ordered per GNSS signal type identified by GANSS_Signal_ID. Absence of GANSS_Signal_ID indicates Galileo L1 OS signal in Galileo case. The supported signals for Galileo are listed in Table A.43.1.

Table A.43.1: GANSS Signal Ids for Galileo

	GANSS Signal ID
	Indication

	GALILEO_E5A
	0

	GALILEO_E5B 
	1

	GALILEO_E6
	2

	GALILEO E5A + E5B
	3


Status/Health
This field indicates the status of the differential corrections contained in the broadcast message. The values of this field and their respective meanings are shown below in Table A.44.

Table A.44: Values of Status/Health IE

	Code
	Indication

	000
	UDRE Scale Factor = 1.0

	001
	UDRE Scale Factor = 0.75

	010
	UDRE Scale Factor = 0.5

	011
	UDRE Scale Factor = 0.3

	100
	UDRE Scale Factor = 0.2

	101
	UDRE Scale Factor = 0.1

	110
	Reference Station Transmission Not Monitored

	111
	Data is invalid - disregard


The first six values in this field indicate valid differential corrections. When using the values described below, the "UDRE Scale Factor" value is applied to the UDRE values contained in the message. The purpose is to indicate an estimate in the amount of error in the corrections.

The value "110" indicates that the source of the differential corrections (e.g., reference station or external DGANSS network) is currently not being monitored. The value "111" indicates that the corrections provided by the source are invalid, as judged by the source. In the later case, the message shall contain no corrections for individual satellites. Any MS that receives DGANSS Corrections in a GANSS Assistance Data IE shall contain the appropriate logic to properly interpret this condition and look for the next IE.

N_SGN
This field indicates the number of signals per a specified GANSS_Signal_ID for which differential corrections are available. Corrections are possible for up to 16 signals.

SV_ID

The SV ID is an index number for a satellite.
Issue Of Data

Issue of Data field contains the identity for the GANSS Navigation Model. 

User Differential Range Error (UDRE)
This field provides an estimate of the uncertainty (1-() in the corrections for the particular satellite. The value in this field shall be multiplied by the UDRE Scale Factor in the common Corrections Status/Health field to determine the final UDRE estimate for the particular satellite. The meanings of the values for this field are described in Table A.45.

Table A.45: Values of UDRE IE

	Value
	Indication

	00
	UDRE ( 1.0 m

	01
	1.0 m < UDRE ( 4.0 m

	10
	4.0 m < UDRE ( 8.0 m

	11
	8.0 m < UDRE


Each UDRE value shall be adjusted based on the operation of an Integrity Monitor (IM) function which exists at the network (SMLC, GPS server, or reference GPS receiver itself). Positioning errors derived at the IM which are excessive relative to DGPS expected accuracy levels shall be used to scale the UDRE values to produce consistency.

Pseudo-Range Correction (PRC)
This field indicates the correction to the pseudorange for the particular satellite at t0. The value of this field is given in meters (m) and the resolution is 0.32, as shown in Table A.41 above. The method of calculating this field is described in 3GPP TS 29.002.

If the SMLC has received a request for GANSS assistance data from an MS which included a request for the navigation models and DGANSS (i.e., bit D and E are set to one in ‘Requested GANSS Assistance Data, see 3GPP TS 49.031), the SMLC shall determine, for each satellite, if the navigation model stored by the MS is still suitable for use with DGANSS corrections (also see navigation model update conditions right before Table A.46) and if so and if DGANSS corrections are supported the SMLC should send DGANSS corrections without including the navigation model.

The IOD value sent for a satellite shall always be the IOD value that corresponds to the navigation model for which the pseudo-range corrections are applicable.

The pseudo-range correction shall correspond to the available navigation model (the one already stored in and identified by the MS or the one included in the same procedure as the pseudo-range correction). The MS shall only use the PRC value when the IOD value received matches its available navigation model.

Pseudo-Range Rate Correction (RRC)
This field indicates the rate-of-change of the pseudorange correction for the particular satellite, using the satellite ephemeris identified by the IOD IE. The value of this field is given in meters per second (m/sec) and the resolution is 0.032, as shown in table A.43 above. For some time t1 > t0, the corrections for IOD are estimated by


PRC(t1, IOD) = PRC(t0, IOD) + RRC(t0, IOD)((t1 - t0) ,

and the MS uses this to correct the pseudorange it measures at t1, PRm(t1, IOD), by


PR(t1, IOD) = PRm(t1, IOD) + PRC(t1, IODE) .

The SMLC shall always send the RRC value that corresponds to the PRC value that it sends (see above for details). The MS shall only use the RRC value when the IOD value received matches its available navigation model.

In order to extend the life-time of DGANSS corrections, SMLC can send an optional 2nd order rate-of-change of the pseudorange correction for the particular satellite using the satellite identified by the IOD IE. The value of this field is given in meters per second2 (m/sec2). In this case, the corrections for IOD are estimated by


PRC(t1, IOD) = PRC(t0, IOD) + RRC(t0, IOD)((t1 - t0) + RRC2(t0, IOD)((t1 - t0)2 ,

and the MS uses this to correct the pseudorange it measures at t1, PRm(t1, IOD), by


PR(t1, IOD) = PRm(t1, IOD) + PRC(t1, IODE) .

GANSS Navigation Model
This set of fields contains information required to manage the transfer of precise navigation data to the GANSS-capable MS. In response to a request from a MS for GANSS Assistance Data, the SMLC shall determine whether to send the navigation model for a particular satellite to an MS based upon factors like the T-Toe limit specified by the MS and any request from the MS for DGANSS (also see above). This information includes control bit fields as well as satellite ephemeris and clock corrections and clock and orbit accuracy models. GANSS Orbit Model can be given in Keplerian parameters. 

GANSS Navigation Model element can contain data up to at most 32 satellites. The individual fields are given in Table A.46 and the conditions for their presence is discussed below.

Table A.46: GANSS Navigation Model contents

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	Navigation Model Flow Control (once per message)

	Num_Sat
	5
	1
	---
	M

	Non-Broadcast Indication
	1
	---
	---
	M

	toe/c_MSB
	5
	21600
	sec
	C

	e_MSB
	7
	2-8
	---
	C

	sqrtA_MSB
	6
	27
	m1/2
	C

	The following fields occur once per satellite (Num_Sat times)

	SV ID
	6
	---
	---
	M

	SV Health
	5
	---
	---
	M

	IOD
	10
	---
	---
	M

	GANSS Clock Model
	See Table A.49.1
	---
	---
	M

	GANSS Orbit Model
	See Table A.49.2
	---
	---
	M


Num_Sat
This field specifies the number of satellites that are included in the provided GANSS Navigation Model element. A range of 1-32 is available. This field is mandatory when the GANSS Navigation Model field is included in the GANSS Assistanace Data message. 

Non-Broadcast Indication

This field indicates if the GANSS Navigation Model Elements are not derived from satellite broadcast data or are given in a format not native to the GANSS. 

Table A.47: Values of Non-Broadcast Indication Flag

	Value
	Non-Broadcast Indication

	0
	GANSS Navigation Data elements corresponding with broadcasted data

	1
	GANSS Navigation Data element not derived from satellite broadcast


toe/c_MSB

This field specifies the 12MSB of toe and toc. 
The MS calculates e.g. toe [s] for the Satellite Navigation Model Using Keplerian Parameters by combining the field toe/c_MSB with toe_LSB in the following way


toe = toe/c_MSB*21600 + toe_LSB*60

toe and toc parameters are given in GNSS specific system times i.e. no conversions are needed on the combined toe or toc. 

e_MSB

This field specifies the 12MSB of eccentricity parameter of the Keplerian GANSS Orbit Model. 

The MS calculates eccentricity parameter for the Satellite Navigation Model Using Keplerian Parameters by combining the field e_MSB with e_LSB in the following way


e = e_MSB*2-8 + e_LSB*2-33

sqrtA_MSB

This field specifies the 12MSB of square root of semi-major axis parameter of the Keplerian GANSS Orbit Model. 

The MS calculates square root of the semi-major axis parameter for the Satellite Navigation Model Using Keplerian Parameters by combining the field sqrtA_MSB with sqrtA_LSB in the following way


sqrtA = sqrtA _MSB*27 + sqrtA _LSB*2-19

SV_ID

The field specifies the SV/Slot ID for which the GANSS Navigation Model Elements is given. 

Range: 
0 - 63

SV Health

This parameter gives information about the satellite’s current health. The health values are GNSS system specific. In the case of Galileo, the SV Health bits have the encoding as in Table A.48.1. 

Table A.48.1: Galileo SV Health Bits [11, pages 75-76]

	Parameter
	# Bits
	Scale Factor
	Range
	Units

	E5a Data Validity Status
	1
	---
	0 - 1
	Bit field

	E5b Data Validity Status
	1
	---
	0 - 1
	Bit field

	E1-B Data Validity Status
	1
	---
	0 - 1
	Bit field

	E5a Signal Health Status
	2
	---
	See [11], Table 67
	Bit field


Issue Of Data

Issue of Data field contains the identity for GANSS Navigation Model. In the case of broadcasted Galileo ephemeris, the IOD contains the IOD index as described in [11]. 

GANSS Clock Model

GANSS clock model contains one or two clock model elements depending on the GNSS. Clock model shall be included once or twice depending on the MS capability. 

If the MS is supporting multiple Galileo signals, SMLC shall include both F/Nav and I/Nav clock models in GANSS Clock Model IE if the SMLC assumes the MS to perform Location Information calculation using multiple signals. The MS capabilities to support multiple GNSS frequencies are indicated in the MS Classmark 3. Otherwise, SMLC shall include only the model suitable for the GNSS.

Table A.49.1: GANSS Clock Model 

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	Standard Satellite Clock Model (can occur multiple times per model, N_CLOCK, if selected)

	toc_LSB
	9(u)
	60
	sec
	C(1)

	af2
	12
	2-65, if GANSS_ID indicates Galileo


	sec/sec2
	C(1)

	af1
	18
	2-45
	sec/sec
	C(1)

	af0 
	28
	2-33
	sec
	C(1)

	TGD
	10
	2-32, if GANSS_ID indicates Galileo

	sec
	O(1)

	Model ID
	1
	---
	---
	O


Model ID

This field specifies the identity of the clock model according to Table A.49.1a. This field is optional.

Table A.49.1a: Galileo Clock Model Identity

	Value
	Identity

	0
	I/Nav

	1
	F/Nav


toc_LSB
This field specifies the LSB of Time of Clock in different models. 

GANSS Orbit Model

GANSS Orbit Model IE contains the following presentation: Satellite Navigation Model Using Keplerian Parameters as described in Table A.49.2. 

Table A.49.2: GANSS Orbit Model 

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	Satellite Navigation Model Using Keplerian Parameters

	toe_LSB
	9(u)
	60
	sec
	C

	 (
	32
	2-31
	semi-circles
	C

	(n
	16
	2-43
	semi-circles/sec
	C

	M0
	32
	2-31
	semi-circles
	C

	OMEGAdot
	24
	2-43
	semi-circles/sec
	C

	e_LSB
	25(u)
	2-33
	---
	C

	Idot
	14
	2-43
	semi-circles/sec
	C

	sqrtA_LSB
	26(u)
	2-19
	meters1/2
	C

	i0
	32
	2-31
	semi-circles
	C

	OMEGA0
	32
	2-31
	semi-circles
	C

	Crs
	16
	2-5
	meters
	C

	Cis
	16
	2-29
	radians
	C

	Cus
	16
	2-29
	radians
	C

	Crc
	16
	2-5
	meters
	C

	Cic
	16
	2-29
	radians
	C

	Cuc
	16
	2-29
	radians
	C

	NOTE u:
unsigned parameter


toe_LSB
This field specifies the LSB of Time of Ephemeris.

e_LSB
This field specifies the LSB of the eccentricity parameter. 

sqrtA_LSB
This field specifies the LSB of the square root of semi-major axis parameter. 

GANSS Real-Time Integrity

Integrity Monitor (IM) shall detect unhealthy (e.g., failed/failing) satellite signals and also shall inform users of measurement quality in DGANSS modes when satellite signals are healthy. Excessively large pseudo range errors, as evidenced by the magnitude of the corresponding DGANSS correction, shall be used to detect failed satellite signals. Unhealthy satellite signals should be detected within 10 seconds of the occurrence of the satellite signal failure. When unhealthy (e.g., failed/failing) satellite signals are detected, the assistance and/or DGANSS correction data shall not be supplied for these satellite signals. When the error in the IM computed position is excessive for solutions based upon healthy satellite signals only, DGANSS users shall be informed of measurement quality through the supplied UDRE values. After bad satellite signals have been indicated in the Real Time Integrity field, if the satellite signals return to healthy condition for some period of time, the indications for them shall be removed from this field.

GANSS Real-Time Integrity field of the GANSS Assistance Data Information Element contains parameters that describe the real-time status of the GANSS constellations. Primarily intended for non-differential applications, the real-time integrity of the satellite constellation is of importance as there is no differential correction data by which the mobile can determine the soundness of each satellite signal. GANSS Real-Time Integrity data communicates the health of the GNSS signals to the mobile in real-time. The format is shown in Table A.50. The SMLC shall always transmit the GANSS Real Time Integrity field with the current list of unhealthy signals, for any GANSS positioning attempt and whenever GANSS Assistance Data is sent. If the number of bad signals (NBS) is zero, then the GANSS Real Time Integrity field shall be omitted. When the Extended Reference IE is included in the RRLP Measure Position Request message or in the RRLP Assistance Data message, then the MS shall interpret the absence of a GANSS Real Time Integrity field in the assistance data provided by the SMLC to mean that NBS is zero. If the Extended Reference IE is not present, this interpretation applies when the assistance data is provided by the SMLC following a previous request of the MS for GANSS Real Time Integrity data.

Table A.50: GANSS Real-Time Integrity 
	Parameter
	# Bits
	Scale Factor
	Range
	Units
	Incl.

	The following fields occur once per bad signal (NBS times)

	Bad_GNSS_SV_ID
	6
	1
	---
	---
	M

	Bad_GNSS_Signal_ID
	2
	1
	---
	---
	O


NBS (Number of Bad Signals)
The NBS value indicates the number of bad satellite signals.

Bad_GNSS_SV_ID
This field specifies the SV ID of the satellite with bad signal or signals. 

Bad_GNSS_Signal_ID

This field identifies the bad signal of a satellite. Absence of this field means that all signals on the specific SV are bad. The Bad_GNSS_Signal_ID for Galileo are listed in Table A.43.1.

GANSS Data Bit Assistance
This element provides data bit assistance data for specific satellite signals for data wipe-off. The number of data bits included in the assistance data depends on the GNSS and its signal. 

Table A.51: GANSS Data Bit Assistance

	Parameter
	Bits
	Resolution
	Range
	Incl.

	GANSS TOD
	6
	1
	0 - 59
	M

	SV ID
	6
	1
	---
	M

	GNSS_Data_Type_ID
	2
	---
	---
	M

	N_BIT
	10
	1
	1 - 1024
	M

	Data Bits
	N_BIT
	---
	---
	M


GANSS TOD

This field indicates the reference time of the first bit of the data in GANSS Data Bit Assistance in integer seconds in GNSS system time.

Data Bit Reference Time is given as modulo 60 s from GANSS TOD.

SV_ID

The field specifies the SV for which the GANSS Navigation Model Elements is given. 

Range: 
0 - 63

GNSS_Data_Type_ID

This field specifies the data type of the GNSS Data Bit Assistance . The supported data types for Galileo are listed in Table A.51.1.

Table A.51.1: Data Types for Galileo

	GNSS Data_Type ID
	Indication

	I/Nav
	0

	F/Nav
	1

	Reserved for future use
	2-3


N_BIT

This field indicates the number of bits (or symbols) included in the IE.

Data Bits
Data bits are contained in GNSS system and data type specific format. 

GANSS Reference Measurement Information

This field provides reference code and Doppler measurement information of visible satellites of a GNSS constellation. The information can be used as acquisition assistance to improve the sensitivity of the receiver. 

These parameters describe the range and optionally the derivatives from respective satellites to the GANSS Reference Location at the GANSS Reference Time. The code phase and Doppler fields are aligned with the time provided in GANSS Reference Time. Figure A.4a illustrates the relation between some of the fields with respect to the GANSS TOD.

If GPS Acquisition Assistance is included the Reference Time included in the GPS Acquisition Assistance is also valid for the GANSS Reference Measurement fields and the parameters are referenced to GPS TOW. Figure A.4b illustrates the relation between some of the fields with respect to GPS TOW.

The parameters are given in units of ms and m/s which makes it possible to convert the values to any nominal frequency and chipping and code rate.

Table A.52: GANSS Reference Measurement Information Contents

	Parameter
	Range
	Bits
	Resolution
	Incl.

	GANSS_Signal_ID
	0 - 3 
	2
	---
	O

	The following fields occur once per satellite (Num_Sat times)

	SV_ID
	0 - 63
	6
	
	M

	Doppler (0th order term)
	-1024 m/s to 1023.5 m/s
	12
	0.5 m/s
	M

	Doppler (1st order term)
	-0.2 - 0.1 m/s2.
	6
	1/42 m/s2.
	O(1)

	Doppler Uncertainty
	2.5 m/s - 40 m/s 
[2-n(40) m/s, n = 0 - 4]
	3
	---
	O(1)

	Code Phase 
	0 - (1-2-10) ms
	10
	2-10 ms
	M

	Integer Code Phase 
	0 - 127 ms
	7
	1 ms
	M

	Code Phase Search Window
	See Table A.53
	5
	---
	M

	Azimuth
	0 - 348.75 deg
	5
	11.25 deg
	O(2)

	Elevation
	0 - 78.75 deg
	3
	11.25 deg
	O(2)

	NOTE 1,2:
All of these fields shall be present together, or none of them shall be present.
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Figure A.4a. Exemplary calculations of some GANSS Reference Measurement fields with respect to GANSS TOD.
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Figure A.4b. Exemplary calculations of some GANSS Reference Measurement fields with respect to GPS TOW.

GANSS_Signal_ID

This field specifies the GNSS signal type. Absence of GANSS_Signal_ID indicates Galileo L1 OS signal in Galileo case. The supported signals for Galileo are listed in Table A.43.1.

Num_Sat

This field specifies the number of satellites in GANSS Reference Measurement Information element.

Doppler (0th order term)

This field contains the Doppler (0th order term) value. A positive value in Doppler defines the increase in satellite signal frequency due to velocity towards the MS. A negative value in Doppler defines the decrease in satellite signal frequency due to velocity away from the MS. 
Doppler is given in unit of m/s by multiplying the Doppler value in Hz by the nominal wavelength of the assisted signal.

This field is mandatory.

Doppler (1st order term)

This field contains the Doppler (1st order term) value. A positive value defines the rate of increase in satellite signal frequency due to acceleration towards the MS. A negative value defines the rate of decrease in satellite signal frequency due to acceleration away from the MS. 

Doppler (1st order term) is given in unit of m/s by multiplying the Doppler value in Hz by the nominal wavelength of the assisted signal.

This field is optional.
Code Phase

This field contains code phase, in units of milliseconds, in the range from 0 to 1 millisecond scaled by the nominal chipping rate of the GNSS signal, where increasing values of the field signify increasing predicted signal code phases, as seen by a receiver at the Reference Location at the GANSS Reference Time. The Reference Location would typically be an apriori estimate of the MS location. This field is mandatory.

Range. 0 - (1-2-10) ms

Integer Code Phase

This field contains integer code phase (expressed modulo 128 ms) currently being transmitted at the GANSS Reference Time, as seen by a receiver at the Reference Location. This field is mandatory.

Range: 0-127 ms

Code Phase Search Window
This field contains the code phase search window. The code phase search window accounts for the uncertainty in the estimated MS location but not any uncertainty in GANSS Reference Time. It is defined such that the expected code phase is in the range "Code Phase - Code Phase Search Window" to "Code Phase + Code Phase Search Window" given in units of meters. This field is mandatory.

Range: 0-31 (i.e. 0.002 - 2,000 ms according to following table)

Table A.53: Code Phase Search Window Parameter Format

	CODE_PHASE_SEARCH_WINDOW
	Code Phase Search Window [ms]

	'00000'
	No information

	'00001'
	0,002

	'00010'
	0,004

	'00011'
	0,008

	'00100'
	0,012

	'00101'
	0,016

	'00110'
	0,024

	'00111'
	0,032

	'01000'
	0,048

	'01001'
	0,064

	'01010'
	0,096

	'01011'
	0,128

	'01100'
	0,164

	'01101'
	0,200

	'01110'
	0,250

	'01111'
	0,300

	'10000'
	0,360

	'10001'
	0,420

	'10010'
	0,480

	'10011'
	0,540

	'10100'
	0,600

	'10101'
	0,660

	'10110'
	0,720

	'10111'
	0,780

	'11000'
	0,850

	'11001'
	1,000

	'11010'
	1,150

	'11011'
	1,300

	'11100'
	1,450

	'11101'
	1,600

	'11110'
	1,800

	'11111'
	2,000


Azimuth
This field contains the azimuth angle. An angle of x degrees means the satellite azimuth a is in the range (x ( a < x+11.25) degrees. This field is optional.

Range: 0 - 348.75 degrees.

Elevation
This field contains the elevation angle. An angle of y degrees means the satellite elevation e is in the range (y ( e < y+11.25) degrees except for y = 78.75 where the range is extended to include 90 degrees. This field is optional.

Range: 0 - 78.75 degrees

GANSS Almanac Model

These fields specify the coarse, long-term model of the satellite positions and clocks. These fields are given in Table A.54. GANSS Almanac Model is useful for receiver tasks that require coarse accuracy, such as determining satellite visibility. The model is valid for up to few weeks, typically. Since it is a long-term model, the field should be provided for all satellites in the GNSS constellation. 

Table A.54: GANSS Almanac Model (per-satellite fields - (1) = Positive range only)

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	The following fields occur once per message

	Num_Sats_Total
	6
	1
	---
	M

	Week Number
	8
	1
	weeks
	M

	SV_ID_Mask
	36
	1
	---
	M

	Toa
	8
	212
	s
	O (note 1)

	IODa
	2
	---
	---
	O (note 1)

	This model occurs once per satellite (Num_Sats_Total times)

	GANSS Almanac Model Using Keplerian Parameters

	e
	11
	2-16
	dimensionless
	M 

	(i
	11
	2-14
	semi-circles
	M 

	OMEGADOT
	11
	2-33
	semi-circles/sec
	M 

	SV Health_KP
	4
	---
	dimensionless
	M 

	delta_A1/2
	17
	2-9
	meters1/2
	M 

	OMEGA0
	16
	2-15
	semi-circles
	M 

	(
	16
	2-15
	semi-circles
	M 

	M0
	16
	2-15
	semi-circles
	M 

	af0
	14
	2-19
	seconds
	M 

	af1
	11
	2-38
	sec/sec
	M 

	NOTE 1:
All of these field shall be present together, or none of them shall be present.


Num_Sats_Total

This field specifies the total number of satellites in GANSS Almanac Model.

Range: 1 - 36

Week Number

This field specifies the Almanac reference week number in GNSS specific system time to which the Almanac Reference Time Toa is referenced. 
Range: 0 - 255

SV_ID_Mask

This field specifies a 36-bit bit field that defines the SV_ID’s of the satellites included in GANSS Almanac Model. The satellite specific almanacs are ordered in GANSS Almanac Model according to the SV_ID_Mask, starting from the smallest SV_ID first, the greatest SV_ID last. 

Toa
This field specifies the Almanac Reference Time common to all satellites in GANSS Almanac Model Using Keplerian Parameters given in GNSS specific system time. 

IODa
This field specifies the Issue-Of-Data common to all satellites in GANSS Almanac Model Using Keplerian Parameters.

SV Health_KP

This field specifies the SV Health status in GANSS Almanac Model Using Keplerian Parameters. In Galileo case this field shall contain the I/NAV health status bits.
GANSS UTC Model

The GANSS UTC Model field contains a set of parameters needed to relate GNSS system time to Universal Time Coordinate (UTC). All of the fields in the GANSS UTC Model are mandatory when the field is present.

Table A.55: GANSS UTC Model 

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	A1
	24
	2-50
	sec/sec
	C

	A0
	32
	2-30
	seconds
	C

	tot
	8
	212
	seconds
	C

	WNt
	8
	1
	weeks
	C

	(tLS
	8
	1
	seconds
	C

	WNLSF
	8
	1
	weeks
	C

	DN
	8
	1
	days
	C

	(tLSF
	8
	1
	seconds
	C


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1223197446.doc


GANSS TOD t [s]



 (a GNSS system time)







10











Exemplary calculation of the expected tsv_1 [ms] �in the MS



tsv_1 = GANSS TOD – Integer Code Phase + Code Phase = 10000 – 78 + 0.6383 = 9922.6383 ms







9



















































9998



























At  



SV#1







10003







10002







9997







10000







10001











9999











At Reference Location







9924







Predicted SV#1 time tsv_1 [ms]







9920







9921







9922







9923







9924







9926







SV #1 time tsv1 [ms]











9997







SV #N_SAT  time tsvn_sat  [ms]







~0.7849 ms 







9930







9929







9928







9927







9925







9926















































































































GANSS TOD in integer seconds [s]







240















~0.6383 ms 







At 



SV#N_SAT







10003















10002















Exemplary calculation of predicted tsv



tsv = t+tsv-



: propagation delay from SV to MS 



tsv: clock bias







10001



































Chosen reference time in integer seconds [s] for GANSS Reference Measurements







9999







GANSS Reference Measurement for SV#1



GANSS TOD = 10 s (10000 ms)



Code Phase  ~ 0.6383 ms



Integer Code Phase = 10000 – 9922 = 78 ms







Predicted SV #N_SAT 



time tsv_nsat [ms]







SV #N_SAT clock bias |tsv_nsat|











9998











9925















239











SV #1 clock bias |tsv_1|



(t = tsv-tsv_1)



















































10000












_1223197445.doc










GPS TOW t [ms]











Exemplary calculation of the expected tsv_1 [ms] �in the MS



tsv_1 = GPS TOW – Integer Code Phase + Code Phase = 10000 – 78 + 0.6383 = 9922.6383 ms











9997







9998







9999







































9999



























At  



SV#1







10003







10002







9997







10000







10001











9999











At Reference Location







9924







Predicted SV#1 time tsv_1 [ms]







9920







9921







9922







9923







9924







9926







SV #1 time tsv1 [ms]











9997







SV #N_SAT  time tsvn_sat  [ms]







~0.7849 ms 







9930







9929







9928







9927







9925







9926



















































































































240















~0.6383 ms 







At 



SV#N_SAT







10003















10002















Exemplary calculation of predicted tsv



tsv = t+tsv-



: propagation delay from SV to MS 



tsv: clock bias







10001



















Chosen reference epoch [ms] in 



GPS Acquisition assistance







1 ms







10003







10002











9999







GANSS Reference Measurement for SV#1



GPS TOW = 10000 ms (a multiple of 80 ms)



Code Phase  ~ 0.6383 ms



Integer Code Phase = 10000 – 9922 = 78 ms







Predicted SV #N_SAT 



time tsv_nsat [ms]







SV #N_SAT clock bias |tsv_nsat|











9998











9925















239







10001







SV #1 clock bias |tsv_1|



(t = tsv-tsv_1)







10000















































10000












