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------FIRST MODIFIED SECTION-------------------------------

9.1.14
Fast Ack/Nack Reporting

9.1.14.1
General

The Fast Ack/Nack reporting procedure (FANR) allows to piggy-back, within EGPRS RLC/MAC blocks for data transfer sent in one direction, the acknowledgement status of data blocks relative to a TBF in the opposite direction. The acknowledgement status is provided with a Piggy-backed Ack/Nack (PAN) field of which the presence within an EGPRS RLC/MAC block for data transfer is indicated with the PANI field within the RLC/MAC header of that block, see sub-clause 10.4.21.

The use of FANR for a given TBF is ordered by the network at TBF establishment/reconfiguration, as follows:

-
If a downlink TBF is established or reconfigured, FANR is ordered for this TBF (see sub-clauses 11.2.7, 11.2.7a, 11.2.31, and 11.2.31a where a EVENT_BASED_FANR field or a FANR field shall be set as 1), the mobile station shall use FANR as described in sub-clauses 9.1.14.2 and 9.1.14.3. The mobile station shall always use the SSN-based approach defined in subclause 9.1.8 to encode the PAN field. 
-
If an uplink TBF is established or reconfigured, and FANR is ordered for this TBF (see sub-clauses 11.2.29, 11.2.29a, 11.2.31, and 11.2.31a), the mobile station shall monitor the PAN field for this TBF on all downlink PDCHs on which it shall monitor the USF for this TBF. The mobile station shall only attempt to decode a PAN field in a downlink EGPRS RLC/MAC block for data transfer if it is already required to check for a USF within that RLC/MAC block. If the presence of a PAN field is indicated in the header of an EGPRS RLC/MAC block for data transfer received on these PDCHs, the mobile station shall decode the PAN field also in the blocks addressed to other mobile stations. The network may encode the PAN field according to the SSN-based approach defined in subclause 9.1.8 or the time-based approach defined in subclause 9.1.15. The specific mode is notified to the mobile station at TBF establishment/reconfiguration (see sub-clauses 11.2.29, 11.2.29a, 11.2.31, and 11.2.31a) and, if multiple TBFs procedures are supported, it shall be the same for all the uplink TBF of the same mobile station. The transmission of a PAN field by the network is implementation specific.

NOTE 1:
The FANR is supported only on full-rate PDCH and PDCH-pair.

NOTE 2: 
If the network does not have any EGPRS RLC/MAC blocks for data transfer in downlink direction but a downlink PAN field is available for transmission to a mobile station operating in A/Gb mode, the network may use an LLC UI Dummy command (see 3GPP TS 44.064) to create an EGPRS RLC/MAC data block where the PAN field available for transmission can be sent. 

9.1.14.2
Polled Fast Ack/Nack Reporting

Polled FANR may be used together with Event-based FANR (see sub-clause 9.1.14.3).

If the RLC endpoint transmitter is the network, the network may poll the mobile station to trigger the FANR procedure. In this case the mobile station shall transmit, in a reserved radio block period which is allocated with the polling, one of the messages as described in sub-clause 8.1.2.2.
In the case where the network polls (for a PAN) and the mobile station does not have a TBF assigned in the uplink direction, the mobile station shall transmit a EGPRS PACKET DOWNLINK ACK/NACK, EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing NPB, see  sub-clause 10.4.4b.  

9.1.14.3
Event-based Fast Ack/Nack Reporting 
Event-based FANR may be used together with Polled FANR (see sub-clause 9.1.14.2). 

If the RLC endpoint receiver is the mobile station, ,the event-based FANR procedure is enabled for this TBF and the mobile station has at least one assigned TBF in the uplink direction, the mobile station shall insert one PAN field in an EGPRS RLC/MAC block for data transfer transmitted during a given radio block period for that uplink TBF if the state of any element in the receive state array V(N) is UNREPORTED. The mobile station may continue to insert PAN fields in subsequent EGPRS RLC/MAC data blocks sent in the same radio block period as long as there exists one or more elements in the receive state array V(N) whose state is UNREPORTED. 

If the event-based FANR is enabled and the network polls the mobile station, the mobile station shall transmit, in the reserved radio block period which is allocated with the polling, one of the messages as described in sub-clause 8.1.2.2. 

If the mobile station does not have any RLC data block waiting for the transmission, the mobile station shall transmit EGPRS PACKET DOWNLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message containing NPB. 

In case of multiple-TBF allocation, a mobile station shall insert a PAN field indicating unreported erroneous RLC data blocks from TBFs in RLC non-persistent mode prior to a PAN field indicating unreported erroneous RLC data blocks from TBFs in RLC acknowledged mode.
---------------------------
------NEXT MODIFIED SECTION-------------------------------

10.4.4b
Combined EGPRS Supplementary/Polling (CES/P) Field

The CES/P field is used to indicate what fields the next uplink radio block reserved by this field shall contain (see further clause 9). The single uplink block is defined by a delay relative to the first TDMA frame (N) of the downlink block containing the CES/P value. The procedures defined for transmission of a PACCH block to the network as described in sub-clause 10.4.5 shall apply.

Table 10.4.4b.1: Combined EGPRS Supplementary/Polling (CES/P) field

	bits
6 5 4
	CES/P

	
	Feedback
	Reserved Block

	
	
	BTTI
	RTTI

	0 0 0
	no Polling
	-
	-

	0 0 1
	Extended Ack/Nack bitmap type FPB
	(N+8 or N+9) mod 2715648
	(N+6 or N+7) mod 2715648

	0 1 0
	Extended Ack/Nack bitmap type FPB
	(N+13) mod 2715648
	(N+8 or N+9) mod 2715648

	0 1 1
	Piggy-backed Ack/Nack bitmap type FPB (see sub-clause 8.1.2.2) see note
	(N+8 or N+9) mod 2715648
	(N+6 or N+7) mod 2715648

	1 0 0
	Piggy-backed Ack/Nack bitmap type FPB (see sub-clause 8.1.2.2) see note
	(N+13) mod 2715648
	(N+8 or N+9) mod 2715648

	1 0 1
	Extended Ack/Nack bitmap type NPB, measurement report included
	(N+8 or N+9) mod 2715648
	(N+6 or N+7) mod 2715648

	1 1 0
	Extended Ack/Nack bitmap type NPB, measurement report included
	(N+13) mod 2715648
	(N+8 or N+9) mod 2715648

	1 1 1
	Extended Ack/Nack bitmap type NPB
	(N+8 or N+9) mod 2715648
	(N+6 or N+7) mod 2715648

	Note: In case where a PAN cannot be sent, the Extended Ack/Nack bitmap type NPB with measurement report included shall be transmitted on the allocated reserved block instead.
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