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	The current handover from GAN procedure in TS 44.318, sub-clause 7.8.4 implies that the MS must wait until GA-CSR connection release (i.e., "release of the GAN radio resources") before sending the GA-RC DEREGISTER message to the GANC. This is in conflict with TS 44.318 section 6.4.1 which states that the MS should send the GA-RC DEREGISTER message to the GANC "when the MS is leaving or about to leave the GAN coverage." In many cases, the MS will lose the WLAN connectivity after handover from GAN and before receiving the GA-CSR RELEASE message. In this situation, it is preferrable for the MS to immediately send the GA-RC DEREGISTER message to explicitly notify the GANC that it is detaching from the generic IP access network. This allows a controlled release of resources in the GANC, versus having the GANC later detect that the TCP connection to the MS has been lost.



	
	

	Summary of change:
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	TS 44.318, sub-clause 7.8.4 is modified to allow the MS to send the GA-RC DEREGISTER message to the GANC before the MS receives the GA-CSR RELEASE message.
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	GAN MS implementors will be uncertain regarding whether the MS is allowed to immediately deregister from the GANC after handover from GAN mode to GERAN/UTRAN mode.
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First modified section 
7.8.4
Successful completion of the Handover from GAN

Upon successfully completing the handover, the GANC should:

-
release all radio resources associated with the GAN connection.

Upon successfully completing the handover, the MS shall:

-
switch to target radio access technology (e.g. GERAN) mode i.e. detach the GA-RR entity from the RR-SAP;

-
enter GA- RC -REGISTERED state.

NOTE:
The release of the GAN radio resources is initiated from the target RAT. The MS may deregister from the GANC (as defined in sub-clause 6.4) after successfully completing the handover. If the MS chooses to deregister from the GANC, it may do so either immediately after successfully completing the handover or after sending the GA-CSR RELEASE COMPLETE message to the GANC in response to the GA-CSR RELEASE message from the GANC.
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