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---------------------------------First changed part --------------------------------
3.1.1.2
Assignment Failure

The following failure conditions may occur:

The BSS may not be able to use the terrestrial resource that the MSC has indicated in which case an ASSIGNMENT FAILURE message will be returned to the MSC with the cause set to "requested terrestrial resource unavailable".

The BSS may not be able to support any of the permitted ciphering algorithms. In this case a ASSIGNMENT FAILURE message shall be returned to the MSC with the failure cause set to "ciphering algorithm not supported".

If the requested channel type or resource (e.g. channel rate, speech version, Codec Type or Codec Configuration, Interface Type, etc.) indicated in the ASSIGNMENT REQUEST message is temporarily not available (e.g. due to overload) or not supported in the BSS, then an ASSIGNMENT FAILURE message shall be returned to the MSC. The appropriate failure cause will be included in the message (Cause value: "requested transcoding/rate adaptation unavailable" or "requested speech version unavailable" or "Requested Codec Type or Codec Configuration unavailable” or "Requested Codec Type or Codec Configuration not supported” or “Requested A-Interface Type unavailable” or “Requested A-Interface Type not supported”).

If, on reception by the BSS of an ASSIGNMENT REQUEST message allocating a circuit, the circuit pool implied by the CIC information element is incompatible with the channel type indicated (that is, the pool does not support any of the radio resources indicated by the channel type) an ASSIGNMENT FAILURE shall be returned to the MSC with the failure cause set to "circuit pool mismatch".

If, on reception by the BSS of an ASSIGNMENT REQUEST message modifying an already allocated circuit, the circuit pool implied by the CIC information element is incompatible with the channel type indicated (that is, the pool does not support any of the radio resources indicated by the channel type) the BSS shall return to the MSC either : 

-
an ASSIGNMENT FAILURE message with the failure cause set to "circuit pool mismatch", or

-
an ASSIGNMENT FAILURE message with the failure cause "directed retry" before sending a HANDOVER REQUIRED message with the cause "switch circuit pool" and the "circuit pool list" information element . The "circuit pool list" information element will allow the BSS to indicate to the MSC from which circuit pool or pools the new CIC should be chosen, or

-
a HANDOVER REQUIRED message with the cause "switch circuit pool" and the "circuit pool list" information element . The "circuit pool list" information element will allow the BSS to indicate to the MSC from which circuit pool or pools the new CIC should be chosen.

If, on reception by the BSS of an ASSIGNMENT REQUEST message allocating a circuit, the circuit pool implied by the CIC is compatible with the channel type indicated (that is, the pool supports at least one of the radio resource types indicated by the channel type), but the BSS still wishes to change the circuit pool, it sends an ASSIGNMENT FAILURE with the cause "switch circuit pool" and the "circuit pool list" information element.

The "circuit pool" information element, when present in the ASSIGNMENT FAILURE, indicates to the MSC which circuit pool the CIC indicated in the ASSIGNMENT REQUEST belongs to. This can be used by the MSC to correct its tables (CIC/circuit pool). The "circuit pool list" information element, when present in the ASSIGNMENT FAILURE, is used when the BSS wishes to indicate to the MSC its preferred circuit pools. The circuit pools in the "circuit pool list" information element shall be given in order of preference. In the case of an ASSIGNMENT FAILURE with the cause "circuit pool mismatch", the MSC may decide to block the circuit and to send an O & M notification.

The BSS may not receive a radio interface ASSIGNMENT COMPLETE message from the MS in which case the timer T10 will expire. In this case an ASSIGNMENT FAILURE message is returned to the MSC and the assignment procedure is terminated (cause value: radio interface message failure).

If the cell for which the assignment is intended is congested or in case of a Service Handover indication received from the MSC, the BSS may indicate an impending directed retry attempt by sending ASSIGNMENT FAILURE (Cause value: directed retry).

If the radio channel assignment fails for any other reason then an ASSIGNMENT FAILURE message will be returned to the MSC, the procedure will terminate, and the associated references concerning the old dedicated resource(s) should be maintained until explicitly released by the MSC. It should be noted that if the MS fails to assign after receiving a radio interface ASSIGNMENT COMMAND and returns to the old channels as detailed in 3GPP TS 24.008, then the radio interface ASSIGNMENT FAILURE message received from the MS will cause an ASSIGNMENT FAILURE message to be returned to the MSC (cause value: "Radio interface failure, reversion to old channel").

If the BSS has received LSA INFORMATION or HANDOVER REQUEST message indicating LSA only access and all available radio resources are outside the allowed LSAs, assignment may fail and ASSIGNMENT FAILURE message may be sent to the MSC (cause value: "LSA not allowed").

If all available radio resources are defined for exclusive access and the connection is not allowed to access these resources, assignment may fail and ASSIGNMENT FAILURE message may be sent to the MSC (cause value: "LSA not allowed").

Other possible Cause values which may be returned with the ASSIGNMENT FAILURE message are: "equipment failure", "no radio resource available", "O&M intervention". If an unrecognised cause value is received, the Class of the cause value should be used to determine the MSC's action.

In the case where the MSC has attempted to assign a terrestrial circuit and an ASSIGNMENT FAILURE message has been returned then both the MSC and the BSS shall consider that the terrestrial circuit is idle (except as described below in sub-clause 3.1.1.3) and therefore no explicit clearing sequence is needed.

The MSC may not be able to use the terrestrial resource that the BSS has indicated. In this case, the procedure is nevertheless considered terminated successfully, and it is up to the MSC to correct the situation, e.g. by a circuit re‑selection procedure (not relevant for an IP based user plane interface).

All messages concerned with an assignment are sent using the connection oriented mode of the SCCP.

---------------------------------Next changed part --------------------------------

3.1.5.2.2
Handover Resource Allocation Failure

The following failure conditions of this procedure may occur:

The BSS may not be able to use the terrestrial resource (that is, a terrestrial circuit or an IP endpoint for the user plane interface) that the MSC has indicated in which case a HANDOVER FAILURE message will be returned with the Cause value set to: "requested terrestrial resource unavailable".

The BSS may not be able to support the requested ciphering algorithm and in this case a HANDOVER FAILURE message shall be returned to the MSC with the Cause value "Ciphering algorithm not supported".

If the requested channel type or resource (e.g. channel rate, speech version, Codec Type, Codec Configuration, Interface Type, etc.) indicated in the HANDOVER REQUEST message is temporarily not available (e.g. due to overload) or not supported in the BSS, then a HANDOVER FAILURE message shall be returned to the MSC. The appropriate failure cause will be included in the message (Cause value: "requested transcoding/rate adaptation unavailable" or "requested speech version unavailable" or "Requested Codec Type or Codec Configuration unavailable” or "Requested Codec  Type or Codec Configuration not supported” or “Requested A-Interface Type unavailable” or “Requested A-Interface Type not supported”).

If, on reception of the HANDOVER REQUEST by the BSS, the circuit pool implied by the CIC information element is incompatible with the channel type indicated (that is, the pool does not support any of the radio resources indicated by the channel type) a HANDOVER FAILURE shall be returned to the MSC with the failure cause set to "circuit pool mismatch".

If, on reception of the HANDOVER REQUEST by the BSS, the circuit pool implied by the CIC is compatible with the channel type indicated (that is, the pool supports at least one of the radio resource types indicated by the channel type), but the BSS still wishes to change the circuit pool, it sends a HANDOVER FAILURE with the cause "switch circuit pool" and the "circuit pool list" information element.

The "circuit pool" information element, when present in the HANDOVER FAILURE, indicates to the MSC which circuit pool the CIC indicated in the HANDOVER REQUEST belongs to. This can be used by the MSC to correct its tables (CIC/circuit pool). The "circuit pool list" information element, when present in the HANDOVER FAILURE, is used when the BSS wishes to indicate to the MSC its preferred circuit pools. The circuit pools in the "circuit pool list" information element shall be given in order of preference. In the case of a HANDOVER FAILURE with the cause "circuit pool mismatch", the MSC may decide to block the circuit and to send an O & M notification.

Other possible cause values which may be returned with the HANDOVER FAILURE message are: "equipment failure", "no radio resource available", "O&M intervention".

The MSC may not be able to use the terrestrial resource that the BSS has indicated. In this case, the procedure is nevertheless considered terminated successfully, and it is up to the MSC to correct the situation, e.g. by a circuit re‑selection procedure.

If a DTM Handover is ongoing and the allocation of the packet resources fails (i.e. the PS Handover Request procedure (see 3GPP TS 48.018) fails at the new BSS), then the new BSS shall send a PS-HANDOVER-REQUEST-NACK PDU with cause "DTM Handover - PS Allocation failure" to the SGSN (see 3GPP TS 48.018) and either terminate the Handover Resource Allocation procedure and send a HANDOVER FAILURE message with cause "DTM Handover - PS Allocation failure" to the MSC, or proceed with the Handover Resource Allocation procedure allocating only a dedicated resource (see sub-clause 3.1.5.2.3). 

If a DTM Handover is ongoing, then a failure in the allocation of the dedicated resource for any of the reasons described above shall implicitly cause the allocation of PS resources as part of the corresponding PS Handover Request procedure to fail in the new BSS (see 3GPP TS 48.018). In this case the new BSS shall terminate the Handover Resource Allocation procedure by sending a HANDOVER FAILURE message (with appropriate cause e.g. "No radio resource available") to the MSC and a PS-HANDOVER-REQUEST-NACK PDU with cause "DTM Handover - No CS Resource" to the SGSN (see 3GPP TS 48.018).

The New BSS to Old BSS information information element is used to pass Field Elements from the new BSS to the old BSS. The information in the New BSS to Old BSS information information element is transparent for the MSC. When the New BSS to Old BSS information information element is present in the HANDOVER FAILURE message, the MSC may pass it to the old BSS in the HANDOVER REQUIRED REJECT message.

The new BSS may provide information about the traffic load of the target cell by including the Downlink Cell Load Information and/or the Uplink Cell Load Information field elements in the New BSS to Old BSS information information element. This information shall represent the current traffic load in the cell. The old BSS may use the information to update the information about the load on the new cell, which may be used in the initiation of future cell load based handover procedures.

NOTE:
The new BSS may reject the attempt of a cell load based handover procedure if the load in the target cell after a successful completion of the handover procedure would be higher than in the old cell.

The generation of the HANDOVER FAILURE message terminates the procedure and allows all references in the new BSS to be released.

Further actions in the MSC concerning handover depend upon the handover algorithm which is operator dependent. If an unrecognised Handover Failure cause value is received, the Class of the cause value should be used to determine the MSC's action.

---------------------------------Next changed part --------------------------------

3.2.1.3
ASSIGNMENT FAILURE

The ASSIGNMENT FAILURE message is sent from the BSS to the MSC via the relevant SCCP connection. It indicates that there has been a failure in the assignment process at the BSS and that the assignment procedure has been aborted.

	INFORMATION ELEMENT 
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	BSS-MSC 
	M
	1

	Cause 
	3.2.2.5 
	BSS-MSC 
	M
	3-4

	RR Cause
	3.2.2.22 
	BSS-MSC 
	O
	2

	Circuit Pool
	3.2.2.45
	BSS-MSC 
	O (note 1)
	2

	Circuit Pool List 
	3.2.2.46
	BSS-MSC 
	O (note 2)
	V

	Talker Priority
	3.2.2.89
	BSS-MSC
	O (note 3)
	2

	Codec List (BSS Supported)
	3.2.2.103
	BSS-MSC
	O (note 4)
	3-n

	NOTE 1:
Shall be included when several circuit pools are present on the BSS MSC interface.

NOTE 2:
May be included when cause is "circuit pool mismatch" or "switch circuit pool" to indicate circuit pool preferences. 

NOTE 3:
This information element is included if the network supports talker priority and uplink access option (i) (as defined in 3GPP TS 43.068) and A-interface link sharing and the BSS has failed to transfer the talker from a group call channel to a dedicated channel. 

NOTE 4:   Codec List (BSS Supported) should be included, if the radio access network supports an IP based user plane interface.


Typical Cause values are:

-
radio interface message failure;

-
O and M intervention;

-
equipment failure;

-
no radio resource available;

-
requested terrestrial resource unavailable;

-
requested transcoding/rate adaption unavailable;

-
terrestrial resource already allocated;

-
Call Identifier already allocated;

-
invalid message contents;

-
radio interface failure - reversion to old channel;

-
ciphering algorithm not supported;

-
directed retry;

-
circuit pool mismatch;

-
switch circuit pool;

-
requested speech version unavailable.
· Requested A-Interface Type not supported

· Requested Codec Type or Codec Configuration not supported

· Requested A-Interface Type unavailable

· Requested Codec Type or Codec Configuration unavailable
· IP Transport Layer Address already allocated
-
relocation triggered (NOTE).

NOTE:
This cause value is only sent by 3G_MSC-B over the MAP/E interface (see 3GPP TS 29.010).

---------------------------------Next changed part --------------------------------

3.2.1.16
HANDOVER FAILURE

This message is sent from the BSS to the MSC via the relevant SCCP connection. It indicates to the MSC that there has been a failure in the resource allocation process on handover, and that the handover has been aborted.

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type 
	3.2.2.1 
	BSS-MSC 
	M
	1

	Cause
	3.2.2.5 
	BSS-MSC 
	M
	3-4

	RR Cause
	3.2.2.22 
	BSS-MSC 
	O
	2

	Circuit Pool
	3.2.2.45
	BSS-MSC 
	O (note 1)
	2

	Circuit Pool List 
	3.2.2.46
	BSS-MSC 
	O (note 2)
	V

	GERAN Classmark
	3.2.2.78
	BSS-MSC
	O (note 3)
	V

	New BSS to Old BSS Information
	3.2.2.80
	BSS-MSC 
	O (note 4)
	2-n

	Inter-System Information
	3.2.2.81
	BSS-MSC 
	O (note 5)
	2-n

	Talker Priority
	3.2.2.89
	BSS-MSC
	O (note 6)
	2

	Codec List (BSS Supported) 
	3.2.2.103
	BSS-MSC
	O (note 7)
	3-n

	NOTE 1:
Shall be included when several circuit pools are present on the BSS MSC interface.

NOTE 2:
May be included when cause is "circuit pool mismatch" or "switch circuit pool" to indicate circuit pool preferences.

NOTE 3:
May be included in case of inter-system handover to GERAN Iu-mode via the E interface, if the "GERAN Classmark" IE was provided by the target BSC (see 3GPP TS 43.051). 

NOTE 4:
In the case of an external handover, this information element may be included by the target BSS when traffic load information of the target cell is to be sent to the source BSS.

NOTE 5:
In the case of an inter-system handover from UTRAN or cdma2000 to GSM, this information element may be included by the target BSS when traffic load information of the target cell is to be sent to the source system. 

NOTE 6:
This information element is included for a talker in a voice group call, if the network supports talker priority and uplink access option (i) (as defined in 3GPP TS 43.068) and A-interface link sharing. 

NOTE 7:
This information element may be included if the radio access network supports an IP based user plane interface.


Typical Cause values are:

-
radio interface message failure;

-
O and M intervention;

-
Equipment failure;

-
no radio resource available;

-
requested terrestrial resource unavailable;

-
requested transcoding/rate adaption unavailable;

-
terrestrial resource already allocated;

-
Call Identifier already allocated;

-
invalid message contents;

-
radio interface failure - reversion to old channel;

-
ciphering algorithm not supported;

-
circuit pool mismatch;

-
switch circuit pool;

-
requested speech version unavailable;

-
traffic load in the target cell higher than in the source cell;

-
incoming relocation not supported due to PUESBINE feature (This cause value is only sent by 3G_MSC-B over the MAP/E interface);
· Requested A-Interface Type not supported

· Requested Codec Type or Codec Configuration not supported
-
Requested Codec Type or Codec Configuration unavailable;

-
Requested A-Interface Type unavailable;

-
INTERNAL HANDOVER ENQUIRY reject.
-
IP Transport Layer Address already allocated
---------------------------------Next changed part --------------------------------

3.2.1.21
CLEAR COMMAND

This message is sent from the MSC to the BSS to instruct the BSS to release the associated dedicated resource(s).

The message is sent via the BSSAP SCCP connection associated with the dedicated resource(s).

This message is also sent from the MSC to the BSS to instruct the BSS to release the VGCS/VBS call controlling resources. In this case the message is sent via the VGCS/VBS call controlling SCCP connection.

	INFORMATION ELEMENT 
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1
	MSC-BSS
	M
	1

	Layer 3 Header Information
	3.2.2.9
	MSC-BSS
	O (note)
	4

	Cause 
	3.2.2.5
	MSC-BSS
	M
	3-4

	NOTE:
This information element doesn't serve any useful purpose. MSCs should not send the information element unless it is required by the recipients (due to the need to interwork with older versions of the protocol). It is expected that in future versions of the present document, this information element will be deleted from this message.


Typical Cause values are:

-
call control;

-
O and M intervention;

-
equipment failure;

-
IP Transport Layer Address already allocated;
-
requested terrestrial resource unavailable;
-
handover successful;

-
protocol error between BSS and MSC.

---------------------------------Next changed part --------------------------------
3.2.1.84
INTERNAL HANDOVER REQUIRED REJECT

This message may be sent if and only if both the BSS and the MSC support an IP based user plane interface.

This message is sent from the MSC to the BSS via the relevant SCCP connection. It indicates to the BSS that the handover required by the previous INTERNAL HANDOVER REQUIRED message can not be supported, because none of the options indicated in the Codec List (BSS supported) can be fulfilled by the MSC.

The message is sent via the BSSAP SCCP connection associated with the dedicated resource(s).

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	MSC-BSS 
	M
	1

	Cause 
	3.2.2.5 
	MSC-BSS 
	M
	 3-4 

	Codec List (MSC Preferred)
	3.2.2.nn
	MSC-BSS
	O
	3-n


Typical Cause values are:

· requested A-Interface Type not supported

· requested Codec Type or Codec Configuration not supported

· requested A-Interface Type unavailable

· requested Codec Type or Codec Configuration unavailable
· IP Transport Layer Address already allocated;
· requested terrestrial resource unavailable;
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