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1. Discussion
In GERAN2#43, GERAN has received LS from RAN2 on optional support for reselection between UMTS/LTE and GERAN using priorities [1]. Later, in GERAN1#43, it was agreed that the support for priority based reselection from GERAN to UTRAN is dependant on the support for priority based reselection in the opposite direction i.e. UTRAN->GERAN [2]. This is summarised as follows:
	#
	a) Support for E-UTRAN
	b) Priority based reselection 
UTRAN -> UTRAN inter-frequencies
	c) Priority based reselection in
UTRAN -> GERAN
	d) Priority based reselection in 
GERAN -> UTRAN

	1
	Supported

Capability is signalled in UTRAN UE capability and GERAN MS capability
	Optionally supported with capability bit
Capability is signalled in UTRAN UE capability
	Mandatory supported
	Dependant on the support of c)
i.e. mandatory supported

	2
	Not supported

Capability is signalled in UTRAN UE capability and GERAN MS capability
	Optionally supported with capability bit
Capability is signalled in UTRAN UE capability
	Dependant on the support of b)
	Dependant on the support of c)
i.e. dependant on the support of b)


Note: “UTRAN UE capability” means INTER RAT HANDOVER INFO, “GERAN MS capability” MS CM3, MS RAC
For the MS in GERAN, network will have to consider the capability of the support for priority based reselection in GERAN->UTRAN in order to decide if individual priority can be assigned to UTRAN frequencies or not. As shown above, the support for priority based reselection in GERAN->UTRAN is dependant on other capabilities i.e. a) Support for E-UTRAN, b) Priority based reselection within UTRAN.
a) “Support for E-UTRAN” can be signalled to GERAN either by UTRAN UE capability and GERAN MS capability. However, b) “Priority based reselection within UTRAN” can be signalled only in UTRAN UE capability. During offline discussion, it was commented that the capability for the support of priority based reselection in GERAN to UTRAN may have to be signalled from the MS to GERAN since UTRAN UE capability may not be known to GERAN.
We propose:

Proposal: To discuss if the support for priority based reselection from GERAN to UTRAN needs to be signalled as GERAN MS capability (MS CM3, MS RAC) or not.
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