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---------------------------------- FIRST CHANGE ---------------------------------------------

3.2.1
Message Contents

3.2.1.1
ASSIGNMENT REQUEST

This message is sent from the MSC to the BSS via the relevant SCCP connection in order to request the BSS to assign radio resource(s), the attributes of which are defined within the message.

The message may also include the terrestrial circuit to be used.

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	MSC-BSS 
	M
	1

	Channel Type
	3.2.2.11
	MSC-BSS 
	M
	5-13

	Layer 3 Header Information
	3.2.2.9 
	MSC-BSS 
	O (note 3) 
	4

	Priority
	3.2.2.18
	MSC-BSS 
	O
	3

	Circuit Identity Code 
	3.2.2.2 
	MSC-BSS 
	O 
(note 1, 12)
	3

	Downlink DTX Flag 
	3.2.2.26
	MSC-BSS 
	O (note 2)
	2

	Interference Band To Be Used
	3.2.2.21
	MSC-BSS 
	O
	2

	Classmark Information 2 
	3.2.2.19
	MSC-BSS 
	O (note 4)
	4-5

	Group Call Reference
	3.2.2.55
	MSC-BSS 
	O (note 5)
	7

	Talker Flag 
	3.2.2.54
	MSC-BSS 
	O (note 6)
	1

	Configuration Evolution Indication
	3.2.2.57
	MSC-BSS
	O (note 7)
	2

	LSA Access Control Suppression
	3.2.2.61
	MSC-BSS
	O (note 8) 
	2

	Service Handover
	3.2.2.75
	MSC-BSS
	O (note 9)
	3

	Encryption Information
	3.2.2.10
	MSC-BSS
	O (note 10)
	3-n

	Talker Priority
	3.2.2.89
	MSC-BSS
	O (note 11)
	2

	AoIP Transport Layer Address (MGW)
	3.2.2.102
	MSC-BSS
	O (note 12)
	8-20

	Codec List (MSC Preferred)
	3.2.2.103
	MSC-BSS
	O (note 13)
	3-n

	Call Identifier
	3.2.2.105
	MSC-BSS
	O (note 12)
	5

	Subscriber Profile ID for RAT/Frequency priority
	3.2.2.108
	MSC-BSS
	O (note 14)
	3

	NOTE 1:
This element (Circuit Identity Code) is included, if the MSC allocates the A interface TDM-circuits and the channel type Information Element indicates speech or data, and only in those cases. 

NOTE 2:
This element may be included in the case of a speech TCH, and only in this case. If not included, this has no impact on the DTX function in the BSS.This element shall be neglected by the BSS, if an IP A-Interface type is finally selected and speech transcoder resources are not allocated within the BSS.

NOTE 3:
This information element doesn't serve any useful purpose. MSCs should not send the information element unless it is required by the recipients (due to the need to interwork with older versions of the protocol). It is expected that in future versions of the present document, this information element will be deleted from this message.

NOTE 4:
These elements may be included if the information is known by the MSC.

NOTE 5:
This information element is included by the MSC if the subscriber is a talker or a listener in a group call.

NOTE 6:
This information element is included by the MSC if the subscriber is a talker in a group call.

NOTE 7:
The information is indicated by the MSC if known.

NOTE 8:
This information element is included if LSA access control function shall be suppressed in the BSS.

NOTE 9:
This information element is included if a preference for other radio access technologies shall be applied to the MS connection. 

NOTE 10: This information is only included for ciphered VGCS/VBS calls. It is only included if the assignment procedure is used to transfer the talker from a group call channel to a dedicated channel, the Group Call Reference is present, and the Group Key Number within this field is set to a value other than 'no ciphering'. 

NOTE 11:
This information element is included if the network supports talker priority and uplink access option (i) (as defined in 3GPP TS 43.068) and A-interface link sharing and the Assignment Request is used to transfer the talker from a group call channel to a dedicated channel.

NOTE 12: These IEs are not included, if the Channel Type IE indicates "signalling". The Circuit Identity Code may be included, if at least one alternative for a TDM connection is included in Codec List (MSC Preferred). The AoIP Transport Layer Address (MGW) and Call Identifier may be included, if at least one alternative for an IP connection is included in Codec List (MSC Preferred). The ASSIGNMENT REQUEST message may include both, a Circuit Identity Code and an AoIP Transport Layer Address (MGW) simultaneously. At least one of the two IEs shall be included (except if the Channel Type IE indicates "signalling"). If the Codec List (MSC Preferred) is included in Assignment Request, then the BSS shall not allocate a Circuit Identity Code on its own.

NOTE 13: This IE is not included, if the Channel Type IE indicates "signalling". Codec List (MSC Preferred) shall be included if the core network supports an IP based user plane interface. The information in Codec List (MSC Preferred) shall be consistent with the information in Channel Type IE.

NOTE 14: This IE may be included if available in the MSC. If the Service Handover IE is present with the value of "shall not" the Service Handover IE takes precedence over this IE.


3.2.1.2
ASSIGNMENT COMPLETE

The ASSIGNMENT COMPLETE message is sent from the BSS to the MSC and indicates that the requested assignment has been completed correctly.

The message is sent via the BSSAP SCCP connection associated with the dedicated resource(s).

	INFORMATION ELEMENT 
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	BSS-MSC 
	M
	1

	RR Cause
	3.2.2.22
	BSS-MSC 
	O
	2

	Circuit Identity Code
	3.2.2.2
	BSS-MSC
	O (note 4)
	3

	Cell Identifier 
	3.2.2.17
	BSS-MSC 
	O (note 1)
	3-10

	Chosen Channel
	3.2.2.33
	BSS-MSC 
	O (note 3)
	2

	Chosen Encryption Algorithm 
	3.2.2.44
	BSS-MSC 
	O (note 5)
	2

	Circuit Pool
	3.2.2.45
	BSS-MSC 
	O (note 2)
	2

	Speech Version (Chosen)
	3.2.2.51
	BSS-MSC 
	O (note 6)
	2

	LSA Identifier
	3.2.2.15
	BSS-MSC
	O (note 7)
	5

	Talker Priority
	3.2.2.89
	BSS-MSC
	O (note 8)
	2

	AoIP Transport Layer Address (BSS)
	3.2.2.102
	BSS-MSC
	O (note 9, 12)
	8-20

	Speech Codec (Chosen)
	3.2.2.104
	BSS-MSC
	O (note 10) 
	3-5

	Codec List (BSS Supported)
	3.2.2.103
	BSS-MSC
	O (note 11)
	3-n

	NOTE 1:
The cell identifier is used to indicate a new cell, if during the assignment the serving cell has changed. When sent from 3G_MSC-B over MAP/E interface this information element contains indication of Cell Identifier (e.g. CGI) if the new serving cell is GSM or indication of either RNC-ID (or Extended RNC-ID) or SAI (if known) if the new serving cell is UMTS. Note: RNC-ID (or Extended RNC-ID) or SAI are only provided in the ASSIGNMENT COMPLETE message over the MAP-E interface.

NOTE 2:
Shall be included when several circuit pools are present on the BSS MSC interface and a circuit was allocated by the ASSIGNMENT REQUEST message.

NOTE 3:
Included at least when the channel rate/type choice was done by the BSS.

NOTE 4:
The Circuit Identity Code information element is included mandatorily by the BSS if the BSS allocates the A interface circuits and a circuit is needed. If the Codec List (MSC Preferred) was included in Assignment Request, then the BSS shall not allocate a Circuit Identity Code on its own.

NOTE 5:
Included at least when the encryption algorithm has been changed by the BSS.

NOTE 6:
Included at least when the speech version choice was done by the BSS.

NOTE 7:
Shall be included if current LSA in the serving cell has been identified (see 3GPP TS 43.073). Not included means that there is no current LSA in the serving cell. 

NOTE 8:
This information element is included if the network supports talker priority and uplink access option (i) (as defined in 3GPP TS 43.068) and A-interface link sharing and the BSS has completed the transfer of the talker from a group call channel to a dedicated channel. 

NOTE 9:
AoIP Transport Layer Address (BSS) shall be included if and only if the BSS has chosen an IP connection for the user plane interface.

NOTE 10:
Speech Codec (Chosen) shall be included if the radio access network supports an IP user plane interface. This information element shall be consistent with the information in Chosen Channel, if included, and with the information in Speech Version (Chosen), if included.

NOTE 11:
Codec List (BSS Supported) may be included, if an intra-BSS cell change has occurred during the assignment.
NOTE 12: AoIP Transport  Layer Address (BSS) shall not be modified if the ASSIGNMENT COMPLETE message is a response to a sub-sequent ASSIGNMENT REQUEST MESSAGE which modifies the radio interface data rate.
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