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9.1.43a
System information Type 13

This message is sent on the BCCH if indicated in at least one of the SYSTEM INFORMATION TYPE 3, 4, 7 or 8 messages. The message is sent by the network to provide information related to GPRS in the cell. See table 9.1.43a.1. Special requirements for the transmission of this message apply, see 3GPP TS 45.002.

A mobile station not supporting GPRS and not supporting change mark in SI13 (see 3GPP TS 45.008) shall treat this message as an unknown message type.

The L2 Pseudo Length of this message has the value 0.

Message type:
SYSTEM INFORMATION TYPE 13

Significance:
dual

Direction:
network to mobile station

Table 9.1.43a.1: SYSTEM INFORMATION TYPE 13 message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	L2 Pseudo Length
	L2 Pseudo Length
10.5.2.19
	M
	V
	1

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	System Information Type 13 Message Type
	Message Type
10.4
	M
	V
	1

	
	SI 13 Rest Octets
	SI 13 Rest Octets
10.5.2.37b
	M
	V
	20
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