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============ First modification ============
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following ones apply. 
Local call
A mobile to mobile CS voice call involving two MSs connected to the same BSS. 
============ Next modification ============
5.7
Transport during local switching
5.7.1
General
When a local switch path is established in the BSS for a local call, the UDP/IP endpoints at the BSS and at the MGW for both the call legs shall not be released. 
5.7.2
User plane handling at the BSS
While a local switch path is active in the BSS for a local call, if the BSS is not required to bi-cast a copy of the user plane to the Core Network, the BSS shall periodically transmit a SID frame to the MGW for both the call legs:  
-
If AMR-NB or AMR-WB is being used for the local call, a SID_First frame shall be sent every 160 ms,
-
For all other Codec Types, a SID frame shall be sent every 480 ms.
At the same time, while a local switch path is active in the BSS for a local call, the BSS shall discard incoming SID frames from the MGW for the corresponding call legs.
If the BSS is required to bi-cast a copy of the user plane to the Core Network, no special A interface user plane handling shall be applied by the BSS.
[editor’s note: further details, e.g. on handling of mid-call in-band announcements, depend on the outcome of the discussion on LCLS at future CT4 meetings.]
5.7.3
User plane handling at the MGW
No special A interface user plane handling shall be applied by the MGW while a local switch path is active in the BSS for a local call. 
[editor’s note: further details, e.g. on handling of mid-call in-band announcements, depend on the outcome of the discussion on LCLS at future CT4 meetings.]
============ End of modifications ============
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