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Necessity of Reporting CSG ID
1 Introduction
In GERAN#45 meeting, whether reporting CSG ID was discussed in [1, 2]. However, no agreement was reached. This paper gave a further investigation about this issue and proposed that the CSG ID always need be reported.

2 Discussion
Why reporting CSG ID for inbound handover to CSG is mandatory was discussed in [1]. In RAN2, a CR [3] to TS 36.331 for CSG ID reporting was agreed. This CR was referred in [2]. And it was proposed that reporting CSG ID for inbound handover to CSG is optional in [2] based on the CR. But sourcing company has a totally different understanding than what presented in [2], because the CR’s corresponding discussion paper [4] also from NTT DOCOMO proposed that the CSG ID reporting during inbound handover is also mandatorily supported. In order to clarify the purpose of the CR, its main content is referred below.

The agreed CR [3] to TS 36.331 for CSG ID reporting was below. 
“3>
else if the purpose is set to 'reportCGI':

… …
5>
if the 'si-RequestForHO' is configured for this measurement:

6>
include the cgi-Info containing all the fields that have been successfully acquired, except for the plmn-IdentityList;
6>
if the cell broadcasts a CSG identity, include the csg-Identity;
5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired;

6>
if the cell broadcasts a CSG identity, include the csg-Identity;

”
According to the above text, if the si-RequestForHO is configured, the CSG ID shall be reported. In RAN2, if the handover to CSG is required, the network configures si-RequestForHO for the associated reportConfig. That means that if the handover to CSG is required, reporting CSG ID is mandatory.
In GERAN, it was agreed that when both of the MS and network support inbound handover to CSG the routing parameter should be reported. That is, reporting routing parameter is used for inbound handover. In order to support such handover, MS is required to report CSG ID with routing parameter.

Proposal: It is proposed that CSG ID is mandatory in the MS reporting message (MR/EMR/PMR/PEMR/PCCN) if inbound HO to CSG is supported by the network and MS.

3 Conclusion
This paper discussed the necessity of reporting CSG ID when handover to CSG is supported by MS and network. And sourcing company proposed as below..
Proposal: It is proposed that CSG ID is mandatory in the MS reporting message (MR/EMR/PMR/PEMR/PCCN) if inbound HO to CSG is supported by the network and MS.
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