3GPP TSG GERAN WG2 Meeting #47bis
G2-100321
Vienna, Austria, 19 Oct. – 22 Oct. 2010
Agenda Item:
5.3.4
Source: 
Telefon AB LM Ericsson, ST-Ericsson SA, Vodafone Group Plc
Title: 
MS support for network sharing in GERAN
Document for:
Decision
__________________________________________________________________________

1
Discussion
At TSG GERAN meeting no. 47, an LS, “Response LS on introduction of RAN Sharing for GERAN” in Tdoc GP-101446, was received from SA1. In this LS, TSG GERAN is asked to “ensure support for manual PLMN selection in GERAN network sharing scenarios”. This request is based on a CR (S1-102153) to the Rel-10 version of TS 22.011 that was agreed at SA1 meeting no. 51. In this CR it is clarified that the following text is valid also for GERAN network sharing: 
The selection of a core network operator among those connected to the shared radio access network can either be manual (i.e. performed by the user after obtaining a list of available core network operators) or automatic (i.e. performed by the UE according to user and operator preferred settings).
2
Conclusion

From both the text in the LS and the text in the CR mentioned above it can be concluded that both manual and automatic PLMN selection by the terminal in GERAN network sharing scenarios shall be supported from Rel-10 and onwards. This means that there is a requirement on the network to supply the terminals with information about the PLMN IDs of the different operators sharing the GERAN network. It also puts a requirement on terminals to be able to read this information, select one PLMN ID and inform the network about the selected PLMN ID.

3
Proposal

Since the current work item in TSG GERAN for GERAN network sharing does not include support for the above mentioned requirements on PLMN selection, it is proposed that the work item is revised to also include requirements for such support. 



