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3.2.1.71
PERFORM LOCATION REQUEST

This message is sent either from the serving MSC to BSS or from the BSS to the MSC via the relevant SCCP connection. It indicates to the receiving entity that actions related to Location Services needs to be performed. 

 INFORMATION ELEMENT 
REFERENCE
DIRECTION
TYPE
LEN

 Message Type
 3.2.2.1 
 Both
 M
 1 

 Location Type
 3.2.2.63
 Both
 M
 3-n

 Cell Identifier
 3.2.2.17
 Both
 C (2) 
 5-10

 Classmark Information Type 3
 3.2.2.20
 Both
 C (2)
 3-14

 LCS Client Type
 3.2.2.67
 Both
 C (4)
 3-n

 Chosen Channel
 3.2.2.33
 Both
 C (2)
 2

 LCS Priority
 3.2.2.62
 Both
 O
 3-n

 LCS QoS
 3.2.2.60
 Both
 C (1)
 3-n

 GPS Assistance Data
 3.2.2.70
 MSC-BSS
 C (3)
 3-n

 APDU
 3.2.2.68
 Both
 C (2)
 3-n

1
The IE is present if location of the target MS is requested.

2
These IEs are present if the message is sent from the BSS to the MSC and optional if the message is send from the MSC to the BSC.

3 The IE is present if the GPS assistance data is requested.

4 The IE is present if the message is sent from the BSS to the MSC. If the message is sent from the MSC to the BSC, the IE is present if the location type indicates a request for a location estimate and is optional otherwise.
ETSI


