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41.1.5.1.1
RR / Paging / on CCCH for GPRS service / normal paging with P-TMSI successful

41.1.5.1.1.1
Conformance requirements

1
The network initiates the paging procedure by sending a paging request message on an appropriate paging sub-channel on CCCH. Paging initiation using a paging sub-channel on CCCH is used when sending paging information to a mobile station and PCCCH is not present in the cell.

2
The mobile station in packet idle mode is required to receive and analyse the paging messages and immediate assignment messages sent on the paging sub-channels on CCCH corresponding to the paging groups determined for it in packet idle mode.

3
A PAGING REQUEST message may include more than one mobile station identification.

4
In a PAGING REQUEST message used for the packet paging procedure, the mobile station shall be identified by the TMSI (GPRS TMSI) or its IMSI. If the mobile station is identified by the TMSI or by its IMSI and the Packet Page Indication field indicates a packet paging procedure, the RR sub-layer of addressed mobile station indicates the receipt of a paging request to the MM sub-layer in order to establish a temporary block flow to support the transfer of LLC PDUs in the direction from the mobile station to the network.

5
The mobile station initiates the packet access procedure by scheduling the sending of CHANNEL REQUEST messages on RACH.

References

GSM 04.08, clause 3.3.2.1.1, 3.5.1.1, 3.5.1.2, 3.5.2.1

GSM 05.02, clause 6.5.6

41.1.5.1.1.2
Test purpose

1
To verify that the MS in packet idle mode, GPRS attached state, is able to determine its CCCH group and PAGING group and that the MS responds correctly with CHANNEL REQUEST on 
RACH with cause value of ‘packet access’ upon receipt of a PAGING REQUEST TYPE 1 message for packet access with paging mode set to normal,.

2
To verify that the MS is able to respond to PAGING REQUEST TYPE 1 for packet access when the MS is addressed with its P-TMSI, but another field of the paging message contains an IMSI different from that of the MS.

3
To verify that the MS is able to respond to PAGING REQUEST TYPE 2 for packet access when the MS is addressed with its P-TMSI, but other fields of the paging message contain a TMSI and an IMSI different from that of the MS.

4
To verify that the MS is able to respond to PAGING REQUEST TYPE 3 for packet access when the MS is addressed with its P-TMSI, but other fields of the paging message contain TMSIs different from that of the MS.

41.1.5.1.1.3
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH absent, Max-Retrans = 2, CCCH_CONF = 1 basic physical channel used for CCCH with non combined SDCCH,  BS_AG_BLKS_RES = 3,  BS_PA_MFRMS = 6, SPLIT_PG_CYCLE is supported on CCCH in the cell.

Mobile Station:

The MS is GPRS attached with a TMSI and a P-TMSI allocated, SPLIT PG CYCLE negotiated.

Related PICS/PIXIT Statement(s)

Type of MS (P-, E-, R-GSM 900 or DCS 1800),

Support GPRS service

Test Procedure

The test is repeated three times. Each time the MS is paged for the packet paging procedure through a different paging request type message. After receiving a CHANNEL REQUEST with the establishment cause ‘one phase access’, an open-end TBF is assigned. A USF is assigned to the MS to enable it to transfer an uplink RLC data block. The received data block is acknowledged by the SS with , Final Ack Indicator = '1' , a valid RRBP. The MS sends PACKET CONTROL ACKNOWLEDGEMENT.

Maximum Duration of Test

5 min.

Expected Sequence

The test sequence is repeated for k = 1 … 3.

Step
Direction
Message
Comments

1A
SS -> MS
PAGING REQUEST TYPE 1
k=1

1st Mobile Identity contains P-TMSI of the MS, 2nd Mobile Identity not present. Packet page indication indicates packet paging procedure. Sent on PCH.

1B
SS -> MS
PAGING REQUEST TYPE 2
k=2

1st Mobile Identity contains P-TMSI of the MS, the other two Mobile Identities not addressing the MS. Packet page indication indicates packet paging procedure. Sent on PCH.

1C
SS -> MS
PAGING REQUEST TYPE 3
k=3

1st Mobile Identity contains P-TMSI of the MS, the remaining Mobile Identities not addressing the MS. Packet page indication indicates packet paging procedure. Sent on PCH.






2
MS -> SS
CHANNEL REQUEST
Establishment Cause = "one phase access", received on RACH.

4
SS -> MS
IMMEDIATE ASSIGNMENT 
Request Reference = pertaining to the message received in step 2. Uplink assignment, sent on AGCH.

5
SS -> MS
PACKET DOWNLINK DUMMY CONTROL BLOCK
Sent on PACCH containing USF assigned to the MS.

6
MS -> SS
UPLINK RLC DATA BLOCK (not L3 Message)
LLC PDU implicitly indicating paging response, containing TLLI in the RLC/MAC header. Received on uplink PDTCH assigned in step 4.

7
SS -> MS
PACKET UPLINK ACK/NACK
acknowledge the received RLC data block, Final Ack Indicator = '1' , a valid RRBP. Sent on PACCH.

8
MS -> SS
PACKET CONTROL ACKNOWLEDGEMENT
acknowledge the RLC control message. Received on PACCH.






Specific Message Contents

IMMEDIATE ASSIGNMENT message in step 4:

Dedicated mode or TBF



- T/D
TBF


- Downlink
0 , no meaning


- TMA
0, no meaning

Packet Channel Description



- Channel Type
‘00001’ spared


- TN
Chosen arbitrarily


- TSC
Chosen arbitrarily


- 
0


- 
00 (Binary)


- ARFCN
For GSM 900: 30

For DCS 1800: 650

Request Reference
Pertaining to last Channel Request sent by the MS.

Timing Advance



- Timing advance value
30 bit periods.

Mobile Allocation



- Length
0

Starting Time
Not present.

IA rest octets



- 
HH


-
00 (packet uplink assignment)


- Packet Uplink Assignment


- 




- Assign a TBF
1, Dynamic or Fixed allocation



- TFI_ASSIGNMENT
chosen arbitrarily



- POLLING
0, no

- 
0, dynamic allocation

- USF
chosen arbitrarily

- USF granularity
0, single block

- 0|1 <P0 >
0



- CHANNEL_CODING_COMMAND
00, CS-1



- TLLI_BLOCK CHANNEL_CODING
00, CS-1



- 0|1 <ALPHA >
1



- ALPHA
0.5



- GAMMA
For GSM 900, +9 dBm

For DCS 1800, +6 dBm



- {0|1<TIMING_ADVANCE_INDEX>}
0 ( no timing advance index)



- {0|1<TBF_STARTING_TIME>}
1 (starting time)




- TBF_STARTING_TIME
current frame + 100


- spare padding
Spare Padding

41.1.5.1.2
RR / Paging / on CCCH for GPRS service / normal paging with IMSI successful

41.1.5.1.2.1
Conformance requirements

1.
If the MS was paged by the network with the IMSI (for GPRS service), the MS shall delete any RAI, P-TMSI, P-TMSI signature and GPRS ciphering key sequence number stored. The MS shall then perform a GPRS attach or combined GPRS attach procedure.

References

GSM 04.08, clause 4.9.7.1, 3.3.1.3

41.1.5.1.2.2
Test purpose

To verify that the MS is able to respond to PAGING REQUEST TYPE 1 when the MS is addressed with its IMSI with Packet Page Indication set to packet paging procedure, and that the MS then performs a GPRS attach or combined GPRS attach procedure.

41.1.5.1.2.3
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH absent, Max-Retrans = 2, CCCH_CONF = 1 basic physical channel used for CCCH with non combined SDCCH,  BS_AG_BLKS_RES = 3,  BS_PA_MFRMS = 9.

Mobile Station:

The MS is in GPRS attached with a TMSI and a P-TMSI allocated, SPLIT PG CYCLE negotiated.

Related PICS/PIXIT Statement(s)

Type of MS (GSM 450, GSM 480, P-, E-, R-GSM 900 or DCS 1800),

Support GPRS service.

Test Procedure

The MS is paged on PCH with IMSI for packet paging procedure. After receiving the CHANNEL REQUEST from the MS an SDCCH8 channel is assigned.  After contention resolution and receiving CLASSMARK CHANGE from the MS, the SS assigns an uplink PDCH for an open-end TBF. The MS sends an LLC PDU containing TLLI in the RLC/MAC header and ATTACH REQUEST, implicitly indicating a paging response.  The SS verifies the completeness of ATTACH REQUEST and acknowledges the received two RLC data blocks with a valid RRBP and Final Ack indicator = '1'.

Maximum Duration of Test

5 min.

Expected Sequence

Step
Direction
Message
Comments

1
SS -> MS
PAGING REQUEST TYPE 1
1st Mobile Identity contains IMSI of the MS, second Mobile Identity not present. Packet page indication indicates packet paging procedure. Sent on PCH.

2
MS -> SS
CHANNEL REQUEST
Establishment Cause = " one phase packet access". Received on RACH.

3
SS -> MS
IMMEDIATE  ASSIGNMENT
Random Reference = pertaining to the message received in step 2. Assign an SDCCH channel. Sent on AGCH.

4
MS -> SS
RR INITIALIZATION REQUEST
containing a random TLLI. Received on the assigned SDCCH.

5
MS -> SS
CLASSMARK CHANGE
Received on the assigned SDCCH.

6
SS -> MS
PDCH ASSIGNMENT COMMAND
assign an uplink. Sent on SDCCH.

7
SS -> MS
CHANNEL RELEASE
Release the SDCCH channel. Sent on the SDCCH.

8
MS -> SS
UPLINK RLC DATA BLOCK

(ATTACH REQUEST)
LLC PDU containing a TLLI and the first part of ATTACH REQUEST, the implicit paging response to step 1. Received on the uplink PDTCH assigned in step 6.

9
SS -> MS
PACKET UPLINK ACK/NACK
Contention resolution, acknowledge the received RLC data blocks, USF assigned. Sent on PACCH.

10
MS -> SS
UPLINK RLC DATA BLOCK
completely receive ATTACH REQUEST

11
SS -> MS
PACKET UPLINK ACK/NACK
Final Ack indicator = '1', containing valid RRBP, sent on PACCH.

12
MS -> SS
PACKET CONTROL ACKNOWLEDGEMENT
acknowledge the RLC control messages. Received on PACCH.






Specific Message Contents

Contents for SYSTEM INFORMATION and PACKET SYSTEM INFORMATION Messages:

RACH Control Parameters



- Max Retrans
Max 2 retransmission

SI 13 Rest Octets



-
0 (PCCCH absent)


- SPLIT_PG_CYCLE_CCCH_SUPPORTED
Supported


- ACC_BURST_TY
8 bit access burst


- CONTROL_ACK_TYPE
RLC/MAC control block


- NETWORK_CONTROL_ORDER
Normal MS control, no measurement reporting


- N_AVG_I
7


- T_AVG_W
12


- T_AVG_T
12


- PC_MEAS_CHAN
BCCH


- DRX_TIMER_MAX
non-DRX not supported


- PRIORITY_ACCESS_THR
Packet access allowed for priority level 1 to 4


- BS_CV_MAX
7


- T3168_T3186_VALUE
2 seconds


- T3192_VALUE
2 seconds


- PAN_DEC
3


- PAN_INC
3


- PAN_MAX
010(Binary)


- SI_1_CA_INDICATION
information from SI 1 message is not required for packet access


- NETWORK_OPERATION_MODE
Operation mode I


- {0|1<MA_CHANGE_MARK>}
0


- {0|1<IM_CHANGE_MARK>}
0


- spare padding
Spare Padding

IMMEDIATE ASSIGNMENT message in step 3:

L2 pseudo length
This is the sum of the lengths of all the information elements present in the message except for the IA rest octets and L2 pseudo length IEs. For the default message the L2 pseudo length is 11.

Protocol Discriminator
RR Management.

Skip Indicator
0000

Message Type
00111111

Page Mode



- Page Mode
Normal Paging.

Packet Response Type and Dedicated mode or TBF



- Downlink
No meaning


- T/D
dedicated mode resource


- PR Type
immediate assignment procedure for RR connection establishment

Channel Description



- Channel Type and TDMA offset
SDCCH/8


- TN
Chosen arbitrarily, but not 0, 2


- TSC
Chosen arbitrarily


- 
0


- 
00 (Binary)


- ARFCN
For GSM 450: 267

For GSM 480: 315

For GSM 900: 30

For DCS 1800: 650

Request Reference
Pertaining to last Channel Request sent by the MS.

Timing Advance



- Timing advance value
30 bit periods.

Mobile Allocation



- Length
0

Starting Time
Not present.

IA rest octets
Spare Padding

RR INITIALIZATION REQUEST message in step 4:

Protocol Discriminator
RR Management

Skip Indicator
0000

RR Initialisation Request Message Type
00111100

Ciphering Key Sequence Number
Not checked

MAC Mode and Channel Coding Requested
Not checked

Mobile station classmark
Not checked

TLLI
Not checked

Channel Request Description
Not checked

GPRS Measurement Results
Not checked

CLASSMARK CHANGE message in step 5:

Protocol Discriminator
RR Management

Skip Indicator
0000

Classmark Change Message Type
00010110

Mobile Station Classmark
Not checked

Additional Mobile Station Classmark Information
Not checked

PDCH ASSIGNMENT COMMAND message in step 6:

Protocol Discriminator
RR Management

Skip Indicator
0000

PDCH Assignment command Message Type
00101010

Description of the Channel, after time



- Channel type and TDMA offset
01TTT, SDCCH8


- TN
slot 2


- TSC
Chosen arbitrarily


-
0 (non-hopping)


- ARFCN
For GSM 450: 267

For GSM 480: 315

For GSM 900, 30

For DCS 1800, 650

Cell Channel Description
Absent

Frequency List, after time
Absent

Cell Channel Description
Absent

Mobile Allocation, after time
Absent

Starting Time
Current frame + 20

Frequency List, before time
Absent

Description of the Channel, before time
Absent

Frequency channel sequence before time
Absent

Mobile Allocation, before time
Absent

RR Packet Uplink Assignment



- LENGTH_IN_OTECTS
depending the rest of the IE


- MAC_MODE
TBD


- CHANNEL_CODING_COMMAND
CS-1 coding


- RESPONSE_INDICATOR
TBD


- TLLI_BLOCK_CHANNEL_CODING
use value indicated in CHANNEL_CODING_COMMAND


- { 0 | 1 < UPLINK_TFI_ASSIGNMENT>}
1 ( assign an uplink TFI)



- UPLINK_TFI_ASSIGNMENT
0000110 (uplink TBF identifier)


- Packet Timing Advance




-
1 (timing advance value)




- TIMING_ADVANCE_VALUE
30 bit periods



-
0 (not timing advance index)


- { 0 < TIMESLOT_ALLOCATION>

 
  | 1 < Power Control Parameters>}
0 (TIMESLOT_ALLOCATION)



- TIMESLOT_ALOCATION
00100000 (slot 2)


- { 0 | 1 < RLC_DATA_BLOCKS_GRANTED

 
  > }
1 (this IE present)



- RLC_DATA_BLOCKS_GRANTED
9 blocks


-
1 (fixed allocation)



-
0 (ALLOCATION_MAP is blocks)



- ALLOCATION_BITMAP_LENGTH
depending on the next field



- ALLOCATION_BITMAP
allocate 10 blocks


- N_SPARE_BITS


RR Packet Downlink Assignment
Not present

41.1.5.1.3
RR / Paging / on CCCH for GPRS service / normal paging with P-TMSI ignored

The MS shall ignore paging not addressing to it. If paging is not implemented correctly unnecessary accesses will be provoked on CCCH which is shared by all MS in a same cell. This kind of the wrong paging behaviour of the same type of MS in a GSM network can block the use of CCCH and will, therefore, cause an unacceptable degradation of the both GSM GPRS and circuit-switched services to other users of the mobile stations.

41.1.5.1.3.1
Conformance requirements

In a PAGING REQUEST message used for the packet paging procedure, the mobile station shall be identified by the TMSI (GPRS TMSI) or its IMSI. A PAGING REQUEST message may include more than one mobile station identification.

References

GSM 04.08, clause 3.3.2.1.1, 3.5.1.1

41.1.5.1.3.2
Test purpose

To verify that the MS ignores a PAGING REQUEST TYPE 1, 2 messages where both P-TMSI and IMSI do not address the MS although the paging message is sent on the CCCH to which the CCCH_GROUP belongs.

41.1.5.1.3.3
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH absent, Max-Retrans = 2, CCCH_CONF = 1 basic physical channel used for CCCH with non combined SDCCH,  BS_AG_BLKS_RES = 3,  BS_PA_MFRMS = 7, .

Mobile Station:

The MS is GPRS attached with a TMSI and a P-TMSI allocated and SPLIT PG CYCLE negotiated.

Related PICS/PIXIT Statement(s)

Type of MS (GSM 450, GSM 480, P-, E-, R-GSM 900 or DCS 1800),

Support GPRS service,

Test Procedure

 The test is repeated twice. Each time a different paging message not addressing the MS is sent on the PCH belonging to the MS. It is checked that the no access attempt is made by the MS for 5s.

The MS is then paged for packet paging. The MS attempts a random access which is rejected.

Maximum Duration of Test

5 min.

Expected Sequence

The test steps 1 - 2 is repeated for k = 1 .. 2

Step
Direction
Message
Comments

1A
SS -> MS
PAGING REQUEST TYPE 1
k=1, The two packet page indications are set to packet paging procedure.

1st Mobile Identity contains P-TMSI, 2nd Mobile Identity contains IMSI, both Identities do not address the MS. Sent on PCH belonging to the MS.

1B
SS -> MS
PAGING REQUEST TYPE 2
k=2, Packet page indication 3 is set to packet paging procedure.

1st Mobile Identity contains P-TMSI, 2nd Mobile Identity contains P-TMSI, 3rd Identity contains IMSI, all identities not addressing the MS. Sent on PCH belonging to the MS.






2
SS

Check that no CHANNEL REQUEST is sent from the MS for 5s.

3
SS -> MS
PAGING REQUEST TYPE 1
1st Mobile Identity contains IMSI of the MS, second Mobile Identity not present. Packet page indication indicates packet paging procedure. Sent on PCH belonging to the MS.

4
MS -> SS
CHANNEL REQUEST
Establishment Cause = " one phase packet access". Received on RACH.

5
SS -> MS
IMMEDIATE  ASSIGNMENT REJECT
Random Reference = pertaining to the message received in step 4.






Specific Message Contents

PAGING REQUEST TYPE 1 message:

Mobile Identity 1



- odd/even indication
Even.


- Type of Identity
P-TMSI.


- Identity Digits
P-TMSI value not allocated to MS.

Mobile Identity 2
IMSI different from the value stored on the SIM.

P1 rest octets


- Packet Page Indication 1
H, Packet Paging


- Packet Page Indication 2
H, Packet Paging

PAGING REQUEST TYPE 2 message:

Mobile Identity 1


- TMSI value
P-TMSI value not allocated to the MS.

P2 rest octets
LLLL

- Packet Page Indication 3
H, Packet Paging




41.1.5.2.1
RR / Paging / on CCCH for GPRS service / extended paging with P-TMSI successful

41.1.5.2.1.1
Conformance requirements

1
A given mobile station shall take into account the page mode information element of any message sent on its own paging sub-channel whatever the nature of this message (paging messages or immediate assignment messages).

2
In the extended paging mode, the mobile station is required in addition (to normal paging) to receive and analyse the next but one message on the PCH.

References

GSM 04.08, clause 3.3.2.1.1, 9.1.18, 9.1.19, 9.1.20

41.1.5.2.1.2
Test purpose

1
To verify that the MS operates in the extended page mode when it is ordered by the SS in PAGING REQUEST TYPE 1 which does not address the MS, but on the paging sub-channel corresponding to the MS identity.

2
To verify that the MS operates in the extended page mode when it is ordered by the SS in PAGING REQUEST TYPE 2 which does not address the MS, but on the paging sub-channel corresponding to the MS identity.

3
To verify that the MS operates in the extended page mode when it is ordered by the SS in PAGING REQUEST TYPE 3 which does not address the MS, but on the paging sub-channel corresponding to the MS identity.

4
To verify that the MS operates in the extended page mode when it is ordered by the SS in IMMEDIATE ASSIGNMENT on the paging sub-channel corresponding to the MS identity.

5
To verify that the MS operates in the extended page mode when it is ordered by the SS in IMMEDIATE ASSIGNMENT EXTENDED on the paging sub-channel corresponding to the MS identity.

6
To verify that the MS operates in the extended page mode when it is ordered by the SS in IMMEDIATE ASSIGNMENT REJECT on the paging sub-channel corresponding to the MS identity.

41.1.5.2.1.3
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH absent, Max-Retrans = 2, CCCH_CONF = 1 basic physical channel used for CCCH with non-combined SDCCH,  BS_AG_BLKS_RES = 3,  BS_PA_MFRMS = 8.

Mobile Station:

The MS is GPRS attached with a TMSI and a P-TMSI allocated and SPLIT PG CYCLE negotiated.

Related PICS/PIXIT Statement(s)

Type of MS (P-, E-, R-GSM 900 or DCS 1800),

Support GPRS service

Test Procedure

The test is repeated 6 times. Each time a different downlink message is sent on PCH or AGCH for setting the page mode to extended paging. The MS is paged on the next but one page block for the packet paging procedure. The MS starts a random accesses which are rejected by the SS.

Maximum Duration of Test

5 min.

Expected Sequence

The test sequence is repeated for k = 1 … 6

Step
Direction
Message
Comments

1A
SS -> MS
PAGING REQUEST TYPE 1
k=1, 

All mobile Identities do not address the MS. Page mode is set to “extended paging”. Packet page indication indicates packet paging procedure. Sent on PCH.

1B
SS -> MS
PAGING REQUEST TYPE 2
k=2, 

All mobile Identities do not address the MS. Page mode is set to “extended paging”. Packet page indication indicates packet paging procedure. Sent on PCH.

1C
SS -> MS
PAGING REQUEST TYPE 3
k=3,

All mobile Identities do not address the MS. Page mode is set to "extended paging". Channel Needed IE’s are coded with 00. Sent on PCH.



1D
SS -> MS
IMMEDIATE ASSIGNMENT
k=4,

Page mode is set to "extended paging". Request Reference does not address any request references sent by the MS in previous test steps. Sent on paging channel (PCH).

1E
SS -> MS
IMMEDIATE ASSIGNMENT EXTENDED
Page mode is set to "extended paging". Request Reference does not address any request references sent by the MS in previous test steps. Sent on paging channel (PCH).

1F
SS -> MS
IMMEDIATE ASSIGNMENT REJECT
k=6,

Page mode is set to "extended paging". Request Reference does not address any request references sent by the MS in previous test steps. Sent on paging channel (PCH).

2
SS -> MS
PAGING REQUEST TYPE 1
1st Mobile Identity contains P-TMSI of the MS, 2nd Mobile Identity not present. Page mode is set to “normal paging”. Packet page indication indicates packet paging procedure. Sent on the next but one subblock on the same CCCH as previous paging message.

3
MS -> SS
CHANNEL REQUEST
Establishment Cause = " One phase access ". Received on RACH.

4
MS -> SS
CHANNEL REQUEST
Establishment Cause = " One phase access ".Received on RACH.

5
SS -> MS
IMMEDIATE ASSIGNMENT REJECT 
Request Reference = pertaining to the message received in step 4. Page mode is set to “normal paging”. Sent on AGCH.
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10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





