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Reason for change:
Clarification of the receive window in EGPRS and a correction to BOW/EOW




Summary of change:
  1   EGPRS  receive window is given next to the length of full bitmap.

  2   Correction to the message containing EOW and BOW  

 3. EOW and BOW are defined when first time appears in the text




Consequences if not approved:
 Less information than sufficient for understanding in the text




Clauses affected:
9.1.8.2.3, 9.1.8.2.4
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Other comments:
 .

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.

9.1.8.2.3
Generation of the bitmap

First, a Full Received Bitmap (FRB) is built from the receive state array V(N) by extracting the part between V(Q) and V(R) similar to the GPRS case: it is assigned the elements whose indices in the receive state array V(N) at the receiver range from [V(Q)+ 1]  to [V(R) -1] (modulo SNS). . For each bit in the bitmap, the bit is assigned the value ‘1’ if the corresponding element in V(N) indexed relative to SSN has the value RECEIVED. The bit is assigned the value ‘0’ if the element in V(N) has the value INVALID.

From the FRB, a reported bitmap (RB) shall then be generated. The FRB shall be recalculated before each RB is generated. Different lengths of RBs exist (see clause 12). For uplink TBFs, the network may transmit any RB size to the MS. For downlink TBFs, the network may order the MS to transmit a certain RB size through use of the S/P field. The bitmap size may be selected based on e.g. risk of protocol stalling. The RB is one of the following types:

a) 
Uncompressed reported bitmap:


If the range of indices from SSN to the end of FRB is less than or equal to N bits, where N is the reported bitmap size, the RB starts at SSN and covers the range of indices from SSN to the end of FRB. If the range of indices from SSN to the end of FRB is greater than N bits, the RB is assigned the first N bits of the FRB starting at SSN. 

b) 
Compressed reported bitmap:


Using the compression algorithm, the receiver generates RB of length N bits starting at SSN, where N is the reported bitmap size used.

If the compressed reported bitmap covers more blocks than the uncompressed reported bitmap, the receiver shall send the compressed reported bitmap, otherwise the receiver shall send the uncompressed reported bitmap. As an exception, if the FRB length or the range of indices from SSN to the end of FRB is less than or equal to N bits, the receiver may send the uncompressed reported bitmap without attempting compression. ‘The Compression bit in the reported bitmap shall be set to the value ‘1’ if a compressed bitmap is sent, otherwise it shall be set to the value ‘0’.’

The BOW (begin of window) bit shall be set if SSN = [V(Q) + 1] modulo SNS, the EOW (end of window) bit shall be set if [V(R) -1] modulo SNS is explicitly included in the bitmap.

If V(Q) equals V(R), then SSN shall be set to the value SSN = [V(Q) + 1] modulo SNS, BOW bit shall be set to the value ‘1’, EOW shall be set to the value ‘1’ and the reported bitmap size shall equal 0 bits.

For uplink TBFs, the reported bitmap is sent using the PACKET UPLINK ACK/NACK message corresponding to the used RB size.

For downlink TBFs, the reported bitmap is sent using the EGPRS PACKET DOWNLINK ACK/NACK message corresponding to the used RB size. Further, if the reported bitmap is shorter than the requested bitmap size, the MS shall include a measurement report if there is room enough. 

9.1.8.2.4
Interpretation of the bitmap

If a compressed reported bitmap is received, the bitmap shall first be decompressed according to Section 9.1.10. The uncompressed bitmap shall then be treated as follows:

Firstly, if the BOW bit in PACKET UPLINK/DOWNLINK ACK/NACK has the value “1”, then the bitmap acknowledges all blocks between V(A) and (SSN- 2)  (modulo SNS), and the corresponding elements in V(B) shall be set to the value ACKED. Also a bitmap value of ‘0’ is assumed at the bit position corresponding to (SSN-1) modulo SNS which corresponds to V(Q).

Then, for each bit in the uncompressed bitmap whose corresponding BSN value is within the transmit window, if the bit contains the value ‘1’, the corresponding element in V(B) indexed relative to SSN shall be set to the value ACKED. If the bit contains the value ‘0’, the element in V(B) shall be set to the value NACKED. A bit within the uncompressed bitmap whose corresponding BSN is not within the transmit window, shall be ignored. 
If the EOW bit in the PACKET UPLINK/DOWNLINK ACK/NACK has the value “1”, , then bimap value ‘0’ shall be assumed for all RLC blocks with a BSN value higher than the last entry in the bitmap but less than V(S) (ie. [ V(R) - 1 < BSN < V(S)] modulo SNS). If the RLC transmitter is on the mobile station side, the bit contains the value ‘0’ and the instance of timer T3198 corresponding to BSN is not expired (i.e., the RLC data block was recently (re)transmitted and thus can not be validly negatively acknowledged in this particular Packet Ack/Nack message), the element in V(B) shall not be modified. Similarly, if the RLC transmitter is on the network side and the RLC data block cannot be validly negatively ackonwledged in this particular Packet Ack/Nack message the element in V(B) shall not be modified.
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