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	Reason for change:
(

	The clause is not implemented according to Core Specification's.

In Conformance Requirement 2 and 3 the Connected number is included in the Connect message and the Presentation Indicator is set to either "Number not available due to interworking" or "presentation restricted".

If the Connected number should not be shown to the user, the Connected number will not be included in the Connect message. The Network shall take care of the removal of the Connected number if it should not be shown. In this case the Presentation Indicator will be set to either "Number not available due to 

interworking" or "presentation restricted" and the MS shall give an appropriate indication. The Presentation Indicators "Number not available due to 

interworking" or "presentation restricted" are used to indicate to the MS why the 

number is not included in the Connect Message.

Conformance Requirement 2 and 3 is therefore not in align with the Core Specification's.

COLP / Normal operation shall work in the same way as CLIP / Normal operation (refer to TS 51.010, clause 31.1.1.1).
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31.1.3
COLP

31.1.3.1
Normal operation

Conformance requirement:

GSM 04.81 subclause 3.1
Applicability

MS supporting the COLP supplementary service.

Purpose:

To test that the MS displays the connected number presented to it in an incoming CONNECT message

Method of test

Related PICS/PIXIT statements

-
supported MO circuit switched basic services.

-
description of display for COLP

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The SIM in the MS under test has COLP enabled.

The MS is in MM-state "idle, updated" with valid TMSI and CKSN.


The MS is brought into the state U1 by using table 26.8.1.2/4.

Foreseen final state of the MS

U10, call active.

Maximum duration of test

30 s.

Test procedure

1.
An MO circuit switched basic service is selected that is supported by the MS; if the MS supports MO telephony, the selected basic service is telephony. If necessary, the MS is configured for that basic service. Then, the MS is made to initiate a call. The CC entity of the MS is brought to the state U1. The SS sends a CONNECT message to the MS containing a connected number information element and a connected party subaddress information element. The MS shall respond by sending a CONNECT ACKNOWLEDGE message. The MS shall correctly display the connected line information.



Expected sequence, procedure 1

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	CONNECT
	See specific message contents

	2
	MS -> SS
	CONNECT ACKNOWLEDGE
	

	3
	MS
	
	The MS shall correctly display the connected line information


Specific message contents

CONNECT

	Connected number information element
	

	
Presentation indicator
	Presentation allowed

	
Screening indicator
	User provided, not screened

	Connected subaddress
	Any valid subaddress
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