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This document contains 26 CRs to TS 51.010-1 v4.3.0. These CRs have been agreed by GERAN WG4 and are put forward to TSG GERAN for approval.

	GERAN4 Doc
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
Current
	Version-New
	Work item

	G4-010212
	51.010-1
	199
	
	Rel-4
	Clause 42.2.4.4 - PACKET ACCESS REJECT without wait indication
	F
	4.3.0
	4.4.0
	GPRS

	G4-010216
	51.010-1
	200
	
	Rel-4
	Wrong default values for GAMMA and starting time parameters in Testcase 41.1.5.1.1
	F
	4.3.0
	4.4.0
	GPRS

	G4-010217
	51.010-1
	201
	
	Rel-4
	Not all allowed Random References should be used by the MS concerning Testcase 41.2.2.3
	F
	4.3.0
	4.4.0
	GPRS

	G4-010218
	51.010-1
	202
	
	Rel-4
	Clause 43 RLC Test Cases
	F
	4.3.0
	4.4.0
	GPRS

	G4-010219
	51.010-1
	203
	
	Rel-4
	Clause 44.2.1.2.3 - Combined GPRS attach / GPRS attach while IMSI attach
	F
	4.3.0
	4.4.0
	GPRS

	G4-010220
	51.010-1
	204
	
	Rel-4
	Clause 44.2.1.2.5 - Combined GPRS attach / rejected / GPRS services and non-GPRS services not allowed
	F
	4.3.0
	4.4.0
	GPRS

	G4-010222
	51.010-1
	205
	
	Rel-4
	Clause 44.2.3.2.6 - Combined routing area updating / abnormal cases / access barred due to access class control
	F
	4.3.0
	4.4.0
	GPRS

	G4-010223
	51.010-1
	206
	
	Rel-4
	Clauses 44.2.1.2.4, 44.2.1.2.8, 44.2.1.2.9
	F
	4.3.0
	4.4.0
	GPRS

	G4-010224
	51.010-1
	207
	
	Rel-4
	Clause 44.2.1.2.6 - Combined GPRS attach / rejected / GPRS services not allowed
	F
	4.3.0
	4.4.0
	GPRS

	G4-010225
	51.010-1
	208
	
	Rel-4
	Clauses 44.2.2 and 44.2.3
	F
	4.3.0
	4.4.0
	GPRS

	G4-010226
	51.010-1
	209
	
	Rel-4
	Clause 44.2.1.2.7 - Combined GPRS attach / rejected / location area not allowed
	F
	4.3.0
	4.4.0
	GPRS

	G4-010227
	51.010-1
	210
	
	Rel-4
	44.2.1.1.2 GPRS attach / rejected / IMSI invalid / illegal MS
	F
	4.3.0
	4.4.0
	GPRS

	G4-010228
	51.010-1
	211
	
	Rel-4
	44.2.1.1.5 GPRS attach / rejected / roaming not allowed in this location area
	F
	4.3.0
	4.4.0
	GPRS

	G4-010229
	51.010-1
	212
	
	Rel-4
	44.2.1.2.4 Combined GPRS attach / rejected / IMSI invalid / illegal ME
	F
	4.3.0
	4.4.0
	GPRS

	G4-010231
	51.010-1
	213
	
	Rel-4
	Corrections To The Test Method Of 41.1.2
	F
	4.3.0
	4.4.0
	GPRS

	G4-010232
	51.010-1
	214
	
	Rel-4
	41.3.4 - Repetition Requirements and step numbering
	F
	4.3.0
	4.4.0
	GPRS

	G4-010233
	51.010-1
	215
	
	Rel-4
	42.1.1.4.3 Packet Channel Request / Access persistence control on PRACH / Successive Attempts
	F
	4.3.0
	4.4.0
	GPRS

	G4-010236
	51.010-1
	216
	
	Rel-4
	Corrections and clarification of the GPRS defaults section 40
	F
	4.3.0
	4.4.0
	GPRS

	G4-010237
	51.010-1
	217
	
	Rel-4
	44.2.4 - Omission. Of requirement to power down MS for 10 seconds
	F
	4.3.0
	4.4.0
	GPRS

	G4-010240
	51.010-1
	218
	
	Rel-4
	42.1.2.1.5 - Switching off / powering down the MS
	F
	4.3.0
	4.4.0
	GPRS

	G4-010241
	51.010-1
	219
	
	Rel-4
	Extended the use of the “Location Update” Macro defined in section 40 for the GMM test cases
	F
	4.3.0
	4.4.0
	GPRS

	G4-010243
	51.010-1
	220
	
	Rel-4
	44.2.2.2.2 Location Update Following Change of LAI (PLMN) in MS Mode B Test
	F
	4.3.0
	4.4.0
	GPRS

	G4-010244
	51.010-1
	221
	
	Rel-4
	44.2.3.3.3 Periodic routing area updating / no cell available / Network mode I
	F
	4.3.0
	4.4.0
	GPRS

	G4-010249
	51.010-1
	222
	
	Rel-4
	Wrong precision in step 4 of TC 42.1.2.1.1.1
	F
	4.3.0
	4.4.0
	GPRS

	G4-010270
	51.010-1
	223
	
	Rel-4
	Clause 40.5 – Test PDP contexts
	F
	4.3.0
	4.4.0
	GPRS

	G4-010296
	51.010-1
	224
	
	Rel-4
	Clause 42.1.2.1.10.2 Packet Uplink Assignment / Abnormal cases / Expiry of timer T3164
	F
	4.3.0
	4.4.0
	GPRS


