Page 1



3GPP TSG-GERAN Meeting #5 
Tdoc GP-011299
Chicago, ILL; USA
Agenda item 7.2.5.1
28th May - 1 th June 2001

CR-Form-v3

CHANGE REQUEST




48.018
CR
035

rev
-

Current version:
4.2.0








Proposed change affects:

(U)SIM

ME/UE

Radio Access Network
x
Core Network
X



Title:

Bucket indicator, bucket filled ratio.




Source:

Ericsson




Work item code:

GPRS

Date: 
30 May 2001







Category:

A

Release:

REL-4


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
-

Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:

The reason to introduce this change to BSSGP flow control is the problem of synchronisation between the model for bucket content, which is executed in SGSN, and the content of the real buffer placed in the BSS. 

If SGSN receives the information in the IE “Bucket Full Ratio” (with the proposal as in this CR) the synchronisation of bucket content in model and real buffer can be done faster and the risk of losing data because of buffer over flow in BSS is reduced. 






Summary of change:

The IE “Bucket Full Ratio” is used for synchronization and it is sent from BSS to SGSN. In BSS the real bucket content will occasionally be larger than Bmax. This CR introduces the possibility to allocate values for the IE “Bucket Full Ratio” in the range of 0 to 2.55 of Bmax. At present TS 48.018 states that values for the IE “Bucket Full Ratio” shall be in the range of  0 to bucket full (equal to Bmax).




Consequences if 

not approved:
The synchronisation process will take longer time and data might be lost in BSS when buffer is over full.
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11.3.46
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Other comments:



11.3.46
Bucket Full Ratio

This information element is used to convey the current bucket counter. It is binary encoded as follows: Bcurrent * ( 100 / Bmax). The element coding is:

Table 11.53: Bucket Full Ratio IE

8
7
6
5
4
3
2
1

octet 1
IEI

octet 2,2a
Length Indicator 

octet 3
Ratio of the bucket that is filled up with data

The field ranges from zero (00000000) to two hundred and fifty five (11111111). A value of zero means that the bucket is empty. A value of hundred means that the bucket is exactly full, while a value of two hundred and fifty five means that the bucket is at least  2.55 times Bmax 
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