Technical Specification Group GERAN
TSGG#6(01)1461

Meeting #6, Naantali, Finland, 27 - 31 August 2001
page 1 of 2
Source:
GERAN WG4

Title:
CR's to TS 51.010-1 v4.4.0 related to GPRS-signalling 

Agenda item:
5.1.3

Document for:
Approval

This document contains 60 CRs to TS 51.010-1 v4.4.0. These CRs have been agreed by GERAN WG4 and are put forward to TSG GERAN for approval.

	Doc-2nd-Level
	Spec
	CR
	Rev
	Rel
	Subject
	Cat
	Version-Current
	Version-New
	Work

item
	Releases affected

	G4-010338
	51.010-1
	264
	
	Rel-4
	Annex 4 - Addition of GPRS service
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010339
	51.010-1
	265
	
	Rel-4
	Acknowledged mode / Uplink TBF / Transmit window size, in Section 43.1.1.2
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010344
	51.010-1
	266
	
	Rel-4
	Paging correction and GPRS resume indication in section 44.2.2.2.5
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010346
	51.010-1
	267
	
	Rel-4
	Additional Location Update procedures in section 44.2.3.1.4
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010349
	51.010-1
	268
	
	Rel-4
	Editorial modification to section 41.1.4.1
	D
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010351
	51.010-1
	269
	
	Rel-4
	Inserted time for ready timer expiry and removed TMSI status IE in section 44.2.3.3.2
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010353
	51.010-1
	270
	
	Rel-4
	Changed timer references in section 44.2.5.1.2
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010354
	51.010-1
	271
	
	Rel-4
	42.1.2.1.10.2 Incorrect Number of Packet Access Re-Attempts
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010355
	51.010-1
	272
	
	Rel-4
	42.2.2.11.2 Generic Procedure for Open Ended TBF & Irrelevant Conformance Requirement : Dynamic/Fixed Allocation & Definition and Applicability : Frequency Support
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010356
	51.010-1
	273
	
	Rel-4
	42.2.2.7.3 Conformance Requirements Inconsistent with Test Purpose and Expected Sequence : Repeat Allocation & New Allocation Bitmap Valid From TBF Starting Time
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010357
	51.010-1
	274
	
	Rel-4
	42.2.3.2.1 Generic Procedure for Open Ended TBF & PACKET TBF RELEASE
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010358
	51.010-1
	275
	
	Rel-4
	42.2.3.2.1 Generic Procedure for Open Ended TBF & PACKET TBF RELEASE
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010359
	51.010-1
	276
	
	Rel-4
	GSM 700 and GSM850 inclusion into clause 42
	B
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010360
	51.010-1
	277
	
	Rel-4
	Fixed Allocation ALLOCATION BITMAP clarifications in section 42.2.2.6.1 and 42.2.2.8.1
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010361
	51.010-1
	278
	
	Rel-4
	GPRS resume indication and Attach Accept contents in section 44.2.1.2.1
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010362
	51.010-1
	279
	
	Rel-4
	A Minor Test Requirement Error In The Sequence of 44.2.1.2.6
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010363
	51.010-1
	280
	
	Rel-4
	Attach Accept contents in sections 44.2.1.1.1, 44.2.1.1.7, 44.2.2.1.2, 44.2.2.1.3, 44.2.3.1.7, 44.2.4
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010364
	51.010-1
	281
	
	Rel-4
	GPRS Resume indication in sections 44.2.1.2.4, 44.2.1.2.5, 44.2.1.2.6, 44.2.1.2.7, 44.2.1.2.8, 44.2.1.2.9, 44.2.2.1.7, 44.2.2.2.3 and 44.2.2.2.4
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010365
	51.010-1
	282
	
	Rel-4
	Added Location Update procedure and changed Attach Accept contents in section 44.2.3.1.2
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010366
	51.010-1
	283
	
	Rel-4
	Changed Attach Accept contents and Initial conditions in section 44.2.3.1.5
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010367
	51.010-1
	284
	
	Rel-4
	Several changes to section 44.2.3.2.3
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010368
	51.010-1
	285
	
	Rel-4
	Changed title and removed location update in section 44.2.3.3.4
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010370
	51.010-1
	286
	
	Rel-4
	MS may answer to paging in section 44.2.1.2.2.3.2, 44.2.3.2.5.3.1 and 44.2.3.2.5.3.2
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010374
	51.010-1
	287
	
	Rel-4
	42.4.2.1.4 Error Cause in PACKET CELL CHANGE FAILURE
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010375
	51.010-1
	288
	
	Rel-4
	42.4.2.2.1 Incorrect Establishment Cause in PACKET CHANNEL REQUEST
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010389
	51.010-1
	289
	
	Rel-4
	Corrections to sections 42.4.1.1 and 42.4.2.1
	D
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010411
	51.010-1
	290
	
	Rel-4
	Clause 44.2.2.2.4
GPRS detach / re-attach requested / accepted
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010413
	51.010-1
	291
	
	Rel-4
	Clause 46.1.2.2.2.3 
Busy condition at the peer, with ACK sent for resumption of transmission
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010414
	51.010-1
	292
	
	Rel-4
	GSM 700 and GSM850 inclusion into 51.010-1 clause 40
	B
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010442
	51.010-1
	293
	
	Rel-4
	44.2.3.2.5.3.2 Test Procedure 2 Correction to initial conditions.
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010444
	51.010-1
	294
	
	Rel-4
	Proposal to change requirements for the number of RLC octets sent in uplink data transfer test cases.
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010445
	51.010-1
	295
	
	Rel-4
	Section 40 Need To Define Alternate Frequencies For Assignment Commands When PBCCH/PCCCH Uses Hopping
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010458
	51.010-1
	296
	
	Rel-4
	Modification of conformance requirement concerning test case 45.5.1 : Unknown or Unforeseen Transaction Identifier/Non-semantical Mandatory Information Element Errors.
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010460
	51.010-1
	297
	
	Rel-4
	Comments related to XID response in LLC Testcases 46.1.2.7.1 and 46.1.2.7.4
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010461
	51.010-1
	298
	
	Rel-4
	Correction in message direction for GMM Testcase 44.2.2.1.7
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010462
	51.010-1
	299
	
	Rel-4
	Possible MM Location Update for Non-Auto Attach MS
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010464
	51.010-1
	300
	
	Rel-4
	42.1.1.3 Initial Conditions Incorrect for RLC Unacknowledged Mode Test
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010465
	51.010-1
	301
	
	Rel-4
	42.1.2.1.1.1 Incorrect Use of FRAME_NUMBER in PACKET QUEUING NOTIFICATION & Possible MM Location Update for Non-Auto Attach MS
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010467
	51.010-1
	302
	
	Rel-4
	42.1.2.1.9.3 Inconsistent RLC Mode in Initial Conditions and Test Procedure
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010468
	51.010-1
	303
	
	Rel-4
	42.2.1.1/1b, 42.2.1.2/1b and 42.2.1.2/2b Use of 11-bit PRACH Format on RACH
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010469
	51.010-1
	304
	
	Rel-4
	PACKET POLLING REQ RRBP Interpretation
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010470
	51.010-1
	305
	
	Rel-4
	42.2.2.11.1 Generic Procedure for Open Ended TBF
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010472
	51.010-1
	306
	
	Rel-4
	42.2.2.11.3 Generic Procedure for Open Ended TBF & Conformance Requirement : Abnormal Release
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010473
	51.010-1
	307
	
	Rel-4
	Incorrect T3188 Start Condition
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010478
	51.010-1
	308
	
	Rel-4
	42.2.3.3.1 Generic Procedure for Open Ended TBF & PACKET CHANNEL REQUEST on CCCH
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010479
	51.010-1
	309
	
	Rel-4
	42.2.4.4.1 Conformance Requirement Changed : Re-Attempt Packet Access
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010482
	51.010-1
	310
	
	Rel-4
	42.3.1.1.4 Incorrect Expected Sequence for Uplink TBF Establishment
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010483
	51.010-1
	311
	
	Rel-4
	42.3.2.1.1 PACKET CONTROL ACK & Commencement of Downlink Data Blocks
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010484
	51.010-1
	312
	
	Rel-4
	42.3.2.1.2 Violation of Ttb Class 2/3 MS
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010485
	51.010-1
	313
	
	Rel-4
	42.3.3.1.1 Expected Sequence Table for SMS + 1 PDP Context Test
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010486
	51.010-1
	314
	
	Rel-4
	42.3.3.1.2 Expected Sequence Table for SMS + 1 PDP Context Test & Radio Priorites for SMS and PDP Context 5
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010487
	51.010-1
	315
	
	Rel-4
	Radio Priority for SMS
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010488
	51.010-1
	316
	
	Rel-4
	42.4.1.2 Ready Timer and Cell Update Procedures
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010491
	51.010-1
	317
	
	Rel-4
	42.5.2.1 No Timing Advance Value Allocated & Commencement of Downlink RLC Data Blocks & Completion of Downlink Data Transfer
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010492
	51.010-1
	318
	
	Rel-4
	Correction to section 41.2.5.1 Packet access rejection / wait indication
	D
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010508
	51.010-1
	319
	
	Rel-4
	Clause 40.1. Default test conditions (Definition of Cell C-F)
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010509
	51.010-1
	320
	
	Rel-4
	Clause 40 – GPRS default conditions, message contents and macros
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4

	G4-010510
	51.010-1
	321
	
	Rel-4
	45.2.1.2.1 QoS Accepted by MS; 45.5. Unknown or Unforeseen Transaction Identifier/Non-semantical Mandatory Information Element Errors
	F
	4.4.0
	4.5.0
	GPRS
	R97, R98, R99, Rel-4


