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40.1.2
Default settings for cell B

The default settings for cell B are identical to those of cell A with the following exceptions:

	
	GSM 900
	DCS 1800
	PCS 1900

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	10
	520
	520

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	50
	750
	750

	Cell identity
	0002H
	0002H
	0002H


	
	GSM 700
	GSM 850

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	447
	137

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	470
	177

	Cell identity
	0002H
	0002H


40.1.3
Default settings for cell C

The default settings for cell C are identical to those of cell A with the following exceptions:

	
	GSM 900
	DCS 1800
	PCS 1900

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	80
	600
	600

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	25
	675
	675

	Cell identity
	0003H
	0003H
	0003H


	
	GSM 700
	GSM 850

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	480
	207

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	465
	167

	Cell identity
	0002H
	0002H


40.1.4
Default settings for cell D

The default settings for cell D are identical to those of cell A with the following exceptions:

	
	GSM 900
	DCS 1800
	PCS 1900

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	110
	700
	700

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	35
	725
	725

	Cell identity
	0004H
	0004H
	0004H


	
	GSM 700
	GSM 850

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	499
	217

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	460
	157

	Cell identity
	0002H
	0002H


40.1.5
Default settings for cell E

The default settings for cell E are identical to those of cell A with the following exceptions:

	
	GSM 900
	DCS 1800
	PCS 1900

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	90
	780
	780

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	45
	735
	735

	Cell identity
	0005H
	0005H
	0005H


	
	GSM 700
	GSM 850

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	504
	227

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	455
	147

	Cell identity
	0002H
	0002H


40.1.6
Default settings for cell F

The default settings for cell F are identical to those of cell A with the following exceptions:

	
	GSM 900
	DCS 1800
	PCS 1900

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	120
	810
	810

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	55
	775
	775

	Cell identity
	0006H
	0006H
	0006H


	
	GSM 700
	GSM 850

	Downlink Input Level
	53 dBmVemf()
	53 dBmVemf()

	Serving cell, BCCH/CCCH carrier

	Channel ARFCN
	507
	237

	Serving cell, PDTCH, SDCCH

	Channel ARFCN
	450
	187

	Cell identity
	0002H
	0002H
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