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	Reason for change:

	UMTS specific information shall be handled transparently by the GSM network.It shall not be possible to request specific detailed UMTS information from the mobile.Whenever requested the mobile shall send all its UMTS related information in a transparent container, RRC Information To Target RNC.

	
	

	Summary of change:

	The Classmark enquiry procedure is changed such that the network may request the mobile to send a general UMTS specific container without any details. 
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	Unnecessary complex handling of UMTS specific information in GSM.

	
	

	Clauses affected:

	3.4.11.2

	
	

	Other specs

	
	 Other core specifications

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:

	


3.4.11
Classmark interrogation procedure

This procedure allows the network to request additional classmark information from the mobile station (e.g. if the information initially sent by the mobile station is not sufficient for network decisions). For a multi-RAT MS this procedure allows in addition the network to request UTRAN specific informationand/or CDMA2000 UE Capability. In case UTRAN specific information is requested the mobile shall return all its stored information relevant for UTRAN in a GSM transparent container, the RRC Information To Target RNC container.
3.4.11.1
Classmark interrogation initiation

The network initiates the classmark interrogation procedure by sending a CLASSMARK ENQUIRY message to the mobile station on the main DCCH.

3.4.11.2
Classmark interrogation completion

On receipt of the CLASSMARK ENQUIRY message the mobile station sends a CLASSMARK CHANGE and/or a UTRAN CLASSMARK CHANGE and/or a CDMA2000 CLASSMARK CHANGE message to the network on the main DCCH. The Classmark Enquiry Mask information element in the CLASSMARK ENQUIRY message indicates the type of request. If the Classmark Enquiry Mask information element is not included in the CLASSMARK ENQUIRY message, this indicates a request for CLASSMARK CHANGE message. The CLASSMARK CHANGE message contains the mobile station classmark 2 information element. It may also contain a Classmark 3 Information Element. The UTRAN CLASSMARK CHANGE message contains UMTS specific information such as UE capability ,UTRAN predefined configuration status information and UE Security information.  The CDMA2000 CLASSMARK CHANGE message contains CDMA2000 UE capability information.

If the CLASSMARK CHANGE and one or more of these additional messages are to be sent by the MS, the CLASSMARK CHANGE message shall be sent first.
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