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3.4.11
Classmark interrogation procedure

This procedure allows the network to request additional classmark information from the mobile station (e.g. if the information initially sent by the mobile station is not sufficient for network decisions). For a multi-RAT MS this procedure allows in addition the network to request UTRAN specific informationand/or CDMA2000 UE Capability.

3.4.11.1
Classmark interrogation initiation

The network initiates the classmark interrogation procedure by sending a CLASSMARK ENQUIRY message to the mobile station on the main DCCH.

3.4.11.2
Classmark interrogation completion

On receipt of the CLASSMARK ENQUIRY message the mobile station sends a CLASSMARK CHANGE and/or a UTRAN CLASSMARK CHANGE and/or a CDMA2000 CLASSMARK CHANGE message to the network on the main DCCH. The Classmark Enquiry Mask information element in the CLASSMARK ENQUIRY message indicates the type of request. If the Classmark Enquiry Mask information element is not included in the CLASSMARK ENQUIRY message, this indicates a request for CLASSMARK CHANGE message. The CLASSMARK CHANGE message contains the mobile station classmark 2 information element. It may also contain a Classmark 3 Information Element. The UTRAN CLASSMARK CHANGE message contains UTRAN UE capability and/or UTRAN predefined configuration status information for the equivalent PLMNs and/or information used for UTRAN security. The CDMA2000 CLASSMARK CHANGE message contains CDMA2000 UE capability information.

If the CLASSMARK CHANGE and one or more of these additional messages are to be sent by the MS, the CLASSMARK CHANGE message shall be sent first.


***   Next modified section   ***

10.5.2.7a
UTRAN predefined configuration status information / START-CS / UE Capability information element

Only valid for a UTRAN capable MS. The UTRAN predefined configuration status information / START-CS / UE Capability information element may give give information to the network on:

-
The predefined configuration set stored in the mobile station for the equivalent PLMNs; and/or

-
Security information to be used after handover to UTRAN, with the START-CS parameter that is stored by the MS at handover from UTRAN to GSM, see 3GPP TS 31.102; and/or

-
The UTRAN Capabilities of the MS.

One, two or three of of these three information may be present.

The UTRAN predefined configuration status information / START-CS / UE Capability information element is a type 4 information element with a minimum length of 2 octets. No upper length limit is specified except for that given by the maximum number of octets in a L3 message (see 3GPP TS 04.06).

START-CS is defined in 3GPP TS 25.331.

UE Capability is defined in 3GPP TS 25.331. If this field includes padding bits, they are defined in 3GPP TS 25.331.


***   Next modified section   ***

10.5.2.7c
Classmark Enquiry Mask

The UE Classmark Enquiry Mask information element defines the capabilities to be returned to the network. The bit mask defines the specific information to be returned, such as UTRAN UE capability and/or information about UTRAN predefined configuration versions and/or UTRAN security information and/or CDMA2000 UE capability and/or requests the sending of the CLASSMARK CHANGE message. The classmark change procedure is described in sub-clause 3.4.10.

The Classmark Enquiry Mask is a type 4 information element with 3 octets length.
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Figure 10.5.2.7c.1/3GPP TS 44.018: Classmark Enquiry Mask information element

Table 10.5.2.7c.2/3GPP TS 44.018: Classmark Enquiry Mask value part.

	Bit 8:
0
CLASSMARK CHANGE message is requested
1
CLASSMARK CHANGE message is not requested

	Bit 7
0
UTRAN CLASSMARK message including status on predefined configurations (i.e. Sequence Description) is requested
1
UTRAN CLASSMARK message including status on predefined configurations (i.e. Sequence Description) is not requested

	Bit 6
0
UTRAN CLASSMARK message including START-CS parameter is requested
1
UTRAN CLASSMARK message including START-CS parameter is not requested

	Bit 5
0
UTRAN CLASSMARK message including UE Capability parameter is requested
1
UTRAN CLASSMARK message including UE Capability parameter is not requested

	Bit 4:
0
CDMA2000 CLASSMARK message is requested
1
CDMA2000 CLASSMARK message is not requested

	Bits 3 - 1: spare(0).
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