Page 1



3GPP TSG GERAN Meeting no 7
TSGG#07(01)2066

Cancun, Mexico

26 – 30 November 2001

3GPP TSG- TSG-GERAN5 #1 
Tdoc G5-010139

Sophia Antipolis, France, 8 - 10 October 2001
	CR-Form-v4

	CHANGE REQUEST

	

	(

	TS 51.010-1
	CR
	335
	(

rev
	-
	(

Current version:
	4.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	TC 31.2.1.7.2 - Correction of Test procedure

	
	

	Source:
(

	Rohde & Schwarz

	
	

	Work item code:
(

	TEI
	
	Date: (

	2001-10-08

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	Description of Test Procedure is not aligned with Expected Message Sequence due to an implementation error of an older CR (G4-000294r).

	
	

	Summary of change:
(

	Please refer to G4-000294r

	
	

	Consequences if 
(

not approved:
	Mismatch between description of test procedure and expected message sequence..

	
	

	Clauses affected:
(

	31.2.1.7.2

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	The CR applies to Ph2, R96, R97, R98, R99, REL-4.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
31.2.1.7.2
Forwarded-to mobile subscriber side

31.2.1.7.2.1
Conformance requirements

1)
Upon receipt of the SETUP message containing a notification indication that the call is a forwarded one (with any SS code except CFC), the MS shall correctly continue call establishment and enter CC state U6.

2)
Upon receipt of the SETUP message containing a notification indication that the call is a forwarded one, or after sending CALL CONFIRMED, or after sending ALERTING, the MS shall provide the appropriate user indication (which is to be described by the manufacturer).

References

1)
GSM 04.82.

2)
GSM O2.30 section 4.5.

31.2.1.7.2.2
Test purpose

1)
To check that, upon receipt of the SETUP message containing a notification indication that the call is a forwarded one, the MS correctly continues call establishment and enters CC state U6.

2)
To check that upon receipt of the SETUP message containing a notification indication that the call is a forwarded one, or after sending CALL CONFIRMED, or after sending ALERTING, the MS provides the appropriate user indication (which is to be described by the manufacturer).

31.2.1.7.2.3
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is "idle updated".

Related PICS/PIXIT statement(s)

Description of the user's commands and of display of the answers from the network for call forwarding.

Foreseen final state of the MS

The MS is "idle updated".

Test procedure

An incoming call is given to the MS with the SETUP message with the facility information element containing an invoke of the NotifySS operation with the indication that the call is forwarded. 


After the MS was brought to CC state U7, the SS sends a STATUS ENQUIRY message. The MS responds indicating CC state U7 (implying that it has travelled through CC state U6)

The transaction and the channel are released by the SS.

Maximum duration of test

1 min.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	PAGING
	

	2
	MS -> SS
	CHANNEL REQUEST
	with establishment cause "answer to paging"

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	4
	MS -> SS
	PAGING RESPONSE
	

	5
	SS -> MS
	SETUP
	containing the notification that the call is a forwarded one

	6
	MS -> SS
	CALL CONFIRMED
	

	7
	SS -> MS
	ASSIGNMENT COMMAND
	

	8
	MS -> SS
	ASSIGNMENT COMPLETE
	

	9
	MS -> SS
	ALERTING
	Ringing and user indication that the incoming call is forwarded

	10
	SS -> MS
	STATUS ENQUIRY
	

	11
	MS -> SS
	STATUS
	(U7)

	12
	SS -> MS
	RELEASE COMPLETE
	

	13
	SS -> MS
	CHANNEL RELEASE
	


Specific message contents

at step 5 -

-
protocol discriminator: CC

-
transaction identifier:

-
message type: SETUP

-
facility


invoke = notification

-
SS-Code (CFU, CFB, CFNRy, CFNRc or CF)

-
SS-Notification (indicating: call is forwarded i.e.


Call is forwarded indication to C-subscriber).
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