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52.2.4.2
Macros

For most test cases in sub-section 52.2 the test starts when the MS is in packet uplink transfer mode. This sub-section defines several macro test procedures to establish an uplink TBF and to bring the MS into the fpacket transfer mode. Fixed allocation MAC mode is used for the uplink RLC data block transfer.

Before one of the macro test procedures is used, it is necessary in a test to describe the way to trigger the MS for the relevant uplink access.

52.2.4.2.1
Macro for uplink fixed allocation one phase access

The tables below describe the message exchanges which bring the MS into the packet uplink transfer mode with the one phase access procedure.  In fixed allocation, the one phase access procedure always indicates an open-ended TBF, because the SS does not know how much data the MS intends to transfer.

Table 52.2.4.2.1/1a: Macro for uplink fixed allocation one phase access (PBCCH present)

	Step
	Direction
	Message
	Comments

	
	
	Macro parameters:

EGPRS Channel Coding Command: MCS-1(default), (3GPP TS 04.60, section 12.10d)

Resegment IE: 0(default), (3GPP TS 04.60, section 12.10e)

EGPRS Window Size: 64(default), (3GPP TS 04.60, section 12.5.2)

TIMESLOT_ALLOCATION: (3GPP TS 04.60, section 11.2.29)

TBF Starting Time: (not present by default), (3GPP TS 04.60, section 12.21)

BLOCK_OR_BLOCK_PERIODS: (3GPP TS 04.60, section 11.2.29)

ALLOCATION_BITMAP_LENGTH: (3GPP TS 04.60, section 11.2.29)

ALLOCATION_BITMAP: (3GPP TS 04.60, section 11.2.29)

	1
	MS -> SS
	EGPRS PACKET CHANNEL REQUEST
	Received on PRACH. 

11 bit, One Phase Access Request

	2
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Sent on PACCH.


Table 52.2.4.2.1/1b: Macro for uplink fixed allocation one phase access (PBCCH not present)

	Step
	Direction
	Message
	Comments

	
	
	Macro parameters:

EGPRS Channel Coding Command: MCS-1(default), (3GPP TS 04.60, section 12.10d)

Resegment IE: 0(default), (3GPP TS 04.60, section 12.10e)

EGPRS Window Size: 64(default), (3GPP TS 04.60, section 12.5.2)

TIMESLOT_ALLOCATION: (3GPP TS 04.60, section 11.2.29)

TBF Starting Time: (not present by default), (3GPP TS 04.60, section 12.21)

BLOCK_OR_BLOCK_PERIODS: (3GPP TS 04.60, section 11.2.29)

ALLOCATION_BITMAP_LENGTH: (3GPP TS 04.60, section 11.2.29)

ALLOCATION_BITMAP: (3GPP TS 04.60, section 11.2.29)

	1
	MS -> SS
	EGPRS PACKET CHANNEL REQUEST
	Received on RACH. 

One Phase Access Requested

	2
	SS -> MS
	IMMEDIATE ASSIGNMENT
	Sent on AGCH (with EGPRS Packet Uplink Assignment defined in 3GPP TS 04.18, section 10.5.2.16)
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