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10.5.2.35a
SI 6 Rest Octets

The SI 6 Rest Octet information element may contain information concerning the paging, notification channels, VBS and VGCS services of the cell.

Mobile stations not supporting VGCS listening or VBS listening can ignore the information contained in this information element.

The value part is as shown below:

<SI6 rest octets> ::=

(L I H <PCH and NCH info>(





(L I H <VBS/VGCS options : bit(2)>}






<implicit spare >;

<PCH and NCH info> ::=

<Paging channel restructuring>







<NLN(SACCH) : bit(2)>







(0 I 1 <Call priority : bit (3)>(






<NLN status : bit >;

<paging channel restructuring> ::=


1|

-- paging channel is restructured


0

-- paging channel is not restructured

<VBS/VGCS options> ::=

<inband notifications>







<inband pagings>;

<inband notifications>::=


0|

-- the network does not provide notification on FACCH so that the mobile should 




   inspect the NCH for notifications


1

-- the mobile shall be notified on incoming high priority VBS/VGCS calls through

                               NOTIFICATION/FACCH, the mobile need not to inspect the NCH

<inband pagings>::=


0|

-- the network does not provide paging information on FACCH so that the mobile

                               should inspect the PCH for pagings


1

-- the mobile shall be notified on incoming high priority point-to-point calls




   through NOTIFICATION/FACCH, the mobile need not to inspect the PCH

Attributes, field contents:
1.
For <NLN(SACCH): bit(2)>: see clause 10.5.2.23.

2.
For <call priority>: see clause 10.5.2.23. Indication of the highest priority associated with VBS/VGCS calls in a cell.
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