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***** NEXT MODIFIED SECTION *****

A.3.2.3
E-OTD Measurement Information Element

The purpose of the E-OTD Measurement Information element is to provide OTD measurements of signals sent from the reference and neighbor based stations. The length of this element depends on the number of neighbor cells for which OTD measurements have been collected. This element is optional in the Measure Position Response component. It is included in the Measure Position Response component, if the network has requested the mobile to perform the MS assisted E-OTD method. The MS should try to measure all BTSs requested by the SMLC. BTSs which cannot be measured or whose measurements are excessively inaccurate need not be reported. The MS may include measurements for other BTSs not given in the assistance data by the SMLC.
The E-OTD and 51 multiframe offset values are reported relative to the reference BTS as defined in the previous clauses.

The following fields are repeated for each measurement set.

Reference Frame Number
This field indicates the frame number of the last measured burst from the reference BTS modulo 42432. This information can be used as a time stamp for the measurements. This field is mandatory.

Range: 0 – 42431

Reference Time Slot 

Reference Time Slot indicates the time slot modulo 4 relative to which the MS reports the reference BTS measurements. This field is mandatory.

Range: 0 to 3

Note: If MS does not know timeslot scheme, the MS reports the used timeslot. MS can only report results based on one time slot (N) or two time slots (N and N+4).  If the MS knows the timeslot scheme, it can make measurements from several timeslots and reports that the used timeslot is zero (and makes correction). 

Reference Quality
Reference Quality field includes the standard deviation of the TOA measurements from the reference BTS with respect to TRef  (where TRef is the time of arrival of signal from the reference BTS used to calculate the OTD values). This field is optional. The Reference Quality field can be used to evaluate the reliability of E-OTD measurements in the SMLC and in weighting of the E-OTD values in the location calculation.

Following linear 5 bit encoding is used

'00000'
     0 – 
(R*1-1)
meters

'00001'
R*1 –
(R*2-1)
meters

'00010'
R*2 – (R*3-1)
meters

…

'11111'
R*31 meters or more 

where R is the resolution defined by Std Resolution field. For example, if R=20 meters, corresponding values are 0 – 19 meters, 20 – 39 meters, 40 – 59 meters, …, 620+ meters.

Number of Measurements

Number of Measurements for the Reference Quality field is used together with Reference Quality to define quality of the reference base site TOA. The field indicates how many measurements have been used in the MS to define the standard deviation of the measurements. Following 3 bit encoding is used

'000':          2-4

'001':          5-9

'010':          10-14

'011':          15-24

'100':          25-34

'101':          35-44

'110':          45-54

'111':          55 or more 

This field is optional.

Std Resolution

Std Resolution field includes the resolution used in Reference Quality field and Std of EOTD Measurements field.  Encoding on 2 bits as follows

'00'
10 meters

'01'
20 meters

'10'
30 meters

'11'
Reserved.

This field is mandatory.

TA Correction
This field indicates the estimate of the time difference between the moment that the MS uses to adjust its  internal timing for reception and transmission (e.g. corresponding to maximum energy) and the estimate of the reception of the first arriving component from the serving BTS. This value can be used as a correction by the SMLC to the Timing Advance (TA) value when the distance between the MS and the serving BTS is estimated based on TA.

The value TACor in this field corresponds to the TA Correction in bit periods as follows:

-
TA Correction in bit periods = TACor/64 –8.

TA Correction has the resolution of 1/64 bit period, and the range – 8 … +7 bit periods. Negative TA Correction in bits indicates that the first signal component from the serving BTS is estimated to arrive before the moment used for communication. This field is optional.

Range: 0-960

Number of Measured Neighbors
This field indicates the number of different neighbor BTSs. This field is mandatory.

Range: 0 - 10

NOTE:
If the MS can not measure any neighbor BTSs, then this value is set to '0'.

The following fields are repeated for the number of BTSs included in the Number of Measured Neighbors field.
Neighbor Identity Present
The presence of this field is conditional, it shall not be present in the first set. It is mandatory for the other sets. This field indicates whether the identity information (i.e. CellIDType and possibly Neighbor CI / Neighbor BCCH Carrier / Neighbor BSIC / Neighbor Multiframe Offset / Request Index /  System Info Index fields) concerning a certain BTS is present or whether the BTS identity is given as reference to the first measurement set.

'0'
Identity information not included, and identity of this BTS is same as the identity of BTS in first set with same sequence number

'1'
Identity information is included

CellIdType

This field indicates is the identity method of the cell. This field is conditional, and included if Neighbor Identity Present is '1'. If CellIdType field is not present, the following fields can not be present either: Neighbor CI, Neighbor BCCH Carrier, Neighbor BSIC, Neighbor Multiframe Offset, Request Index,  System Info Index.

'0' =
Cell identity is told using BSIC and BCCH carrier.

'1' =
Cell identity is told using CI, and the LAC is the same as the current serving BTS.

'2' =
Cell identity is told using 51 Multiframe offset and BCCH carrier.

'3' =
Cell identity is told using an index refering to the BTS listed in the Measure Position Request component (the indicated reference BTS is 1).

'4' =
Cell identity is told using an index refering to the BTS listed in the BCCH allocation list (System Information Neighbor Lists) of the serving BTS.

'5' =
Cell identity is told using CI and the LAC.

NOTE:
The MS can decide which of these methods to use. The CellIdType '3' and '4' are preferred.

Neighbor LAC 
This field indicates the Location Area Code of the neighbor BTS. The purpose of the Location Area Code is to identify a location area. This field is conditional, and included, if CellIDType field is '5'.

Range: 0 - 65535

Neighbor CI
This field indicates the Cell Identity of the particular neighbor cell. The purpose of the Cell Identity value is to identify a cell within a location area. 

Neighbor CI field is conditional and is included only if CellIdType is set '1' or '5' and the CI value of the given cell is available.

Range: 0 - 65535

Neighbor BCCH Carrier
This field indicates the absolute RF channel number of the BCCH of the neighbor base station. BCCH carrier field is conditional and is included only if CellIdType is set '0' or '2'.

Range: 0 - 1023

Neighbor BSIC
This field indicates the BSIC (Base Station Identity Code of the base station).

BSIC field is conditional and is included only if CellIdType is set '0' or '4'.

Range: 0 - 63

Neighbor Multiframe Offset 
This field indicates the frame difference between the start of the 51 multiframes frames arriving from this BTS and the reference BTS. The multiframe offset is defined as TBTS - TRef, where TBTS is the time of the start of the 51 multiframe in the BTS in question, and TRef is the time of the start of the 51 multiframe in the reference BTS.   This field is conditional and included only if CellIdType is set to '2'.

Range: 0 - 51

Request Index 
This field indicates an index identifying the reference BTS by refering to the BTSs listed in the Measure Position Request component (the indicated reference BTS in the Measure Position Request component has the index value 1, and possible next BTS '2', and so on).

This field is conditional and included only if CellIdType is set to '3'.

Range: 1-16

System Info Index 
This field indicates an index identifying the reference BTS by refering to the BCCH allocation list (System Information Neighbor List) of the serving BTS.

This field is conditional and included only if CellIdType is set to '4'.

Range: 1-32

Neighbor Time Slot
Neighbor Time Slot indicates the time slot modulo 4 relative to which the MS reports the neighbor BTS measurements. This field is mandatory.

Range: 0 to 3

NOTE:
If the MS does not know the timeslot scheme, the MS reports the used timeslot. MS can only report a result based on one time slot (N) or two time slots (N and N+4).  If the MS knows the timeslot scheme, the MS can make measurements from several timeslots and reports that the used timeslot is zero (and makes correction).

Number of EOTD Measurements

Number of Measurements field is used together with Std of EOTD Measurements field to define quality of a reported EOTD measurement. The field indicates how many EOTD measurements have been used in the MS to define the standard deviation of these measurements. Following 3 bit encoding is used.

'000':
2-4

'001':
5-9

'010':
10-14

'011':
15-24

'100':
25-34

'101':
35-44

'110':
45-54

'111':
55 or more 

This field is mandatory.

Std of EOTD Measurements

Std of EOTD Measurements field includes standard deviation of  EOTD measurements. This field is mandatory. It can be used to evaluate the reliability of EOTD measurements in the SMLC and in weighting of the OTD values in location calculation. 

Following linear 5 bit encoding is used

'00000'
     0 – 
(R*1-1)
meters

'00001'
R*1 –
(R*2-1)
meters

'00010'
R*2 – (R*3-1)
meters

…

'11111'
R*31 meters or more 

where R is the resolution defined by Std Resolution field. For example, if R=20 meters, corresponding values are 0 – 19 meters, 20 – 39 meters, 40 – 59 meters, …, 620+ meters.

OTD
This field indicates the measured OTD value between the receptions of signals from the reference and the neighbor BTS. The OTD is defined as TNbor - TRef (modulo burst length) where TNbor is the time of arrival of signal from the neighbor BTS, and TRef is the time of arrival of signal from the reference BTS. The reporting resolution of the OTD value is 1/256 bit. This field is mandatory.

Range: 0 – 39999
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