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	CR number and subject
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	GP-020670
	CR 44.060-117: Clarification of the number of repetitions before failure (Rel-5)
	G2-020188

	GP-020671
	CR 04.18-A242: Correction of DTM message type values (R99)
	G2-020191

	GP-020672
	CR 44.060-076 rev 2: Basic changes to chapter 8 for Iu mode (Rel-5)
	G2-020197

	GP-020673
	CR 44.060-077 rev 2: Basic changes to chapter 9 for Iu mode (Rel-5)
	G2-020198

	GP-020674
	CR 04.31-A072: Removing condition to Control Header parameter (R98)
	G2-020202

	GP-020675
	CR 04.31-A073: Removing condition to Control Header parameter (R99)
	G2-020203

	GP-020676
	CR 44.031-051: Removing condition to Control Header parameter (Rel-4)
	G2-020204

	GP-020677
	CR 44.031-052: Removing condition to Control Header parameter (Rel-5)
	G2-020205

	GP-020678
	CR 48.002-003: Introduction of NNSF (Rel-5)
	G2-020210

	GP-020679
	CR 44.060-063 rev 2: Updates to 44.060 §§ 1 to 3 (Rev-5)
	G2-020230

	GP-020680
	CR 44.018-150: Alignment of 8PSK speech codecs references in GERAN specifications (Rel-5)
	G2-020248

	GP-020681
	CR 48.008-043: Alignment of 8PSK speech codecs references in GERAN specifications (Rel-5)
	G2-020249

	GP-020682
	CR 48.058-007: Alignment of 8PSK speech codecs references in GERAN specifications (Rel-5)
	G2-020250

	GP-020683
	CR 44.060-091 rev 1: CR to 44.060 section 7 (Rel-5)
	G2-020253

	GP-020684
	CR 04.60-B071: Padding bits definition in the Additional MS Radio Access Capabilities message (R99)
	G2-020271

	GP-020685
	CR 44.060-124: Padding bits definition in the Additional MS Radio Access Capabilities message (Rel-4)
	G2-020272

	GP-020686
	CR 44.060-125: Padding bits definition in the Additional MS Radio Access Capabilities message (Rel-5)
	G2-020273

	GP-020687
	CR 04.60-B072: Usage of the ES/P field in the generation of the Ack/Nack bitmap (R99)
	G2-020274

	GP-020688
	CR 44.060-126: Usage of the ES/P field in the generation of the Ack/Nack bitmap (Rel-4)
	G2-020275

	GP-020689
	CR 44.060-127: Usage of the ES/P field in the generation of the Ack/Nack bitmap (Rel-5)
	G2-020276

	GP-020690
	CR 04.60-B073: CSN.1 syntax correction in the PCCO message (R99)
	G2-020277

	GP-020691
	CR 44.060-128: CSN.1 syntax correction in the PCCO message (Rel-4)
	G2-020278

	GP-020692
	CR 44.060-129: CSN.1 syntax correction in the PCCO message (Rel-5)
	G2-020279

	GP-020693
	CR 44.018-155: Backwards compatibility of R99 extensions in IA Rest octets (Rel-4)
	G2-020291

	GP-020694
	CR 44.018-156: Backwards compatibility of R99 extensions in IA Rest octets (Rel-5)
	G2-020292

	GP-020695
	CR 44.018-157: Backwards compatibility of R99 extensions in RR Packet Downlink Assignment IE (Rel-4)
	G2-020294

	GP-020696
	CR 44.018-158: Backwards compatibility of R99 extensions in RR Packet Downlink Assignment IE (Rel-5)
	G2-020295

	GP-020697
	CR 44.060-136: Basic CR for Section 5 of 44.060 (Rel-5)
	G2-020302

	GP-020698
	CR 44.060-137: Basic CR for Section 6 of 44.060 (Rel-5)
	G2-020303

	GP-020699
	CR 48.058-008: Introduction of TFO transparent container I.E. (Rel-5)
	G2-020324

	GP-020700
	CR 04.60-B078: Minor corrections in 04.60 (R99)
	G2-020348

	GP-020701
	CR 44.060-139: Minor corrections in 44.060 (Rel-4)
	G2-020349

	GP-020702
	CR 44.060-119 rev 1: Minor corrections in 44.060 (Rel-5)
	G2-020350

	GP-020703
	CR 04.60-B074 rev 1: CSN.1 syntax correction in the Packet Measurement Report message (R99)
	G2-020354

	GP-020704
	CR 44.060-130 rev 1: CSN.1 syntax correction in the Packet Measurement Report message (Rel-4)
	G2-020355

	GP-020705
	CR 44.060-131 rev 1: CSN.1 syntax correction in the Packet Measurement Report message (Rel-5)
	G2-020356

	GP-020706
	CR 04.18-A245 rev 1: Backwards compatibility of R99 extensions in IA Rest octets (R99)
	G2-020363

	GP-020707
	CR 04.31-A072 rev 3: Clarification and Correction of DGPS Data Fields (R99)
	G2-020367

	GP-020708
	CR 44.031-050 rev 3: Clarification and Correction of DGPS Data Fields (Rel-4)
	G2-020368

	GP-020709
	CR 44.031-035 rev 3: Clarification and Correction of DGPS Data Fields (Rel-5)
	G2-020369

	GP-020710
	CR 44.018-149 rev 1: Correction of various message type values (Rel-5)
	G2-020372

	GP-020711
	CR 43.051-038 rev 1: Interfaces between GERAN and CN
	G2-020373

	GP-020712
	CR 04.18-A246 rev 1: Backwards compatibility of R99 extensions in RR Packet Downlink Assignment IE (R99)
	G2-020378

	GP-020713
	CR 04.60-B075 rev 2: Missing definition of m, n, p and r bits in EGPRS Packet Channel Request (R99)
	G2-020382

	GP-020714
	CR 44.060-132 rev 2: Missing definition of m, n, p and r bits in EGPRS Packet Channel Request (Rel-4)
	G2-020383

	GP-020715
	CR 44.060-133 rev 2: Missing definition of m, n, p and r bits in EGPRS Packet Channel Request (Rel-5)
	G2-020384

	GP-020716
	CR 04.18-A247 rev 2: Backwards compatibility of R99 extensions in RR Packet Uplink Assignment IE (R99)
	G2-020385

	GP-020717
	CR 44.018-159 rev 1: Backwards compatibility of R99 extensions in RR Packet Uplink Assignment IE (Rel-4)
	G2-020386

	GP-020718
	CR 44.018-160 rev 1: Backwards compatibility of R99 extensions in RR Packet Uplink Assignment IE (Rel-5)
	G2-020387

	GP-020719
	CR 48.018-063 rev 2: [External NACC] Re-introduction of event-driven multiple reports and other corrections (Rel-5)
	G2-020394


