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10.5.2.25d
RR Packet Downlink Assignment

The RR Packet Downlink Assignment information element is sent by the network to the mobile station to indicate the assigned downlink resources.

The RR Packet Downlink Assignment information element is coded as shown in tables 10.5.2.25d.1/3GPP TS 44.018: and 10.5.2.25d.2/3GPP TS 44.018.

The RR Packet Downlink Assignment is a type 4 information element.

For a mobile station assigned to operate in the fixed allocation MAC mode, the network may assign  regularly repeating intervals during which the mobile station shall measure neighbour cell power levels.

Table 10.5.2.25d.1/3GPP TS 44.018: RR Packet Downlink ASSIGNMENT information element

	< RR Packet Downlink Assignment IE > ::=


< LENGTH_IN_OCTETS : bit (8) >


< MAC_MODE : bit (2) >


< RLC_MODE : bit (1) >


< TIMESLOT_ALLOCATION : bit (8) >


< Packet Timing Advance : Packet Timing Advance IE >


{ 0 | 1 < P0 : bit (4) >




< BTS_PWR_CTRL_MODE : bit(1) > 




< PR_MODE : bit (1) > }


{ 0 | 1 < Power Control Parameters : Power Control Parameters IE > }


{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }


{ 0 | 1 < MEASUREMENT_STARTING_TIME : bit (16) >




< MEASUREMENT_INTERVAL : bit (5) >




< MEASUREMENT_BITMAP : bit (8) > }


{ null








-- Receiver compatible with earlier release

| 


{ 0 | 1-- indicates EGPRS TBF mode, see 3GPP TS 44.060





< EGPRS Window Size : < EGPRS Window Size IE >>





< LINK_QUALITY_MEASUREMENT_MODE : bit (2) > }



{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }


< SPARE_BITS : bit ** > } ;




Table 10.5.2.25d.2/3GPP TS 44.018: RR PACKET Downlink ASSIGNMENT information element details

	LENGTH_IN_OCTETS (8 bit field)
This field encodes (in binary) the number that is equal to one eighth of the number of bits in the RR Packet Downlink Assignment information element that follow the end of this field.

	MAC_MODE (2 bit field)
This field is encoded as the MAC_MODE information field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	RLC_MODE (1 bit field)
This field is encoded as the RLC_MODE field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	TIMESLOT_ALLOCATION (8 bit field)
This field is encoded as the TIMESLOT_ALLOCATION field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	Packet Timing Advance IE
This field is encoded as the Packet Timing Advance IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	P0, BTS_PWR_CTRL_MODE and PR_MODE fields

These fields are optional downlink power control parameters and are encoded as in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Power Control Parameters IE
This field is encoded as the Power Control Parameters IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	DOWNLINK_TFI_ASSIGNMENT (5 bit field)
If present, this field is encoded as the DOWNLINK_TFI_ASSIGNMENT information element in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	MEAUREMENT_STARTING_TIME (16 bit field)
If present, this field is encoded as the 16-bit value part of the Starting Time IE defined in clause 10.5.2.38 (starting with bit 8 of octet 2 and ending with bit 1 of octet 3 of the Starting Time IE).MEASUREMENT_STARTING_TIME field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

The frame number shall be aligned to a PDCH block period according to the requirements defined for the ‘Absolute Frame Number Encoding’ in the ‘Starting Time Frame Number Description’ IE defined in 3GPP TS 44.060.44.060

	MEASUREMENT_BITMAP (8 bit field)
If present, this field is encoded as the MEASUREMENT BITMAP information field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	MEASUREMENT_INTERVAL (5 bit field)
If present, this field is encoded as the MEASUREMENT_INTERVAL field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	EGPRS Window Size IE
This field is encoded as the EGPRS window size IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	LINK_QUALITY_MEASUREMENT_MODE  (2 bit field)
This field is encoded as the LINK_QUALITY_MEASUREMENT_MODE in the PACKET DOWNLINNK ASSIGNMENT message in 3GPP TS 44.060.

	Packet Extended Timing Advance (2 bit field) 
This bit field is used for support of Extended Timing Advance.

Bit
1
bit 7 of the Timing Advance IE defined in clause 10.5.2.40
2
bit 8 of the Timing Advance IE defined in clause 10.5.2.40
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