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3.3.1.1.4.1
Early classmark sending

Early classmark sending consists in the mobile station sending as early as possible after access a CLASSMARK CHANGE message to provide the network with additional classmark information. In addition an MS supporting GERAN Iu mode sends a GERAN IU MODE CLASSMARK CHANGE messge, an MS supporting UTRAN sends a UTRAN CLASSMARK CHANGE messageand an MS supporting CDMA2000 sends a CDMA2000 CLASSMARK CHANGE message. When a CLASSMARK CHANGE message and one or more additional GERAN IU MODE CLASSMARK CHANGE or UTRAN CLASSMARK CHANGE or CDMA2000 CLASSMARK CHANGE messages are to be sent, the CLASSMARK CHANGE message shall be sent first.

A mobile station which implements the "Controlled Early Classmark Sending" option shall perform the early classmark sending if and only if it is accepted by the network, as indicated in the last reception in the accessed cell of the SYSTEM INFORMATION TYPE 3 message or the PACKET SYSTEM INFORMATION TYPE 2 message (3GPP TS 44.060). If the PACKET SYSTEM INFORMATION TYPE 2 messages have been received, but the Early Classmark Sending Control flag is not included, the mobile station may either read the SYSTEM INFORMATION TYPE 3 message or it shall assume that the early classmark sending is allowed in the cell.

A mobile station which implements support for multiple band shall also implement the "Controlled Early Classmark Sending" option.

A mobile station which implements the support of one or more 3G Radio Access Technology shall also implement the "Controlled Early Classmark Sending" option; in this case neither UTRAN CLASSMARK CHANGE, CDMA2000 CLASSMARK CHANGE nor GERAN IU MODE CLASSMARK CHANGE message shall be sent by the mobile if prohibited by the 3G Early Classmark Sending Restriction parameter in the last reception in the accessed cell of the SYSTEM INFORMATION TYPE 3 message or the PACKET SYSTEM INFORMATION TYPE 2 message (see 3GPP TS 44.060). If the PACKET SYSTEM INFORMATION TYPE 2 messages have been received, but the 3G Early Classmark Sending Restriction flag is not included, the mobile station shall assume neither UTRAN,CDMA2000 nor GERAN IU MODE CLASSMARK CHANGE message shall be sent with the Early Classmark Sending.

A mobile station which implements the "multislot capability" option shall also implement the "Controlled Early Classmark Sending" option.

A mobile station that implements some form of treatment of UCS2 alphabet (see 3GPP TS 03.38) encoded character string (e.g., in short message, or in USSD string) may indicate so in the classmark. (An example is a Mobile Equipment able to display UCS2 encoded character string.) In such a case, it should also implement the "Controlled Early Classmark Sending" option. It is the mobile station responsibility to provide the UCS2 support information in due time. If the network needs this information and the mobile station did not provide it, the network may assume that the Mobile Equipment does not support UCS2.

A mobile station which implements the R-GSM band (see 3GPP TS 45.005) shall also implement the "Controlled Early Classmark Sending" option.

A mobile station which implements the extended measurement function shall also implement the "Controlled Early Classmark Sending" option.

A mobile station which implements the "GPRS" option shall also implement the "Controlled Early Classmark Sending" option.

A mobile station which implements the "SoLSA" option shall also implement the "Controlled Early Classmark Sending" option.

A mobile station which implements the "EDGE" option shall also implement the "Controlled Early Classmark Sending" option.

A mobile station which implements the "LCS" option shall also implement the "Controlled Early Classmark Sending" option.

A mobile station which implements the "Controlled Early Classmark Sending" option shall indicate it in the classmark (ES IND bit).

----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------
3.4.10
Classmark change procedure

In dedicated mode or in group transmit mode, this procedure allows the mobile station to indicate to the network a change of characteristics reflected in the classmark (e.g. due to addition of power amplification). Furthermore, a mobile station which implements the "controlled early classmark sending" option may also send a CLASSMARK CHANGE message and/or a GERAN IU MODE CLASSMARK CHANGE message and/or a UTRAN CLASSMARK CHANGE message and/or a CDMA2000 CLASSMARK CHANGE message as described in clause 3.3.1.1.4.1, even if no change of characteristics has occurred. 

The mobile station sends a CLASSMARK CHANGE message to the network. This message contains the new mobile station classmark 2 information element. It may also contain a Classmark 3 Information Element. There is no acknowledgement from the network at layer 3.
A GERAN Iu mode capable MS, indepently of sending a CLASSMARK CHANGE message, sends a GERAN IU MODE CLASSMARK CHANGE message to the network. This message contains the MS GERAN IU MODE RADIO ACCESS CAPABLITY IE defined in 3GPP TS 44.118 There is no acknowledgement from the network at layer 3.
A UTRAN capable MS, indepently of sending a CLASSMARK CHANGE message, sends a UTRAN CLASSMARK CHANGE message to the network. This message contains the INTER RAT HANDOVER INFO defined in 3GPP TS 25.331 There is no acknowledgement from the network at layer 3.
NOTE:
For the network, UTRAN predefined configuration status information may be invalid if the PLMN where predefined configurations were read and the PLMN of the connected cell do not use common predefined configurations.

A CDMA2000 capable MS sends a CDMA2000 CLASSMARK CHANGE message to the network.

If the CLASSMARK CHANGE and one or more of these additional messages are to be sent by the MS, the CLASSMARK CHANGE message shall be sent first.

----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------
3.4.11
Classmark interrogation procedure

This procedure allows the network to request additional classmark information from the mobile station (e.g. if the information initially sent by the mobile station is not sufficient for network decisions). For a multi-RAT MS this procedure allows in addition to request GERAN Iu mode MS radio capability and/or UTRAN UE Capability and/or UTRAN predefined configuration status information (version numbers) and/or UTRAN security information and/or CDMA2000 UE Capability.

----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------
3.4.11.2
Classmark interrogation completion

On receipt of the CLASSMARK ENQUIRY message the mobile station sends a CLASSMARK CHANGE and/or a GERAN IU MODE CLASSMARK CHANGE and/or a UTRAN CLASSMARK CHANGE and/or a CDMA2000 CLASSMARK CHANGE message to the network on the main DCCH. The Classmark Enquiry Mask information element in the CLASSMARK ENQUIRY message indicates the type of request. If the Classmark Enquiry Mask information element is not included in the CLASSMARK ENQUIRY message, this indicates a request for CLASSMARK CHANGE message. 

The CLASSMARK CHANGE message contains the mobile station classmark 2 information element. It may also contain a Classmark 3 Information Element.
The GERAN IU MODE CLASSMARK CHANGE message contains MS GERAN IU MODE RADIO ACCESS CAPABILITY IE (see 3GPPP TS 44.118).
The UTRAN CLASSMARK CHANGE message contains the INTER RAT HANDOVER INFO (UTRAN specific information). 

The CDMA2000 CLASSMARK CHANGE message contains CDMA2000 UE capability information.

If the CLASSMARK CHANGE and one or more of these additional messages are to be sent by the MS, the CLASSMARK CHANGE message shall be sent first.

----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------

9.1
Messages for Radio Resources management

Table 9.1.1/3GPP TS 44.018 summarizes the messages for Radio Resources management.

Table 9.1.1/3GPP TS 44.018: Messages for Radio Resources management

	Channel establishment messages:
	Reference

	ADDITIONAL ASSIGNMENT
	9.1.1

	IMMEDIATE ASSIGNMENT
	9.1.18

	IMMEDIATE ASSIGNMENT EXTENDED
	9.1.19

	IMMEDIATE ASSIGNMENT REJECT
	9.1.20

	DTM ASSIGMENT FAILURE
	9.1.12f

	DTM REJECT
	9.1.12g

	DTM REQUEST
	9.1.12h

	PACKET ASSIGNMENT 
	9.1.21f

	RR INITIALISATION REQUEST
	9.1.28a

	Ciphering messages:
	Reference

	CIPHERING MODE COMMAND
	9.1.9

	CIPHERING MODE COMPLETE
	9.1.10

	Handover messages:
	Reference

	ASSIGNMENT COMMAND
	9.1.2

	ASSIGNMENT COMPLETE
	9.1.3

	ASSIGNMENT FAILURE
	9.1.4

	DTM ASSIGMENT COMMAND
	9.1.12e

	INTER SYSTEM TO UTRAN HANDOVER COMMAND
	9.1.15a

	PDCH ASSIGNMENT COMMAND
	9.1.13a

	HANDOVER ACCESS
	9.1.14

	HANDOVER COMMAND
	9.1.15

	HANDOVER COMPLETE
	9.1.16

	HANDOVER FAILURE
	9.1.17

	RR-CELL CHANGE ORDER
	9.1.21e

	PHYSICAL INFORMATION
	9.1.28

	INTER SYSTEM TO CDMA2000 HANDOVER COMMAND
	9.1.15b

	Channel release messages:
	Reference

	CHANNEL RELEASE
	9.1.7

	PARTIAL RELEASE
	9.1.26

	PARTIAL RELEASE COMPLETE
	9.1.27

	Paging messages:
	Reference

	PACKET NOTIFICATION
	9.1.21g

	PAGING REQUEST TYPE 1
	9.1.22

	PAGING REQUEST TYPE 2
	9.1.23

	PAGING REQUEST TYPE 3
	9.1.24

	PAGING RESPONSE
	9.1.25

	System information messages:
	Reference

	SYSTEM INFORMATION TYPE 1
	9.1.31

	SYSTEM INFORMATION TYPE 2
	9.1.32

	SYSTEM INFORMATION TYPE 2bis
	9.1.33

	SYSTEM INFORMATION TYPE 2ter
	9.1.34

	SYSTEM INFORMATION TYPE 2quater
	9.1.34a

	SYSTEM INFORMATION TYPE 3
	9.1.35

	SYSTEM INFORMATION TYPE 4
	9.1.36

	SYSTEM INFORMATION TYPE 5
	9.1.37

	SYSTEM INFORMATION TYPE 5bis
	9.1.38

	SYSTEM INFORMATION TYPE 5ter
	9.1.39

	SYSTEM INFORMATION TYPE 6
	9.1.40

	SYSTEM INFORMATION TYPE 7
	9.1.41

	SYSTEM INFORMATION TYPE 8
	9.1.42

	SYSTEM INFORMATION TYPE 9
	9.1.43

	SYSTEM INFORMATION TYPE 13
	9.1.43a

	SYSTEM INFORMATION TYPE 16
	9.1.43d

	SYSTEM INFORMATION TYPE 17
	9.1.43e

	SYSTEM INFORMATION TYPE 18
	9.1.43.g

	SYSTEM INFORMATION TYPE 19
	9.1.43f

	SYSTEM INFORMATION TYPE 20
	9.1.43.h

	Specific messages for VBS/VGCS:
	Reference

	NOTIFICATION/FACCH
	9.1.21a

	NOTIFICATION/NCH
	9.1.21b

	NOTIFICATION RESPONSE
	9.1.21d

	TALKER INDICATION
	9.1.44

	UPLINK ACCESS
	9.1.45

	UPLINK BUSY
	9.1.46

	UPLINK FREE
	9.1.47

	UPLINK RELEASE
	9.1.48

	VGCS UPLINK GRANT
	9.1.49

	Measurement specific messages:
	Reference

	EXTENDED MEASUREMENT ORDER
	9.1.51

	EXTENDED MEASUREMENT REPORT
	9.1.52

	MEASUREMENT REPORT
	9.1.21

	MEASUREMENT INFORMATION
	9.1.54

	ENHANCED MEASUREMENT REPORT
	9.1.55

	Miscellaneous messages:
	Reference

	CHANNEL MODE MODIFY
	9.1.5

	CHANNEL MODE MODIFY ACKNOWLEDGE
	9.1.6

	CHANNEL REQUEST
	9.1.8

	CLASSMARK CHANGE
	9.1.11

	CLASSMARK ENQUIRY
	9.1.12

	UTRAN CLASSMARK CHANGE
	9.1.11a

	cdma2000 CLASSMARK CHANGE
	9.1.11b

	GERAN IU MODE CLASSMARK CHANGE
	9.1.11d

	FREQUENCY REDEFINITION
	9.1.13

	MEASUREMENT REPORT
	9.1.21

	SYNCHRONIZATION CHANNEL INFORMATION
	9.1.30

	RR STATUS
	9.1.29

	GPRS SUSPENSION REQUEST
	9.1.13b

	Configuration Change messages:
	Reference

	CONFIGURATION CHANGE COMMAND
	9.1.12b

	CONFIGURATION CHANGE ACKNOWLEDGE
	9.1.12c

	CONFIGURATION CHANGE REJECT
	9.1.12d

	Application messages:
	Reference 

	APPLICATION INFORMATION
	9.1.53


----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------

9.1.11d
GERAN IU Mode Classmark Change

This message is sent on the main DCCH by the mobile station to the network to indicate a GERAN Iu Mode Classmark Change or as a response to a GERAN Iu Mode Classmark Enquiry. See table 9.1.11d.1/3GPP TS 44.018.

Message type:
GERAN IU MODE CLASSMARK CHANGE

Significance:
dual

Direction:
mobile station to network

Table 9.1.11d.1/3GPP TS 44.018: GERAN IU MODE CLASSMARK CHANGE message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management 
Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	GERAN Iu Mode Classmark Change 
Message Type
	Message Type
10.4
	M
	V
	1

	
	GERAN Iu Mode Classmark
	 GERAN Iu Mode Classmark
10.5.2.7d
	M
	LV
	15-n


----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------
9.1.12
Classmark enquiry

This message is sent on the main DCCH by the network to the mobile station to request classmark information and/or (for a multi-RAT mobile station) UTRAN information and/or CDMA2000 and/or GERAN Iu mode capability information. See table 9.1.12.1/3GPP TS 44.018.

Message type:
CLASSMARK ENQUIRY

Significance:
dual

Direction:
network to mobile station

Table 9.1.12.1/3GPP TS 44.018: CLASSMARK ENQUIRY message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Classmark Enquiry
Message Type
	Message Type
10.4
	M
	V
	1

	10
	Classmark Enquiry Mask 
	Classmark Enquiry Mask
10.5.2.7c
	O 
	TLV
	3


----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------
10.4
Message Type

The message type IE and its use are defined in 3GPP TS 24.007 [20]. Tables 10.1.1/3GPP TS 44.018 and 10.4.2/3GPP TS 44.018 define the value part of the message type IE used in the Radio Resource management protocol. Table 10.4.3/3GPP TS 44.018 defines the value part of the message type IE used in the GPRS Transparent Transport protocol.

Table 10.4.1/3GPP TS 44.018: Message types for Radio Resource management

	8 7 6 5 4 3 2 1                                   

	                 Channel establishment messages:

0 0 1 1 1 1 0 0  - RR INITIALISATION REQUEST

0 0 1 1 1 0 1 1  - ADDITIONAL ASSIGNMENT

0 0 1 1 1 1 1 1  - IMMEDIATE ASSIGNMENT

0 0 1 1 1 0 0 1  - IMMEDIATE ASSIGNMENT EXTENDED

0 0 1 1 1 0 1 0  - IMMEDIATE ASSIGNMENT REJECT



	                 Ciphering messages:

0 0 1 1 0 1 0 1  - CIPHERING MODE COMMAND

0 0 1 1 0 0 1 0  - CIPHERING MODE COMPLETE



	                 Configuration change messages:

0 0 1 1 0 0 0 0  - CONFIGURATION CHANGE COMMAND

0 0 1 1 0 0 0 1  - CONFIGURATION CHANGE ACK.

0 0 1 1 0 0 1 1  - CONFIGURATION CHANGE REJECT

	                 Handover messages:

0 0 1 0 1 1 1 0  - ASSIGNMENT COMMAND

0 0 1 0 1 0 0 1  - ASSIGNMENT COMPLETE

0 0 1 0 1 1 1 1  - ASSIGNMENT FAILURE

0 0 1 0 1 0 1 1  - HANDOVER COMMAND

0 0 1 0 1 1 0 0  - HANDOVER COMPLETE

0 0 1 0 1 0 0 0  - HANDOVER FAILURE

0 0 1 0 1 1 0 1  - PHYSICAL INFORMATION

0 0 0 0 1 0 0 0  - RR-CELL CHANGE ORDER

0 0 1 0 0 0 1 1  - PDCH ASSIGNMENT COMMAND

	                 Channel release messages:

0 0 0 0 1 1 0 1  - CHANNEL RELEASE

0 0 0 0 1 0 1 0  - PARTIAL RELEASE

0 0 0 0 1 1 1 1  - PARTIAL RELEASE COMPLETE  

	                 Paging and Notification messages:

0 0 1 0 0 0 0 1  - PAGING REQUEST TYPE 1

0 0 1 0 0 0 1 0  - PAGING REQUEST TYPE 2

0 0 1 0 0 1 0 0  - PAGING REQUEST TYPE 3

0 0 1 0 0 1 1 1  - PAGING RESPONSE

0 0 1 0 0 0 0 0  - NOTIFICATION/NCH

0 0 1 0 0 1 0 1  - Reserved (see NOTE)

0 0 1 0 0 1 1 0  - NOTIFICATION/RESPONSE

0 0 0 0 1 0 1 1  - Reserved (see NOTE)



	                 System information messages:

0 0 0 1 1 0 0 0  - SYSTEM INFORMATION TYPE 8

0 0 0 1 1 0 0 1  - SYSTEM INFORMATION TYPE 1

0 0 0 1 1 0 1 0  - SYSTEM INFORMATION TYPE 2

0 0 0 1 1 0 1 1  - SYSTEM INFORMATION TYPE 3

0 0 0 1 1 1 0 0  - SYSTEM INFORMATION TYPE 4

0 0 0 1 1 1 0 1  - SYSTEM INFORMATION TYPE 5

0 0 0 1 1 1 1 0  - SYSTEM INFORMATION TYPE 6

0 0 0 1 1 1 1 1  - SYSTEM INFORMATION TYPE 7     

	                 System information messages:

0 0 0 0 0 0 1 0  - SYSTEM INFORMATION TYPE 2bis

0 0 0 0 0 0 1 1  - SYSTEM INFORMATION TYPE 2ter

0 0 0 0 0 1 1 1  - SYSTEM INFORMATION TYPE 2quater

0 0 0 0 0 1 0 1  - SYSTEM INFORMATION TYPE 5bis

0 0 0 0 0 1 1 0  - SYSTEM INFORMATION TYPE 5ter

0 0 0 0 0 1 0 0  - SYSTEM INFORMATION TYPE 9

0 0 0 0 0 0 0 0  - SYSTEM INFORMATION TYPE 13

   

	                 System information messages:

0 0 1 1 1 1 0 1  - SYSTEM INFORMATION TYPE 16

0 0 1 1 1 1 1 0  - SYSTEM INFORMATION TYPE 17     

	 

	                 Miscellaneous messages:

0 0 0 1 0 0 0 0  - CHANNEL MODE MODIFY

0 0 0 1 0 0 1 0  - RR STATUS

0 0 0 1 0 1 1 1  - CHANNEL MODE MODIFY ACKNOWLEDGE

0 0 0 1 0 1 0 0  - FREQUENCY REDEFINITION

0 0 0 1 0 1 0 1  - MEASUREMENT REPORT

0 0 0 1 0 1 1 0  - CLASSMARK CHANGE

0 0 0 1 0 0 1 1  - CLASSMARK ENQUIRY

0 0 1 1 0 1 1 0  - EXTENDED MEASUREMENT REPORT

0 0 1 1 0 1 1 1  - EXTENDED MEASUREMENT ORDER

0 0 1 1 0 1 0 0  - GPRS SUSPENSION REQUEST



	                 VGCS uplink control messages:

0 0 0 0 1 0 0 1  - VGCS UPLINK GRANT

0 0 0 0 1 1 1 0  - UPLINK RELEASE

0 0 0 0 1 1 0 0  - Reserved (see NOTE)

0 0 1 0 1 0 1 0  - UPLINK BUSY

0 0 0 1 0 0 0 1  - TALKER INDICATION

	                 Application messages:

0 0 1 1 1 0 0 0  - APPLICATION INFORMATION



	                 System information messages:

0 0 0 0 0 0 0 1  - SYSTEM INFORMATION TYPE 14

0 1 0 0 0 0 1 1  - SYSTEM INFORMATION TYPE 15

0 1 0 0 0 0 0 0  - SYSTEM INFORMATION TYPE 18

0 1 0 0 0 0 0 1  - SYSTEM INFORMATION TYPE 19

0 1 0 0 0 0 1 0  - SYSTEM INFORMATION TYPE 20



	                 DTM control messages:

0 1 0 0 1 0 0 0  - DTM ASSIGNMENT FAILURE

0 1 0 0 1 0 0 1  - DTM REJECT

0 1 0 0 1 0 1 0  - DTM REQUEST

0 1 0 0 1 0 1 1  - PACKET ASSIGNMENT

0 1 0 0 1 1 0 0  - DTM ASSIGNMENT COMMAND

0 1 0 0 1 1 0 1  - DTM INFORMATION

0 1 0 0 1 1 1 0  - PACKET NOTIFICATION



	                 3G specific messages:

0 1 1 0 0 0 0 0  - UTRAN CLASSMARK CHANGE

0 1 1 0 0 0 1 0  - CDMA 2000 CLASSMARK CHANGE

0 1 1 0 0 0 1 1  - INTER SYSTEM TO UTRAN HANDOVER COMMAND

0 1 1 0 0 1 0 0  - INTER SYSTEM TO CDMA2000 HANDOVER COMMAND
0 1 1 0 0 1 0 1  - GERAN IU MODE CLASSMARK CHANGE



Bit 8 is reserved for possible future use as an extension bit, see 3GPP TS 24.007.

NOTE:
This value was allocated but never used in earlier phases of the protocol.

Table 10.4.2/3GPP TS 44.018: Message types for Radio Resource management messages
using the RR short protocol discriminator

	5
	4
	3
	2
	1
	

	0
	0
	0
	0
	0
	System Information Type 10

	0
	0
	0
	0
	1
	Notification/FACCH

	0
	0
	0
	1
	0
	Uplink Free

	0
	0
	1
	0
	0
	Enhanced Measurement Report (uplink)

	0
	0
	1
	0
	1
	Measurement Information (downlink)


Table 10.4.3/3GPP TS 44.018: Message types for GTTP messages 

	Message type
	Message

	8 7 6 5 4 3 2 1
	

	0 0 0 0 0 0 0 0
	GPRS Information


----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------

10.5.2.7c
Classmark Enquiry Mask

The UE Classmark Request Enquiry mask defines the informationcapabilities to be returned to the network. The bit mask defines the specific information to be returned, such as UE capability and/or information about UMTS RAB pre-configuration versions and/or UMTS security information and/or UTRAN specific information and/or CDMA2000 capability and/or requests the sending of the CLASSMARK CHANGE or GERAN IU MODE CLASSMARK CHANGE message. The classmark change procedure is described in clause 3.4.10.

The Classmark Enquiry Mask is a type 4 information element with 3 octets length.

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	Classmark Enquiry Mask IEI
	octet 1

	Length of Classmark Enquiry Mask contents
	octet 2

	Classmark Enquiry Mask value part
	octet 3


Figure 10.5.2.7c.1/3GPP TS 44.018: Classmark Enquiry Mask information element

Table 10.5.2.7c.2/3GPP TS 44.018: Classmark Enquiry Mask value part.

	Bit 8:
0
CLASSMARK CHANGE message is requested
1
CLASSMARK CHANGE message is not requested

	Bits 7-5 . 5
000
UTRAN CLASSMARK CHANGE message including status on predefined configurations (i.e. Sequence Description) is requested
111
UTRAN CLASSMARK CHANGE message including status on predefined configurations (i.e. Sequence Description) is not requested.

All other values shall not be sent. If received, they shall be interpreted as ‘000’.

	Bit 4:
0
CDMA2000 CLASSMARK CHANGE message requested
1
CDMA2000 CLASSMARK CHANGE message not requested.

	Bit 3:
0
GERAN IU MODE CLASSMARK CHANGE message requested
1
GERAN IU MODE CLASSMARK CHANGE message not requested.

	Bits 2 - 1: spare(0).


----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------
10.5.2.7d
GERAN Iu Mode Classmark information element 

Only valid for a GERAN Iu mode capable mobile station. The GERAN Iu Mode Classmark information element includes the MS GERAN IU MODE RADIO ACCESS CAPABILTY IE (defined in 3GPP TS 44.118) that gives e.g GERAN Iu mode related information to the network (target system) for inter-mode handover from GERAN A/Gb mode to GERAN Iu mode.

-
Security information to be used after handover to GERAN Iu mode; and/or

-
The GERAN Iu mode Capabilities of the MS.

The GERAN Iu mode Classmark information element is a type 4 information element with a minimum length of 13 octets. No upper length limit is specified except for that given by the maximum number of octets in a L3 message (see 3GPP TS 44.060).

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	GERAN Iu Mode Classmark IEI
	octet 1

	Length of GERAN Iu Mode Classmark 
	octet 2

	GERAN Iu Mode Classmark value part
	octet 13-n


Figure 10.5.2.7d/3GPP TS 44.018: GERAN Iu Mode Classmark information element
The value part of the GERAN Iu Mode Classmark information element is the MS GERAN IU MODE RADIO ACCESS CAPABILITY as defined in 3GPP TS 44.118.
----------------------------------------------

NEXT MODIFIED SUB-CLAUSE

----------------------------------------------
10.5.2.34
SI 3 Rest Octets

The SI 3 Rest Octets information element is coded according to the syntax specified below and described in tables 10.5.2.34.1/3GPP TS 44.018, 10.5.2.34.2/3GPP TS 44.018 and 10.5.2.35.1/3GPP TS 44.018 (see clause 10.5.2.35).

The SI 3 Rest Octets information element is a type 5 information element with 4 octets length.

Table 10.5.2.34.1/3GPP TS 44.018: SI 3 Rest Octets information element

	<SI3 Rest Octet> ::=
<Optional selection parameters>





<Optional Power offset>





<System Information 2ter Indicator>





<Early Classmark Sending Control>





<Scheduling if and where>





{ L | H   <GPRS Indicator> }





<3G Early Classmark Sending Restriction>





{ L | H < SI2quater Indicator : < SI2quater Indicator struct > > }

                       <Iu Indicator> 

   -- Conditional




<spare padding> ;

	<Optional Selection Parameters> ::= 





L | H <Selection Parameters>;

	<Selection Parameters> ::=





<CBQ: bit (1)>




<CELL_RESELECT_OFFSET: bit (6)>




<TEMPORARY_OFFSET: bit (3)>




<PENALTY_TIME: bit (5)>;

	<Optional Power Offset> ::=





L | H <Power Offset: bit (2)>;

	<System Information 2ter Indicator> ::=




 
L | H;

	<Early Classmark Sending Control> ::= 
L | H;

	<Scheduling if and where>::=





L | H <WHERE: bit (3)>;

	<GPRS Indicator> ::= 





< RA COLOUR : bit (3) >





< SI13 POSITION : bit >;

	<3G Early Classmark Sending Restriction>::=




 
L | H;

	< SI2quater Indicator struct > ::=
< SI2quater_POSITION : bit > ;

	<Iu Indicator> ::= <SI13alt POSITION: bit >;


Table 10.5.2.34.2/3GPP TS 44.018: SI 3 Rest Octets information element details

	CBQ, CELL_BAR_QUALIFY (1 bit field)
CELL_BAR_QUALIFY is used by the network to control mobile station cell selection and reselection. The use and coding of this parameter is defined in 3GPP TS 45.008.

	CELL_RESELECT_OFFSET (6 bit field)
CELL_RESELECT_OFFSET is coded as the binary representation of the "CELL_RESELECT_OFFSET" in 3GPP TS 45.008. It is a value used by the mobile station to apply a positive or negative offset to the value of C2 as defined in 3GPP TS 23.022 and 3GPP TS 45.008.

	TEMPORARY_OFFSET (3 bit field)
The TEMPORARY_OFFSET field is coded as the binary representation of the "TEMPORARY_OFFSET" in 3GPP TS 45.008. It is used by the mobile station as part of its calculation of C2 for the cell reselection process as described in 3GPP TS 45.008. It is used to apply a negative offset to C2 for the duration of PENALTY_TIME.

	PENALTY_TIME (5 bit field)
The PENALTY_TIME is coded as the binary representation of the "PENALTY_TIME" in 3GPP TS 45.008. It defines the length of time for which TEMPORARY_OFFSET is active. The usage of PENALTY_TIME is described in 3GPP TS 23.022 and 3GPP TS 45.008.

	Power Offset (2 bit field)

Power Offset is used only by DCS 1800 Class 3 MSs to add a power offset to the value of MS_TXPWR_MAX_CCH used for its random access attempts. It is also used by the MS in its calculation of C1 and C2 parameters. Its use is defined in GSM 45.008

If this parameter is transmitted on a BCCH carrier within the DCS 1800 band, its meaning shall be described below:

   Value   Meaning

00      0 dB power offset

01      2 dB power offset

10      4 dB power offset

11      6 dB power offset

If this parameter is transmitted on a BCCH carrier outside the DCS 1800 band, then all bit positions shall be treated as spare.

	System Information 2ter Indicator (1 bit field)


L
SYSTEM INFORMATION TYPE 2ter message is not available

H
SYSTEM INFORMATION TYPE 2ter message is available

	Early Classmark Sending Control (1 bit field)


L
Early Classmark Sending is forbidden

H
Early Classmark Sending is allowed

	WHERE (3 bit field)
If the WHERE field is not contained in the information element, this indicates that BCCH scheduling information is not sent in SYSTEM INFORMATION TYPE 9 on the BCCH.

If the WHERE field is contained in the information element, this indicates that BCCH scheduling information is sent in SYSTEM INFORMATION TYPE 9 on the BCCH and that SYSTEM INFORMATION TYPE 9 messages are sent in the blocks of the BCCH norm for which ((FN DIV 51) mod (8) = 4 AND (((FN DIV 51) DIV 8) mod (n+1))= 0), where n is the value encoded in binary in WHERE.

	GPRS Indicator
The GPRS Indicator contains the RA COLOUR field and the SI13_POSITION field. If the GPRS Indicator is contained in the information element, it indicates that GPRS is supported in the cell.

	RA COLOUR (3 bit field)
If the mobile station receives different values of the RA COLOUR field in two cells belonging to the same location area or there are two cells belonging to different location areas, the mobile station shall interpret the cell re-selection information as if the two cells belong to different routeing areas. Otherwise, the mobile station shall interpret the cell re-selection information as if the two cells belong to the same routeing area.

	SI13_POSITION (1 bit field)
The SI13 POSITION field indicates the minimum schedule for where the SYSTEM INFORMATION TYPE 13 message is sent on BCCH, see 3GPP TS 45.002:


0
SYSTEM INFORMATION TYPE 13 message is sent on BCCH Norm;

1
SYSTEM INFORMATION TYPE 13 message is sent on BCCH Ext.

	3G Early Classmark Sending Restriction (1 bit field)


L
Neither UTRAN, CDMA2000 nor GERAN IU MODE CLASSMARK CHANGE 

message shall be sent with the Early classmark sending

H
The sending of UTRAN,CDMA2000 and GERAN IU MODE  CLASSMARK 



CHANGE messages are controlled by the Early Classmark Sending Control parameter

	SI2quater Indicator struct
The presence of this field indicates that the SI2quater message is broadcast.

SI2quater_POSITION (1 bit field)
This field indicates where the SYSTEM INFORMATION TYPE 2 quater message is sent:


0
SYSTEM INFORMATION TYPE 2 quater message is sent on BCCH Norm

1
SYSTEM INFORMATION TYPE 2 quater message is sent on BCCH Ext.


	Iu Indicator
The Iu Indicator field contains the SI13alt POSITION field. If Iu mode is not supported in the cell, the Iu Indicator is not sent within this cell. Iu Indicator is included if and only if GPRS is not supported and Iu mode is supported in the cell. If both GPRS and Iu mode are supported in the cell then Iu Indicator is not sent, see 3GPP TS 44.118. 

	SI13alt POSITION (1 bit field) 

The SI13alt POSITION field indicates the minimum schedule for where the SYSTEM INFORMATION TYPE 13alt message is sent on BCCH:

    0     SYSTEM INFORMATION TYPE 13alt message is sent on BCCH Norm;
    1     SYSTEM INFORMATION TYPE 13alt message is sent on BCCH Ext.
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