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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	C31
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	C36
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	C31
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which do not support AOCC
	C32
	

	11.4
	Verification of non-support of services (call hold)
	Phase 2
	MS which support AOCC and do not support the Call Hold supplementary service
	C33
	

	----------
	----------
	----------
	----------
	----------
	----------

	51.3.4.2
	TBF Release/Downlink/Normal/Network initiated/Unacknowledged mode
	R99
	All EGPRS MS supporting activation of at least one PDP context
	C279
	

	
	
	
	
	
	

	51.3.5.2
	PDCH Release/With TIMESLOTS_AVAILABLE
	R99
	All EGPRS MS supporting activation of at least one PDP context
	C279
	

	52.1.1.1
	Packet Channel Request/Message format
	R99
	All EGPRS MS
	C216
	

	52.1.1.2
	Packet Channel Request/Support of EGPRS PACKET CHANNEL REQUEST
	R99
	All EGPRS MS
	C216
	

	52.1.1.3
	Packet Channel Request/Response to Packet Paging/Non-RR Connection Paging
	R99
	All EGPRS MS
	C216
	

	52.1.1.4
	Packet Channel Request/Response to Packet Paging/RR Connection Paging
	R99
	All EGPRS MS
	C216
	

	52.1.1.5
	EGPRS Packet Channel Request/Access type
	R99
	All EGPRS MS
	C216
	

	52.1.1.6.1
	Packet Channel Request/Access persistence control on PRACH/M+1 attempts
	R99
	All EGPRS MS
	C216
	

	52.1.1.6.2
	Packet Channel Request/Access persistence control on PRACH/Persistence level
	R99
	All EGPRS MS
	C216
	

	52.1.1.6.3
	Packet Channel Request/Access persistence control on PRACH/Successive Attempts
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.1.1
	Packet Uplink Assignment/Packet queuing notification/Stop sending Packet Channel Requests
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.1.2 
	Packet Uplink Assignment/Packet queuing notification/Ignoring Packet Queuing Notification
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.1.3
	Packet Uplink Assignment/Packet queuing notification/Assigned PDCHs
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.1.4
	Packet Uplink Assignment/Packet queuing notification/Expiry of timer T3162
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.2
	Packet Uplink Assignment/Response to packet polling request
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.3.1 
	Packet Uplink Assignment/Packet access reject/Action during Wait_Indication
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.3.2
	Packet Uplink Assignment/Packet access reject/No respond
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.3.3
	Packet Uplink Assignment/Packet access reject/Trigger RR connection
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.4
	Packet Uplink Assignment/Packet Uplink Assignment handling
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.5
	Packet Uplink Assignment/One or two phase access
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.6
	Packet Uplink Assignment/Decoding of frequency parameters
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.7
	Packet Uplink Assignment/Most recently received Packet Uplink Assignment
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.8.1.1
	Packet Uplink Assignment/One phase access/Contention resolution/Inclusion of TLLI in RLC data blocks
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.8.1.2
	Packet Uplink Assignment/One phase access/Contention resolution/Counter N3104
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.8.1.3 
	Packet Uplink Assignment/One phase access/Contention resolution/Timer T3166
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.8.1.4 
	Packet Uplink Assignment/One phase access/Contention resolution/TLLI mismatch
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.8.1.5
	Packet Uplink Assignment/One phase access/Contention resolution/4 access repetition attempts
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.8.2.1
	Packet Uplink Assignment/One phase access/Timing Advance/TA Index present
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.8.2.2
	Packet Uplink Assignment/One phase access/Timing Advance/TA Index not present
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.8.2.3 
	Packet Uplink Assignment/One phase access/Timing Advance/TA value field not provided
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.9.1 
	Packet Uplink Assignment/Two phase access/Packet Resource Request/RLC Octet Count
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.9.2.1
	Packet Uplink Assignment/Two phase access/Contention resolution/Expiry of timer T3168
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.9.2.2
	Packet Uplink Assignment/Two phase access/Contention resolution/TLLI in Packet Resource Request message
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.9.2.3
	Packet Uplink Assignment/Two phase access/Contention resolution/TLLI mismatch
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.9.3 
	Packet Uplink Assignment/Two phase access/Radio Access Capabilities
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.9.4 
	Packet Uplink Assignment/Two phase access/Radio Access Capabilities/ Frequency band not supported..
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.9.5 
	Packet Uplink Assignment/Two phase access/Packet Resource Request/No respond to Packet Downlink Assignment
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.10.1
	Packet Uplink Assignment/Abnormal cases/Incorrect PDCH assignment
	R99
	All EGPRS MS
	C216
	

	52.1.2.1.10.2
	Packet Uplink Assignment/Abnormal cases/Expiry of timer T3164
	R99
	All EGPRS MS
	C216
	

	52.1.2.2.1
	Packet Downlink Assignment/Response to poll bit
	R99
	All EGPRS MS
	C216
	

	52.1.2.2.2
	Packet Downlink Assignment/PCCCH monitoring
	R99
	All EGPRS MS
	C216
	

	
	
	
	
	
	

	52.1.2.2.4
	Packet Downlink Assignment/Response to Packet Polling
	R99
	All EGPRS MS
	C216
	

	52.1.2.2.5.1
	Packet Downlink Assignment/Abnormal cases/Incorrect PDCH assignment
	R99
	All EGPRS MS
	C216
	

	52.1.2.2.5.2
	Packet Downlink Assignment/Abnormal cases/Expiry of timer T3190
	R99
	All EGPRS MS
	C216
	

	52.3.1.1.1
	Dynamic Allocation/Uplink Transfer/Normal/Successful
	R99
	All EGPRS MS
	C216
	

	52.3.1.1.2
	Dynamic Allocation/Uplink Transfer/Normal/Request new resources
	R99
	All EGPRS MS
	C216
	

	52.3.1.1.3
	Dynamic Allocation/Uplink Transfer/Normal/Starting frame number encoding
	R99
	All EGPRS MS
	C216
	

	52.3.1.1.4
	Dynamic Allocation/Uplink Transfer/Normal/Starting time
	R99
	All EGPRS MS
	C216
	

	52.3.1.1.5
	Dynamic Allocation/Uplink Transfer/Normal/Close-ended TBF
	R99
	All EGPRS MS
	C216
	

	52.3.1.1.6
	Dynamic Allocation/Uplink Transfer/Normal/T3180 expiry
	R99
	All EGPRS MS
	C216
	

	52.3.1.1.7
	Dynamic Allocation/Uplink Transfer/Normal/PACCH operation
	R99
	All EGPRS MS
	C216
	

	52.3.1.1.8
	Dynamic Allocation/Uplink Transfer/Normal/Two uplink timeslots
	R99
	All EGPRS MS supporting Multislot classes: 3,5,6,7,9,..., 29)
	C276
	

	
	
	
	
	
	

	52.3.1.2.2
	Dynamic Allocation/Uplink Transfer/Abnormal/with cell reselection in acknowledged mode
	R99
	All EGPRS MS
	C216
	

	52.3.1.2.3
	Dynamic Allocation/Uplink Transfer/Abnormal/with cell reselection in unacknowledged mode
	R99
	All EGPRS MS
	C216
	

	52.3.2.1.1
	Dynamic Allocation/Uplink Transfer with Downlink TBF establishment/Normal/Successful
	R99
	All EGPRS MS
	C216
	

	52.3.2.1.2
	Dynamic Allocation/Uplink Transfer with Downlink TBF establishment/Normal/Multislot capabilities
	R99
	All EGPRS MS supporting Multislot classes: 2,3,4,5,6,8,9,10,19,24)
	C277
	

	52.3.2.2.1
	Dynamic Allocation/Uplink Transfer with Downlink TBF establishment/Abnormal/with random access
	R99
	All EGPRS MS
	C216
	

	52.3.2.2.2
	Dynamic Allocation/Uplink Transfer with Downlink TBF establishment/Abnormal/Continuation of normal operation
	R99
	All EGPRS MS
	C216
	

	52.3.3.1.1
	Dynamic Allocation/Resource reallocation/Successful/Higher throughput class or higher radio priority
	R99
	EGPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context
	C278
	

	52.3.3.1.2
	Dynamic Allocation/Resource reallocation/Successful/Lower throughput class
	R99
	EGPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context
	C278
	

	52.3.3.1.3
	Dynamic Allocation/Resource reallocation/Successful/Different RLC mode and higher radio priority
	R99
	EGPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context
	C278
	

	----------
	----------
	----------
	----------
	----------
	----------
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