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	Reason for change:
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	Test case 44.2.1.1.8 is marked as being applicable for All GPRS MS. However mobiles which do not support the optional On/Off switch function will not pass this test, as the Test Purpose is to check that a DETACH REQUEST is sent when the MS is powered off. Therefore the applicability should be changed, so the test is only applicable for mobiles that supports On/Off switch.

	
	

	Summary of change:
(

	 The applicability of test case 44.2.1.1.8 has been changed so it is only applicable for mobiles that supports On/Off switch.
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	[…]
	
	
	
	
	

	44.2.1.1.6
	GPRS attach/abnormal cases/access barred due to access class control
	R97
	All GPRS MS
	C215
	

	44.2.1.1.7
	GPRS attach/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS
	C215
	

	44.2.1.1.8
	GPRS attach/abnormal cases/power off
	R97
	GPRS MS that supports On/Off switch
	C315
	

	44.2.1.1.9
	GPRS attach/abnormal cases/GPRS detach procedure collision
	R97
	All GPRS MS
	C215
	

	44.2.1.2.1
	Combined GPRS attach/GPRS and non-GPRS attach accepted
	R97
	All GPRS MS
	C215
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	C214
	IF A.2/53 THEN A ELSE N/A
	-- TSPC_ECSD

	C215
	IF A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS

	C216
	IF A.2/42 THEN A ELSE N/A
	-- TSPC_EGPRS

	[…]
	
	

	C290
	IF A.3/3 THEN A ELSE N/A
	-- TSPC_Serv_TS21

	C300
	IF A.3/5 THEN A ELSE N/A
	-- TSPC_Serv_TS23

	C301
	Void
	

	C302
	IF A.2/59 AND A.2/61 THEN A ELSE N/A
	-- TSPC_A-GPS_BASE AND TSPC_PRIVACY

	C303
	IF A.2/60 AND A.2/61THEN A ELSE N/A
	-- TSPC_A-GPS_ASSIST AND TSPC_PRIVACY

	C304
	IF A.2/57 AND A.2/61THEN A ELSE N/A
	-- TSPC_EOTD AND TSPC_PRIVACY

	C305
	IF A.2/62 THEN A ELSE N/A
	-- TSPC_DTM

	C306
	IF A.1/59 THEN A ELSE N/A
	-- TSPC_DTM_Multislot_Class_1

	C307
	IF A.1/60 THEN A ELSE N/A
	-- TSPC_DTM_Multislot_Class_5

	C308
	IF A.1/61 THEN A ELSE N/A
	-- TSPC_DTM_Multislot_Class_9

	C309
	IF NOT A.2/62 THEN A ELSE N/A
	-- NOT TSPC_DTM

	C310
	IF A.1/62 THEN A ELSE N/A
	-- TSPC_DTM_Dynamic_Allocation

	C311
	IF A.2/62 AND NOT A.1/62 THEN A ELSE N/A
	-- TSPC_DTM AND NOT TSPC_DTM_Dynamic_Allocation

	C312
	IF (A.1/59 OR A.1/60 OR A.1/61) THEN A ELSE N/A
	-- TSPC_DTM_Multislot_Class_1 OR TSPC_DTM_Multislot_Class_5 OR TSPC_DTM_Multislot_Class_9

	C313
	IF A.2/63 THEN A ELSE N/A
	TSPC_EOTD_ASSIST_AND TSPC_PERF_GMSK

	C314
	IF A.2/64 THEN A ELSE N/A
	TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

	C315
	IF A.2/41 AND A.2/15 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Feat_OnOff
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