3GPP TSG GERAN #12

Tdoc GP-023074

Sophia Antipolis, France, 18th – 22nd November 2002
Agenda item 7.1.5.8

3GPP TSG GERAN #12 
Tdoc GP-023074


Source: Ericsson, Nokia, Siemens and Philips Seminconductors

Receiver Performance: AMR REL-5 – summary and proposed values for 45.005 

1 Introduction

This contribution summarises receiver performance simulations for AMR/AMR-WB channels introduced in Rel-5: O-TCH/AHS, TCH/WFS, O-TCH/WHS, O-TCH/WFS and associates control channels on 8-PSK modulated carriers O-FACCH/F and O-FACCH/H. 

It is an updated version of GP-022151, presented at TSG GERAN WG1 #11, see [1].

This document provides updated results from contributing companies. Compared to earlier presentations, significant improvements have been achieved since last meeting reducing the difference between different vendors down to 0 – 2.5 dB. The contributing companies are now confident that the presented results are stable. Therefore, we provide the CRs with values without brackets.

The results from the companies, sourcing this contribution, are shown explicitly in the tables in the Annex. The parties have agreed to propose the values shown in table columns marked “Proposed CR values” as requirements in 45.005.

2 Assumptions and calculation procedures

The contributing companies have used simulators of their choice applicable to their equipment design. Simulators and early results have in most cases been presented in other documents at previous meetings. 
The agreed receiver performance includes a realistic receiver with impairments. 

Eb/No or C/I values were simulated using the criteria:

· FER ( 1 % for all the traffic channels

· FER ( 5 % for O-FACCH

· FER ( 0,5 % Inband signalling

· FER ( 1 % for EVSIDUR and EVRFR

For sensitivity requirements the results are presented as the required input level to achieve the relevant frame erasure rate (FER) for respective channel. The residual bit error rate (rBER) is specified for traffic channels at the corresponding input level (for sensitivity) or C/I respectively. 

The following procedure was previously applied to find agreed requirements for 45.005 presented to GERAN #10:

a) Firstly, to get the input levels corresponding to the simulated Eb/N0 values, these were converted to receiver sensitivity using the following conversion formula:

RXsens = 10*LOG(1000(k(T  (  n(symbol_rate) + noise_figure + (Eb/N0)simulated
where k=1,3805x10-23 is Bolzmann’s constant, T=293 (K is the temperature, n is the number of bits per symbol (1 for GMSK and 3 for 8PSK), symbol_rate is 270833 symbols/s, and noise_figure is 8 dB for the BTS and 10 dB for the MS. For the tables in 45.005, the noise_figure for BTS is used.

b) For each channel and codec rate the performance value that all companies can fulfil was chosen in the agreement as a basis for 45.005 requirements.

c) The results were rounded to the nearest less stringent value with a 0,5 dB resolution.

d) If the value for sensitivity requirements was found to be less than –104 dBm for traffic channels, the FER requirement is defined for –104 dBm with corresponding rBER.

e) If the value for sensitivity requirements was found to be less than –104 dBm for signalling channels they were truncated to –104 dBm and a note given to indicate this.

The agreed values are proposed as requirements for 45.005 in separate CRs at this meeting ([2], [3], [4], [5], [6] and [7].
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Annex
A1: O-TCH/AHS Sensitivity

	
	static
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	
	HT100 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 12.2 (FER)
	-102
	-100,5
	-102
	-101
	-100,5
	-96
	-95,5
	-96
	-94,5
	-94,5
	-96
	-95
	-96
	-95,5
	-95
	-96
	-94
	-96
	-95,5
	-94
	-92,5
	-94
	-94,5
	-92,5
	-92,5

	O-TCH/AHS 12.2 (Class 1b rBER)
	1,41
	0,71
	1,2
	1,1
	0,71
	0,36
	0,37
	0,42
	0,3
	0,3
	0,37
	0,35
	0,41
	0,35
	0,35
	0,3
	0,29
	0,41
	0,35
	0,29
	0,4
	0,38
	0,38
	0,4
	0,4

	O-TCH/AHS 10.2 (FER)
	-102,5
	-101
	-102,5
	-102
	-101
	-97
	-96,5
	-97
	-95,5
	-95,5
	-97
	-96,5
	-97
	-96
	-96
	-97
	-95
	-97
	-96,5
	-95
	-93,5
	-94,5
	-95,5
	-93,5
	-93,5

	O-TCH/AHS 10.2 (Class 1b rBER)
	0,31
	0,35
	0,3
	0,3
	0,35
	0,18
	0,14
	0,17
	0,15
	0,15
	0,16
	0,15
	0,17
	0,15
	0,15
	0,17
	0,13
	0,17
	0,15
	0,13
	0,19
	0,17
	0,16
	0,18
	0,19

	O-TCH/AHS 7.95 (FER)
	-103
	-102,5
	-103,5
	-103
	-102,5
	-98
	-97,5
	-98
	-96,5
	-96,5
	-98
	-97
	-98
	-97
	-97
	-98
	-96,5
	-98
	-97,5
	-96,5
	-94,5
	-96
	-96,5
	-94,5
	-94,5

	O-TCH/AHS 7.95 (Class 1b rBER)
	0,12
	0,1
	0,12
	0,12
	0,1
	0,08
	0,07
	0,09
	0,08
	0,08
	0,1
	0,07
	0,07
	0,08
	0,08
	0,06
	0,05
	0,07
	0,08
	0,05
	0,1
	0,08
	0,08
	0,09
	0,10

	O-TCH/AHS 7.4 (FER)
	-103,5
	-102,5
	-103,8
	-103
	-102,5
	-98,5
	-98
	-98,5
	-97,5
	-97,5
	-98,5
	-97,5
	-98,5
	-98
	-97,5
	-98,5
	-97
	-98,5
	-98,5
	-97
	-95
	-96,5
	-97,5
	-95,5
	-95

	O-TCH/AHS 7.4 (Class 1b rBER)
	0,22
	0,16
	0,2
	0,2
	0,16
	0,16
	0,13
	0,16
	0,15
	0,15
	0,16
	0,15
	0,15
	0,16
	0,15
	0,17
	0,12
	0,15
	0,16
	0,12
	0,17
	0,2
	0,15
	0,13
	0,17

	O-TCH/AHS 6.7 (FER)
	-104
	-103
	-104,5
	-104
	-103
	-99
	-99
	-99
	-98
	-98
	-99
	-98,5
	-99
	-98,5
	-98,5
	-99
	-97,5
	-99
	-99
	-97,5
	-95,5
	-97
	-98
	-96
	-95,5

	O-TCH/AHS 6.7 (Class 1b rBER)
	0,3
	0,22
	0,26
	0,26
	0,22
	0,17
	0,14
	0,17
	0,14
	0,14
	0,17
	0,13
	0,16
	0,15
	0,15
	0,15
	0,12
	0,16
	0,15
	0,12
	0,16
	0,16
	0,16
	0,16
	0,16

	O-TCH/AHS 5.9 (FER)
	-105
	-103,5
	-104,5
	-104,5
	-103,5
	-99,5
	-99
	-100
	-98
	-98
	-100
	-98,5
	-100
	-99
	-98,5
	-100
	-98,5
	-100
	-100
	-98,5
	-96,5
	-98
	-99
	-97
	-96,5

	O-TCH/AHS 5.9 (Class 1b rBER)
	0,83
	0,57
	0,1
	0,7
	0,57
	0,25
	0,2
	0,24
	0,2
	0,2
	0,24
	0,19
	0,24
	0,2
	0,19
	0,18
	0,15
	0,24
	0,2
	0,15
	0,25
	0,22
	0,23
	0,24
	0,25

	O-TCH/AHS 5.15 (FER)
	-105,5
	-104
	-104,5
	-105
	-104
	-100,5
	-99,5
	-100,5
	-98,5
	-98,5
	-100
	-99
	-100,5
	-99,5
	-99
	-100,5
	-98,5
	-100,5
	-100
	-98,5
	-97
	-98,5
	-99,5
	-97,5
	-97

	O-TCH/AHS 5.15 (Class 1b rBER)
	0,2
	0,15
	0,1
	0,13
	0,15
	0,14
	0,1
	0,11
	0,1
	0,1
	0,12
	0,08
	0,11
	0,1
	0,08
	0,1
	0,07
	0,11
	0,09
	0,07
	0,11
	0,1
	0,1
	0,1
	0,11

	O-TCH/AHS 4.75 (FER)
	-105,5
	-104
	-104,5
	-104,5
	-104
	-100,5
	-100
	-101
	-99,5
	-99,5
	-101
	-99,5
	-101
	-100
	-99,5
	-101
	-99,5
	-101
	-100,5
	-99,5
	-97,5
	-99
	-100
	-98
	-97,5

	O-TCH/AHS 4.75 (Class 1b rBER)
	0,24
	0,18
	0,1
	0,15
	0,18
	0,16
	0,11
	0,15
	0,15
	0,15
	0,2
	0,11
	0,14
	0,12
	0,11
	0,15
	0,11
	0,14
	0,11
	0,11
	0,1
	0,13
	0,13
	0,13
	0,1

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS -INB ( 0.5% FER)
	-104
	-105
	-103,5
	-103,5
	-103,5
	-101,5
	-99,5
	-99
	-99,5
	-99
	-101,5
	-100,5
	-99,5
	-100,5
	-99,5
	-101,5
	-100,5
	-98,5
	-101
	-98,5
	-98,5
	-98
	-98,5
	-98
	-98

	O-TCH/AHS (EVSIDUR)
	-105,5
	-107,5
	
	-106,5
	-104
	-100,5
	-102
	
	-100,5
	-100,5
	-101,5
	-102
	
	-101,5
	-101,5
	-101,5
	-102
	
	-101,5
	-101,5
	-99
	-101,5
	
	-100
	-99

	O-TCH/AHS (EVRFR)
	-107
	
	
	-106,5
	-104
	-102
	
	
	-101
	-101
	-101,5
	
	
	-101,5
	-101,5
	-102
	
	
	-101,5
	-101,5
	-99
	
	
	-100
	-99

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 12.2 (FER)
	
	
	
	
	
	-96
	-95
	-95,5
	-94,5
	-94,5
	
	
	
	
	
	
	
	
	
	
	-92
	-92,5
	-93,5
	-92
	-92

	O-TCH/AHS 12.2 (Class 1b rBER)
	
	
	
	
	
	0,44
	0,37
	0,4
	0,3
	0,30
	
	
	
	
	
	
	
	
	
	
	0,42
	0,39
	0,38
	0,4
	0,42

	O-TCH/AHS 10.2 (FER)
	
	
	
	
	
	-97
	-96
	-96,5
	-95,5
	-95,5
	
	
	
	
	
	
	
	
	
	
	-93
	-94
	-94,5
	-93,5
	-93

	O-TCH/AHS 10.2 (Class 1b rBER)
	
	
	
	
	
	0,21
	0,15
	0,18
	0,17
	0,17
	
	
	
	
	
	
	
	
	
	
	0,2
	0,16
	0,17
	0,17
	0,2

	O-TCH/AHS 7.95 (FER)
	
	
	
	
	
	-97,5
	-97
	-97,5
	-96,5
	-96,5
	
	
	
	
	
	
	
	
	
	
	-94
	-95
	-96
	-94,5
	-94

	O-TCH/AHS 7.95 (Class 1b rBER)
	
	
	
	
	
	0,09
	0,07
	0,08
	0,08
	0,08
	
	
	
	
	
	
	
	
	
	
	0,08
	0,08
	0,08
	0,09
	0,08

	O-TCH/AHS 7.4 (FER)
	
	
	
	
	
	-98
	-97,5
	
	-97
	-97
	
	
	
	
	
	
	
	
	
	
	-94,5
	-96
	
	-95,5
	-94,5

	O-TCH/AHS 7.4 (Class 1b rBER)
	
	
	
	
	
	0,15
	0,15
	
	0,15
	0,15
	
	
	
	
	
	
	
	
	
	
	0,17
	0,13
	
	0,16
	0,17

	O-TCH/AHS 6.7 (FER)
	
	
	
	
	
	-99
	-98
	
	-98
	-98
	
	
	
	
	
	
	
	
	
	
	-95,5
	-96,5
	
	-96
	-95,5

	O-TCH/AHS 6.7 (Class 1b rBER)
	
	
	
	
	
	0,17
	0,16
	
	0,16
	0,16
	
	
	
	
	
	
	
	
	
	
	0,19
	0,16
	
	0,17
	0,19

	O-TCH/AHS 5.9 (FER)
	
	
	
	
	
	-99,5
	-98,5
	
	-98,5
	-98,5
	
	
	
	
	
	
	
	
	
	
	-96
	-97,5
	
	-97
	-96

	O-TCH/AHS 5.9 (Class 1b rBER)
	
	
	
	
	
	0,24
	0,19
	
	0,22
	0,22
	
	
	
	
	
	
	
	
	
	
	0,24
	0,22
	
	0,26
	0,24

	O-TCH/AHS 5.15 (FER)
	
	
	
	
	
	-100
	-99
	
	-99
	-99
	
	
	
	
	
	
	
	
	
	
	-97
	-98,5
	
	-97,5
	-97

	O-TCH/AHS 5.15 (Class 1b rBER)
	
	
	
	
	
	0,11
	0,09
	
	0,11
	0,11
	
	
	
	
	
	
	
	
	
	
	0,12
	0,11
	
	0,12
	0,12

	O-TCH/AHS 4.75 (FER)
	
	
	
	
	
	-100,5
	-99,5
	-101
	-99,5
	-99,5
	
	
	
	
	
	
	
	
	
	
	-97,5
	-98,5
	-100
	-98
	-97,5

	O-TCH/AHS 4.75 (Class 1b rBER)
	
	
	
	
	
	0,14
	0,13
	0,15
	0,15
	0,15
	
	
	
	
	
	
	
	
	
	
	0,17
	0,14
	0,13
	0,13
	0,17

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS -INB (0.5% FER)
	
	
	
	
	
	-101,5
	-100
	-99
	-100
	-99
	
	
	
	
	
	
	
	
	
	
	-98
	-98,5
	-97,5
	-98
	-97,5

	O-TCH/AHS (EVSIDUR)
	
	
	
	
	
	-100
	-97,5
	
	-100
	-97,5
	
	
	
	
	
	
	
	
	
	
	-99
	-100
	
	-100
	-99

	O-TCH/AHS (EVRFR)
	
	
	
	
	
	-101
	
	
	-101
	-101
	
	
	
	
	
	
	
	
	
	
	-99
	
	
	-100
	-99


Values in shade area are truncated

Annex A2: O-TCH/AHS Co-channel

	
	TU3 noFH
	
	TU3 iFH
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 12.2 (FER)
	21
	21,5
	21
	22,5
	22,5
	14
	14,5
	14
	15,5
	15,5
	14
	15,0
	14,5
	16,5
	16,5
	13,5
	14,5
	14
	15,5
	15,5
	17,0
	14,5
	16
	15,5
	17,0

	O-TCH/AHS 12.2 (Class 1b rBER)
	0,16
	0,09
	0,18
	0,17
	0,17
	0,37
	0,21
	0,34
	0,33
	0,33
	0,38
	0,20
	0,33
	0,3
	0,3
	0,36
	0,21
	0,34
	0,32
	0,32
	0,26
	0,23
	0,29
	0,34
	0,26

	O-TCH/AHS 10.2 (FER)
	20,5
	20,5
	20,5
	21,5
	21,5
	13
	13,5
	13
	15
	15
	13
	13,5
	13,5
	15,5
	15,5
	12,5
	13,5
	13
	14,5
	14,5
	15,5
	13,0
	14,5
	14,5
	15,5

	O-TCH/AHS 10.2 (Class 1b rBER)
	0,09
	0,09
	0,08
	0,09
	0,09
	0,15
	0,21
	0,16
	0,15
	0,15
	0,17
	0,2
	0,15
	0,15
	0,16
	0,19
	0,2
	0,16
	0,16
	0,16
	0,2
	0,2
	0,15
	0,15
	0,2

	O-TCH/AHS 7.95 (FER)
	20
	20,0
	19,5
	20,5
	20,5
	12
	12,5
	12,5
	14
	14
	12
	12,5
	12,5
	14,5
	14,5
	12
	12,5
	12,5
	13,5
	13,5
	14,5
	12,0
	13
	13,5
	14,5

	O-TCH/AHS 7.95 (Class 1b rBER)
	0,05
	0,03
	0,04
	0,06
	0,06
	0,07
	0,06
	0,07
	0,07
	0,07
	0,08
	0,0
	0,07
	0,06
	0,06
	0,09
	0,0
	0,07
	0,07
	0,07
	0,1
	0,1
	0,07
	0,07
	0,1

	O-TCH/AHS 7.4 (FER)
	19,5
	19,0
	19
	20
	20
	11,5
	11,5
	11,5
	13
	13
	11,5
	11,5
	12
	14
	14
	11,5
	11,5
	11,5
	12,5
	12,5
	13,5
	11,0
	12,5
	13
	13,5

	O-TCH/AHS 7.4 (Class 1b rBER)
	0,06
	0,13
	0,06
	0,08
	0,08
	0,16
	0,31
	0,14
	0,13
	0,13
	0,14
	0,28
	0,15
	0,12
	0,12
	0,14
	0,30
	0,15
	0,13
	0,13
	0,16
	0,32
	0,15
	0,14
	0,16

	O-TCH/AHS 6.7 (FER)
	18,5
	19,0
	18
	19,5
	19,5
	11
	11,5
	11
	12,5
	12,5
	11
	11,5
	11
	13,5
	13,5
	11
	11,5
	11
	12
	12
	13,0
	10,5
	11,5
	12
	13,0

	O-TCH/AHS 6.7 (Class 1b rBER)
	0,09
	0,07
	0,08
	0,09
	0,09
	0,16
	0,13
	0,14
	0,13
	0,13
	0,15
	0,1
	0,13
	0,12
	0,12
	0,14
	0,1
	0,13
	0,14
	0,14
	0,2
	0,1
	0,15
	0,15
	0,2

	O-TCH/AHS 5.9 (FER)
	18
	18,5
	17,5
	19
	19
	10,5
	11,0
	10,5
	12
	12
	10,5
	11,0
	10,5
	13
	13
	10
	11,0
	10,5
	12
	12
	12,5
	10,0
	11
	11,5
	12,5

	O-TCH/AHS 5.9 (Class 1b rBER)
	0,11
	0,08
	0,11
	0,11
	0,11
	0,19
	0,13
	0,19
	0,18
	0,18
	0,19
	0,11
	0,18
	0,16
	0,16
	0,2
	0,12
	0,19
	0,18
	0,18
	0,17
	0,13
	0,16
	0,17
	0,17

	O-TCH/AHS 5.15 (FER)
	17,5
	18,0
	17
	18,5
	18,5
	10
	10,0
	10
	11,5
	11,5
	10
	10,5
	10
	12,5
	12,5
	9,5
	10,0
	10
	11
	11
	12,0
	9,5
	10,5
	11
	12

	O-TCH/AHS 5.15 (Class 1b rBER)
	0,06
	0,04
	0,05
	0,06
	0,06
	0,11
	0,06
	0,09
	0,08
	0,08
	0,11
	0,06
	0,09
	0,08
	0,08
	0,1
	0,06
	0,09
	0,09
	0,09
	0,09
	0,06
	0,08
	0,09
	0,09

	O-TCH/AHS 4.75 (FER)
	17
	17,5
	16,5
	18
	18
	9,5
	9,5
	9,5
	11
	11
	9,5
	10,0
	9,5
	12
	12
	9
	9,5
	9,5
	10,5
	10,5
	11,5
	9,0
	10
	10,5
	11,5

	O-TCH/AHS 4.75 (Class 1b rBER)
	0,07
	0,05
	0,07
	0,08
	0,08
	0,14
	0,09
	0,12
	0,1
	0,1
	0,13
	0,08
	0
	0,09
	0,09
	0,14
	0,09
	0,12
	0,1
	0,1
	0,13
	0,08
	0,1
	0,1
	0,13

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS -INB (FER)
	14
	14
	16,5
	15
	16,5
	8
	10,5
	10,5
	9,5
	10,5
	8
	10,5
	10,5
	10
	10,5
	8
	10,5
	10,5
	9
	10,5
	10,5
	12,5
	12
	10
	12,5

	O-TCH/AHS (EVSIDUR)
	15,5
	15,5
	
	16
	16
	8,5
	8,5
	
	10
	10
	8,5
	9
	
	10,5
	10,5
	8,5
	8,5
	
	9,5
	9,5
	10,5
	8,5
	
	10
	10,5

	O-TCH/AHS (EVRFR)
	15,5
	
	
	16
	16
	8
	
	
	10
	10
	8,5
	
	
	10,5
	10,5
	9
	
	
	9,5
	9,5
	11
	
	
	10
	11

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 12.2 (FER)
	
	
	
	
	
	
	
	
	
	
	14
	15,0
	14,5
	16,5
	16,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 12.2 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,34
	0,20
	0,35
	0,3
	0,3
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 10.2 (FER)
	
	
	
	
	
	
	
	
	
	
	13,5
	14,0
	13,5
	15,5
	15,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 10.2 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,18
	0,17
	0,16
	0,13
	0,13
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 7.95 (FER)
	
	
	
	
	
	
	
	
	
	
	12,5
	13,0
	12,5
	14,5
	14,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 7.95 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,08
	0,06
	0,07
	0,07
	0,07
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 7.4 (FER)
	
	
	
	
	
	
	
	
	
	
	11,5
	12,0
	
	14
	14
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 7.4 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,16
	0,29
	
	0,12
	0,12
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 6.7 (FER)
	
	
	
	
	
	
	
	
	
	
	11
	12,0
	
	13
	13
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 6.7 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,15
	0,12
	
	0,12
	0,12
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 5.9 (FER)
	
	
	
	
	
	
	
	
	
	
	10,5
	11,0
	
	12,5
	12,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 5.9 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,19
	0,12
	
	0,15
	0,15
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 5.15 (FER)
	
	
	
	
	
	
	
	
	
	
	10
	10,5
	
	12
	12
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 5.15 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,09
	0,07
	
	0,08
	0,08
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 4.75 (FER)
	
	
	
	
	
	
	
	
	
	
	9,5
	10,0
	9,5
	11,5
	11,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 4.75 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,12
	0,09
	0,11
	0,1
	0,1
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS -INB (FER)
	
	
	
	
	
	
	
	
	
	
	8,5
	11
	11
	10
	11
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS (EVSIDUR)
	
	
	
	
	
	
	
	
	
	
	10
	9
	
	10,5
	10,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS (EVRFR)
	
	
	
	
	
	
	
	
	
	
	9
	
	
	10,5
	10,5
	
	
	
	
	
	
	
	
	
	


Annex A3: O-TCH/AHS 1st adjacent channel

	
	TU3 noFH
	
	TU3 iFH
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 12.2 (FER)
	4,5
	4,0
	4,5
	5
	5
	-3,5
	-3,5
	-2,5
	-1,5
	-1,5
	-3
	-3,5
	-2,5
	-1
	-1
	-3,5
	-3,5
	-2,5
	-2
	-2
	-2,5
	-3,0
	-0,5
	-1,5
	-0,5

	O-TCH/AHS 12.2 (Class 1b rBER)
	0,11
	0,10
	0,19
	0,15
	0,15
	0,28
	0,21
	0,33
	0,3
	0,3
	0,28
	0,20
	0,32
	0,26
	0,26
	0,29
	0,20
	0,33
	0,28
	0,28
	0,26
	0,21
	0,33
	0,31
	0,33

	O-TCH/AHS 10.2 (FER)
	3,5
	2,5
	4
	4,5
	4,5
	-4
	-5,0
	-3,5
	-2,5
	-2,5
	-4
	-4,5
	-3,5
	-2
	-2
	-4,5
	-5,0
	-3,5
	-3
	-3
	-3,5
	-4,5
	-2
	-3
	-2

	O-TCH/AHS 10.2 (Class 1b rBER)
	0,07
	0,10
	0,08
	0,11
	0,11
	0,15
	0,18
	0,15
	0,15
	0,15
	0,14
	0,21
	0,15
	0,14
	0,14
	0,14
	0,22
	0,14
	0,14
	0,14
	0,16
	0,18
	0,17
	0,16
	0,17

	O-TCH/AHS 7.95 (FER)
	3
	1,5
	2,5
	3
	3
	-5
	-6,0
	-5
	-3,5
	-3,5
	-5
	-5,5
	-4,5
	-3
	-3
	-5
	-6,0
	-4,5
	-4
	-4
	-4,5
	-6,0
	-3,5
	-4,5
	-3,5

	O-TCH/AHS 7.95 (Class 1b rBER)
	0,05
	0,03
	0,05
	0,07
	0,07
	0,05
	0,06
	0,07
	0,08
	0,08
	0,06
	0,06
	0,07
	0,08
	0,08
	0,06
	0,07
	0,07
	0,07
	0,07
	0,06
	0,06
	0,07
	0,08
	0,07

	O-TCH/AHS 7.4 (FER)
	2,5
	0,5
	2
	2,5
	2,5
	-5,5
	-7,0
	-5,5
	-4,5
	-4,5
	-5,5
	-6,5
	-5
	-4
	-4
	-5,5
	-7,0
	-5,5
	-5
	-5
	-5,5
	-7,0
	-4,5
	-5,5
	-4,5

	O-TCH/AHS 7.4 (Class 1b rBER)
	0,07
	0,14
	0,08
	0,11
	0,11
	0,13
	0,32
	0,14
	0,15
	0,15
	0,16
	0,28
	0,14
	0,15
	0,15
	0,16
	0,27
	0,14
	0,15
	0,15
	0,16
	0,34
	0,17
	0,16
	0,17

	O-TCH/AHS 6.7 (FER)
	2
	0,5
	1
	1,5
	2
	-6
	-7,0
	-6
	-5,5
	-5,5
	-6
	-7,0
	-6
	-4,5
	-4,5
	-6
	-7,0
	-6,5
	-6
	-6
	-6
	-7,5
	-5,5
	-6,5
	-5,5

	O-TCH/AHS 6.7 (Class 1b rBER)
	0,08
	0,07
	0,08
	0,12
	0,08
	0,12
	0,15
	0,14
	0,16
	0,16
	0,11
	0,12
	0,14
	0,15
	0,15
	0,1
	0,12
	0,15
	0,16
	0,16
	0,12
	0,15
	0,13
	0,16
	0,13

	O-TCH/AHS 5.9 (FER)
	1,5
	0,0
	0,5
	1
	1,5
	-6,5
	-8,0
	-7
	-6
	-6
	-6,5
	-7,5
	-7
	-5,5
	-5,5
	-6,5
	-7,5
	-7
	-6,5
	-6,5
	-6,5
	-8,0
	-6,5
	-7
	-6,5

	O-TCH/AHS 5.9 (Class 1b rBER)
	0,08
	0,07
	0,12
	0,15
	0,08
	0,12
	0,15
	0,19
	0,22
	0,22
	0,13
	0,14
	0,18
	0,19
	0,19
	0,13
	0,16
	0,18
	0,22
	0,22
	0,13
	0,14
	0,17
	0,2
	0,17

	O-TCH/AHS 5.15 (FER)
	1
	-0,5
	0
	0
	1
	-7
	-8,5
	-7,5
	-7
	-7
	-7
	-8,5
	-7,5
	-6
	-6
	-7
	-8,0
	-7,5
	-7,5
	-7
	-7
	-8,5
	-7
	-8
	-7

	O-TCH/AHS 5.15 (Class 1b rBER)
	0,05
	0,04
	0,06
	0,09
	0,05
	0,06
	0,07
	0,1
	0,11
	0,11
	0,08
	0,08
	0,09
	0,1
	0,1
	0,08
	0,08
	0,09
	0,11
	0,08
	0,1
	0,06
	0,07
	0,1
	0,1

	O-TCH/AHS 4.75 (FER)
	0,5
	-1,5
	-1
	-1
	0,5
	-7,5
	-9,0
	-8
	-7,5
	-7,5
	-7,5
	-9,0
	-8
	-7
	-7
	-7,5
	-9,0
	-8
	-8
	-7,5
	-7,5
	-9,0
	-7,5
	-8,5
	-7,5

	O-TCH/AHS 4.75 (Class 1b rBER)
	0,06
	0,05
	0,08
	0,1
	0,06
	0,11
	0,08
	0,1
	0,13
	0,13
	0,13
	0,08
	0,1
	0,13
	0,13
	0,11
	0,09
	0,09
	0,14
	0,11
	0,12
	0,09
	0,1
	0,13
	0,12

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS -INB (0.5% FER)
	-3,5
	-3,5
	-1
	-2
	-1
	-9,5
	-9
	-7,5
	-7
	-7
	-9,5
	-8
	-7
	-7
	-7
	-9,5
	-8,5
	-7
	-7,5
	-7
	-9
	-6,5
	-6,5
	-7,5
	-6,5

	O-TCH/AHS (EVSIDUR)
	-1,5
	-3
	
	-3,5
	-1,5
	-8
	-9,5
	
	-9,5
	-8
	-8
	-9
	
	-9
	-8
	-8
	-9
	
	-10
	-8
	-7,5
	-9,5
	
	-10
	-7,5

	O-TCH/AHS (EVRFR)
	-1
	
	
	-3,5
	-1
	-8,5
	
	
	-9,5
	-8,5
	-8
	
	
	-9
	-8
	-8,5
	
	
	-10
	-8,5
	-7,5
	
	
	-10
	-7,5

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 12.2 (FER)
	
	
	
	
	
	
	
	
	
	
	-2,5
	-2,5
	-2
	-1
	-1
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 12.2 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,26
	0,21
	0,31
	0,3
	0,3
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 10.2 (FER)
	
	
	
	
	
	
	
	
	
	
	-3,5
	-4,5
	-3
	-2
	-2
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 10.2 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,14
	0,19
	0,16
	0,14
	0,14
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 7.95 (FER)
	
	
	
	
	
	
	
	
	
	
	-4,5
	-5,0
	-4
	-3
	-3
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 7.95 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,07
	0,06
	0,07
	0,08
	0,08
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 7.4 (FER)
	
	
	
	
	
	
	
	
	
	
	-5
	-6,5
	
	-4
	-4
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 7.4 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,15
	0,26
	
	0,17
	0,17
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 6.7 (FER)
	
	
	
	
	
	
	
	
	
	
	-5,5
	-6,5
	
	-5
	-5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 6.7 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,12
	0,11
	
	0,15
	0,15
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 5.9 (FER)
	
	
	
	
	
	
	
	
	
	
	-6
	-7,0
	
	-5,5
	-5,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 5.9 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,12
	0,14
	
	0,2
	0,2
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 5.15 (FER)
	
	
	
	
	
	
	
	
	
	
	-6,5
	-8,0
	
	-6,5
	-6,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 5.15 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,08
	0,08
	
	0,11
	0,11
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 4.75 (FER)
	
	
	
	
	
	
	
	
	
	
	-7
	-8,5
	-8
	-7
	-7
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS 4.75 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,11
	0,09
	0,1
	0,14
	0,14
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS -INB (0.5% FER)
	
	
	
	
	
	
	
	
	
	
	-9
	-8
	-6,5
	-6,5
	-6,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS (EVSIDUR)
	
	
	
	
	
	
	
	
	
	
	-7,5
	-9
	
	-9,5
	-7,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/AHS (EVRFR)
	
	
	
	
	
	
	
	
	
	
	-8
	
	
	-9,5
	-8
	
	
	
	
	
	
	
	
	
	


Annex B1: O-TCH/WFS Sensitivity

	
	static
	
	
	
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	HT100 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 23.85 (FER)
	-101,5
	-100,5
	-101,5
	-100,5
	-100,5
	-96,5
	-95,5
	-96,5
	-95
	-95
	-98
	-96,5
	-97,5
	-97
	-96,5
	-98
	-97
	-97,5
	-98
	-97
	-94,5
	-95,5
	-96,5
	-94,5
	-94,5

	O-TCH/WFS 23.85 (Class 1b rBER)
	0,35
	1,0
	0,33
	0,33
	1,00
	0,18
	0,16
	0,2
	0,16
	0,16
	0,25
	0,28
	0,27
	0,23
	0,28
	0,27
	0,24
	0,27
	0,25
	0,24
	0,28
	0,28
	0,24
	0,2
	0,28

	O-TCH/WFS 15.85 (FER)
	-104,5
	-102,5
	-104,5
	-103
	-102,5
	-99,5
	-98,5
	-99
	-97,5
	-97,5
	-101
	-99
	-100,5
	-99,5
	-99
	-101
	-100,5
	-100,5
	-100,5
	-100,5
	-97,5
	-98,5
	-99,5
	-97
	-97

	O-TCH/WFS 15.85 (Class 1b rBER)
	1,22
	0,5
	0,59
	1
	0,50
	0,38
	0.26
	0,33
	0,44
	0,44
	0,52
	0,33
	0,39
	0,6
	0,33
	0,56
	0,38
	0,39
	0,64
	0,64
	0,5
	0,34
	0,38
	0,5
	0,5

	O-TCH/WFS 12.65 (FER)
	-105
	-104
	
	-104,5
	-104
	-100,5
	-99,5
	-100,5
	-99
	-99
	-102
	-100
	-101,5
	-101,5
	-100
	-102
	-101
	-102
	-102
	-101
	-98,5
	-100
	-101
	-99
	-98,5

	O-TCH/WFS 12.65 (Class 1b rBER)
	1,27
	0,89
	
	1,3
	0,89
	0,44
	0.37
	0,43
	0,37
	0,37
	0,6
	0,21
	0,56
	0,6
	0,21
	0,47
	0,51
	0,56
	0,5
	0,51
	0,59
	0,53
	0,56
	0,5
	0,59

	O-TCH/WFS 8.85 (FER)
	-106,5
	-104
	
	-106
	-104
	-101,5
	-101
	-103
	-100,5
	-100,5
	-103
	-102
	-103,5
	-103
	-102
	-103,5
	-102,5
	-104
	-103,5
	-102,5
	-100,5
	-102,2
	-103
	-100,5
	-100,5

	O-TCH/WFS 8.85 (Class 1b rBER)
	1,19
	0,77
	
	1,2
	0,77
	0,35
	0,12
	0,36
	0,31
	0,31
	0,48
	0,22
	0,55
	0,53
	0,22
	0,49
	0,42
	0,52
	0,47
	0,42
	0,48
	0,14
	0,48
	0,37
	0,48

	O-TCH/WFS 6.60 (FER)
	-107,5
	-107,5
	
	-107
	-104
	-102,5
	-102,5
	-103
	-101,5
	-101,5
	-104
	-103
	-104,5
	-104
	-103
	-104,5
	-103,5
	-105
	-104,5
	-103,5
	-101,5
	-103,4
	-104
	101,5
	-101,5

	O-TCH/WFS 6.60 (Class 1b rBER)
	0,55
	0,35
	
	0,36
	0,05
	0,19
	0,36
	0,21
	0,18
	0,18
	0,28
	0,12
	0,26
	0,25
	0,12
	0,31
	0,23
	0,3
	0,25
	0,23
	0,27
	0,12
	0,24
	0,23
	0,27

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS -INB (0.5% FER)
	-107
	-108
	-104,5
	-106
	-104
	-104,5
	-103,5
	-103,5
	-103,5
	-103,5
	-105,5
	-104,5
	-103,5
	-104,5
	-103,5
	-105,5
	-104,5
	-104
	-105
	-104
	-103
	-103,5
	-103
	-103
	-103

	O-TCH/WFS (EVSIDUR)
	-107
	-104
	
	-106
	-104
	-100,5
	-100
	
	-100
	-100
	-102
	-102
	
	-102
	-102
	-102,5
	-101
	
	-102
	-101
	-99,5
	-101,5
	
	-100
	-99,5

	O-TCH/WFS (EVRFR)
	-107,5
	
	
	-106
	-104
	-102,5
	
	
	-101
	-101
	-104
	
	
	-103
	-103
	-104
	
	
	-103
	-103
	-101
	
	
	-101,5
	-101

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 23.85 (FER)
	
	
	
	
	
	-97,5
	-96,5
	-97
	-96
	-96
	
	
	
	
	
	
	
	
	
	
	-94
	-96
	-95,5
	-94
	-94

	O-TCH/WFS 23.85 (Class 1b rBER)
	
	
	
	
	
	0,25
	0,002
	0,24
	0,17
	0,17
	
	
	
	
	
	
	
	
	
	
	0,26
	0,25
	0,24
	0,24
	0,26

	O-TCH/WFS 15.85 (FER)
	
	
	
	
	
	-100,5
	-99
	-100
	-98,5
	-98,5
	
	
	
	
	
	
	
	
	
	
	-97,5
	-99
	-99,5
	-97
	-97

	O-TCH/WFS 15.85 (Class 1b rBER)
	
	
	
	
	
	0,55
	0,004
	0,38
	0,5
	0,50
	
	
	
	
	
	
	
	
	
	
	0,49
	0,38
	0,38
	0,6
	0,6

	O-TCH/WFS 12.65 (FER)
	
	
	
	
	
	-101,5
	-100,5
	-101,5
	-100
	-100
	
	
	
	
	
	
	
	
	
	
	-98,5
	-99,5
	-101
	-99
	-98,5

	O-TCH/WFS 12.65 (Class 1b rBER)
	
	
	
	
	
	0,63
	0,005
	0,57
	0,45
	0,45
	
	
	
	
	
	
	
	
	
	
	0,63
	0,58
	0,51
	0,5
	0,63

	O-TCH/WFS 8.85 (FER)
	
	
	
	
	
	-103
	-102
	-103
	-102
	-102
	
	
	
	
	
	
	
	
	
	
	-100,5
	-101,5
	-103
	-101
	-100,5

	O-TCH/WFS 8.85 (Class 1b rBER)
	
	
	
	
	
	0,53
	0,004
	0,46
	0,38
	0,38
	
	
	
	
	
	
	
	
	
	
	0,57
	0,44
	0,5
	0,47
	0,57

	O-TCH/WFS 6.60 (FER)
	
	
	
	
	
	-104
	-102,5
	-104
	-102,5
	-102,5
	
	
	
	
	
	
	
	
	
	
	-101,5
	-102,5
	-103,5
	-102
	-101,5

	O-TCH/WFS 6.60 (Class 1b rBER)
	
	
	
	
	
	0,3
	0,002
	0,25
	0,2
	0,20
	
	
	
	
	
	
	
	
	
	
	0,3
	0,25
	0,24
	0,24
	0,30

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS -INB (0.5% FER)
	
	
	
	
	
	-105
	-104,3
	-103
	-104
	-103
	
	
	
	
	
	
	
	
	
	
	-102,5
	-104
	-103
	-102,5
	-102,5

	O-TCH/WFS (EVSIDUR)
	
	
	
	
	
	-102
	-102
	
	-101
	-101
	
	
	
	
	
	
	
	
	
	
	-99
	-101
	
	-100
	-99

	O-TCH/WFS (EVRFR)
	
	
	
	
	
	-103,5
	
	
	-102,5
	-102,5
	
	
	
	
	
	
	
	
	
	
	-101
	
	
	-101,5
	-101


Values in shade area are truncated

Annex B2: O-TCH/WFS Co-channel

	
	TU3noFH
	
	TU3iFH
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 23.85 (FER)
	21
	21,5
	21
	22,5
	22,5
	11,5
	12,5
	12
	13,5
	13,5
	13,5
	14
	14
	16
	16
	11,5
	12,5
	12,5
	13,5
	13,5
	13,5
	12
	13
	13
	13,5

	O-TCH/WFS 23.85 (Class 1b rBER)
	0,08
	0,08
	0,07
	0,1
	0,1
	0,26
	0,23
	0,24
	0,24
	0,24
	0,16
	0,16
	0,16
	0,15
	0,15
	0,27
	0,23
	0,22
	0,23
	0,23
	0,28
	0,28
	0,24
	0,26
	0,28

	O-TCH/WFS 15.85 (FER)
	18
	19,5
	18,5
	20
	20
	8,5
	9,5
	9
	11
	11
	10,5
	11,5
	11
	13,5
	13,5
	8,5
	9,5
	9
	11
	11
	9
	9
	9,5
	10,5
	10,5

	O-TCH/WFS 15.85 (Class 1b rBER)
	0,17
	0,08
	0,12
	0,26
	0,26
	0,45
	0,23
	0,33
	0,55
	0,55
	0,28
	0,16
	0,26
	0,35
	0,35
	0,45
	0,23
	0,33
	0,6
	0,6
	0,39
	0,25
	0,33
	0,6
	0,60

	O-TCH/WFS 12.65 (FER)
	17,5
	18,5
	17,5
	18,5
	18,5
	7,5
	9
	8
	9,5
	9,5
	9,5
	10,5
	10
	11,5
	11,5
	7,5
	9
	8
	9,5
	9,5
	8
	8
	7,5
	9,5
	9,5

	O-TCH/WFS 12.65 (Class 1b rBER)
	0,16
	0,06
	0,15
	0,18
	0,18
	0,43
	0,12
	0,4
	0,4
	0,4
	0,34
	0,09
	0,29
	0,31
	0,31
	0,44
	0,11
	0,5
	0,45
	0,45
	0,36
	0,11
	0,49
	0,4
	0,40

	O-TCH/WFS 8.85 (FER)
	16
	17
	16
	17
	17
	6,5
	7
	6,5
	8
	8
	8,5
	9
	8
	10,5
	10,5
	6,5
	7
	6,5
	7,5
	7,5
	7,5
	6
	6,5
	7,5
	7,5

	O-TCH/WFS 8.85 (Class 1b rBER)
	0,14
	0,08
	0,13
	0,16
	0,16
	0,37
	0,20
	0,35
	0,33
	0,33
	0,24
	0,14
	0,27
	0,22
	0,22
	0,4
	0,20
	0,36
	0,4
	0,4
	0,42
	0,20
	0,35
	0,3
	0,42

	O-TCH/WFS 6.60 (FER)
	15
	16
	15,5
	16
	16
	5,5
	6
	5,5
	7
	7
	7,5
	8
	7,5
	9,5
	9,5
	5,5
	6
	5,5
	7
	7
	6,5
	5
	5,5
	6,5
	6,5

	O-TCH/WFS 6.60 (Class 1b rBER)
	0,1
	0,05
	0,08
	0,1
	0,10
	0,23
	0,13
	0,43
	0,15
	0,15
	0,14
	0,09
	0,15
	0,14
	0,14
	0,21
	0,13
	0,19
	0,18
	0,18
	0,23
	0,12
	0,2
	0,18
	0,23

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS-INB (0.5% FER)
	12
	12
	14,5
	12,5
	14,5
	3,5
	5,5
	6
	5
	6
	5
	7
	7
	6,5
	7
	3,5
	5,5
	6
	5
	6
	3,5
	5
	6
	5
	6

	O-TCH/WFS (EVSIDUR)
	16
	16
	
	17,5
	17,5
	8
	8,5
	
	9,5
	9,5
	10
	10,5
	
	11,5
	11,5
	8
	8,5
	
	9,5
	9,5
	8,5
	9
	
	9,5
	9,5

	O-TCH/WFS (EVRFR)
	15,5
	
	
	16,5
	16,5
	6
	
	
	7,5
	7,5
	8
	
	
	10
	10
	6
	
	
	7,5
	7,5
	6,5
	
	
	7,5
	7,5

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 23.85 (FER)
	
	
	
	
	
	
	
	
	
	
	12
	12,5
	12,5
	14,5
	14,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 23.85 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,22
	0,24
	0,22
	0,2
	0,2
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 15.85 (FER)
	
	
	
	
	
	
	
	
	
	
	9,5
	10
	10
	12
	12
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 15.85 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,4
	0,22
	0,3
	0,44
	0,44
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 12.65 (FER)
	
	
	
	
	
	
	
	
	
	
	8
	9
	8,5
	10,5
	10,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 12.65 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,39
	0,10
	0,38
	0,32
	0,32
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 8.85 (FER)
	
	
	
	
	
	
	
	
	
	
	6,5
	7,5
	7
	9
	9
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 8.85 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,44
	0,18
	0,33
	0,28
	0,28
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 6.60 (FER)
	
	
	
	
	
	
	
	
	
	
	6
	6,5
	6,5
	8
	8
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 6.60 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,23
	0,11
	0,18
	0,16
	0,16
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS-INB (0.5% FER)
	
	
	
	
	
	
	
	
	
	
	4
	5,5
	6,5
	6
	6,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS (EVSIDUR)
	
	
	
	
	
	
	
	
	
	
	8,5
	8,5
	
	11
	11
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS (EVRFR)
	
	
	
	
	
	
	
	
	
	
	6,5
	
	
	9
	9
	
	
	
	
	
	
	
	
	
	


Annex B3: O-TCH/WFS 1st adjacent channel

	
	TU3noFH
	
	TU3iFH
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 23.85 (FER)
	4
	3,5
	5
	5
	5
	-6
	-6,5
	-5
	-4
	-4
	-4
	-4,5
	-3
	-2
	-2
	-6
	-6
	-5
	-4
	-4
	-5
	-6,5
	-4
	-4,5
	-4

	O-TCH/WFS 23.85 (Class 1b rBER)
	0,06
	0,1
	0,09
	0,09
	0,09
	0,28
	0,33
	0,23
	0,23
	0,23
	0,2
	0,21
	0,18
	0,17
	0,17
	0,2
	0,25
	0,23
	0,21
	0,21
	0,26
	0,35
	0,26
	0,24
	0,26

	O-TCH/WFS 15.85 (FER)
	1,5
	0,5
	1,5
	2
	2
	-8,5
	-9,5
	-8
	-7
	-7
	-7
	-7,5
	-6,5
	-5
	-5
	-8,5
	-9,5
	-8
	-7
	-7
	-8
	-9,5
	-8
	-7
	-7

	O-TCH/WFS 15.85 (Class 1b rBER)
	0,1
	0,11
	0,16
	0,3
	0,3
	0,3
	0,3
	0,35
	0,54
	0,54
	0,26
	0,23
	0,27
	0,45
	0,45
	0,32
	0,23
	0,35
	0,5
	0,5
	0,34
	0,36
	0,36
	0,6
	0,6

	O-TCH/WFS 12.65 (FER)
	0,5
	0
	0
	0
	0,5
	-9,5
	-10
	-9,5
	-9
	-9
	-8
	-8,5
	-8
	-7
	-7
	-9,5
	-10
	-9,5
	-9
	-9
	-9
	-10,5
	-9,5
	-9
	-9

	O-TCH/WFS 12.65 (Class 1b rBER)
	0,11
	0,07
	0,19
	0,25
	0,11
	0,34
	0,15
	0,38
	0,5
	0,5
	0,27
	0,11
	0,33
	0,35
	0,35
	0,36
	0,11
	0,39
	0,46
	0,46
	0,3
	0,15
	0,42
	0,46
	0,46

	O-TCH/WFS 8.85 (FER)
	-0,5
	-2
	-1,5
	-2
	-0,5
	-11
	-12,5
	-11,5
	-10,5
	-10,5
	-9,5
	-10,5
	-9,5
	-9
	-9
	-11
	-12
	-11,5
	-11,5
	-11
	-10,5
	-12,5
	-11,5
	-11,5
	-10,5

	O-TCH/WFS 8.85 (Class 1b rBER)
	0,13
	0,09
	0,15
	0,2
	0,13
	0,31
	0,21
	0,37
	0,5
	0,5
	0,25
	0,15
	0,27
	0,35
	0,35
	0,31
	0,18
	0,37
	0,46
	0,31
	0,29
	0,21
	0,35
	0,53
	0,29

	O-TCH/WFS 6.60 (FER)
	-1,5
	-3
	-2,5
	-3
	-1,5
	-12
	-13,5
	-12,5
	-12,5
	-12
	-10
	-11,5
	-11
	-10,5
	-10
	-12
	-13,5
	-12,5
	-12,5
	-12
	-11,5
	-14
	-12,5
	-12,5
	-11,5

	O-TCH/WFS 6.60 (Class 1b rBER)
	0,09
	0,06
	0,09
	0,1
	0,09
	0,17
	0,13
	0,2
	0,26
	0,17
	0,15
	0,077
	0,16
	0,2
	0,15
	0,17
	0,11
	0,19
	0,23
	0,17
	0,16
	0,13
	0,17
	0,3
	0,16

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS-INB (0.5% FER)
	-5,5
	-6
	-4
	-6,5
	-4
	-14
	-14,5
	-13
	-13
	-13
	-13
	-13
	-11,5
	-12
	-11,5
	-14,5
	-14
	-13
	-13
	-13
	-14
	-14,5
	-13
	-13
	-13

	O-TCH/WFS (EVSIDUR)
	-0,5
	-3
	
	-2
	-0,5
	-8,5
	-9,5
	
	-9,5
	-8,5
	-7
	-9,5
	
	-7,5
	-7
	-8,5
	-9,5
	
	-10
	-8,5
	-8
	-10,5
	
	-10
	-8

	O-TCH/WFS (EVRFR)
	-1
	
	
	-3
	-1
	-11
	
	
	-11
	-11
	-9,5
	
	
	-9,5
	-9,5
	-11
	
	
	-12
	-11
	-10,5
	
	
	-12
	-10,5

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 23.85 (FER)
	
	
	
	
	
	
	
	
	
	
	-5,5
	-6
	-4
	-2,5
	-2,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 23.85 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,22
	0,26
	0,22
	0,18
	0,18
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 15.85 (FER)
	
	
	
	
	
	
	
	
	
	
	-8
	-9
	-7,5
	-5,5
	-5,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 15.85 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,3
	0,23
	0,31
	0,5
	0,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 12.65 (FER)
	
	
	
	
	
	
	
	
	
	
	-9
	-9,5
	-9
	-7,5
	-7,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 12.65 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,27
	0,07
	0,39
	0,36
	0,36
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 8.85 (FER)
	
	
	
	
	
	
	
	
	
	
	-10,5
	-12
	-11
	-10
	-10
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 8.85 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,29
	0,16
	0,32
	0,42
	0,42
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 6.60 (FER)
	
	
	
	
	
	
	
	
	
	
	-11,5
	-13
	-12
	-11,5
	-11,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS 6.60 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,16
	0,22
	0,19
	0,2
	0,2
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS-INB (0.5% FER)
	
	
	
	
	
	
	
	
	
	
	-13,5
	-11
	-12,5
	-12,5
	-11
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS (EVSIDUR)
	
	
	
	
	
	
	
	
	
	
	-8
	-9
	
	-8,5
	-8
	
	
	
	
	
	
	
	
	
	

	O-TCH/WFS (EVRFR)
	
	
	
	
	
	
	
	
	
	
	-10,5
	
	
	-10,5
	-10,5
	
	
	
	
	
	
	
	
	
	


Annex C1: O-TCH/WHS Sensitivity

	
	static
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	
	HT100 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values 
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values 
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values 
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values 
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values 

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 12.65 (FER)
	-101,5
	-100,5
	-101,5
	-101
	-100,5
	-96
	-95,5
	-96
	-94,5
	-94,5
	-96,5
	-95
	-96
	-95
	-95
	-96
	-93,5
	-94
	-95,5
	-93,5
	-92,5
	-93,5
	-94
	-92,5
	-92,5

	O-TCH/WHS 12.65 (Class 1b rBER)
	1,1
	0,57
	1,06
	0,92
	0,57
	0,39
	0,36
	0,43
	0,3
	0,3
	0,49
	0,38
	0,42
	0,37
	0,38
	0,38
	0,3
	0,37
	0,38
	0,30
	0,39
	0,4
	0,39
	0,4
	0,4

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 8.85 (FER)
	-102,5
	-102,5
	-103
	-102,5
	-102,5
	-97,5
	-97
	-97,5
	-96
	-96
	-97,5
	-96,5
	-97,5
	-97
	-96,5
	-97,5
	-96
	-97
	-97,5
	-96
	-94
	-95,5
	-96,5
	-94,5
	-94

	O-TCH/WHS 8.85 (Class 1b rBER)
	0,17
	0,15
	0,18
	0,19
	0,19
	0,13
	0,2
	0,14
	0,1
	0,1
	0,14
	0,11
	0,14
	0,13
	0,11
	0,13
	0,1
	0,14
	0,15
	0,1
	0,13
	0,13
	0,14
	0,13
	0,13

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 6.60 (FER)
	-104,5
	-103
	-105
	-104
	-103
	-99
	-98,5
	-99,5
	-98
	-98
	-99,5
	-98,5
	-99,5
	-98,5
	-98,5
	-99,5
	-97,5
	-99
	-99
	-97,5
	-96
	-97
	-98,5
	-96,5
	-96

	O-TCH/WHS 6.60 (Class 1b rBER)
	0,34
	0,23
	0,28
	0,24
	0,23
	0,17
	0,14
	0,18
	0,15
	0,15
	0,18
	0,13
	0,17
	0,15
	0,15
	0,17
	0,13
	0,15
	0,14
	0,13
	0,19
	0,16
	0,16
	0,17
	0,19

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 12.65 (FER)
	
	
	
	
	
	-95,5
	-95
	-95,5
	-94,5
	-94,5
	
	
	
	
	
	
	
	
	
	
	-92
	-92,5
	-93
	-92
	-92

	O-TCH/WHS 12.65 (Class 1b rBER)
	
	
	
	
	
	0,37
	0,35
	0,40
	0,34
	0,34
	
	
	
	
	
	
	
	
	
	
	0,44
	0,39
	0,43
	0,4
	0,44

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 8.85 (FER)
	
	
	
	
	
	-97,5
	-96,5
	-97
	-96
	-96
	
	
	
	
	
	
	
	
	
	
	-94
	-94,5
	-95,5
	-94
	-94

	O-TCH/WHS 8.85 (Class 1b rBER)
	
	
	
	
	
	0,14
	0,13
	0,14
	0,12
	0,12
	
	
	
	
	
	
	
	
	
	
	0,15
	0,13
	0,14
	0,13
	0,15

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 6.60 (FER)
	
	
	
	
	
	-99
	-98,5
	-99
	-98
	-98
	
	
	
	
	
	
	
	
	
	
	-95,5
	-97
	-98
	-96,5
	-95,5

	O-TCH/WHS 6.60 (Class 1b rBER)
	
	
	
	
	
	0,2
	0,15
	0,17
	0,16
	0,16
	
	
	
	
	
	
	
	
	
	
	0,19
	0,15
	0,15
	0,17
	0,19


Annex C2: O-TCH/WHS Co-channel

	
	TU3 noFH
	
	TU3 iFH
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 12.65 (FER)
	21,5
	21,5
	21
	22,5
	22,5
	13,5
	14,5
	14
	15,5
	15,5
	14,5
	14,5
	14,5
	17
	17
	14
	14,5
	14
	15,5
	15,5
	17
	14,5
	16
	15,5
	17

	O-TCH/WHS 12.65 (Class 1b rBER)
	0,15
	0,16
	0,13
	0,16
	0,16
	0,43
	0,39
	0,37
	0,37
	0,37
	0,37
	0,37
	0,36
	0,27
	0,27
	0,4
	0,37
	0,39
	0,36
	0,36
	0,32
	0,37
	0,34
	0,4
	0,32

	O-TCH/WHS 8.85 (FER)
	20
	20
	20
	21
	21
	12
	12,5
	12,5
	14
	14
	12,5
	12,5
	13
	15
	15
	12
	12,5
	12,5
	14
	14
	15
	12
	13,5
	13,5
	15

	O-TCH/WHS 8.85 (Class 1b rBER)
	0,06
	0,09
	0,05
	0,07
	0,07
	0,14
	0,22
	0,13
	0,11
	0,11
	0,11
	0,19
	0,12
	0,11
	0,11
	0,13
	0,20
	0,13
	0,11
	0,11
	0,11
	0,21
	0,13
	0,14
	0,11

	O-TCH/WHS 6.60 (FER)
	18,5
	19
	18
	19,5
	19,5
	10,5
	11
	11
	12
	12
	11
	11,5
	11
	13,5
	13,5
	10,5
	11
	11
	12
	12
	13
	10,5
	11,5
	12
	13

	O-TCH/WHS 6.60 (Class 1b rBER)
	0,08
	0,05
	0,01
	0,09
	0,09
	0,16
	0,10
	0,14
	0,13
	0,13
	0,14
	0,09
	0,15
	0,12
	0,12
	0,18
	0,10
	0,15
	0,13
	0,13
	0,14
	0,11
	0,13
	0,13
	0,14

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 12.65 (FER)
	
	
	
	
	
	
	
	
	
	
	14,5
	15
	15
	16,5
	16,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 12.65 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,35
	0,36
	0,35
	0,3
	0,3
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 8.85 (FER)
	
	
	
	
	
	
	
	
	
	
	13
	13
	13
	14,5
	14,5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 8.85 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,11
	0,19
	0,13
	0,11
	0,11
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 6.60 (FER)
	
	
	
	
	
	
	
	
	
	
	11
	11,5
	11,5
	13
	13
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 6.60 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,15
	0,10
	0,14
	0,12
	0,12
	
	
	
	
	
	
	
	
	
	


Annex C3: O-TCH/WHS 1st adjacent channel

	
	TU3 noFH
	
	TU3 iFH
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 12.65 (FER)
	4,5
	3,5
	5
	5
	5
	-3,5
	-3,5
	-2,5
	-2
	-2
	-3,5
	-3,5
	-2
	-1
	-1
	-3,5
	-3,5
	-2,5
	-2
	-2
	-2,5
	-2,5
	0
	-1,5
	0

	O-TCH/WHS 12.65 (Class 1b rBER)
	0,11
	0,19
	0,17
	0,16
	0,17
	0,35
	0,31
	0,39
	0,36
	0,36
	0,37
	0,34
	0,35
	0,3
	0,3
	0,33
	0,35
	0,38
	0,33
	0,33
	0,34
	0,33
	0,36
	0,38
	0,36

	O-TCH/WHS 8.85 (FER)
	3
	1,5
	3
	3
	3
	-5
	-6
	-4,5
	-4
	-4
	-4,5
	-5,5
	-4
	-3
	-3
	-5
	-6
	-4,5
	-3,5
	-3,5
	-4,5
	-5,5
	-3
	-4
	-3

	O-TCH/WHS 8.85 (Class 1b rBER)
	0,07
	0,09
	0,07
	0,09
	0,09
	0,13
	0,20
	0,13
	0,12
	0,12
	0,11
	0,21
	0,13
	0,11
	0,11
	0,13
	0,20
	0,13
	0,12
	0,12
	0,13
	0,22
	0,14
	0,15
	0,14

	O-TCH/WHS 6.60 (FER)
	2
	0,5
	1
	1,5
	2
	-6,5
	-7,5
	-6,5
	-6
	-6
	-6
	-7
	-6
	-5
	-5
	-6,5
	-7
	-6,5
	-6
	-6
	-6
	-7,5
	-5,5
	-6
	-5,5

	O-TCH/WHS 6.60 (Class 1b rBER)
	0,07
	0,06
	0,09
	0,12
	0,07
	0,11
	0,13
	0,14
	0,16
	0,16
	0,1
	0,11
	0,14
	0,15
	0,15
	0,13
	0,11
	0,14
	0,17
	0,17
	0,11
	0,11
	0,13
	0,16
	0,13

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 12.65 (FER)
	
	
	
	
	
	
	
	
	
	
	-2,5
	-3
	-2
	-1
	-1
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 12.65 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,32
	0,38
	0,35
	0,32
	0,32
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 8.85 (FER)
	
	
	
	
	
	
	
	
	
	
	-4
	-5,5
	-3,5
	-3
	-3
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 8.85 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,11
	0,22
	0,12
	0,12
	0,12
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 6.60 (FER)
	
	
	
	
	
	
	
	
	
	
	-5,5
	-6,5
	-6
	-5
	-5
	
	
	
	
	
	
	
	
	
	

	O-TCH/WHS 6.60 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,09
	0,09
	0,14
	0,16
	0,16
	
	
	
	
	
	
	
	
	
	


Annex D1: TCH/WFS Sensitivity

	
	static
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	
	HT100 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	TCH/WFS 12.65 (FER)
	-105,5
	-104
	-106,5
	-104
	-99,5
	-101,5
	-100,5
	-101
	-99,5
	
	
	
	
	-101
	-103
	-101
	-102,5
	-101
	-99
	-101,5
	-100
	-99,5
	-99

	TCH/WFS 12.65 (Class 1b rBER)
	0,64
	0,5
	0,59
	0,50
	0,35
	0,38
	0,35
	0,3
	0,35
	
	
	
	
	0,72
	0,8
	0,69
	0,8
	0,72
	0,62
	0,6
	0,6
	0,5
	0,62

	TCH/WFS 8.85 (FER)
	-107,5
	-104
	
	-104
	-102
	-104
	-103
	-103
	-102
	
	
	
	
	-104
	-104
	-104,5
	-105
	-104
	-102
	-104
	-103
	-102,5
	-102

	TCH/WFS 8.85 (Class 1b rBER)
	0,92
	0,5
	
	0,50
	0,38
	0,31
	0,34
	0,28
	0,38
	
	
	
	
	0,72
	0,53
	0,6
	0,62
	0,72
	0,62
	0,56
	0,5
	0,45
	0,62

	TCH/WFS 6.60 (FER)
	-108
	-104
	
	-104
	-103
	-104
	-104
	-104
	-103
	
	
	
	
	-105,5
	-104
	-106
	-106
	-104
	-103,5
	-104
	-104,5
	-103,5
	-103,5

	TCH/WFS 6.60 (Class 1b rBER)
	0,33
	0,24
	
	0,24
	0,15
	0,14
	0,14
	0,12
	0,15
	
	
	
	
	0,26
	0,19
	0,2
	0,2
	0,19
	0,24
	0,19
	0,2
	0,2
	0,24

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	TCH/WFS 12.65 (FER)
	
	
	
	
	-100,5
	-102,5
	-101,5
	-101,5
	-100,5
	
	
	
	
	
	
	
	
	
	-99
	-101,5
	-99
	-99,5
	-99

	TCH/WFS 12.65 (Class 1b rBER)
	
	
	
	
	0,62
	0,62
	0,59
	0,5
	0,62
	
	
	
	
	
	
	
	
	
	0,66
	0,53
	0,58
	0,6
	0,66

	TCH/WFS 8.85 (FER)
	
	
	
	
	-103,5
	-104
	-104
	-104
	-103,5
	
	
	
	
	
	
	
	
	
	-102
	-104
	-103
	-102,5
	-102

	TCH/WFS 8.85 (Class 1b rBER)
	
	
	
	
	0,59
	0,45
	0,54
	0,4
	0,59
	
	
	
	
	
	
	
	
	
	0,58
	0,6
	0,54
	0,55
	0,58

	TCH/WFS 6.60 (FER)
	
	
	
	
	-104,5
	-104
	-105,5
	-105
	-104
	
	
	
	
	
	
	
	
	
	-103,5
	-104
	-104
	-104
	-103,5

	TCH/WFS 6.60 (Class 1b rBER)
	
	
	
	
	0,26
	0,17
	0,19
	0,15
	0,17
	
	
	
	
	
	
	
	
	
	0,25
	0,19
	0,19
	0,18
	0,25


Annex D2: TCH/WFS Co-channel

	
	TU3 noFH
	
	TU3 iFH
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	

	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values
	
	
	
	Ericsson
	Siemens
	Nokia
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	TCH/WFS 12.65 (FER)
	21,5
	19
	20,5
	19
	21,5
	13
	10,5
	11
	11
	13
	14,5
	12
	13
	13,5
	14,5
	
	
	
	12
	10,5
	12,5
	11,5
	12,5

	TCH/WFS 12.65 (Class 1b rBER)
	0,08
	0,08
	0,1
	0,1
	0,08
	0,63
	0,56
	0,61
	0,7
	0,63
	0,4
	0,32
	0,36
	0,3
	0,40
	
	
	
	0,73
	0,56
	0,63
	0,7
	0,63

	TCH/WFS 8.85 (FER)
	20
	17,5
	18,5
	17,5
	20
	10
	7,5
	8
	8
	10
	11,5
	9
	10
	11
	11,5
	
	
	
	9
	7,5
	8,5
	8
	9

	TCH/WFS 8.85 (Class 1b rBER)
	0,11
	0,09
	0,12
	0,11
	0,11
	0,64
	0,46
	0,51
	0,6
	0,64
	0,42
	0,3
	0,3
	0,3
	0,42
	
	
	
	0,73
	0,47
	0,5
	0,7
	0,73

	TCH/WFS 6.60 (FER)
	19
	16,5
	17,5
	16,5
	19
	8,5
	6,5
	7
	7
	8,5
	10,5
	8
	8,5
	10
	10,5
	
	
	
	8
	6,5
	7
	7
	8

	TCH/WFS 6.60 (Class 1b rBER)
	0,09
	0,05
	0,07
	0,06
	0,09
	0,22
	0,17
	0,2
	0,2
	0,22
	0,16
	0,12
	0,12
	0,15
	0,16
	
	
	
	0,24
	0,16
	0,15
	0,2
	0,24

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	TCH/WFS 12.65 (FER)
	
	
	
	
	
	
	
	
	
	
	13
	10,5
	12
	12,5
	13
	
	
	
	
	
	
	
	

	TCH/WFS 12.65 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,59
	0,55
	0,58
	0,45
	0,63
	
	
	
	
	
	
	
	

	TCH/WFS 8.85 (FER)
	
	
	
	
	
	
	
	
	
	
	10
	7,5
	8,5
	9,5
	10
	
	
	
	
	
	
	
	

	TCH/WFS 8.85 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,58
	0,44
	0,48
	0,4
	0,64
	
	
	
	
	
	
	
	

	TCH/WFS 6.60 (FER)
	
	
	
	
	
	
	
	
	
	
	9
	6,5
	7,5
	8,5
	9
	
	
	
	
	
	
	
	

	TCH/WFS 6.60 (Class 1b rBER)
	
	
	
	
	
	
	
	
	
	
	0,27
	0,16
	0,17
	0,14
	0,27
	
	
	
	
	
	
	
	


Annex E1: O-FACCH Sensitivity

	
	static
	
	
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	
	HT100 noFH
	

	
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-FACCH/F (FER)
	-106
	-104
	-104,5
	-104
	-100,5
	-101,5
	-100,5
	-100,5
	-102
	-102
	-101,5
	-101,5
	-102
	-101,5
	-102,5
	-101,5
	-100
	-101
	-100
	-100

	O-FACCH/H (FER)
	-105,5
	-104,5
	-104,5
	-104
	-102
	-102
	-100,5
	-100,5
	-102
	-101
	-100,5
	-100,5
	-102,5
	-101
	-101,5
	-101
	-99
	-100,5
	-99,5
	-99

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-FACCH/F (FER)
	
	
	
	
	-101,5
	-100,5
	-100,5
	-100,5
	
	
	
	
	
	
	
	
	-100
	-101
	-100
	-100

	O-FACCH/H (FER)
	
	
	
	
	-102
	-100
	-100,5
	-100
	
	
	
	
	
	
	
	
	-99
	-100
	-99,5
	-99


Annex E2: O-FACCH Co-channel

	
	TU3 noFH
	
	TU3 iFH
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	

	
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-FACCH/F (FER)
	15,5
	15,5
	15,5
	15,5
	8
	8
	8
	8
	9,5
	9,5
	10
	10
	8
	8
	8
	8
	8
	9
	8
	9

	O-FACCH/H (FER)
	15,5
	15,5
	15
	15,5
	9
	9
	9
	9
	9
	9,5
	10
	10
	9
	9
	9
	9
	9
	9,5
	9
	9,5

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-FACCH/F (FER)
	
	
	
	
	
	
	
	
	8,5
	9
	9
	9
	
	
	
	
	
	
	
	

	O-FACCH/H (FER)
	
	
	
	
	
	
	
	
	9
	9,5
	9,5
	9,5
	
	
	
	
	
	
	
	


Annex E3: O-FACCH 1st adjacent channel

	
	TU3 noFH
	
	TU3 iFH
	
	TU50 noFH
	
	TU50 idealFH
	
	RA250 noFH
	

	
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values
	Ericsson
	Siemens
	Philips
	Proposed CR values

	GSM850 & GSM900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-FACCH/F (FER)
	-2,5
	0
	-2,5
	0
	-9
	-7,5
	-10
	-7,5
	-9,5
	-7,5
	-8
	-7,5
	-10,5
	-8
	-9,5
	-8
	-11
	-8,5
	-10
	-8,5

	O-FACCH/H (FER)
	-2
	0,5
	-2
	0,5
	-9
	-6,5
	-8,5
	-6,5
	-8
	-5,5
	-8
	-5,5
	-9
	-6,5
	-8,5
	-6,5
	-8,5
	-6
	-8,5
	-6

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DCS1800 & PCS1900
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	O-FACCH/F (FER)
	
	
	
	
	
	
	
	
	-9
	-6,5
	-9
	-6,5
	
	
	
	
	
	
	
	

	O-FACCH/H (FER)
	
	
	
	
	
	
	
	
	-8
	-5,5
	-8
	-5,5
	
	
	
	
	
	
	
	








1(12)
9(12)

