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44.2.3.2.5
Combined routing area updating / rejected / roaming not allowed in this location area

44.2.3.2.5.1
Conformance requirement

1)
If the network rejects a combined routing area updating procedure from the Mobile Station with the cause 'roaming not allowed in this location area' the Mobile Station:

1.1
shall not perform combined GPRS attach when in the same location area;

1.2
shall delete the stored RAI, GPRS-CKSN, P-TMSI P-TMSI signature, TMSI, CKSN and LAI;

1.3
shall store the LA in the 'forbidden location areas for roaming';

1.4
may perform combined GPRS attach when a new location area is entered.

2)
The mobile station shall reset the list of 'Forbidden location areas for roaming' when switched off or when the SIM is removed.

Reference(s):

3GPP TS 04.08 / 3GPP TS 24.008 subclause 4.7.5.2.

44.2.3.2.5.2
Test purpose

Test purpose 1

To test that on receipt of a rejection using the 'Roaming not allowed in this area' cause code, the MS ceases trying a routing area updating procedure on that location area. Successful combined routing area updating procedure is possible in other location areas.

Test purpose 2

To test that if the MS is switched off or the SIM is removed the list of 'forbidden location areas for roaming' is cleared.

44.2.3.2.5.3
Method of test

44.2.3.2.5.3.1
Test procedure 1

Initial conditions

System Simulator:


Two cells, cell A in MCC2/MNC1/LAC1/RAC1, cell B in MCC2/MNC1/LAC2/RAC1.


Both cells are operating in network operation mode I.

Mobile Station:


The MS has a valid IMSI. MS is Idle Updated on cell A.

Related PICS/PIXIT statement(s)

-
Support of GPRS service Yes/No.

-
MS operation mode B Yes/No.

-
Switch off on button Yes/No.

-
Automatic GPRS attach procedure at switch on or power on Yes/No.

Test procedure

The SS rejects a combined routing area updating with the cause value 'Roaming not allowed in this area'. A new attempt for a combined GPRS attach is not possible. Successful combined GPRS attach procedure is performed in another location area. The MS is moved back to the 1st location area. A combined routing area updating shall not be performed, as the LA is on the forbidden list. 

Maximum duration of test

10 minutes.

Expected sequence

Step
Direction
Message
Comments


SS

The following messages are sent and shall be received on cell A.

1
SS

The SS activates cell A.

2
MS

The MS is powered up or switched on and initiates an attach (see PICS.

3
MS -> SS
ATTACH REQUEST
Attach type = 'Combined GPRS / IMSI attach' or 'GPRS attach while IMSI attached'

Mobile identity =IMSI
TMSI status = no valid TMSI available

4
SS -> MS
ATTACH ACCEPT
Attach result = 'Combined GPRS / IMSI attached'

Mobile identity = P-TMSI-2

P-TMSI-2 signature

Routing area identity = RAI-2

Mobile identity = TMSI-1

5
MS -> SS
ATTACH COMPLETE





The following messages are sent and shall be received on cell B.

6
SS

Activate cell B with a lower signal strength than cell A. The RF level of cell A is lowered until cell B is preferred by the MS.  

7
MS

Cell B is preferred by the MS.

8
MS -> SS
ROUTING AREA UPDATING REQUEST
Update type = 'Combined RA/LA updating'

P-TMSI-2 signature

Routing area identity = RAI-2

8a
SS

The RF level of cell A is lowered until cell A is no more suitable.

9
SS -> MS
ROUTING AREA UPDATING REJECT
GMM cause = 'Roaming not allowed in this area'

10
MS

The MS initiates an attach by MMI or by AT command.

11
MS

No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

12
SS -> MS

SS pages the MS with mobile identity P-TMSI-2 and paging order for TBF establishment according to the channel combination of the cell.

13
MS

No response from the MS to the request. This is checked for 10 s.

14
SS -> MS

SS pages the MS with mobile identity TMSI and paging order for RR connection according to the channel combination of the cell.

15
MS

The MS shall not initiate an RR connection. This is checked during 3 seconds. 




The following messages are sent and shall be received on cell A.

16
SS

The RF level of cell A is increased and the RF level of cell B is lowered until cell A is preferred by the MS.

17
MS

Cell A is preferred by the MS.




Step 18 is only performed for non-auto attach MS.

18

{Location Update Procedure}
Macro. Location Update Procedure initated from the MS.

19
MS

MS initates an attach automatically (see PICS), via MMI or AT commands.

20
MS -> SS
ATTACH REQUEST
Attach type = 'Combined GPRS / IMSI attach' or 'GPRS attach while IMSI attached'

Mobile identity =IMSI
TMSI status = no valid TMSI available

21
SS -> MS
ATTACH ACCEPT
Attach result = 'Combined GPRS / IMSI attached'

Mobile identity = P-TMSI-1

P-TMSI-1 signature

Routing area identity = RAI-2

Mobile identity = TMSI-1

22
MS -> SS
ATTACH COMPLETE


23
SS -> MS

SS pages the MS with mobile identity TMSI-1 and paging order for RR connection according to the channel combination of the cell.

24
MS

Verify that the MS initiates a RR connection and sends a PAGING RESPONSE with mobile identity TMSI-1.

25
SS

SS releases the RR connection indicating a successful resumption of GPRS services.

26
SS -> MS

SS pages the MS with mobile identity P-TMSI-1 and paging order for TBF establishment according to the channel combination of the cell.

27
MS

Verify that the MS initiates a TBF connection and sends an UPLINK RLC DATA BLOCK as a response to the paging request.




The following messages are sent and shall be received on cell B.

28
SS

The RF level of cell B is increased and the RF level of cell A is lowered until cell B is preferred by the MS.

29
MS

No ROUTING AREA UPDATING REQUEST sent to SS
(SS waits 30 seconds).

30
SS -> MS

SS pages the MS with mobile identity P-TMSI-2 and paging order for TBF establishment according to the channel combination of the cell.

31
MS

No response from the MS to the request. This is checked for 10 s.

Note: Step 8a should be performed within 15sec –10% in order to prevent the expiry of T3330.
Specific message contents

None.

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

