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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C202
	
	TSPC_Feat_PLMNind

	4
	Country/PLMN Selection.
	3GPP TS 02.07 B.1.4
	 Phase 2
	M
	
	TSPC_Feat_PLMNsel

	5
	Keypad.
	3GPP TS 02.07 B.1.5
	 Phase 2
	O
	
	TSPC_Feat_Keypad

	6
	IMEI.
	3GPP TS 02.07 B.1.6
	 Phase 2
	M
	
	TSPC_Feat_IMEI

	7
	Short Message Overflow Indication.
	3GPP TS 02.07 B.1.8
	 Phase 2
	M
	
	TSPC_Feat_SMoverflow

	8
	DTE /DCE Interface.
	3GPP TS 02.07 B.1.9
	 Phase 2
	O
	
	TSPC_Feat_DTE_DCE

	9
	ISDN "S" Interface.
	3GPP TS 02.07 B.1.10
	 Phase 2
	O
	
	TSPC_Feat_Sinterface

	10
	International Access Function.
	3GPP TS 02.07 B.1.11
	 Phase 2
	O
	
	TSPC_Feat_IntAccess

	11
	Service Indicator.
	3GPP TS 02.07 B.1.12
	 Phase 2
	C203
	
	TSPC_Feat_ServInd

	12
	Autocalling restriction capabilities.
	3GPP TS 02.07 annex A
	 Phase 2
	C205
	
	TSPC_Feat_AutocallRestric

	13
	Dual Tone Multi Frequency function.
	3GPP TS 02.07 B.1.15
	 Phase 2
	C201
	
	TSPC_Feat_DTMF

	14
	Subscription Identity Management.
	3GPP TS 02.07 B.1.16
	 Phase 2
	M
	
	TSPC_Feat_SIM

	15
	On/Off switch.
	3GPP TS 02.07 B.1.17
	 Phase 2
	O
	
	TSPC_Feat_OnOff

	16
	Subaddress.
	3GPP TS 02.07 B.1.18
	 Phase 2
	O
	
	TSPC_Feat_Subaddress

	17
	Support of Encryption A5/1.
	3GPP TS 02.07 B.1.19
	Phase 2
	M
	
	TSPC_Feat_A51

	18
	Support of Encryption A5/2.
	3GPP TS 02.07 B.1.19
	Phase 2
	M
	
	TSPC_Feat_A52

	19
	Short Message Service Cell Broadcast DRX.
	3GPP TS 02.07 B.1.20
	Phase 2
	O
	
	TSPC_Feat_SMS_CB_DRX

	20
	Abbreviated Dialling.
	3GPP TS 02.07 B.3.1
	Phase 2
	O
	
	TSPC_Feat_AD

	21
	Fixed Number Dialling.
	3GPP TS 02.07 B.3.2
	Phase 2
	O
	
	TSPC_Feat_FND

	22
	Barring of Outgoing Calls.
	3GPP TS 02.07 B.3.3
	Phase 2
	O
	
	TSPC_Feat_BO

	23
	DTMF Control Digits Separator.
	3GPP TS 02.07 B.3.4
	Phase 2
	O
	
	TSPC_Feat_DTMF_CDS

	24
	Selection of Directory No in Short Messages.
	3GPP TS 02.07 B.3.5
	Phase 2
	O
	
	TSPC_Feat_SM_Dir

	25
	Last Numbers Dialled.
	3GPP TS 02.07 B.3.6
	Phase 2
	O
	
	TSPC_Feat_LND

	26
	At least one autocalling feature.
	3GPP TS 02.07 annex A
	Phase 2
	O
	
	TSPC_Feat_Autocall

	27
	Alphanumeric display.
	3GPP TS 02.07 2
	Phase 2
	O
	
	TSPC_Feat_Alphanum_Display

	28
	Other means of display.
	3GPP TS 02.07 2
	Phase 2
	O
	
	TSPC_Feat_Other_Means_of_Display

	29
	Speech indicator.
	3GPP TS 02.07 2
	Phase 2
	O
	
	TSPC_Feat_Speech_Indicator

	30
	Support of the extended Short message cell broadcast channel
	3GPP TS 02.07 B.1.23
	R96
	O
	
	TSPC_Ext_SMcell_BC

	31
	Support of Additional Call Set-up MMI Procedures
	3GPP TS 02.07 B.1.24
	R96
	O
	
	TSPC_AddCall_Su_MMi_Proc

	32
	Network Identity and Timezone
	3GPP TS 02.07 B.1.25
	R96
	O
	
	TSPC_Feat_NID_Timezone

	33
	Ciphering Indicator
	3GPP TS 02.07 B.1.22(B.1.2.26)
	Phase 2 (R96)
	C202
	
	TSPC_Feat_Ciphering

	34
	Network’s indication of alerting in the MS $(NI Alert in MS)$
	3GPP TS 02.07 B.1.27
	R96
	O
	
	TSPC_Feat_NI_AlertinMS

	35
	ME-SIM lock
	3GPP TS 02.07 B.3.7
	R96
	O
	
	TSPC_SIM_Lock

	36
	Service Dialling Numbers
	3GPP TS 02.07 B.3.8
	R96
	O
	
	TSPC_Service_No

	37
	Extended timing advance
	3GPP TS 05.10, 5.5
	R99
	C206
	
	TSPC_Feat_Ext_TA

	38
	Support of SoLSA 
	3GPP TS 02.43, 

3GPP TS 22.043 B.1.27

3GPP TS 03.73 3GPP TS 23.073
	R98
	O
	
	TSPC_SoLSA

	39
	Audible Indication of Service Tones
	3GPP TS 02.07, B.1.27
	R96
	O
	
	TSPC_Feat_audible_tone

	40
	Autocalling_Cause 27 Implemented in Cat 3
	3GPP TS 02.07 annex A
	Phase 2
	O
	
	TSPC_Feat_Cause27Cat3

	41
	Support of GPRS
	3GPP TS 02.60

3GPP TS 22.060
	R97
	O
	
	TSPC_GPRS

	42
	Support of EGPRS
	3GPP TS 02.60

3GPP TS 22.060
	R99
	O
	
	TSPC_EGPRS

	43
	Support of GPRS Encryption
	3GPP TS 02.60

3GPP TS 22.060
	R98
	C207
	
	TSPC_GPRS_Encryp

	44
	Control of Supplementary Services
	3GPP TS 02.07, 2
	Phase 2
	O
	
	TSPC_Control_SS

	45
	Short message
	3GPP TS 02.07, 2
	Phase 2
	O
	
	TSPC_Supp_SM

	46
	Emergency calls capabilities
	3GPP TS 02.07, B.1.14
	Phase 2
	C211
	
	TSPC_Emergency_call_cap

	47
	GPRS operation mode class A
	3GPP TS 02.60, 5.4.5

3GPP TS 22.060, 5.4.5
	R97
	C209
	
	TSPC_operation_mode_A

	48
	GPRS operation mode class B
	3GPP TS 02.60, 5.4.5

3GPP TS 22.060, 5.4.5
	R97
	C209
	
	TSPC_operation_mode_B

	49
	GPRS operation mode class C
	3GPP TS 02.60, 5.4.5

3GPP TS 22.060, 5.4.5
	R97
	C209
	
	TSPC_operation_mode_C

	50
	MS supporting SMS over GPRS
	3GPP TS 22.060, 5.4
	R99
	O
	
	TSPC_SMS_over_GPRS

	51
	void
	
	
	
	
	

	52
	Support of GSM-CTS
	3GPP TS 05.08 11

3GPP TS 45.008, 11
	R98
	O
	
	TSPC_GSM_CTS

	53
	Support of ECSD
	3GPP TS 05.08, B.6

3GPP TS 45.008, B.6
	R99
	O
	
	TSPC_ECSD

	54
	GPRS test mode A
	3GPP TS 04.14 5.4
	R97
	C208
	
	TSPC_GPRS_Testmode_A

	55
	GPRS test mode B
	3GPP TS 04.14 5.4
	R97
	C208
	
	TSPC_GPRS_Testmode_B

	56
	EGPRS test mode
	3GPP TS 04.14
	
	C210
	
	TSPC_EGPRS_Testmode

	57
	Support of MS-Assisted E-OTD
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_EOTD_ASSIST

	58
	Non-zero value of Non_DRX_Timer
	3GPP TS 04.60
	R97
	C208
	
	TSPC_non_zero_Non_DRX_Timer

	59
	Support of MS-Based GPS
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_A-GPS_Based

	60
	Support of MS-Assisted GPS
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_A-GPS_Assist

	61
	Privacy Option Supported
	3GPP TS 03.71

7.6.1
	R98
	O
	
	TSPC_PRIVACY

	62
	Support of DTM
	3GPP TS 24.008 10.5.1.7
	R99
	O
	
	TSPC_DTM

	63
	Support MS Assisted EOTD Performance for GMSK
	3GPP TS  05.05 Annex I
	R98
	O
	
	TSPC_EOTD_ASSIST AND TSPC_PERF_GMSK

	64
	Support MS Assisted EOTD Performance for 8PSK
	3GPP TS 05.05 Annex I
	R99
	O
	
	TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

	65
	Support of EGPRS Packet Access enhancement
	3GPP TS 04.18 3.5.2.1.2

3GPP TS 04.60 7.1.2.1
	R99 only
	O
	
	TSPC_EGPRS_ENHANC

	C201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	Comments:


	
	


[………New modified section………]

Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applibable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	C31
	

	[……]
	
	
	
	
	

	52.5.5.1
	Downlink Transfer/ Reestablishment/ T3192 Expiry
	R99
	All EGPRS MS
	C216
	

	52.5.5.2
	Downlink Transfer/ Reestablishment/ Packet Downlink Assignment
	R99
	All EGPRS MS
	C216
	

	52.5.5.3
	Downlink Transfer/ Reestablishment/ Invalid Frequency Parameters IE
	R99
	All EGPRS MS
	C216
	

	52.6.1
	EGPRS Packet Access for signalling / EGPRS Packet Channel Request not supported / CCCH case
	R99
	For R99: All EGPRS MS that supports the access type “signalling” in EGPRS PACKET CHANNEL REQUEST

For Rel-4 and onwards: All EGPRS MS
	For R99: C316
For Rel-4 and onwards: C216
	

	52.6.2
	EGPRS Packet Access for signalling / EGPRS Packet Channel Request supported / CCCH case
	R99
	For R99: All EGPRS MS that supports the access type “signalling” in EGPRS PACKET CHANNEL REQUEST

For Rel-4 and onwards: All EGPRS MS
	For R99: C316

For Rel-4 and onwards: C216
	

	52.6.3
	EGPRS Packet Access for signalling / EGPRS Packet Channel Request not supported / PCCCH case
	R99
	For R99: All EGPRS MS that supports the access type “signalling” in EGPRS PACKET CHANNEL REQUEST

For Rel-4 and onwards: All EGPRS MS
	For R99: C316

For Rel-4 and onwards: C216
	

	52.6.4
	EGPRS Packet Access for signalling / EGPRS Packet Channel Request supported / PCCCH case
	R99
	For R99: All EGPRS MS that supports the access type “signalling” in EGPRS PACKET CHANNEL REQUEST

For Rel-4 and onwards: All EGPRS MS
	For R99: C316

For Rel-4 and onwards: C216
	

	53.1.1.1
	Acknowledged Mode/ Uplink TBF/ Send State Variable V(S)
	R99
	All EGPRS MS
	C216
	

	53.1.1.2
	Acknowledged Mode/ Uplink TBF/ Acknowledge State Variable V(A
	R99
	All EGPRS MS
	C216
	

	53.1.1.3
	Acknowledged Mode/ Uplink TBF/ Window Size/ Default Value
	R99
	All EGPRS MS
	C216
	

	53.1.1.4

	Acknowledged Mode/ Uplink TBF/ Window Size/ Assigned Value
	R99
	All EGPRS MS
	C216
	

	53.1.1.5
	Acknowledged mode/ Uplink TBF/ Invalid Negative Acknowledgement
	R99
	All EGPRS MS
	C216
	

	C213
	IF A.2/58 THEN A ELSE N/A
	-- TSPC_COMPACT

	C214
	IF A.2/53 THEN A ELSE N/A
	-- TSPC_ECSD

	C215
	IF A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS

	C216
	IF A.2/42 THEN A ELSE N/A
	-- TSPC_EGPRS

	C220
	IF A.25/109 THEN A ELSE N/A
	-- TSPC AddInfo_MultSMS

	C221
	IF A.2/41 AND A.2/48 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_operation_mode_B

	[……]
	
	

	C316
	IF A.2/42 AND A.2/65 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_EGPRS_ENHANC
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