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6.4.2.4
Multislot configurations for DBPSCH in Iu mode 

6.4.2.4.1
TCHs allocated

The multislot configurations for TCH on DBPSCH in Iu mode are equivalent to the multislot configurations for circuit switched connections in A/Gb mode, which are defined in section 6.4.2.1.

6.4.2.4.2
PDTCHs allocated 

In Iu mode, two types of multislot configurations exist, symmetric and asymmetric. The symmetric case consists of only bi-directional basic physical subchannels. The asymmetric case consists of both bi-directional and unidirectional downlink basic physical subchannels.

The occupied physical channels shall consist of the following channel combinations as defined in subclause 6.4.1.

x channels of type xxxi) +

y channels of type xxxii)

When in EPC mode (see 3GPP TS 45.008) the occupied physical channels shall consist of the following channel combinations as defined in subclause 6.4.1.

x channels of type xxxiii) +

y channels of type xxxiv)

where

1<= x <= 8, y = 0






for symmetric multislot configuration




1<= x <= 7, 1 <= y <= 7, x+y <= 8

for asymmetric multislot configuration

The allocation of channels to a Multislot Configuration must always consider the multislot capability of the MS, as defined by the multislot class described in annex B.
6.4.2.4.3
TCHs and PDTCHs allocated
Multislot configurations for DBPSCH may consist of a mixed allocation of TCHs and PDTCHs. The multislot configurations for TCH and PDTCH on DBPSCH in Iu mode are defined in sections 6.4.2.4.1 and 6.4.2.4.2. 
6.4.2.6
Multislot configurations for SBPSCH in Iu mode 

The multislot configurations for SBPSCH in Iu mode are equivalent to the multislot configurations for packet switched connections in A/Gb mode, which are defined in section 6.4.2.2.

6.4.2.7
Multislot configurations for dual transfer mode in Iu mode
For DTM in Iu mode, a multislot configuration consists of a single DBPSCH and one or more SBPSCH/F. This multislot configuration may occupy up to 3 basic physical channels. 
The network shall leave a gap of at least one radio block between the old and the new configuration, when the allocation is changed and SBPSCHs with the lowest numbered timeslot are not the same in the old and new configuration. For multislot class type 1 MS, the gap shall be left in both uplink and downlink when the lowest numbered timeslot for the combined uplink and downlink configuration is changed.
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