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Reason for change:
(

The default value of T3302 in section 40 is 0.

An R97 MS sets this value via T3212 received in SI3.  This is set to 0.

An R99 MS sets this value via the T3302 IE in GMM messages. If this IE is not received, a default value of 12 min will be used. This IE then needs to be added in order to override the default value.




Summary of change:
(

The IE T3302 value has been added and set to 0 in the messages ATTACH ACCEPT, ATTACH REJECT, ROUTING AREA UPDATE ACCEPT and ROUTING AREA UPDATE REJECT.

Note: ROUTING AREA UPDATE REJECT needed to be added. For R97, the result is the same.




Consequences if 
(

not approved:
A correctly implemented R99 MS will fail conformance test.
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Other comments:
(

See also GP-031102

40
GPRS default conditions, message contents and macros

40.1
Default test conditions

40.2.4.3
ATTACH ACCEPT message:

Protocol discriminator
1000 (MM message for GPRS service)

Skip indicator
0000

Attach accept message identity
00000010

Attach result
Copy back attach type (GPRS attach (MS class C))

Force to standby
not indicated (subject to CR)

Periodic RA update timer
timer is deactivated

Radio priority for SMS
priority level 3

Spare half octet
Spare half octet

Routing area identification



- MCC
001 (decimal)


- MNC
For PGSM/DCS: 01 (decimal)

For GSM700/GSM850/PCS: 011(decimal)


- LAC
0001H


- RAC
05H

P-TMSI signature
P-TMSI signature

Negotiated READY timer value
32 seconds

Allocated P-TMSI
P-TMSI

For R99 network simulation:


T3302 value
0

40.2.4.4
ATTACH REJECT message:

Protocol discriminator
MM message for GPRS

Skip indicator
0000

Attach reject message identity
00000100

GMM cause
Regular deactivation

For R99 network simulation:


T3302 value
0

40.2.4.23
ROUTING AREA UPDATE ACCEPT message:

Protocol discriminator
MM message for GPRS

Skip indicator
0000

Routing area update accept message identity
00001001

Force to standby
not indicated

Update result
RA updated

Periodic RA update timer
Timer is deactivated

Routing area identification



- MCC
001 (decimal)


- MNC
For PGSM/DCS: 01 (decimal)

For GSM700/GSM850/PCS: 011 (decimal)


- LAC
0001H


- RAC
05H

For R99 network simulation:


T3302 value
0

40.2.4.23a
ROUTING AREA UPDATE  REJECT message:

Protocol discriminator
MM message for GPRS

Skip indicator
0000

Routing Area Update reject message identity
00001011

GMM cause
Congestion

Force to standby
Not indicated

For R99 network simulation:


T3302 value
0
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